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The Lucas County Board of Commissioners is seeking bids for a General Contractor Package
for Lucas County Central Drug Testing Relocation.

Any bidder submitting a bid must submit a completed bid following the procedure outlined
in this Invitation to Bid (ITB) no later than February 25, 2013 @ 2:00 PM (Local Time) 
and submit at One Government Center, Suite 800, Toledo, OH 43604.  All of the sections 
applicable in the Invitation to Bid shall be read so as to give meaning to all such 
provisions.  However, when there is a conflict in the interpretation between a 
specification in the Invitation to Bid and sections, the specification in the Invitation 
to Bid shall take precedence.

1.0 Legal Framework

This Invitation to Bid (ITB) is issued under the provisions of the Ohio Revised 
Code (ORC) Sections 307.86 to 307.92.  All bids submitted in response to this ITB 
shall comply with Ohio law.  The laws of the State of Ohio will govern any disputes 
rising under this ITB and subsequent contract.

2.0 Bid Opening

The bid opening is scheduled for February 25, 2013 @ 2:00 PM (Local Time). All 
sealed bids received after this time and date, for any reason, will be rejected.  
The official time will be maintained by the clock located within Lucas County 
Commissioners, Suite 800.  The opening of the sealed bids will take place at the 
Lucas County Commissioners Office, One Government Center, Suite 800, Eighth Floor,
Toledo, Ohio 43604-2247

3.0 Bid’s Bid Bond Requirement

A signed Bond for the full amount of the Bid, meeting the requirements of section 
153.54 to 153.57, Ohio Revised code, OR a certified check payable to the Lucas 
County Treasurer for ten percent (10%) of the full amount of the bid, must be 
included with each bid or be disqualified.  Bonds will be returned to unsuccessful 
bidders within thirty (30) days of contract award.

4.0 Pre-Bid Conference

X Applicable if box 
is checked

A mandatory Pre-Bid Conference will be held on February 7, 2013 @ 10:00 AM LOCAL 
TIME AT THE PROJECT SITE LOCATED @ 1302 Washington Street, Toledo, OH 43604.
ATTENDANCE IS MANDATORY; failure to attend Pre-Bid Conference will disqualify your 
bid.   There will be no written responses to questions unless research is required, 
in that instance, written responses will be mailed or sent via fax or e-mail to all 
bidders along with any and all amendments that are issued to those that attended 
the Pre-Bid Conference.

5.0 Prevailing Wage

X Applicable if box 
is checked

Ohio’s prevailing wage laws apply to all public improvements financed in whole or 
in part by public funds when the total overall project cost is fairly estimated to 
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be more than $78,258.00 for new construction or $23,447.00 for reconstruction, 
enlargement, alteration, repair, remodeling, renovation, or painting.

All contractors and subcontractors performing any work on any project that meets 
the above requirements are responsible for paying prevailing wage rates to their 
workers.  Prime contractors are solely responsible for informing their 
subcontractors of these requirements.  For more information relating to Ohio’s 
prevailing wage laws, please visit http://wagehour.bes.state.oh.us.

All prevailing wage related questions or concerns should be directed to:
Kelleigh Decker
Lucas County Prevailing Wage Coordinator
Office of Management & Budget
Lucas County Commissioners
One Government Center, Suite 800
Toledo, OH  43604
419 213-4649
419 213-2601 FAX

6.0 Administrative Requirements

By submitting a bid, the bidder will be held accountable to know the specifications 
and conditions under which this contract will be accomplished.  This includes the 
contents of all proposal documents, regulations, and applicable laws.

Each bid will be submitted in a clearly marked sealed container or envelope, with 
the project title, Bid #, date and time of bid opening marked clearly on the 
outside of the package.  If a selected bidder chooses not to submit a bid, the bid 
should be returned and marked “No Bid” for the project title, Bid #, date and time 
of bid opening on the envelope or package.  All bids must be sent to:

Lucas County Commissioners
One Government Center, Suite 800
Toledo OH  43604-2247

The entire set of completed ITB documents must be returned intact and in the 
following order:
a. Entire original completed Request for Bid (ITB) and one (1) completed copy;

this includes any amendments applicable to this ITB.
b. Completed Affidavits: (1) Delinquent Property Tax, (2) Non-Discrimination, 

(3) Non-collusion, (4) No Findings for Recovery, (5) Compliance Affidavit for 
Businesses,(6) Transparency Purchasing Policy Disclosure, (7) Sweatfree 
Affidavit and (8) Best Bid Criteria; all signed by your legally authorized 
representative and notarized.

c. Bid Bond – Separated from (ITB) and Marked “Bid Bond”, your Company’s Name, 
Project Title and Bid Number. The bid bond is mandatory.  A bidder will be 
disqualified if the bid bond is not submitted.

d. The ITB Pricing Response Form completed in its entirety (Section F).

Faxed transmissions of bid are unacceptable.  Sealed bids received through the mail 
after the specified date and time will also be returned.

Lucas County reserves the right to postpone the bid opening for its convenience.
Bidders are required to submit firm and fixed prices in the format specified on the 
pricing sheet (Section F). When there are errors in multiplication or addition in 
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a bid, the unit price quoted will be used for calculating the correct total bid.  
If the error is in the unit price, the bid will be automatically disqualified.

All bid pricing will be valid for 60 (sixty) calendar days from the bid opening 
date to permit adequate evaluation of bid responses.

Lucas County may make this award as a whole or on a partial basis, based on the 
individual bid specifications.

The Board of County Commissioners does not obligate itself to purchase the full 
quantities indicated and the unit price bid must be effective if purchase is less.  
Conversely, the Board’s requirements may be in excess of the quantities shown and 
the successful bidder shall be required to furnish all requirements under the 
specification at the unit price bid for an agreed period of time.

Lucas County does not assume any late payment penalties.  No condition will alter 
this statement.

Ohio Revised Code sections 307.90 and 307.91 permits Lucas County to reject all 
bids, waive technicalities, and to amend the original estimate and to advertise for 
new bids on the required items, products or services.  Lucas County reserves the 
right to reject any or all of the bids on any basis without disclosure of a reason.  
The failure to make such a disclosure will not result in the accrual of any right, 
claim or cause of action by any unsuccessful bidder against Lucas County.

Bidders may withdraw their bids at any time prior to the bid opening date.  After 
the bid opening, bidders may only withdraw their bids as provided in Section 9.31 
of the Ohio Revised Code.  Withdrawal of a bid after a bid opening exposes a bidder 
to legal liability for sanctions, including costs for re-bid, or may result in a 
bid being awarded to the next lowest bidder.  Bidders failing to respond to all 
requirements specified in this ITB may result in the rejection of the bid.

Questions regarding the specifications outlined in this ITB should be directed in 
writing to:

Lynn DiPierro Email:  ldipierr@co.lucas.oh.us
Support Services Manager Voice:  (419) 213-4509
One Government Center Fax:    (419) 213-4533
Suite 480
Toledo OH  43604

Bidders should carefully review all elements of their bids.  Once opened, bids may 
not be altered.  Each response in regard to this ITB shall be completed, self-
contained and meet the requirements of the ITB.  The County may initiate 
clarifications after the bid opening.  However, these clarifications will not 
constitute an alteration of the bid submitted.

References to a particular trade name, manufacturer’s catalog, or model number are 
made for descriptive purposes to guide the Bidder in interpreting the bid 
requirements.  They should not be construed as excluding proposals on other types 
of materials, equipment and supplies.  However, the successful Bidder will be 
required to furnish the particular item referred to in the bid specifications 
unless a departure or substitution is clearly noted and described in the proposal 
shown to be compatible with the specifications and accepted by the Board.  Lucas 
County reserves the right to be the sole judge of suitability and fitness of the 
product bid.
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If any items being bid have an expiration date, items delivered cannot be expired 
and must carry a good date for at least 6 (six) months after receipt.

All materials in the bid will become the property of Lucas County and may be 
returned only at the County’s discretion.  Materials received constitute public 
information as a matter of statutory law and will be made available for public 
inspection and copying upon request by members of the public pursuant to ORC 
Section 149.43.  Any portion of the bid to be held confidential should be marked to 
that effect and will not be considered public record if it clearly falls within an
exemption enumerated in ORC Section 149.43.

Additional information, such as brochures, glossies and or promotional materials, 
is to be provided in a separate section at the back of the response.

6.1 Additional Administrative Requirements – Compliance with Support Order(s)

Financial responsibility, integrity, and accountability are essential for operating 
a business that services the public.  Unpaid obligations are a social problem, 
which threatens the welfare of children and increases the burden on taxpayers to 
provide social services.  Due to the public’s growing concern with non-paying 
parents, government initiatives to create additional, effective enforcement 
mechanisms are necessary.  It is in the County’s interest that all contractors 
doing business with Lucas County demonstrate financial responsibility and integrity 
and accountability.

All bidders must submit the completed “Compliance Affidavit For Businesses” with 
their bid.   Once a lowest and best bidder has been determined and prior to award,
this form will be submitted by Lucas County to the Child Support Enforcement Agency 
for certification of substantial compliance of court ordered and/or agency ordered 
child support of any individuals of the company who have twenty-five (25%) percent 
or greater vested interest in the company.    If the individual is found to be not 
in compliance, said bidder will be notified that the individual is not in 
compliance and therefore the bidder/company/contractor is not in compliance and 
will have five (5) days to be in compliance from date of notification.  Failure to 
comply will cause disqualification of the bidder’s/company’s /contractor’s bid.

Bidders should contact Lucas County Child Support Enforcement Agency, (419) 213-
3106, regarding this requirement should they have questions.

6.2 Additional Administrative Requirements – Best Bid Criteria

All Bidders must complete the Best Bid Criteria Form found in Section A and Submit 
with their bid / response.  Failure to do so may disqualify the bid.  Additionally, 
any subcontractor with 15% or more of the final contract value shall also be 
required to submit a Best Bid Criteria Form.

6.3 Project Labor Agreement (PLA)

A Project Labor Agreement will be entered into by the successful bidder for 
projects over $100,000 with the Northwestern Ohio Building and Construction Trades 
Council.  The Project Labor Agreement is attached for your review under Section A.
The Board of County Commissioners has also entered into a Project Labor Agreement 
with the Northwestern Ohio Building and Construction Trades Council.
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7.0 Contract Administration

The Lucas County Purchasing Department will administer the contract.

8.0 Bid Evaluation Criteria and Award

An award will be made to the provider who is considered lowest and best bid for the 
County’s needs.

Lucas County Board of Commissioners reserves the right to reject any and all bids, 
to waive minor technicalities and to request a re-bid through the bid process.  
Lucas County reserves the right to conduct site visits of proposed facilities (at 
County expense) to determine capability of the bidder to perform.

9.0 Bid Alterations, Amendments, and Alternate Bids

No alterations, additions (alternate bids), or exceptions to the specifications 
contained herein are permitted except by amendments issued by the Lucas County 
Purchasing Department to all bidders that have received an ITB.

During the bid process, bidders may be furnished certain amendments covering 
additions or deletions to the ITB documents.  Amendments will be included in the 
scope of work and will become a part of contract documents.  Amendments may be 
issued up to seventy-two (72) hours preceding the bid opening date, excluding
weekends and holidays.

Any prospective bidder desiring an explanation or interpretation of the ITB or 
specifications must request it in writing soon enough to allow a reply to reach all 
prospective bidders before the submission of their bids but no later than 7 (seven) 
business days prior to the bid opening.  Oral explanations or instructions given 
before the award of a contract will not be binding.  Any information given a 
prospective bidder concerning the ITB will be furnished promptly to all other 
prospective bidders as an amendment, if that information is necessary in submitting 
bids or if the lack of it would be prejudicial to other prospective bidders.

10.0 Equal Opportunity Provisions Required

All bidders must be willing to enter a contract containing the express language 
contained in Section 125.111 of the ORC, which requires the following:

Every contract for or on behalf of the state or any of its political 
subdivisions for the purchase of materials, equipment, supplies, contract of 
insurance, or services shall contain provisions similar to those required by 
Section 153.59 of the Revised Code in the case of construction contracts by 
which the bidder agrees to both of the following:

That in the hiring of employees for the performance of work under the 
contract or any subcontract no bidder or subcontractor shall, by 
reasons of race, color, religion, sex, age, handicap, national origin 
or ancestry, discriminate against any citizen of this state in the 
employment of a person qualified and available to perform the work to 
which the contract relates.

That no bidder, subcontractor, or any person acting on behalf of any 
bidder or subcontractor shall, in any manner, discriminate against, 
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intimidate, or retaliate against any employee hired for the performance
of work under the contract on account of race, color, religion, sex, 
age, handicap, national origin or ancestry.

All bidders who contract with the state or any of its political subdivisions 
for materials, equipment, supplies, contracts of insurance, or services shall 
have a written affirmative action program for the employment and effective 
utilization of economically disadvantaged persons, as defined in Section 
122.71 of the Revised Code.  Annually, each such bidder shall file a 
description of the affirmative action program and a progress report on its 
implementation with the Ohio Civil Rights Commission and the Minority 
Business Development Office established under Section 122.92 of the Ohio 
Revised Code.

11.0 Insurance Requirements

See attached General Conditions of the Contract for Construction.

12.0 Contract Term and Extension

See attached General Conditions of the Contract for Construction.

13.0 Invoices

See attached General Conditions of the Contract for Construction.

14.0 Assignment/Subcontractor

Neither the contract nor any rights, duties or obligations described herein will be 
assigned by either party hereto without prior express, written consent of the other 
party.  The contract will be made pursuant to the bid submitted by the bidder.  The 
contract will be based on the bidder’s qualifications and responsibilities.  The 
bidder will not sublet or assign the contract nor shall any subcontractor commence 
performance of any part of the work included in the resulting contract, without the 
previous written consent of Lucas County.

15.0 Taxes

Lucas County does not pay local, state or Federal taxes.  If requested, the bidder 
will be furnished with an exemption certificate.

16.0 Permits/Codes

The selected bidder is responsible for obtaining all permits and licenses required 
for performance of the work specified.  All labor and materials provided under this 
agreement shall meet or exceed minimum standards covered by the current applicable 
code(s) or bidder shall have obtained a legal waiver.  The Owner will be 
responsible to pay for and obtain the general building permit.

17.0 Compliance with the Law

The bidder must agree to comply with all applicable Federal, state, and local laws 
in the conduct of the work specified in this ITB including applicable state and 
Federal laws regarding drug-free work places.  The bidder will be required to 
accept full responsibility for payment of all taxes and insurance premiums 
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including, but not limited to; Unemployment Compensation insurance premiums, 
Workers’ Compensation, all income tax deductions, Social Security Deductions, and 
any other taxes or payroll deductions required for all employees engaged by the 
bidder in the performance of the work specified in this ITB.

18.0 Pricing

Bidders are expected to quote firm and fixed prices on a per unit basis, in the 
format specified in (Section F). The successful bidder will not change the unit 
price or the scope of work during the contract period or any extension periods, 
however, should the bidder receive a decrease in overall costs associated with the 
commodity, this provision shall allow for modification of the existing contract to 
decrease the price.

Bidders must utilize pricing forms supplied in this document contained with 
(Section F).

19.0 Termination for Convenience

See attached General Conditions of the Contract for Construction.

20.0 Termination for Default

See attached General Conditions of the Contract for Construction.

21.0 Non-Acceptance Criteria for Work, Materials and Service

See attached General Conditions of the Contract for Construction.

22.0 Performance Requirements

See attached General Conditions of the Contract for Construction.

23.0 Indemnification

See attached General Conditions of the Contract for Construction.

24.0 Non-Appropriation of Funds

Bidders are advised that although the term of this contract may span several fiscal 
years, this contract is contingent upon the County budgeting and appropriating the 
funds necessary for the continuation of this contract in the current year.  In the 
event that the funds necessary for the continuation of this contract are not 
approved for expenditure in any year, this contract shall terminate on the last day 
of the fiscal year in which funding was approved, with no penalty to the County.
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COUNTY OF LUCAS CONTRACTOR INSURANCE

21 INSURANCE

21.1 The CONTRACTOR shall purchase and maintain such insurance as will protect him from 
claims set forth below which may arise out of or result from the CONTRACTOR’S execution 
of the WORK, whether such execution be by himself or by any SUBCONTRACTOR or by anyone
directly employed by any of them, or by any one for whose acts any of them may be liable:

21.1.1 Claims under workmen’s compensation, disability, benefit and other similar 
employee benefit acts;

21.1.2 Claims for damages because of bodily injury, sickness or disease or death of 
his employees;

21.1.3 Claims for damages because of bodily injury, sickness or disease or death of 
any person other than his employees;

21.1.4 Claims for damages insured by usual personal injury liability coverage which 
are sustained (1) by any person as a result of an offense directly or indirectly related 
to the employment of such person by the CONTRACTOR, or (2) by any other person; and

21.1.5 Claims for damages because of injury to or destruction of tangible property, 
including loss of use resulting there from.

21.2 Certificate of Insurance acceptable to the OWNER shall be filed with the OWNER 
prior to commencement of the WORK naming OWNER as additional insured.  These Certificates 
shall contain a provision that coverages afforded under the policies will not be canceled 
unless at least thirty (30) days prior WRITTEN NOTICE has been given to the OWNER.

21.3 The CONTRACTOR shall procure and maintain, at his own expense, during the CONTRACT 
TIME, liability insurance as hereinafter specified;

21.3.1 Comprehensive General Liability and Property Damage, Contractor’s Protective 
Liability, Contractual Liability, Completed Operations-Products, Automobile Bodily Injury 
and Property Damage, owned and non-owned and hired vehicles and Owner’s Protective 
Liability.  The latter policy shall name as the insured the OWNER.  If excluded from 
CONTRACTOR’S standard coverages, the following shall be deleted for policies provided 
under the CONTRACT DOCUMENT EXCLUSIONS: (1) “Underground Operations” (2) “Third Party 
Beneficiary” and (3) “Collapse” - where exposure is determined.  Bodily Injury Liability 
and Property Damage Insurance shall cover the use of “Explosives” if used in performance 
of the CONTRACT.  Insurance should be place with a carrier with an AM Best Rating of at 
least an A-.

The types and minimum limits of insurance shall be as follows:

Commercial General Liability Insurance -
General Aggregate Limit - $2,000,000
Products-Completed Operations-
Aggregate Limit - $2,000,000
Personal and Advertising
Injury Limit - $1,000,000
Each Occurrence Limit - $1,000,000
Comprehensive Automobile Liability
Bodily Injury & Property Damage Liability Limit
Each Occurrence - $1,000,000
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The above minimum coverages may be obtained through the primary insurance or any 
combination of primary and umbrella insurance.  In addition, the General Aggregate Limit 
shall be required on a per project basis.

21.3.2 The CONTRACTOR shall acquire and maintain, if applicable, Fire and Extended 
Coverage Insurance upon the PROJECT to the full insurable value thereof for the benefit 
of the OWNER, the CONTRACTOR, and SUBCONTRACTORS as their interest may appear.  This 
provision shall in no way release the CONTRACTOR or CONTRACTOR’S surety from obligations 
under the CONTRACT DOCUMENTS to fully complete the PROJECT.

21.4 The CONTRACTOR shall procure and maintain at his own expense, during the CONTRACT 
TIME, in accordance with the provisions of the laws of the state in which the work is 
performed, Workmen’s Compensation Insurance, including occupational disease provisions, 
for all of his employees at the site of the PROJECT and in case any work is sublet, the 
CONTRACTOR shall require such SUBCONTRACTOR similarly to provide Workmen’s Compensation 
Insurance, including occupational disease provisions for all of the latter’s employees 
unless such employees are covered by the protection afforded by the CONTRACTOR.  In case 
any class of employees engaged in hazardous work under this contract at the site of the 
PROJECT is not protected under Workmen’s Compensation statute, the CONTRACTOR shall 
provide, and shall cause such SUBCONTRACTOR to provide, adequate and suitable insurance 
for the protection of his employees not otherwise protected.

21.5 The CONTRACTOR shall secure, if applicable, “All Risk” type Builder’s Risk 
Insurance for Work to be performed.  Unless specifically authorized by the OWNER, the 
amount of such insurance shall not be less than the CONTRACT PRICE totaled in the BID.  
The policy shall cover not less than the losses due to fire, explosion, hail, lightning, 
vandalism, malicious mischief, wind, collapse, riot, aircraft and smoke during the 
CONTRACT TIME, and until the WORK is accepted by the OWNER.  The policy shall name as the 
insured the CONTRACTOR, and the OWNER.

22. INDEMNITY

22.1 PROFESSIONAL LIABILITY

Relative to any and all claims, losses, damages, liability and costs, the 
CONTRACTOR agrees to indemnify and save the County of Lucas, its officials and employees 
(herein after “County”) harmless from and against any and all suits, actions or claims 
for property losses, damages or personal injury claimed to arise from a negligent act, 
error or omission by the CONTRACTOR or its employees.

22.2 NON-PROFESSIONAL LIABILITY

To the fullest extent permitted by law, the CONTRACTOR shall indemnify and hold 
harmless the County of Lucas, its officers, officials and employees (hereinafter 
“County”), or any of them from and against claims, damages, losses and expenses, 
including but not limited to attorneys’ fees arising out of the acts or omissions of the 
CONTRACTOR, provided that such claim, damage, loss or expense is attributable to bodily 
injury, sickness, disease or death, or to injury to or destruction of property (other 
than the Work itself) including loss of use resulting there from, but only to the extent 
caused in whole or in part by the acts or omissions of the CONTRACTOR, any 
subCONTRACTOR(s) of the CONTRACTOR, its agents, or anyone directly employed by them or 
anyone whose acts they may deem liable, regardless of whether or not such claim, damage, 
loss or expense is caused in part by a party indemnified hereunder.  Such obligation 
shall not be construed to negate abridge, or reduce other rights or obligations of 
indemnity which would otherwise exist as to a party or person described in this paragraph 
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22.2.  It is understood and agreed that this indemnification obligation is enforceable to 
the full extent permitted by Ohio Revised Code Section 2305.31.

22.3 It is expressly understood and ‘agreed that these indemnification obligations are 
enforceable to the full extent permitted by Ohio Revised Code Section 2305.31.  In any and 
all claims against the County by any employee of the CONTRACTOR, and any subCONTRACTOR(s)
of the CONTRACTOR, agent or anyone directly or indirectly employed by any of them or anyone 
for whose acts any of them may be liable.  CONTRACTOR hereby expressly waives the immunity 
provided to CONTRACTOR by Article II, Section 35, of the Ohio Constitution and Ohio Revised 
Code Section 4123.74 and 4123.741, all regarding worker’s compensation immunity, so that 
this indemnification obligation may be enforced by the County of Lucas against CONTRACTOR 
in those instances.

22.4 If the CONTRACTOR subcontracts with the County, the CONTRACTOR shall require its 
subCONTRACTORS to indemnify the County of Lucas in accord with Article 22.

22.5 CONTRACTOR Responsible - The CONTRACTOR expressly understands that the insurance 
requirements as outlined above are minimum requirements to be met under the contract and 
does not in any manner represent that the limits, coverage or policy forms are sufficient 
or adequate to protect the interest or liability of the CONTRACTOR and/or its 
subCONTRACTORS.

THE FOLLOWING MUST BE INCLUDED (IN THE SPECIFIED AREAS) ON ALL INSURANCE CERTIFICATES:

DESCRIPTION OF THE PROJECT AND LOCATION: you may use a generalized listing of the 
duties to be performed under this certificate of insurance.  Example: “Projects 
Executed for the Board of Lucas County Commissioners.”

CERTIFICATE HOLDER: Board of Lucas County Commissioners, One Government Center, 
Suite 800, Toledo, Ohio 43604-2247.
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SECTION A – PROJECT LABOR AGREEMENT

NORTHWESTERN OHIO BUILDING AND CONSTRUCTION TRADES COUNCIL
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PROJECT LABOR AGREEMENT

Between

Board of Lucas County Commissioners
__________________________________

(Owner)

And

NORTHWESTERN OHIO BUILDING AND CONSTRUCTION TRADES COUNCIL

Covering

_________________________________
(Project Name)
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PROJECT LABOR AGREEMENT

This Agreement is entered into this 16th day of April, 2012 by and between, the 
Board of Lucas County Commissioners (“Owner”), acting on its behalf and on behalf of all 
“Contractors” as herein defined, and the Northwestern Ohio Building & Construction Trades 
Council (“NWOBCTC”), acting on its own behalf and on behalf of all affiliates and members 
whose names are subscribed hereto, and who have, through their duly authorized officers, 
executed this Agreement, (“Union”) with respect to the construction of the 
____________________________________ project located in Lucas County, Ohio, the total 
overall project cost of which is greater than $100,000 (“Project”).

The term “Contractor” shall include all construction contractors and subcontractors 
of whatever tier engaged in construction work within the scope of this Agreement.  The 
term “applicable local collective bargaining agreement” means the labor agreement of an 
affiliated local union to the NWOBCTC that covers the work being performed on the Project 
within its work jurisdiction/scope of work.

The Unions and all signatory Contractors agree to abide by the terms and conditions 
contained in this Agreement.

ARTICLE   I
INTENT AND PURPOSE

1.1 The Parties to this Agreement express through this Agreement their mutual and 
sincere commitment to the families and quality of life within Northwest Ohio by; 
(a) helping to ensure that the 12,000-plus building tradesmen and their families 
directly benefit from the construction of the region’s public and civic 
infrastructure; (b) supporting the investment made in training local building 
tradesmen to ensure the highest quality construction, and (c) protecting the area 
standards for wages and benefits realized through the process of collective
bargaining by imposing union scale for all work covered by this Agreement.

1.2 The Owner, Contractor(s), and the Unions agree that the timely construction of this 
Project will require substantial numbers of employees from construction and 
supporting crafts possessing skills and qualifications that are vital to its 
completion.  They will work together cooperatively to furnish skilled, efficient, 
craftsmen who, whenever possible, reside in the local area.  The intent and 
understanding of the parties is to maximize the employment opportunities of skilled 
craftspeople living within the local area.

1.3 The purpose of this Agreement is to establish conditions for the prompt and 
efficient completion of construction work on the Project and to secure optimum 
productivity by providing close cooperation between the Employer and the Union.  
The Parties recognize the need for the timely completion of the Project without 
interruption or delay.  This Agreement is intended to enhance this cooperative 
effort through the establishment of a framework for labor-management cooperation 
and stability.

1.4 A primary incentive for entering into this Agreement is elimination of the risk of 
delays and disruption caused by labor disputes and unrest.  This Agreement creates 
effective and binding methods for the settlement of all disputes or grievances, 
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which may arise on the Project.  There shall be no strikes, work stoppages or 
lockouts for any reason whatsoever.

1.5 Further, the parties recognize the advantages of this project-specific Agreement.
In part, those benefits include standard work rules and prohibitions against 
strikes, lockouts, slowdowns, and other work stoppages during the course of 
construction.  The parties recognize the need to minimize the impact of 
construction industry challenges such as the short-term nature of employment, which 
makes post-hire collective bargaining difficult, and to address the contractor's 
need for predictable costs and a steady supply of skilled labor.

ARTICLE II
SCOPE OF AGREEMENT

2.1 This Project Agreement shall apply to all work recognized and accepted within 
historical definitions of construction work under the direction of and performed by 
the Contractor(s), of whatever tier who have contracts awarded for such work on the 
Project.  Such work shall include site work and dedicated off-site work.

2.2 The scope of work includes all work assigned by the Owner to the Contractor(s).  To 
the extent any work covered by a Contractor’s construction contract for the Project 
entails work beyond the historical definition of “construction work,” including but 
not limited to off-site fabrication, assembly, insulation, skids, modules, 
manufacture and related preparatory work, all Contractors agree to pay their 
employees not less than the wage and fringe benefit rates set forth in the 
applicable local collective bargaining agreement.  Any such work to be 
subcontracted shall only be subcontracted to contractors who pay their employees 
for such work at wage and fringe benefit rates not less than those set forth in the 
applicable local collective bargaining agreement. 

2.3 All work within the scope of this Project Agreement shall be performed only by 
contractors and subcontractors that are signatory to this Project Agreement.  The
Owner shall require all Contractors of whatever tier, as a condition of being 
awarded contracts for work covered by this Agreement, to accept, execute and be 
bound by the terms and conditions of this Project Agreement prior to commencing 
work on the Project.  The Contractor is responsible for ensuring that its 
subcontractors become signatories to this Agreement and abide by its terms.

2.4 The terms and conditions of the applicable local collective bargaining agreements 
covering the craftwork being performed shall govern the terms and conditions of 
employment of employees on the Project, other than as explicitly set forth here.

2.5 It is further agreed that, where there is a conflict, the terms and conditions of 
this Project Agreement shall supersede and override terms and conditions of any and 
all other national, area, or local collective bargaining agreements, except for all 
work performed under the NTL Articles of Agreement, the National Stack/Chimney 
Agreement, the National Cooling Tower Agreement, all instrument calibration work 
and loop checking shall be performed under the terms of the UA/IBEW Joint National 
Agreement for Instrument and Control Systems Technicians, and the National 
Agreement of the International Union of Elevator Constructors, with the exception 
of Article IV (No Strikes and No Lockouts); Article VI (Settlement of Grievances 
and Disputes); and Article VII (Jurisdictional Disputes) of this Project Agreement, 
which shall apply to such work.
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ARTICLE   III
UNION RECOGNITION

3.1 The Contractor(s) recognize the Union(s) as the sole and exclusive bargaining
representatives of all craft employees within their respective jurisdictions 
working on the Project within the scope of this Agreement.

3.2 All employees while covered by this Agreement: (1) in the employ of the Contractor 
at the time the Contractor enters into this Agreement shall, on the 8th day of 
employment hereunder, become members in good standing of the union, and so remain 
during the term of this Agreement; (2) hired by the Contractor after entering into 
this agreement shall, during the term of this Agreement, be hired according to the 
terms and conditions of the applicable local collective bargaining agreement and, 
as a condition of employment, shall become members in good standing of the union on 
the 8th day of employment and so remain for the term of this Agreement.

3.3 Each employee shall be required to comply with the Union security clause set forth 
in the applicable local collective bargaining agreement for the duration of the 
Project.

3.4 Upon being presented with a written authorization form by an employee covered by 
this Agreement, the Employer will deduct from the wages of such employee and remit 
to the Union all initiation fees, dues, and representation fees in accordance with 
the signed authorization.

ARTICLE IV
NO STRIKES AND NO LOCKOUTS

4.1 The Union and its members, agents, representatives and employees shall not allow, 
incite, encourage, condone or participate in any strike, walkout, slowdown, 
picketing, sympathy strike or other work stoppage of any nature whatsoever for any 
cause whatsoever, whether jurisdictional or otherwise, or observe any picket of any 
nature during the term of this Agreement. Any such action by the Union or its 
members, agents, representatives and employees shall constitute a violation of this 
Agreement.

4.2 All employees shall continue to work and to perform all their obligations on the 
Project despite the expiration of any local collective bargaining agreement.

ARTICLE  V
WAGES AND FRINGE BENEFITS

5.1 Wages and fringe benefits to be paid for all work within the scope of this 
Agreement shall be the rates set forth in the applicable local collective 
bargaining agreement.  The Contractor shall pay employees the prevailing wage rate 
as set forth in R.C. Chapter 4115 for all work performed on the Project that is not 
covered by an applicable local collective bargaining agreement.
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5.2 Upon notice to the Owner that a Contractor is delinquent in its obligation to make 
fringe benefit contributions, the Owner shall withhold such sums from the monthly 
progress payment(s) to the Contractor and shall pay such sums directly to the 
appropriate fringe benefit fund(s).

5.3 Any future wage or fringe benefit increases negotiated and established by an 
applicable local collective bargaining agreement shall be paid retroactively to the 
expiration of the preceding local agreement.

ARTICLE  VI
SETTLEMENT OF GRIEVANCES AND DISPUTES

6.1 This Agreement is intended to provide close cooperation between management and 
labor.  Each of the Unions will assign a representative to this Project for the 
purpose of completing the construction of the Project economically, efficiently, 
continuously, and without interruptions, delays, or work stoppages.

6.2 The Contractors, Unions and the employees, collectively and individually, realize 
the importance to all parties to maintain continuous and uninterrupted performance 
of the work of the Project, and agree to resolve disputes in accordance with the 
grievance-arbitration provisions set forth in this Article.

6.3 Any question or dispute arising out of and during the term of this Project 
Agreement (other than trade jurisdictional disputes) shall be considered a 
grievance and subject to resolution under the following procedures:

Step 1. (a) When any employee subject to the provisions of this 
Agreement feels he or she is aggrieved by a violation of this Agreement, he or she, 
through his or her local union business representative or job steward, shall, 
within five (5) working days after the occurrence of the violation, give notice to 
the work-site representative of the involved Contractor stating the provision(s) 
alleged to have been violated.  The business representative of the local union or 
the job steward and the work-site representative of the involved Contractor and the 
Project Contractor shall meet and endeavor to adjust the matter within three (3) 
working days after timely notice has been given.  The representative of the 
Contractor shall keep the meeting minutes and shall respond to the Union 
representative in writing (copying the Project Contractor) at the conclusion of the 
meeting but not later than twenty-four (24) hours thereafter.  If they fail to 
resolve the matter within the prescribed period, the grieving party may, within 
forty-eight (48) hours thereafter, pursue Step 2 of the Grievance Procedure, 
provided the grievance is reduced to writing, setting forth the relevant 
information concerning the alleged grievance, including a short description 
thereof, the date on which the grievance occurred, and the provision(s) of the 
Agreement alleged to have been violated.

(b) Should the Local Union(s) or the Project Contractor or any Contractor have a 
dispute with the other party and, if after conferring, a settlement is not reached 
within three (3) working days, the dispute may be reduced to writing and proceed to 
Step 2 in the same manner as outlined herein for the adjustment of an employee 
complaint.

Step 2. The International Union Representative and the involved 
Contractor shall meet within seven (7) working days of the referral of a dispute to 
this second step to arrive at a satisfactory settlement thereof.  Meeting minutes 
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shall be kept by the Contractor.  If the parties fail to reach an agreement, the 
dispute may be appealed in writing in accordance with the provisions of Step 3 
within seven (7) calendar days thereafter.

Step 3. (a) If the grievance has been submitted but not adjusted under Step 
2, either party may request in writing, within seven (7) calendar days thereafter, 
that the grievance be submitted to an Arbitrator mutually agreed upon by them.  The 
Contractor and the involved Union shall attempt mutually to select an arbitrator, 
but if they are unable to do so, they shall request the American Arbitration 
Association to provide them with a list of arbitrators from which the Arbitrator 
shall be selected. The rules of the American Arbitration Association shall govern 
the conduct of the arbitration hearing.  The decision of the Arbitrator shall be 
final and binding on all parties.  The fee and expenses of such Arbitration shall 
be borne equally be the Contractor and the involved Local Union(s).

(b) Failure of the grieving party to adhere to the time limits 
established herein shall render the grievance null and void.  The time limits 
established herein may be extended only by written consent of the parties 
involved at the particular step where the extension is agreed upon.  The 
Arbitrator shall have the authority to make decisions only on issues 
presented to him or her, and he or she shall not have authority to change, 
amend, add to or detract from any of the provisions of this Agreement.

6.4 The Project Contractor and Owner shall be notified of all actions at Steps 2 and 3 
and shall, upon their request, be permitted to participate in all proceedings at 
these steps.

ARTICLE  VII
JURISDICTIONAL DISPUTES

7.1 The assignment of work will be solely the responsibility of the Contractor 
performing the work involved; and such work assignments will be in accordance with 
the Plan for the Settlement of Jurisdictional Disputes in the Construction Industry 
(the “Plan”) or any successor Plan.

7.2 All jurisdictional disputes on this Project, between or among Building and 
Construction Trades Unions and employers, parties to this Agreement, shall be 
settled and adjusted according to the present Plan established by the Building and 
Construction Trades Department or any other plan or method of procedure that may be 
adopted in the future by the Building and Construction Trades Department.  
Decisions rendered shall be final, binding and conclusive on the Contractors and 
Unions parties to this Agreement.

7.3 All jurisdictional disputes shall be resolved without the occurrence of any strike, 
work stoppage, or slow-down of any nature, and the Contractor’s assignment shall be 
adhered to until the dispute is resolved.  Individuals violating this section shall 
be subject to immediate discharge.

7.4 Each Contractor will conduct a pre-job conference with the appropriate Building and 
Construction Trades Council prior to commencing work.  The Project Contractor and 
the Owner will be advised in advance of all such conferences and may participate if 
they wish.
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ARTICLE  VIII
SAFETY

8.1 The Employer and their employees shall comply with all applicable federal and state 
laws, ordinances and regulations relating to safety and health. All employees shall 
comply with the reasonable safety regulations as established by the Employer.

ARTICLE  IX
UNION REPRESENTATION

9.1 The designated representative(s) of each local union signatory to this Agreement 
shall be permitted to enter the Project site upon notification to the Employer. 
Such designated union representative(s) will be permitted on the Project site 
without an escort. The privilege to move unescorted on the Project site is extended 
to the designated union representative(s) upon the understanding that such 
representative(s) will not disrupt the efficient operation of the Project and that 
the privilege will not be abused.

9.2 The Unions shall have the right to designate a working journeyman as a steward. 
Such designated steward shall be a qualified workman performing the work of that 
craft and shall not exercise any supervisory functions. There shall be no non-
working stewards.

9.3 Visitors, including Union representatives and agents, shall not interfere with the 
work of the employees. In addition, they shall fully comply with the visitor safety 
and security rules established for the Project.

ARTICLE  X
HELMETS TO HARDHATS

10.1 The Contractor and the Unions recognize a desire to facilitate the entry into the 
building and construction trades of veterans who are interested in careers in the 
building and construction industry. The Contractor and Unions agree to utilize the 
services of the Center for Military Recruitment, Assessment and Veterans Employment 
(hereinafter "Center”) and the Center's "Helmets to Hardhats" program to serve as a 
resource for preliminary orientation, assessment of construction aptitude, referral 
to apprenticeship programs or hiring halls, counseling and mentoring, support 
network, employment opportunities and other needs as identified by parties.

10.2 The Unions and Contractor agree to coordinate with the Center to create and 
maintain an integrated database of veterans interested in working on this Project 
and of apprenticeship and employment opportunities for this Project to the extent 
permitted by law, the Unions will give credit to such veterans for bona fide, 
provable past experience.

ARTICLE  XI
TERM OF AGREEMENT
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11.1 This Agreement shall become effective on the ____ day of ________, 20__, and shall 
remain in full force and effect as to each part or phase of construction work until 
all parts and phases have been accepted by the Owner.

ARTICLE XII
INCLUSION

12.1 The Parties intend for the Project to bring great opportunities for contractors as 
well as the local workforce.  A principal goal of the Owner is to ensure that, to 
the extent legally permissible, it uses Minority Business Enterprises and Women’s 
Business Enterprises, which are qualified to perform work on the construction of 
the Project.  The Owner’s goal is to achieve a percentage, which the Owner 
reasonably arrives at and includes in its diversity plan, for MBE/WBE involvement 
for the construction of the Project, regardless of union affiliation.  All minority 
participation is subject to inclusion in Owner’s periodic reports to certain
regulatory and legislative bodies.

12.2 The Parties agree to use their best efforts (including without limitation 
accommodation on fringe bonding and other financial hurdles) and cooperate in order 
to meet or exceed the above stated goals.  The Union shall also provide the Owner, 
upon its request, with any data, statistics and/or information that the Union 
possesses, relating to the stated hiring goals.  Further, in the event that the 
Union contractors are not available or qualified to meet the diversity goal or if 
they fail to utilize best efforts relative to diversity, the Union shall not object 
and it will not be a contract breach for the Owner to use non-union contractors for 
such work.

ARTICLE XIII
INCLUSION ADVOCACY

13.1 The Parties will mutually agree upon a system to monitor and enforce the inclusion 
commitments in this Agreement.
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SECTION B – AFFIDAVITS
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DELINQUENT PERSONAL PROPERTY TAX STATEMENT
(O.R.C. Section 5719.042)

THIS FORM MUST BE COMPLETED IN ITS ENTIRETY AND NOTARIZED

I , , affirm
(NAME) (TITLE) (NAME OF COMPANY)

that at the time that I submitted the bid for to
(BID TITLE)

the Board of Lucas County Commissioners on that
(DATE)

was / was not charged with delinquent Personal
(NAME OF COMPANY) (CIRCLE ONE)

Property Taxes by the Lucas County Auditor.

(If Personal Property Taxes are delinquent, complete the following section)

The amount of delinquent Personal Property Taxes due Lucas County is 
(AMOUNT)

and unpaid penalties and interest are .
(AMOUNT)

___________________________________
(SIGNATURE)

___________________________________
(COMPANY)

___________________________________
(DATE)

Sworn to and subscribed before me this day of, 20 .

(SEAL) ___________________________________
(NOTARY)

My Commission Expires:

(Date)
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NON-DISCRIMINATION AND EQUAL EMPLOYMENT OPPORTUNITY AFFIDAVIT

STATE OF 

SS

COUNTY OF 

being first duly sworn, deposes and says that
(Name)

he/she  is of the party
(Title) (Company)

that made the foregoing proposal; that such party as bidder does not and shall not 
discriminate against any employee or applicant for employment because of race, religion, 
color, sex or national origin.  If awarded the bid and contract under this proposal, said 
party shall take affirmative action to insure that applicants are employed and that 
employees are treated, during employment, without regard to their race, religion, color, 
sex or national origin.  If successful as the lowest and best bidder under the foregoing 
proposal this party shall post non-discrimination notices in conspicuous places available
to employees and applicants for employment setting forth the provision of this affidavit.

Furthermore, said party agrees to abide by the assurances found in Section 153.59 
of the Ohio Revised Code in the Contract Provisions with the Owner if selected as the 
successful bidder by the owner.

___________________________________
(Signature)

(Affiant)

(Company/Corporations)

(Address)

(City/State/Zip Code)

Sworn to and subscribed before me this day of , 20__ _.

(Seal) ________________________________
(Notary)

My Commission Expires:

(Date)
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NON-COLLUSION AFFIDAVIT

STATE OF OHIO,

COUNTY OF LUCAS, SS:

being first duly SWORN, deposes and says that he is 

the or authorized representative of 

or is the party submitting this bid; that such bid is genuine and not collusive or sham; 

that said bidder has not colluded, conspired, connived, or agreed, directly or 

indirectly, with any other bidder or person, to submit a sham bid, or refrain from 

bidding; has not in any manner, directly or indirectly sought by agreement or collusion, 

or communication or conference, with any person, to fix the bid price of affiant or any 

other bidder, to fix any overhead, profit or cost element of said bid price, or of that 

of any other bidder; to secure any advantage against the County of Lucas or any person or 

persons interested in the proposed contract; that all statements contained in said 

proposal of bid are true and that, such bidder has not, directly or indirectly submitted 

this bid, or the contents thereof, or divulged information or data relative thereto to 

any other potential bidder.  Further, Affiant affirms that no county employee has any 

financial interest in this company or the bid being submitted.

(Affiant Signature)

(Affiant Title)

SWORN to before me and subscribed in my presence

this day of , 20 .
(Date) (Month) (Year)

(Notary Public)

(SEAL)

My Commission Expires

(Date)
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NO FINDINGS FOR RECOVERY AFFIDAVIT

THIS FORM MUST BE COMPLETED IN ITS ENTIRETY AND NOTARIZED

I , ,
(NAME) (TITLE) (NAME OF COMPANY)

affirm that at the time that I submitted the bid for to the Board of
(BID TITLE)

Lucas County Commissioners on that
(DATE) (NAME OF COMPANY)

has  / has no  unresolved finding for recovery from the State Auditor per Ohio Revised
(CIRCLE ONE)

Code Section 9.24.

(If there is unresolved finding for recovery from the State Auditor , complete the 
following section)

The amount of unresolved finding for recovery due the State Auditor is _ and
(AMOUNT)

unpaid penalties and interest are .
(AMOUNT)

___________________________________
(SIGNATURE)

___________________________________
(COMPANY)

___________________________________
(DATE)

Sworn to and subscribed before me this day of, 20 .

(SEAL) ___________________________________
(NOTARY)

My Commission Expires:
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Additional Administrative Requirements
Compliance with Support Order(s)

Financial responsibility, integrity and accountability are essential for operating a 
business that services the public.  Unpaid obligations are a social problem which 
threatens the welfare of children and increases the burden on taxpayers to provide social 
services.  Due to the public’s growing concern with non-paying parents, government 
initiatives to create additional, effective enforcement mechanisms are necessary.  It is 
in the County’s interest that all contractors doing business with Lucas County 
demonstrate financial responsibility and integrity and accountability.

All bidders must submit the completed “Compliance Affidavit For Businesses” with their 
bid.  Once a lowest and best bidder has been determined and prior to award, this form 
will be submitted by Lucas County to the Child Support Enforcement Agency for 
certification of substantial compliance of court ordered and/or agency ordered child 
support of any individuals of the company who have twenty-five percent (25%) or greater
vested interest in the company.  If the individual is found to be not in compliance, said 
bidder will be notified that the individual is not in compliance and therefore the 
bidder/company/contractor is not in compliance and will have five (5) days to be in 
compliance from date of notification.  Failure to comply will cause disqualification of 
the bidder’s/company’s/contractor’s bid.

Bidders should contact Lucas County Child Support Enforcement Agency, 419-213-3106, 
regarding this requirement should they have questions.
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COMPLIANCE AFFIDAVIT FOR BUSINESSES

THIS FORM MUST BE COMPLETED IN ITS ENTIRETY BY THE BIDDER AND NOTARIZED

STATE OF OHIO }
}ss:

COUNTY OF LUCAS }

, being first duly sworn, deposes and says that he/she is
(Authorized Officer)

of the party making the
(Title) (Company Name)

foregoing proposal or bid; that according to his/her knowledge, based upon company

records the following individuals have a twenty-five (25%) percent or greater vested

interest in _______________________.
(Company Name)

Name
Child Support
Case/Order No: Social Security Number:

Please check if applicable:

_______ There are no individuals with twenty-five percent (25%) or greater vested

interest in .
(Company Name)

(signature)

Affiant:___________________________

Sworn to and subscribed in my presence this ______ day of _____________, 20____.

(Notary Public)
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Lucas County Contract Transparency Purchasing Policy Disclosure

In the spirit of a more transparent Lucas County government, the Board of Lucas County 
Commissioners adopted Resolution #08-532 on May 13, 2008 requiring disclosure of 
political donations by certain individuals and/or political action committees related to 
the award of certain contracts.  This policy applies to any contract at or above $10,000 
that requires a vote of the Board.

Please list all contributions made by any owner of the company bidding on this contract.  
An owner is defined as owning more than twenty per cent of the corporation or business 
trust, a spouse of an owner of more than twenty per cent of the corporation or business 
trust, a child seven years of age through seventeen years of age of an owner of more than 
twenty per cent of the corporation or business trust or political action committees 
directly associated with this company within one year prior to the date of this award to 
any Lucas County elected officials.  If no contributions have been made, please note
“None.”

_______________________________________________________________________

_______________________________________________________________________

_______________________________________________________________________

_______________________________________________________________________

_______________________________________________________________________

_______________________________________________________________________

_______________________________________________________________________

_______________________________________________________________________

_______________________________________________________________________

_______________________________________________________________________

_______________________________________________________________________

_______________________________________________________________________

_______________________________________________________________________
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LUCAS COUNTY SWEATFREE AFFIDAVIT

STATE OF _________________________

COUNTY OF _______________________, ss:

Personally appeared before me the undersigned, as an individual or as a representative of

for a contract for
(Name of Entity (Type of Product or Service)

to be let by the Board of Commissioners, Lucas County, Ohio, who, being duly cautioned 
and sworn, makes the following statement with respect to the Lucas County Sweatfree 
Procurement Policy and further states that the undersigned has the authority to make the 
following representation on behalf of himself or herself or of the business entity:

1. Name, physical address, phone number and contact persons for each production 
facility that will be involved in the production of goods or the provision of 
services.

_________________________________________________________________

_________________________________________________________________

_________________________________________________________________

2. I have personal knowledge of the information contained in section 1 or I have 
obtained such information from any resale entity.

3. I understand my obligation to ensure that all applicable production 
facilities adhere to the sweatfree code of conduct as defined in Section IV 
of the Lucas County Sweatfree Procurement Policy.

4 I understand that if Lucas County, the State and Local Sweatfree Consortium, 
and/or an independent monitor find any of the production facilities listed 
above to be out of compliance with any of the provisions of Section IV of the 
Lucas County’s Sweatfree Procurement Policy, and I fail to take all 
reasonable steps as specified by and/or its designee(s), I will be deemed out 
of compliance with the sweatfree code of conduct as defined in the Lucas 
County Sweatfree Procurement Policy.
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5. I have furnished a copy of the sweatfree code of conduct as defined in 
Section IV of the Lucas County Sweatfree Procurement Policy to each 
production facility named in paragraph 1 and to each relevant subcontractor 
and I have instructed each subcontractor to furnish the code of conduct to 
each relevant production facility.

BIDDER:

SIGNATURE: _____________________________

NAME: ___________________________________

TITLE: __________________________________

DATE: ___________________________________

Sworn to before me and subscribed in my presence by the above named person this 
______________day of ____________________, 20_______.

NOTARY PUBLIC: ________________________

My Commission Expires: ____________________
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BEST BID CRITERIA

This form must be completed in its entirety and submitted with the Bid and all other 
documents required at the time of the Bid or response to request for proposal.

Name of Project (as identified in the “Request for Proposals”)

Submitted by:
(Name of Contractor)

(Address)

1. Please explain the experience Bidder has on projects of the nature for which Bids 
were solicited.

2. Please detail the continuity of the Bidder’s workforce.

3. For construction projects, please describe the Bidder’s participation in trade-
relevant Department of Labor or State of Ohio approved apprenticeship programs, if 
such apprenticeship programs are available to the Bidder.

4. Please describe the Bidder’s familiarity with this specific project.

Has the Bidder reviewed the specifications (and if 
applicable, the drawings) for the project? ����� ����

Has the Bidder visited the actual site of the 
project? ����� ����

Has the bidder reviewed all other applicable 
Contract Documents? ����� ����
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5. Does the Bidder provide any of the following for its employees?

OSHA-Compliant Safety Plan ����� ����

EPA-Compliant Plans (if applicable)
(For asbestos & lead abatement) ����� ����

5a. Has the Bidder been cited for any OSHA violations in the preceding six (6) months? 
(If yes, please describe – add pages as needed)

����� ����

Type of Violation
(de minimis, other than serious, 

serious, or willful)

Nature of Violation

6. How many years has the Bidder been in the construction, professional or personal 
service business or the number of years in the commodities supply business? 

7. For all construction projects completed by the Bidder in the preceding twenty-four 
(24) months, please complete the information in the table below (add additional 
pages if needed):

Project Identification Original Contract 
Price

Actual Final 
Cost

7a. For all projects listed in #7, did the Bidder:

Comply with all completion deadlines? ����� ����

Provide timely response to “punch list” items and 
perform site clean-up in a timely manner? ����� ����

File a maintenance bond in a timely manner? ����� ����

Arrange for adequate bonding? ����� ����
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8. Does the Bidder comply with unemployment laws, workers compensation laws, federal & 
state Prevailing Wage laws, the Fair Labor Standards Act, local and state taxation 
laws and is the Bidder a participant in the Drug Free Workplace Program for small 
Employers (OAC 4123-17-58.1)?

����� ����

The undersigned certifies under oath that the information provided herein is true and 
sufficiently complete so as not to be misleading:

Name of Bidder 

By (Signature) 

Title

Dated at this day of , 20

Mr./Mrs./Ms. being duly sworn deposes and says that 
the information provided herein is true and sufficiently complete so as not to be 
misleading.

Subscribed and sworn before me this day of , 20

Notary Public:
My Commission Expires:
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SECTION C – SPECIFICATIONS
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SCOPE OF WORK

Lucas County Central Drug Testing Relocation

BID DUE DATE: February 25, 2013 @ 2:00 PM LOCAL TIME
LUCAS COUNTY BOARD OF COMMISSIONERS

ONE GOVERNMENT CENTER, SUITE 480
TOLEDO, OHIO 43604

1.0 GENERAL SCOPE ITEMS:

This Contractor shall provide all supervision, labor, material, accessories, equipment, tools, scaffolding, 
taxes, labor burdens, overhead, profit, fringe benefits, insurance, etc. necessary to complete all work 
associated with the Lucas County Central Drug Testing Relocation.

1.1 The order of precedence of the Bid Documents where and to the extent that any conflict may occur 
shall be:

1.1.1 Contract Terms and Conditions
1.1.2 Written Information in Addenda with those of later date in preference to those of earlier date.
1.1.3 Written Scope of Work in preference to the drawings and other specifications.
1.1.4 Detail (Large Scale) drawings in preference to small scale drawings.
1.1.5 Written Information on drawings in preference to drawn lines.
1.1.6 Written information in the specifications in preference to the drawings.

1.2 Trade permits and or licenses required to perform this type of work at this location, complete with 
inspections, and associated fees.  

1.3 Construction materials testing shall be provided and paid for by the General Contractor through a 
$2,000 Allowance.

1.4 The General Building permit shall be provided and paid for by the Owner.

1.5 Compliance with requirements of all applicable Federal, State and Local codes, ordinances and 
agencies, including Owner’s, and Construction Manager's program and guidelines.

1.6 Comply with Project Safety and Fire Protection Program included within this packet.

1.7 Job Hazard Analysis (JHA) fully executed, must be provided to Lathrop prior to commencement of each 
task this contractor is required to perform to accomplish the scope of work.  Daily Job Safety Analysis 
(JSA) must be performed prior to start of each new shift.

1.8 Notification of public agencies as required for testing and inspections

1.9 The cost of materials incorporated into the construction is exempt from State of Ohio sales tax.

1.10 The importance of a site visit during the bid is emphasized in order to become familiar with the existing 
conditions and their effect on the performance of the work of this contract.  No change orders for 
additional costs shall be accepted for any conditions which could have been determined by a site visit.
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1.11 The Contractor shall be responsible for and repair and make good, at its own expense, all damage to 
streets, sidewalks (not scheduled to be removed as part of this project), utility lines, adjoining premises 
or any other public or private property, by whomsoever owned and wherever located, resulting from or 
in connection with the performance of the Work.

1.12 Street Obstructions:  All streets, sidewalks, or passageways outside of the site fence are to be kept 
clear and open to vehicular traffic and pedestrians at all times.  When it is necessary to restrict traffic or 
close a street or portion of a street or sidewalk due to construction activities, this Contractor shall:

a. Notify the Construction Manager of such requirements one (1) week in advance.
b. Notify the appropriate authorities to obtain their approval and comply with their requirements for 

street obstructions.
c. Provide barricades, signage and flagmen as necessary, to redirect traffic and pedestrians.
d. Perform off-hours work if required to meet the requirements of the City/Authority Having 

Jurisdiction and/or the Construction Manager.

1.13 The General Contractor shall provide portable toilet facilities for the complete duration of this project.
All costs associated with the portable toilet facilities shall be included in the base bid proposal.

1.14 All hoisting required to perform your work shall be provided by this trade contractor.

1.15 The General Contractor shall provide a temporary lighting (if required) and a temporary power (if 
required). Lighting shall be provided to a level equal or greater than the OSHA required lighting levels.

1.16 Parking is limited to the site and any legal public parking offsite.  All cost associated with parking on or 
offsite shall be the responsibility of the General Contractor.  Legal public parking offsite will be utilized 
by both the public and if needed the construction trades.  No legal public parking sites will be for 
construction use only. No parking is allowed in The Source parking lot.

1.17 Any required layout, offsets, stacking, monuments, etc. required for this project shall be the 
responsibility of the General Contractor.

1.18 Include All Engineering, layout and control work as required to complete the respective work items 
included in this bid package.

1.19 The General Contractor shall be responsible for receiving, off-loading, loading and proper storage and 
protection of their materials and equipment into the building.  All deliveries are to be coordinated with 
the Construction Manager prior to shipping of the material.  Laydown area on the site will be limited.
The General Contractor shall never have material onsite more than two weeks prior to being installed.

1.20 The General Contractor shall be responsible for daily cleanup of trade related and identifiable &
unidentifiable debris.

1.21 The General Contractor shall compile product data and prepare shop drawings and submit (1) one 
electronic set in PDF format to The Lathrop Company for review within 30 days of contract award.
Shop drawing review period shall be 14 days and subsequent resubmittal review period shall be 7 
days.
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1.22 Temporary wall, floor or roof openings required by any contractor and the temporary protection, 
temporary weather proofing or required safety provisions for such openings are the responsibility of the 
contractor requiring the opening(s).

1.23 The contractor will be required to warranty all work as per the project specifications but not less than 
one (1) year after occupancy.

1.24 All equipment operated within the building must be electric or propane powered.  All equipment must 
have proper slab protection including but not limited to tire covers and diapers.

1.25 As built drawings are required to be maintained and updated during the project duration and will be 
reviewed by The Lathrop Company to aid in establishing completion progress.

1.26 All building materials supplied and installed under this contract shall be free from mud, dirt, stickers, 
construction markings, rust, etc. upon completion of the installation.

1.27 The drawings are diagrammatic in nature and indicate the required end result.  The Contractor(s) may 
have to deviate from suggested routing and/or installation methods to obtain the required end results.  
Reasonable and customary labor and material required to achieve the end results, whether indicated 
on the drawings and specifications or not, are the responsibility of the installing contractors.

1.28 Minimum lighting as required by OSHA will be provided General Contractor.  Should additional lighting 
be required to perform this scope of work, the performing contractor will be required to supply.

1.29 All premium time, if necessary, to meet the project schedule is to be included in this scope of work.

1.30 This contractor will be required to coordinate all work with The Lathrop Company.

1.31 This contractor shall provide all hangers, “unistrut”, rods, raceway supports and secondary structural 
support steel per the project specifications, as required to meet the project specifications or as required 
by the equipment manufacturer including all peripheral materials necessary to support the items 
included in this scope of work from the building structural steel.

1.32 Contractors are responsible for all the surface and subsurface dewatering required to perform their 
work.

1.33 Contractors are to restore to the original condition all subgrade/sub bases disturbed by their operations.

1.34 In the case of any discrepancies or conflicts in the plans, specifications, scope of work or Bid 
Documents, the contractors are required to notify Lathrop of the conflict for resolution.  Should Lathrop 
not be notified of the conflict, the contractors will be held to the most stringent.

1.35 The General Contractor is required to make all necessary field measurements in insure correct fit.  
Coordinate with other trades in so as not to cause a conflict or delay.

1.36 A Bid Guarantee and Contract Bond (Section 153.571 Ohio revised Code) will be required for this 
project, reference Section G.

1.37 The Owner is to furnish the builders risk policy for this project.
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1.38 Contractors are required to submit a monthly payroll report on the contractor’s workforce and the 
contractor’s subcontractor’s workforce for MBE and Edge participation.

1.39 The successful bidder, and all of the bidder’s contractors and contractors, must comply with and adhere 
to all of the provisions of the project labor agreement negotiated with the Northwest Ohio Building and 
Construction Trades Council and its affiliated local unions for the project. This includes having a pre-
job meeting.

1.40 Reference the Ohio Revised Code 153.50(6) for “General Contracting” for this project except where 
noted in Section 2.0 (General Contractor Package Scope of Work).

1.41 The General Contractor shall provide all required dumpsters for the project site. The dumpsters shall be 
located onsite for the complete duration of the project according to the project schedule. All dump 
charges and fees associated with the dumpsters are included in this proposal.

** The apparent low bidder(s) shall be prepared to meet with the Construction Manager and other 
members of the Project Team.  The meeting will include a discussion on the bidder’s project approach, 
estimate, schedule, etc.

2.0 GENERAL CONTRACTOR PACKAGE:
The Contractors will be required to complete details and provide common means and methods, which 
normally would appear on the design drawings, in order to provide a complete project.  

Provide all work in this scope per the specifications, drawings, bid documents and the related sections 
thereof:

Spec. Number Description Spec. Number Description

Division 1 All Division 1 
Specifications 087113 Automatic Door 

Operators

024119 Selective 
Demolition 088000 Glazing

033053
Miscellaneous 
Cast-In-Place 
Concrete

092216 Non-Structural 
Metal Framing

042200 Concrete Unit 
Masonry 092900 Gypsum Board

055213 Pipe and Tube 
Railings 095113 Acoustical Panel 

Ceilings

061053 Miscellaneous 
Rough Carpentry 096513 Resilient Base and 

Accessories

064116
Plastic-Laminate-
Faced Architectural 
Cabinets

096519 Resilient Tile 
Flooring

070150 Preparation for 
Reroofing 096723 Resinous Flooring

072100 Thermal Insulation 099653 Elastomeric 
Coatings
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072500 Weather Barriers 102800
Toilet, Bath, and 
Laundry 
Accessories

074646 Fiber-Cement 
Siding 105113 Metal Lockers

075323 EPDM Roofing 123661 Simulated Stone 
Countertops

076200 Sheet Metal 
Flashing and Trim Reference Dwgs Fire Protection

081113 Hollow Metal Doors 
and Frames Reference Dwgs Plumbing

081213 Hollow Metal 
Frames Reference Dwgs Mechanical

084113
Aluminum-Framed 
Entrances and 
Storefronts

Reference Dwgs Electrical

087100 Door Hardware

2.0.1 The Work is based upon SCOPE DOCUMENTS.  As scope documents, the drawings, details and 
specifications do not necessarily indicate nor describe all Work required for the full performance and 
completion of the requirements of the Contract Documents.  On the basis of the general scope 
indicated, the Contractor shall use all reasonable care to include those items necessary and/or implied, 
but not necessarily detailed, on the Central Drug Testing Relocation Contract Documents.

The following items are from the Contract Documents for emphasis and clarity; these items are not 
intended to limit the scope of work required by the Contractor; these items are as follows:

2.0.2 Furnish and install all of the items listed in this scope of work to make a complete working system 
unless otherwise noted.

SCOPE OF WORK – GENERAL CONTRACTOR PACKAGE

2.1.1 Provide all necessary equipment, labor, and materials required to perform all the work as noted in the 
drawings, specification and in the bid documents including but not limited to furnishing and install all 
required work from Division 2 (Selective Demolition) through Division 16 (Electrical).

2.1.2 The General Contractor shall provide all interior and exterior demo work as noted on the drawings and
specifications included in these bid documents.  All required legal offsite disposal of demoed material 
shall be the responsibility of the General Contractor.

2.1.3 The General Contractor shall provide all required abatement, monitoring and final clearance letter as 
required to complete all abatement work required for the Lucas County Central Drug Testing 
Relocation.  Reference the Environmental Hazards Survey Report included in these bid documents.  All 
required legal offsite disposal of abated material shall be the responsibility of the General Contractor.

2.1.4 The General Contractor shall provide all necessary patching of exterior pavements, interior concrete, 
Walls and Roof as noted in the drawings and specifications and/or as required by demolition and/or
excavations.
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2.1.5 The General Contractor shall include all labor and materials to seal openings / penetrations through
walls, roofs, or slabs required for this scope of work. Fire Caulking and Sealing to match the rating of
wall/roof is included in this proposal.

2.1.6 The General Contractor shall provide manpower as necessary to assist during equipment startup.

2.1.7 Cleaning, flushing, and testing of all piping systems installed under this scope of work is the
responsibility of the General Contractor. Cleaning, flushing, and testing procedures are in accordance 
with these documents and governing codes.

2.1.8 The General Contractor shall coordinate all required inspections required by code, required by the 
inspectors or as noted in the drawings and specifications.

2.1.9 The Project Schedule for the Lucas County Drug Testing Relocation is listed below.  The awarded 
General Contractor shall furnish Lathrop a detailed schedule for the project within two weeks after the 
notification of award from the county commissioners.

� 4/8/2013 – Start of Construction in the Field
� 8/16/2013 – Completion of Construction in the Field

2.1.10 The General Contractor shall provide a general allowance of $28,500.00 (Reference Item 2.4.1 and
Specification 012100) in the base bid proposal.

2.1.11 The General Contractor shall provide an allowance of $2,000.00 for Testing and Inspection (Reference 
Item 2.4.2 and Specification 012100) in the base bid proposal.

2.1.12 The General Contractor shall provide an allowance of $5,000.00 for roof patching (Reference Item 2.4.3
and Specification 012100) in the base bid proposal.

SCOPE OF WORK – GENERAL CONTRACTOR PACKAGE (ALTERNATES):

2.2.1 Alternate 1:

Furnish and Install the Roof Replacement of the existing roof system (Reference Specification 
012300-Alternates Item 3.1A).  Complete roof system tear-off down to existing wood deck and 
provide new insulation, including tapered units to drain, and roof membrane as indicated on 
Sheet A8.01 and as specified in Section 075323 “EPDM Roofing”.  Alternate 1 shall delete the 
Roof Patching Allowance of $5,000 included in the base bid.  This deducted cost of $5,000 shall 
be included in the Alternate 1 price.  Reference Environmental Hazards Survey Report included 
in the bid documents.

2.2.2 Alternate 2:

Furnish and Install new exterior Façade Panel System as per the drawings and specifications 
(Reference Specification 012300-Alternates Item 3.1B). New cement fiber board panel and 
attachment system including air and moisture barrier, support framing, spacers, panels and 
attachment systems as shown and indicated on Sheet A8.01 and project specifications.
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2.2.3 Alternate 3:

Furnish and Install new Site Improvements as per the drawings and specifications (Reference 
Specification 012300-Alternates Item 3.1C). On West side of building remove existing asphalt 
pavement and sub-base completely from areas indicated on sheet SD1.01. Provide new top 
soil, back fill and lawn seeding. Provide new 4-inch thick concrete walk of width indicated 
including minimum 6-inches of compacted granular fill material. Work scope shall include control 
joints, sealants and light broom finish on exposed traffic surface of concrete.

2.2.4 Alternate 4:

Furnish and deliver the Waiting Area Seating as per the drawings and specifications (Reference 
Specification 012300-Alternates Item 3.1D).  Provide thirty-seven (37) stackable waiting area 
chairs. Chairs shall be one-piece injection molded, without steel or wood components, ribbed 
seat underside and connecting diagonally to the integral legs. Units shall be formed from high 
impact grade copolymer polypropylene with integral fire retardant and chemically resistant to 
acetone, alcohol, blood, vinegar, urine, feces, salt solution and chlorine solution. Chair shall 
comply with ASTM F1561-94, Parts A & B: Standard Performance Test for Plastic Chairs and 
capacity of not less than 400 lbs. Basis-of-Design is “Integra” Model #C-110, armless as 
manufactured by Norix Group, Chicago, Illinois or approved equivalent.

SCOPE OF WORK – GENERAL CONTRACTOR PACKAGE (UNIT PRICES):

2.3.1 UNIT PRICE 1:

Furnish a unit price for additional 2x wood blocking for roof replacement under Alternate 
Number 1 (Reference Specification 012200 – Unit Prices Item 3.1A).  

2.3.2 UNIT PRICE 2:

Furnish a unit price for the replacement of concrete masonry units in exterior wall (Reference 
Specification 012200 – Unit Prices Item 3.1B).

2.3.3 UNIT PRICE 3:

Furnish a unit price for cutting and patching of concrete floor slabs including required dowels
(Reference Specification 012200 – Unit Prices Item 3.1C).

2.3.4 UNIT PRICE 4:

Furnish a unit price for removing and replacing of wood roof deck material including alternate 
number 1 (Reference Specification 012200 – Unit Prices Item 3.1D).
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SCOPE OF WORK – GENERAL CONTRACTOR PACKAGE (EXCLUSIONS):

2.4.1 NONE

SCOPE OF WORK – GENERAL CONTRACTOR PACKAGE (ALLOWANCES):

2.5.1 The Contractor shall include an allowance of $28,500 to be used as directed by the Construction 
Manager. All overhead and profit for this $28,500 is to be included in the base bid number. The 
remaining allowance balance at the completion of the project will be returned to the owner via a deduct 
change order.

2.5.2 The Contractor shall include an allowance of $2,000 to be used as directed by the Construction 
Manager. All overhead and profit for this $2,000 is to be included in the base bid number. The 
remaining allowance balance at the completion of the project will be returned to the owner via a deduct 
change order.

2.5.3 The Contractor shall include an allowance of $5,000 to be used as directed by the Construction 
Manager for Roof Patching. All overhead and profit for this $5,000 allowance is to be included in the 
base bid number.  The remaining allowance balance at the completion of the project will be returned to 
the owner via a deduct change order.



LUCAS COUNTY BOARD OF COMMISSIONERS TERMS AND CONDITIONS
INVITATION TO BID (ITB) 13-003C Bid Package

Lucas County Support Services, Purchasing Division, One Government Center, Suite 480, Toledo, OH  43604-2247
(419) 213-4520 Fax:  (419) 213-4533

SECTION D – INSTRUCTIONS TO BIDDERS
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INSTRUCTIONS TO BIDDERS

ARTICLE 1 - BIDDING PROCEDURES

1.1 DESCRIPTION AND LOCATION OF PROPOSED WORK AND DESIGNATION OF COUNTY 
PROJECT REPRESENTATIVE:

The project is generally described as the Lucas County Engineers – Lucas County Central Drug 
Testing Relocation is to be located on a site in Toledo, Ohio at 1302 Washington Street.

The specifications and the associated documents describe the work to be furnished and installed 
for the Lucas County Engineers – Lucas County Central Drug Testing Relocation, Toledo, Ohio. 

All requirements and instructions listed in the “Instructions to Bidders,” General and 
Supplementary Conditions, and Division One Specifications, apply to work specified. 

Work specifications include all labor, equipment, and installation as required to provide a 
complete technical system in compliance with the contract documents.

1.2 EXAMINATION  OF  CONTRACT  DOCUMENTS  AND  PROJECT  SITE:

Copies of Plans and Specifications may be obtained from Becker Impressions, 4646 Angola Rd., Toledo, OH 
43615, Phone: 419-385-5303, Fax: 419-385-0529.  One (1) complete set of plans and specifications will be 
provided to each Prime Contractor additional sets shall be purchased by the Contractors.  One (1) complete 
set of plans and specifications will be available for review at Lathrop’s Plan Room.

1.2.2 The Bidder shall examine all Contract Documents, including without limitation the Drawings 
and Specifications for all divisions of Work for the Project, noting particularly all requirements 
which will affect the Bidders’ Work in any way.

1.2.3 Failure of a Bidder to be acquainted with the amount and nature of Work required to complete 
any applicable division of the Work, in conformity with all requirements of the Project as a 
whole, will not be considered as a basis for additional compensation.

1.2.4 The Bidder shall evaluate the Project site and related Project conditions where the work will be 
performed, to judge for him/her all the factors affecting the cost of the work and time required 
for its completion, including without limitation the following:

1.2.4.1 The condition, layout, and nature of the Project site and surrounding area, including sub-
surface conditions, if applicable;

1.2.4.2 The availability and cost of labor;

1.2.4.3 The availability and cost of materials, supplies and equipment;
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1.2.4.4 The cost of temporary utilities required in the bid;

1.2.4.5 The cost of any permit or license required by a local or regional authority having 
jurisdiction over the project;

1.2.4.6 The generally prevailing climatic conditions;

1.2.4.7 Conditions bearing upon transportation, disposal, handling, and storage of materials.

1.3 INTERPRETATION

1.3.1 If the Bidder finds any perceived conflict, error, omission or discrepancy between the Drawings 
and Specifications, or any of the Contract Documents, or is in doubt as to the meaning of any 
part of the Drawings, Specifications or other Contract Documents, the Bidder shall submit a 
written request to the County for an interpretation or clarification.

1.3.2 The Bidder shall be responsible for prompt delivery of such request.

1.3.3 In order to prevent an extension of the bid opening, the Bidder is required to make all requests 
for interpretation no later than 2:00 PM on February 13, 2013.

1.3.4 The County shall issue an Addendum, no later than 72 hours prior to the bid opening, excluding 
Saturdays, Sundays, and legal holidays, to any and all requests for interpretation of the Contract 
Documents and provide a copy to each person of record holding Drawings and Specifications.

1.3.4.1 The Addenda shall be deemed to have been validly given if the Addenda is prepared by the 
County and is mailed or otherwise furnished to each person of record holding Drawings and 
Specifications.

1.3.4.2 The Addenda shall be numbered when prepared to distinguish it from other Addenda that may be 
issued at a later date.

1.3.4.3 Failure of any bidder to receive any such Addenda shall not relieve that Bidder from any 
obligation of his Bid as submitted.

1.3.5 Any interpretation of the Contract Documents made by any party other than the County, or in 
any manner other than a written Addendum, shall not be binding and the Bidder shall not rely 
upon any such interpretation.

1.3.6 The Bidder shall not, at any time after the execution of the Contract, be compensated for a claim 
alleging insufficient data, incomplete Contract Documents, or incorrectly assumed conditions 
regarding the nature or character of the Work, if no request for interpretation was made by the 
Bidder as specified by these instructions.
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1.4 SPECIFICATIONS

1.4.1 The articles, devices, materials, equipment, fixtures and other items named in the Drawings or 
Specifications by reference to a specific brand name or catalog number so as to denote kind and 
quality shall be known as Specifications and all bids shall be based upon those Specifications.

1.4.1.1 On highway improvement projects, the “Construction and Material Specifications of the Ohio 
Department of Transportation, with its revisions and supplementary specifications as noted in the 
plans unless otherwise specifically amended by Lucas County under” Special Provisions, shall 
constitute the Specifications for the Project.

1.4.2 Where two or more Specifications are named, the Bidder may furnish any one of those 
Specifications.

1.5 ALTERNATES OR  EQUALS

See Specification Section included within this packet

1.5.1 Proposed alternates or equals to the stated Specifications may only be accepted pursuant to the 
following requirements:

1.5.1.1 If the Bidder proposes to use an article, device, material, equipment, form of construction, fixture 
or other item other than those Specifications named, the Bidder shall certify that the item is equal 
in quality, and all aspects of performance and appearance, to the Specifications specified.

1.5.1.2 If the Owner/Operator/Architect/Construction Manager approves the proposed alternate or equal 
as a Specification, the Owner/Architect/Construction Manager shall, no later than 72 hours prior 
to the bid opening, excluding Saturdays, Sundays and legal holidays, issue an Addendum to all 
Bidders.

1.5.1.3 If the Owner/Operator/Architect/Construction Manager finds the proposed alternate or equal is 
not acceptable, the Owner/Architect/Construction Manager shall respond to the Bidder in 
writing, no later than 72 hours prior to the bid opening, excluding Saturdays, Sundays and legal 
holidays, stating the reason for the rejection, which decision shall be final. The 
Owner/Architect/Construction Manager shall have the discretion to reject a proposed alternate or 
equal for the reason that the Bidder failed to provide sufficient information to enable the 
Owner/Architect/Construction Manager to evaluate the proposed alternate or equal without delay 
in the scheduled bid opening.

1.5.1.4 No consideration shall be given to any proposed alternate or equal unless submitted to the 
Owner/Architect/Project Manager no later than February 13, 2013 at 2:00 PM.
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1.6 BID FORM

1.6.1 Each bid shall be submitted on the Bid Form and sealed in an envelope clearly marked as a bid, 
indicating the Project name and number (if applicable), and the bid date, on the envelope. The 
wording of the Bid Form shall be used without change, alteration, or addition.

1.6.1.1 If the Bid Form is bound with other Contract Documents, it must be submitted as such, and may 
not be removed from the bound Contract Documents.

1.6.2 Any change, alteration or addition in the wording of the Bid Form may cause the bid to be 
rejected.

1.6.3 Unless the Bidder withdraws the bid as provided in Article 3 hereof, the Bidder shall be required 
to comply with all requirements of the Contract Documents, regardless of whether the Bidder 
had actual knowledge of the requirements and regardless of any statement or omission made by 
the Bidder which might indicate a contrary opinion.

1.6.4 The Bidder shall fill in all blank spaces in the Bid Form in ink or typewritten and not in pencil.

1.6.4.1 “Not Applicable or N/A” must be used to fill spaces that are not applicable to the Bidder’s Bid.

1.6.5 The Bidder shall show all bid amounts in both figures and words.

1.6.5.1 In the case of a conflict between the words and figures, the amount shown in words shall 
govern.

1.6.5.2 In the case where words and figures are not identical in form or amount, the amount shown 
in words, where such words are not ambiguous, shall govern. When the Bidder’s intention and 
the meaning of the words are clear, omissions or misspellings of words shall not render the 
words ambiguous

1.6.6 Any alteration or erasure of the wording and/or figures of the Bid amount on the Bid Form shall 
be initialed by the Bidder.

1.6.7 Unless specified on the Bid Form, Alternates shall be considered as unsolicited; unsolicited 
alternate bids will not be considered in awarding this contract, and the inclusion of any such 
unsolicited alternates will result in a bid being considered informal and liable to rejection.

1.6.8 The Lucas County Board of Commissioners reserves the right to accept or reject any or all bids 
on Alternates, in whole or in part.

1.6.8.1 If no change in the bid amount is required, indicate “No Change or $0 Dollars”.

1.6.8.2 A blank entry or an entry of No Bid, N/A, or similar entry on any Alternate will cause the bid to 
be rejected only if that Alternate is selected.
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1.6.8.3 In a Combined Bid, a blank entry or an entry of No Bid, N/A, or similar entry on an Alternate 
will cause the bid to be rejected only if that Alternate applies to the Combined Bid and that 
Alternate is selected.

1.6.9 An officer or a principal of the corporation, partnership or sole proprietorship shall print or type 
the legal name of the business entity on the line provided and sign the Bid Form. All signatures 
must be original. The same procedure shall apply to the bid of a joint venture, except that the 
signature and title of an officer or a principal of each member firm of the joint venture shall be 
required.

1.6.10 The Bid Form of the Bidder with whom the Board of Lucas County Commissioners executes a 
Contract shall be incorporated into the Contract as if fully rewritten therein.

1.7 REQUIRED SUBMITTALS WITH BID FORM

1.7.1 The bid shall be rejected if the Bidder fails to submit the following submittals with the Bid Form 
in the sealed envelope:

1.7.1.1 A signed Bond for the full amount of the Bid, meeting the requirements of Section 153.54 to 
153.57, Ohio Revised Code, OR a certified check payable to Lucas County Treasurer for ten 
(10%) percent of the full amount of the Bid;

1.7.1.2 Power of Attorney of the agent signing for the Surety.

1.7.1.3 Affidavits from SECTION A

1.7.1.4 Contractor Qualification Forms, restrictions, Certification and Submittals as per specification. 

1.8 UNIT PRICES

1.8.1 When Unit Prices are requested on the Bid Form, the scheduled quantities listed are to be 
considered as approximate and are to be used for the comparison of bids only.

1.8.2 Unless otherwise specified in the Contract Documents, the Unit Prices set forth shall include all  
materials, equipment, labor, delivery, installation, overhead, profit and any other cost or expense, 
in connection with or incidental to, the performance of that portion of the Work to which the 
Unit Prices apply.

1.8.3 Where there is a conflict between the Unit Price and the extension thereof made by the Bidder, 
the Unit Price shall govern and the County is authorized to make a correct extension of such Unit 
Price shall be made and such corrected extension shall be used in comparing bids.

1.8.4 It is understood that the scheduled quantities of Work to be done and materials to be furnished 
may increase, decrease or be deleted entirely after execution of the Contract.
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1.9 SUPPLEMENTAL UNIT PRICES

If specified in the Bid Documents, The Bidder shall furnish supplemental unit prices at the time of 
submitting the Bid; however, these supplemental unit prices shall not be included in the Bid amount.

1.10 RETURN OF BIDDING DOCUMENTS

1.10.1 The apparent lowest and best Bidder with whom the Board of Lucas County Commissioners 
intends to execute a contract may retain the Drawings and Specifications.

1.11 COPIES OF THE DRAWINGS AND SPECIFICATIONS

1.11.1 After award of the contract The County’s Project Representative shall furnish to the Contractor, 
free of charge, the general bidding documents and one (1) complete set of Drawings and 
Specifications to maintain at the Project Site.

1.11.2 The Contractor may obtain additional copies or sepias of the Drawings and Specifications from 
the County’s Project Representative, upon request, at the cost of reproduction, if any.

ARTICLE 2 - BID OPENING AND CONSIDERATION OF BIDS

2.1 DELIVERY OF BIDS

2.1.1 It is the responsibility of the Bidder to submit the bid to the Clerk of the Board of Lucas County 
Commissioners or his/her designee prior to the time scheduled for the bid opening, at the address 
specified in the “Invitation to Bid”.

2.1.2 No bid shall be considered if it arrives after the time set for the bid opening, as determined by the 
Clerk of the Board or his/her designee.

2.1.3 If the bid envelope is enclosed in another envelope for the purpose of delivery, the exterior 
envelope shall be clearly marked as a bid with the Project Name and number (if applicable) and 
the bid date.

2.2 BID OPENING

2.2.1 Sealed bids will be received at the office designated in the Invitation to Bid until the time stated 
when all bids will be opened and read.

2.2.2 The public opening and reading of bids is for informational purposes only and is not to be 
construed as an acceptance or rejection of any bid submitted.

2.2.3 The contents of the bid envelope shall be a public record and open for inspection, upon receipt of 
a request, at any time scheduled after the bid opening.
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2.3 BID OPENING EXTENSION

If any Addendum is issued within 72 hours prior to the published time for the bid opening, excluding 
Saturdays, Sundays and legal holidays, the bid opening shall automatically be extended one (1) week, 
with no further advertising required, pursuant to Section 153.12 of the Ohio Revised Code.

2.4 BID EVALUATION CRITERIA AND PROCEDURE

Please reference the Best Bid Criteria included within this Invitation to Bid.

2.5 REJECTION OF BID BY THE COUNTY

2.5.1 The County may reject any or all bids, in whole or in part, on any basis and without disclosure of 
a reason, and waive all informalities and technicalities.  The failure to make such a disclosure 
shall not result in accrual of any right, claim, or cause of action by any unsuccessful Bidder 
against the County.

2.5.2 The Bid of any Bidder who engages in collusive bidding shall be rejected. The County may 
reject the bid of any Bidder who has engaged in collusive bidding at any future bid opening.

2.5.4 If, in the opinion of the County, the award of the Contract to the lowest Bidder is not in the best 
interest of the County, the County may accept, in its discretion, another bid so opened or reject 
all bids, and advertise for other bids, pursuant to Section 153.09 of the Ohio Revised Code. Such 
advertisement will be for such time, in such form, and in such publications as may be directed by 
the County.

2.6 NOTICE OF AWARD

2.6.1 The County shall notify the apparent successful Bidder that upon satisfactory compliance with 
all conditions precedent for Contract execution (Article 5.4), within the time specified, the 
Bidder will be awarded a Contract.

2.6.2 The County reserves the right to rescind any Notice of Award if the County determines the 
Notice of Award was issued in error.

2.6.3 The Base Bid cost estimate for the General Contractor Package is $598,466. No contract to 
which this section applies shall be entered into if the price of the contract, or, if the project 
involves multiple contracts where the total price of all contracts for the project, is in excess of ten 
percent above the entire estimate thereof, nor shall the entire cost of construction, reconstruction, 
repair, painting, decorating, improvement, alteration, addition, or installation including changes 
and estimates for architects or engineers, exceed in the aggregate the amount authorized by law.

General Contractor Package Cost Estimate: $598,466
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ARTICLE 3 - WITHDRAWAL OF BID

3.1 WITHDRAWAL PRIOR TO BID OPENING

A Bidder may withdraw a bid after the bid has been received by the County, provided the Bidder makes 
a request in writing and the request is received by the County prior to the time of the bid opening, as 
determined by the employee of the County designated to open the bids.

3.2 WITHDRAWAL AFTER BID OPENING

3.2.1 In accordance with Section 9.31 of the Ohio Revised Code, a Bidder may withdraw a bid from 
consideration after the bid opening if the bid amount was substantially lower than the amounts of 
other bids, providing the bid was submitted in good faith, and the reason for the bid amount 
being substantially lower was a clerical mistake, as opposed to a judgment mistake, and was 
actually due to an unintentional and substantial arithmetic error or an unintentional omission of a 
substantial quantity of Work, labor or materials made directly in the compilation of the bid 
amount.

3.2.2 Notice of a request to withdraw such a bid must be made in writing and filed with the County 
within two (2) business days after the bid opening.

3.2.3 If a bid is withdrawn under authority of paragraph 3.2.1, the County may award the Contract to 
the Bidder who submitted the next lowest and best Bid or reject all bids and advertise for other 
bids. In the event the County advertises for other bids, the withdrawing Bidder shall pay the 
costs, in connection with the rebidding, of printing new Contract Documents, required 
advertising and printing and mailing notices to prospective Bidders, if the County finds that such 
costs would not have been incurred but for such withdrawal.

3.3 REFUSAL BY BIDDER TO PERFORM

In the event the County denies the claim for withdrawal and the Bidder elects to appeal or otherwise 
refuses to perform the Contract, the County may reject all bids or award the Contract to the next lowest 
and best Bidder, pursuant to Section 9.31 of the Ohio Revised Code.

3.4 PENALTY FOR WITHDRAWAL

3.4.1 No Bidder who is permitted by these General Conditions to withdraw a bid shall for 
compensation supply any material or labor to, or perform any subcontract or other work 
agreement for, the person to whom the Contract is awarded or otherwise benefit, directly or 
indirectly, from the performance of the Project for which the withdrawn bid was submitted, 
without the written approval of the County, pursuant to Section 9.31 of the Ohio Revised Code.

3.4.2 Pursuant to Section 9.31 of the Ohio Revised Code, the person to whom the Contract was 
awarded and the withdrawing Bidder are jointly liable to the County in an amount equal to any 
compensation paid to or for the benefit of the withdrawing Bidder without such approval, in 
addition to the penalty provided for in Section 2913.31 of the Ohio Revised Code.
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ARTICLE 4 - BID GUARANTY AND CONTRACT BOND

4.1 BID BOND

4.1.1 The Bidder must file with the bid a Bond, payable to Lucas County, in the form of either a 
signed Bond in the amount equal to 100% of the  Bid; or a certified check, cashier’s check or 
money order equal to ten (10) percent of the Bid.

4.1.1.1 If chosen, the certified check, cashier’s check or money order must be drawn on a solvent bank 
or savings and loan association.

4.1.2 The Bond shall serve as an assurance that the Bidder will, upon acceptance of the bid, comply 
with all conditions precedent for Contract execution, within the time specified by the County.

4.1.3 If the blank line on the Bond form is not filled in, the penal sum will be the full amount of the 
Base Bid plus added Alternates. If the blank line is filled in, the amount must be stated in dollars.

4.1.4 The Bond must be signed by an authorized agent, with Power of Attorney, from a Surety. The 
Bond must be issued by a Surety authorized by the Department of Insurance to transact business 
in Ohio.

4.1.5 The requirements of Section 3905.41 of the  Ohio Revised Code may be applicable to require the 
Bond to be countersigned by an Ohio residual agent. The Bidder shall determine the applicability 
of this provision.

4.1.6 In every case where a Bond is required, should any Surety thereon, in the opinion of the County, 
become unacceptable as a Surety at any time prior to the completion of the Project and 
acceptance of the Work, the Contractor shall promptly furnish a replacement Surety that is 
acceptable to the County. 

4.1.7 Bonds or checks will be returned to all unsuccessful Bidders upon execution of the Contract or 
within sixty (60) days after the bid opening, whichever is soonest.

4.2 BOND FORFEITURE

4.2.1 If for any reason other than as authorized in paragraph 3.2.1 the Bidder fails to enter into a 
Contract, and the County awards the Contract to the next lowest and best Bidder, the Bidder who 
failed to enter into a Contract shall be liable to the County for a penal sum not to exceed ten (10) 
percent of the bid guaranty and contract bond, or the full amount of the certified check, cashier’s 
check, or money order.

4.2.2 If the County then awards a Contract to such next lowest and best Bidder and such Bidder also 
fails or refuses to enter into a contract, the liability of such next lowest and best Bidder shall be 
the amount of the difference between the bid amounts of such next lowest and best Bidder and 
the third lowest and best Bidder, but not in excess of the liability specified in paragraph 
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3.2.3.Liability on account of an award to any lowest and best Bidder beyond the third lowest and 
best Bidder shall  be determined in like manner, pursuant to Section 153.54 of the Ohio Revised 
Code.

4.2.3 If the County does not award the contract to the next lowest and best Bidder but resubmits the 
Project for bidding, the Bidder failing to enter into the contract shall be liable to the County for a 
penal sum not to exceed ten (10) percent of such Bidder’s bid amount or the costs in connection 
with the resubmission, of printing new Contract Documents, required advertising and printing 
and mailing notices to prospective Bidders, whichever is less, pursuant to Section 153.54 of the 
Ohio Revised Code.

4.3 PERFORMANCE BOND

4.3.1 If the Bidder enters into a contract, and had previously provided either a money order, cashier’s 
check, or certified check with their Bid, then at the time of signing the Contract the Bidder shall 
be required to provide a Bond meeting the requirements of Section 153.54(C) of the Ohio 
Revised Code. Upon receipt of the Bond, the County shall return the check or money order to the 
Bidder.

4.3.2 The Bond shall be in the full amount of the contract to indemnify the County against all direct 
and consequential damages suffered by failure of the Contractor to perform according to the 
provisions of the contract and in accordance with the plans, details, specifications and bills of 
material therefore and to pay all lawful claims of Contractors, Material Suppliers, and laborers 
for labor performed or materials furnished in carrying forward, performing or completing the 
contract.

ARTICLE  5  - CONTRACT  AWARD  AND  EXECUTION

5.1 The award and execution of the contract is based upon the expectation that the lowest and best Bidder 
will comply with all conditions precedent for contract execution within ten (10) days of the date of the 
Notice of Award.

5.2 Noncompliance with the conditions precedent for contract execution within ten (10) days of the date of 
the Notice of Award shall be cause for the County to cancel the Notice of Award and award the contract 
to the next lowest the time for submitting the conditions precedent for contract execution for good cause 
shown. No extension shall operate as a waiver of the conditions precedent for contract execution.

5.3 Pursuant to Section 153.12 of the Ohio Revised Code, the failure to award and execute the contract 
within sixty (60) days of the bid opening invalidates the entire bid process and all bids submitted, unless 
the time is extended by written consent of the Bidder whose bid the County has accepted, and 
concurrence of the County with such extension.

5.3.1 If the contract is awarded within sixty (60) days of the bid opening, any increases in material, 
labor and subcontract costs shall be borne by the Bidder without alteration of the amount of the 
bid.
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5.3.2 If the cause of the failure to execute the contract within sixty (60) days of the bid opening is due 
to matters for which the County is solely responsible, the Contractor shall be entitled to a Change 
Order authorizing payment of verifiable increased costs in materials, labor or subcontracts.

5.3.3 If the cause of the failure to execute the contract within sixty (60) days of the bid opening is due 
to matters for which the Contractor is responsible, no request for increased costs will be granted.

5.4 CONDITIONS PRECEDENT FOR EXECUTION OF CONTRACT

5.4.1 Performance Bond; to support the Bond, a Certificate of Compliance issued by the Department 
of Insurance, showing the Surety is licensed to do business in Ohio;

5.4.2 Current Ohio Workers Compensation Certificate;

5.4.3 Certificate of Compliance with Affirmative Action Programs, issued pursuant to Section 9.47 of 
the Ohio Revised Code;

5.4.4 Certificate of Insurance (ACORD form is acceptable) and copy of additional insured 
endorsement.

5.4.4.1 The County reserves the right to request a certified copy of the Contractor’s insurance 
policies.

5.4.5 If the Bidder is a foreign corporation, i.e., not incorporated under the laws of the State of Ohio, a 
Certificate of Good Standing from the Secretary of State showing the right of the Bidder to do 
business in the State of Ohio

5.4.6 A copy of the Bidder’s site specific safety plan addressing any of the following that are 
applicable to the Project:

5.4.6.1 Confined Space Entry

5.4.6.2 Trenching and/or Excavating

5.4.6.3 Traffic Control

5.4.6.4 Hazard Communication / Material Safety Data Sheets

5.4.6.5 Lockout / Tagout

5.4.6.6 Fire Prevention Plan for “Hot Work” such as welding, cutting or torching

5.4.6.7 Fall Protection Plan and/or Scaffolding safety Plan
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5.4.6.8 The County assumes no responsibility for either the completeness or the effectiveness of 
the Contractor’s written safety plans.

5.5 The County shall issue the Contractor a Notice of Commencement which shall establish the date for
commencement of the Project time. The Contractor shall, within ten (10) days of the date of the Notice 
of Commencement unless they have been previously submitted with the Bid, furnish the County’s 
Project Representative with the following submittals;

Schedule of work;
Preliminary schedule of Shop Drawings and Submittals;
Subcontractor  Declaration and Qualifications;
Manufacturer  Declaration;
Outline of Qualifications of Proposed Superintendent and Foreman Registrations and Certifications for 
tradesmen.

5.6 The Contractor shall, within ten (10) days of the date of the Notice of Commencement, provide the 
County’s Prevailing Wage Coordinator with a schedule of dates during the term of the contract on which 
wages will be paid to employees for the Project.
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GENERAL CONDITIONS OF THE CONTRACT FOR CONSTRUCTION 

ARTICLE 1 

DEFINITIONS AND CONTRACT DOCUMENTS 

1.1 DEFINITIONS 

1.1.1 Definitions. In addition to other terms defined throughout these General Conditions, as used in these 
General Conditions, the following terms shall have the meanings indicated below: 

"Addenda" shall mean written or graphic instruments issued by Architect that modify or interpret the 
Contract Documents by addition, deletion, clarification or correction. 

"Adjacent Properties" shall mean all lands adjoining and surrounding the Site, including streets, sidewalks, 
bridges and buildings adjoining the Site. 

"Agreement" shall mean the executed trade contract agreement between Owner and Contractor relating to 
the Work, as the same may be amended from time to time pursuant to the terms thereof.

"Allowances" shall mean items of Work, if any, that Owner agrees are not detailed enough for 
Contractor to provide a definitive price. 

"Applicable Laws" shall mean any applicable law, enactment, statute, code, ordinance, charter, 
resolution, order, rule, regulation, guideline, authorization, or other direction or requirement of any Governmental 
Authority enacted, adopted, promulgated, entered or issued (including the requirements of the ADA relating to 
the Project).   

"Application for Payment" shall mean certified request for payment for completed portions of the 
Work in the form required by the Contract Documents. 

"Architect" shall mean The Collaborative, Inc., or any successor entity designated in writing by Owner to act 
as architect for the Project. 

"As-Built Drawings" shall mean the Drawings revised to show the "as-built" condition of the Project and 
other changes made during the construction process. 

"Change Order" shall mean a written instrument signed by Owner or Owner's authorized agent, Architect, 
Contractor and Construction Manager issued after the execution of the Contract Documents authorizing a change in 
the scope of the  Work, the Contract Sum or the Construction Schedule. 

"Claim" shall mean any claim, demand or assertion as a matter of right for a change in the Contract Sum, 
extension of time or other relief with respect to any of the terms of the Contract Documents. 
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"Construction Schedule" shall mean the construction schedule prepared by Construction Manager and 
included in the Contract Documents. 

"Contract Documents" or "Contract" shall mean: (a) the Agreement, (b) these General Conditions of the 
Contract, (c) the Drawings, (d) the Specifications, (e) the Construction Schedule, (f) all Addenda issued prior to 
execution of the Contract and (g) all Modifications issued after execution of the Contract. The Contract Documents 
do not include Bidding Documents such as the Advertisement or Invitation to Bid, the Instructions to Bidders, 
sample forms, Contractor's Bid or portions of Addenda relating to any of these, or any other documents unless 
specifically enumerated in the Agreement. 

"Contract Time" shall mean the period of time, including authorized adjustments, allotted in the Contract 
Documents for Substantial Completion of the Work. 

"Construction Manager" shall mean The Lathrop Company, Inc. or any successor entity designated in 
writing by Owner to act as construction manager for the Project. 

"Contractor" shall mean any entity performing Work pursuant to its Agreement with Owner. 

"Defective Work" shall mean any Work that does not comply with the requirements of the Contract 
Documents. 

"Deficiency List" shall mean, at any time, the list of incomplete Work and Work requiring repair or 
replacement prepared by Architect, and approved by Owner, upon written notification from Construction 
Manager to Owner and Architect that a particular Contractor's Work is completed. 

"Drawings" shall mean the graphic and pictorial portions of the Contract Documents showing the design, 
location and dimensions of the Work, generally including plans, elevations, sections, details, schedules and 
diagrams. 

"Final Completion" or "finally complete" shall mean the stage in the progress of the Work when the Work is 
completed in accordance with the terms of the Contract Documents and Construction Manager and each Contractor 
has satisfied all of its obligations under the Contract Documents, including (i) all Governmental Authorities have 
given final, written approval of the entire Project, (ii) a final unconditional certificate of occupancy has been 
granted and issued to Owner by the appropriate Governmental Authorities, and (iii) all Punch List items have been 
completed or corrected. 

"Force Majeure" mean an act of God, fire, tornado, lightning, hurricane, flood, earthquake, explosion, war 
(whether declared or undeclared), terrorism, embargoes, quarantines, epidemics, civil disturbance, unavoidable 
casualties, unusual delays in deliveries, region-wide shortage of materials, named storms, unusually severe weather 
that is abnormal for the time of year or (not Project-specific) labor strikes or disturbances.  Inability by a Party to 
make a payment as required by the Contract Documents shall not be an event of Force Majeure even if the 
underlying cause would otherwise qualify as Force Majeure. 
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"General Conditions" shall mean these General Conditions of the Contract for Construction. 

"Governmental Authority" shall mean any federal, state, county, municipal or other governmental 
department, entity, authority, commission, board, bureau, court agency, or any instrumentality of any of them 
having jurisdiction with respect to the Work, the Project or the Site. 

"Hazardous Materials" shall mean any hazardous waste, toxic substance, asbestos containing material, 
petroleum product, or related materials including substances defined as "hazardous substances" or "toxic substances" 
in the Comprehensive Environmental Response, Compensation and Liability Act of 1980, as amended, 42 U.S.C. 
Sec. 9061 et seq.; Hazardous Materials Transportation Act, as amended, 49 U.S.C. Sec. 1802 et seq.; the Resource 
Conservation and Recovery Act, as amended, 42 U.S.C. Sec. 6901 et seq.; and the corresponding regulations (as 
amended) issued pursuant to these acts. 

"Modification" shall mean (a) a written amendment to the Agreement signed by Owner and Contractor, (b) 
a Change Order or (c) a written order for a minor change in the Work issued by Construction Manager pursuant to 
Article 12: Changes in Work hereof. 

"Owner" shall mean Lucas County Board of Commissioners. 

"Product Data" shall mean illustrations, standard schedules, performance charts, instructions, brochures, 
diagrams and other information furnished by Contractor to illustrate a material, product or system for some 
portion of the Work. 

"Project" shall mean the total construction of the Lucas County Central Drug Testing Relocation as 
described in the Contract Documents, for which the Work performed under the Contract Documents may be the 
whole or a part. 

"Punch List" shall mean the list initially prepared by Contractor (as approved by Architect, Construction 
Manager and Owner) containing minor items of incomplete Work not impacting Substantial Completion and to 
be completed and/or corrected after Substantial Completion. 

"Samples" means natural materials, fabricated items, equipment, devices, appliances or parts specified in 
the Contract Documents, and any other Samples as may be required by Architect to determine whether the kind, 
quality, construction, workmanship, finish, color and other characteristics of the materials, etc. proposed by 
Contractor conform to the required characteristics of the various portions of the Work. 

"Schedule of Values" shall mean the statement furnished by Contractor, and approved by Construction 
manager, reflecting the portions of the Contract Sum allocated to the various portions of the Work and, when 
approved by the Team and Architect, used as the basis for reviewing Applications for Payment. 
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"Shop Drawings" shall mean drawings, diagrams, illustrations, schedules, performance charts, and other 
data specifically prepared for the Project by Contractor or any Subcontractor, manufacturer, Supplier or 
distributor, and then reviewed by Construction Manager for completeness and correctness, which illustrate how 
specific portions of the Work shall be fabricated and/or installed. 

"Site" shall mean the property located in Toledo, Ohio at 1302 Washington Street.

"Specifications" shall mean that portion of the Contract Documents consisting of the written 
requirements for materials, equipment, systems, standards and workmanship for the Work, and performance of 
related services. 

"Subcontract" shall mean any contract or agreement between Contractor and a Subcontractor for 
performance of a portion of the Work. 

"Subcontractor" shall mean a person or entity who has a direct contract with Contractor to perform any of 
the Work (including, equipment leases and material purchase agreements).  The term Subcontractor includes 
Suppliers and Materialmen. 

"Submittal Schedule" shall mean a schedule for submitting Shop Drawings, Project Data, and Samples 
agreed upon by Owner and Construction Manager. 

"Substantial Completion" or "substantially complete" shall mean the entire Work (or separable units or 
phases as provided in the Contract Documents) is essentially and satisfactorily complete in accordance with the 
Contract Documents, such that the entire Work is ready for opening to the general public and occupancy or use by 
Owner, excluding completion of the Excluded Scope and all items or elements of Work that depend for their 
completion upon the completion by Owner of the Excluded Scope.  A minor amount of Work, such as completion of 
items not materially affecting the foregoing, installation of minor accessories or items, a minor amount of painting, 
minor replacement of Defective Work, minor adjustment of controls or sound systems, or completion or correction 
of exterior work that cannot be completed due to weather conditions, will not delay determination of Substantial 
Completion.  For purposes of Substantial Completion, specified areas of the entire Work or Project may be 
individually judged as substantially complete.  In no event shall Substantial Completion be deemed to have occurred 
unless (i) a temporary Certificate of Occupancy has been issued by the appropriate Governmental Authorities, unless 
it is withheld for reasons not the fault of Contractor, and (ii) all Work shall have been approved and accepted by 
Architect (including any Work contained on a Deficiency List previously issued), subject only to the Punch List 
items. 

"Substitution" shall mean any substitute product or process other than that specified in the Contract
Documents that completely fulfills the requirements of the Contract Documents and for which exceptions are 
agreed to in writing by Owner. 

"Supplier" or "Materialman" shall mean a person or entity who has an agreement with Contractor or its 
Subcontractors or Sub-subcontractors to supply by sale or lease, directly or indirectly, any materials or 
equipment for the Work. 
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"Work" shall mean the furnishing of all materials, labor, detailing, layout, equipment, supplies, plants, 
tools, scaffolding, transportation, temporary construction, superintendence, demolition, and all other services, 
facilities and items, reasonably necessary for the full and proper performance and completion of the construction 
requirements set forth in the Contract Documents, and items reasonably inferable therefrom, whether provided or 
to be provided by Contractor or a Subcontractor, or any other entity for whom Contractor is responsible, and 
whether or not performed or located on or off of the Site. 

1.1.2 As the context of these General Conditions may require, terms in the singular shall include the plural (and 
vice versa) and the use of feminine, masculine or neuter genders shall include each other.  Wherever the word 
"including" or any variation thereof, is used herein, it shall mean "including, without limitation," and shall be 
construed as a term of illustration, not a term of limitation. Wherever the word "or" is used herein, it shall mean 
"and/or". 

1.2 EXECUTION, CORRELATION AND INTENT 

1.2.1 Execution of the Contract by Contractor is a representation that Contractor has visited the Site, become 
familiar with the local conditions under which the Work is to be performed, and has correlated personal observations 
with the requirements of the Contract Documents. 

1.2.2 The intent of the Contract Documents is to include all items necessary for the proper execution and 
completion of the Work.  The Contract Documents are complementary, and what is required by any one shall be as 
binding as if required by all.  The Work shall include not only work that is expressly set forth in the Contract 
Documents, but also any work that is consistent therewith and is reasonably inferable therefrom as being necessary 
to produce the intended results. Words and abbreviations that have well-known technical or trade meanings are 
used in the Contract Documents in accordance with such recognized meanings. 

1.2.3 The organization of the Specifications into divisions, sections and articles, and the arrangement of 
Drawings shall not control Contractor in dividing the Work among Subcontractors or in establishing the extent of 
Work to be performed by any trade. 

1.2.4 No responsibility is assumed by Owner, Construction Manager or Architect for defining the limits of 
any Contractor's work or the work of any trade by reason of the arrangement of the Specifications and/or the 
Drawings. 

1.2.5 If there is any inconsistency in the quality or quantity of work required under the Contract Documents, 
Contractor shall (1) immediately bring such inconsistency to the attention of Construction Manager (as soon as 
Contractor discovers the inconsistency) and (2) provide the better quality or greater quantity of work or materials, 
unless otherwise ordered in writing by Architect or Owner through Construction Manager. 
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ARTICLE 2 ADMINISTRATION OF THE CONTRACT 

2.1 ARCHITECT 

2.1.1 All communications, directives, instructions, interpretations and actions required of Architect shall be 
issued or taken only by or through the individual identified as Architect in the Contract or Architect's authorized 
representative. Copies of all inquiries of Architect and the responses thereto shall be provided to Construction 
Manager by Architect and by Contractor. 

2.1.2 The authorized representative of Architect may be one or more representatives designated in writing 
by Architect and authorized to perform the duties and carry out the responsibilities of Architect at the Site. 

2.2 CONSTRUCTION MANAGER 

2.2.1 The authorized representative of Construction Manager may be one or more representatives designated 
in writing by Construction Manager and authorized to perform the duties and carry out the responsibilities of 
Construction Manager at the Site. 

2.3 ADMINISTRATION OF THE CONTRACT 

2.3.1 Architect and Construction Manager will provide administration of the Contract as hereinafter described. 

2.3.2 Construction Manager, acting on behalf of Owner as Owner's agent, shall have the right to administer and 
enforce the Contract Documents and control the performance of the Work of Contractor, including the right, as 
appropriate, to notify Contractor's surety of any default of such Contractor and notice to the appropriate surety.  
Construction Manager shall have the authority to direct the Work of Contractor.  All instructions to Contractor, and 
all communications to Owner or Architect, shall be forwarded through Construction Manager. 

2.3.3 Construction Manager will endeavor to obtain satisfactory performance from each of Contractors, determine 
in general that the Work of Contractor is being performed in accordance with the Contract Documents, and will 
endeavor to guard Owner against defects and deficiencies in the Work of Contractor.  Construction Manager will be 
Owner's day-to-day representative at the Site with whom Contractor may consult and through whom Contractor shall 
obtain all instructions and actions required of Owner and/or Architect by the Contract Documents.  Construction 
Manager, with Architect, will keep Owner informed of the progress of the Work and will be Owner's advisor 
concerning all instructions and actions requested of Owner during the course of the Work.  Construction Manager 
shall have the authority to require additional inspections or tests of the Work if reasonably necessary whether or not 
such Work is fabricated, installed or completed.   

2.3.4 Architect will visit the Site at intervals appropriate to the stage of construction to become generally familiar 
with the progress and quality of the Work and to determine in general if the Work is proceeding in accordance with 
the Contract Documents.  However, Architect will not be required to make exhaustive or continuous on-site 
inspections to check the quality or quantity of the Work.  On the basis of on-site observations as an Architect, 
Architect will keep Owner informed of the progress of the Work and will guard Owner against defects and 
deficiencies in the Work of Contractor. 
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2.3.5 Architect and Construction Manager shall at all times have access to the Work wherever it is in preparation 
and progress. Contractor shall provide facilities for such access so that Architect and Construction Manager may 
perform their functions under the Contract Documents. 

2.3.6 Construction Manager will review and approve schedules for construction to be prepared and submitted 
by Contractor in accordance with the Contract Documents, and will monitor performance of the Work by 
Contractor so as to advise Owner as to Contractor's compliance with its schedules for performance of the Work.  
Construction Manager will schedule and coordinate the Work of separate contractors on the Project, including 
their use of the Site, and Contractor shall cooperate with Construction Manager in connection with such 
scheduling and coordination. 

2.3.7 Construction Manager will review all Applications for Payment by Contractor, including final payment, and 
will assemble them with similar applications from other contractors on the Project into a combined Project 
Application for Payment. Construction Manager will then make recommendations to Owner for payment.  No 
payment will be made to any Contractor without the prior written approval of the Construction Manager. 

2.3.8 Based on Architect's observations, the recommendations of Construction Manager and an evaluation of 
the Project Application for Payment, Architect will determine the amount owing to Contractor and make 
recommendations for payment as provided in Paragraph 9.4 hereof. 

2.3.9 Architect will be the interpreter of the requirements of the Contract Documents.  Either party to the 
Agreement may make written request to Architect through Construction Manager for interpretations necessary 
for the proper execution or progress of the Work.  All requests for information by Contractor shall be submitted 
in good faith and shall contain Contractor's proposed solution to the request. 

2.3.10 All interpretations of Architect shall be consistent with the intent of and reasonably inferable from the 
Contract Documents and will be in writing or in graphic form. 

2.3.11 Architect will have authority to reject Work that does not conform to the Contract Documents, and to 
require special inspection or testing, but will take such action only after consultation with Construction 
Manager. Construction Manager will have the authority to reject Work that does not conform to the Contract 
Documents.  Neither Architect's nor Construction Manager's authority to act under this Subparagraph 2.3.11 
hereof, nor any decision made by them in good faith either to exercise or not to exercise such authority, shall 
give rise to any duty or responsibility of Architect or Construction Manager to Contractor, any Subcontractor, 
any of their agents or employees, or any other person performing any of the Work. 

2.3.12 Construction Manager will receive from Contractor and review all Shop Drawings, Product Data and 
Samples, coordinate them with information contained in related documents, and transmit to Architect those 
recommended for approval. 

2.3.13 Architect will review and approve or take other appropriate action upon Contractor's submittals such as Shop 
Drawings, Product Data and Samples, but only for conformance with the design concept of the Work and the 
information given in the Contract Documents.  Such action shall be taken with reasonable promptness so as to cause 
no delay.  Architect's approval of a specific item shall not indicate approval of an assembly of which the item is a 
component. 
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2.3.14 Following consultation with Construction Manager, Architect will take appropriate action on Change 
Orders in accordance with Article 12 hereof, and will have authority to order minor changes in the Work as 
provided in Subparagraph 12.3.1 hereof. 

2.3.15 Construction Manager will assist Architect in conducting inspections to determine the dates of Substantial 
Completion and Final Completion, and will receive and forward to Owner for Owner's review written warranties and 
related documents required by the Contract Documents and assembled by Contractor.  In connection with certifying 
completion of the Work, it is anticipated that Architect shall make an initial visit and one re-inspection.  If, after 
making such re-inspection, Architect, after consultation with Construction Manager, determines that the Work is not 
substantially complete or finally complete (as the case may be) or that previously scheduled punch list work has not 
been completed, then Contractor shall pay (without reimbursement from Owner) for any costs and expenses incurred 
in connection with such additional inspections, including, without limitation, compensating Architect for additional 
services rendered in connection with the performance of such additional inspections. 

2.3.16 The duties, responsibilities and limitations of authority of Architect and Construction Manager as Owner's 
representatives during construction as set forth in the Contract Documents, will not be modified or extended 
without written consent of Owner, Architect and Construction Manager. 

2.3.17 In no event shall any act or omission on the part of Construction Manager or Architect relieve Contractor 
from its obligation to perform the Work in full compliance with the Contract Documents. 

ARTICLE 3 

OWNER
3.1 DEFINITION 

3.1.1 Owner is the person or entity identified as such in the Agreement.  The term Owner means Owner or 
Owner's Project Rep. 

3.2 INFORMATION AND SERVICES REQUIRED OF OWNER 

3.2.1 Upon request of Contractor, Owner shall furnish all surveys describing the physical characteristics, legal 
limitations and utility locations for the Site, and a legal description of the Site, all to the extent necessary for 
proper performance of the Work.  Contractor shall review all such materials submitted by Owner and notify 
Construction Manager within seventy-two (72) hours of any inaccuracies or inconsistencies which Contractor 
should discover with the exercise of due care. Contractor waives any right to recover damages from any such 
inaccuracy or inconsistency if it fails to notify Construction Manager as and when required.

3.2.2 Owner shall secure and pay for necessary easements required for the construction. 

3.2.3 Upon request of Contractor, information or services under Owner's control, and reasonably required 
for proper performance of the Work, shall be furnished by Owner with reasonable promptness to avoid delay 
in the orderly progress of the Work. 

3.2.4 Owner shall forward all instructions to Contractor through Construction Manager, with simultaneous 
notification to Architect. 
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3.3 OWNER'S RIGHT TO STOP THE WORK 

3.3.1 If Contractor fails to correct defective Work as required by Paragraph 13.2, fails to carry out the Work in 
accordance with the Contract Documents or fails to comply with the Contract Documents in any respect, Owner or 
Construction Manager may order Contractor to stop the Work, or any portion thereof, until the cause for such order 
has been eliminated; however, this right of Owner or Construction Manager to stop the Work shall not give rise to 
any duty on the part of Owner or Construction Manager to exercise this right for the benefit of Contractor or any 
other person or entity.  Owner's or Construction Manager's exercise of its right to stop the Work shall not relieve 
Contractor of any of its responsibilities and obligations under or pursuant to the Contract Documents. 

3.4 OWNER'S RIGHT TO CARRY OUT THE WORK 

3.4.1 If Contractor defaults or neglects to carry out the Work in accordance with the Contract Documents, and 
fails, within forty-eight (48) hours after receipt of written notice from Owner or Construction Manager, to commence 
and continue correction of such default or neglect with diligence and promptness, Owner or Construction Manager 
may, after such forty-eight (48) hour period, and without prejudice to any other remedy Owner may have, make 
good such deficiencies.  In such case, an appropriate Change Order shall be issued deducting from the payments then 
or thereafter due Contractor the cost of correcting such deficiencies, including compensation for Architect's and 
Construction Manager's additional services made necessary by such default, neglect or failure. If the payments then 
or thereafter due Contractor are not sufficient to cover such amount, Contractor shall pay the difference to Owner. 

3.5 ADDITIONAL RIGHTS 

3.5.1 The rights stated in Article 3 shall be in addition to and not in limitation of any other rights of Owner 
granted in the Contract Documents or at law or in equity. 

ARTICLE 4 

CONTRACTOR
4.1 DEFINITION 

4.1.1 Contractor is the person or entity identified as such in the Agreement.  The term Contractor means 
Contractor or Contractor's authorized representative. 

4.2 REVIEW OF THE CONTRACT DOCUMENTS 

4.2.1 Contractor shall carefully study and compare the Contract Documents and shall at once report to Architect 
and Construction Manager any error, inconsistency or omission or any variance from Applicable Laws that may 
be discovered. 

4.2.2 In event of errors, inconsistencies or omissions in the Contract Documents, Contractor shall not proceed 
with the affected portions of the Work until Contractor has requested and received written interpretation with 
respect thereto from Architect.  Requests for interpretation shall not become a reason for an extension of time.  In 
the event Contractor proceeds with Work involving an error, inconsistency or omission in the Contract Documents 
prior to receipt of a clarification thereof requested from Architect, or knowing that an error, inconsistency or 
omission exists, nonetheless, proceeds with Work without requesting such interpretation, Contractor shall, at no 
additional cost to Owner, correct Work performed, and/or furnish and install Work that may be required in 
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accordance with the Contract Documents as determined by Architect. 

4.3 SUPERVISION AND CONSTRUCTION PROCEDURES 

4.3.1 Contractor shall supervise and direct the Work, using Contractor's best skill and attention. Contractor shall be 
solely responsible for all construction means, methods, techniques, sequences and procedures; and shall coordinate 
all portions of the Work under the Contract, subject to the overall coordination of Construction Manager. 

4.3.2 Contractor shall be responsible to Owner and Construction Manager for the acts and omissions of 
Contractor's employees, Subcontractors and their agents and employees, and any other persons performing any of 
the Work under a contract with Contractor, or claiming by, through or under Contractor, for all damages, losses, 
costs and expenses resulting from such acts or omissions. 

4.3.3 Contractor shall not be relieved from Contractor's obligations to perform the Work in accordance with the 
Contract Documents either by the activities or duties of Construction Manager or Architect in their administration of 
the Contract, or by inspections, tests or approvals required or performed by persons other than Contractor. 

4.4 LABOR AND MATERIALS 

4.4.1 Unless otherwise provided in the Contract Documents, Contractor shall provide and pay for all labor, 
materials, equipment, tools, construction equipment and machinery, water, heat, utilities, transportation, and other 
facilities and services necessary for the proper execution and completion of the Work, whether temporary or 
permanent and whether or not incorporated or to be incorporated in the Work. 

4.4.2 Contractor shall use good faith efforts to encourage participation in the Project by small business, minority 
business and female business enterprises. 

4.4.3 Contractor shall at all times enforce strict discipline and good order among Contractor's employees and shall 
not employ on the Work any unfit person (including, without limitation, any employee who reports for work under 
the influence of alcoholic beverages or drugs, who drinks alcoholic beverages or uses drugs on the Site) or anyone 
not skilled in the task assigned them. 

4.4.4 Contractor shall promptly provide a list of all products proposed for installation, including the name of the 
manufacturer of each, for approval by Architect and Construction Manager. The list shall be tabulated by, and be 
complete for, each Specification section, and shall show the names of Subcontractors providing or installing such 
products.  If the above information is requested prior to commencement of the Work, then (a) Owner may delay 
issuing its notice to proceed with the Work, or (b) Contractor shall not commence with the Work, until the 
information is provided in accordance with the above, and Contractor shall bear all costs and expenses associated 
with such delay. If the above information is requested by Owner after commencement of the Work, then Architect 
shall not approve Contractor's Certificate of Payment until the information is provided in accordance with the above. 

4.4.5 The materials, products and equipment described in the Contract Documents establish a standard, required 
function, size, type, appearance and/or quality to be met by any proposed substitution. Should Contractor wish to 
substitute a product by another manufacturer, Contractor shall submit a written request to Construction Manager and 
follow the procedures set forth in the Contract Documents. 
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4.5 WARRANTY 

4.5.1 Contractor warrants to Owner, Architect and Construction Manager that all materials and equipment 
furnished under the Contract will be new unless otherwise specified, and that all Work will be of first quality, free 
from faults and defects and in conformance with the Contract Documents.  All Work not conforming to these 
requirements, including substitutions not properly approved and authorized, shall be deemed defective.  If required 
by Owner, Architect or Construction Manager, Contractor shall furnish satisfactory evidence as to the kind and 
quality of materials and equipment.  This warranty is not limited by the provisions of Paragraph 13.2. 

4.6 TAXES 

4.6.1 Equipment and materials incorporated into the Project are exempt from sales, use and manufacturers' 
excise taxes.  Tax exemption certificates shall be furnished to Contractor by Owner. The Contract Sum shall be 
exclusive of all exempt taxes. 

4.7 PERMITS, FEES AND NOTICES 

4.7.1 Unless otherwise provided in the Contract Documents, Owner, by or through Architect or Construction 
Manager, shall secure and pay for the general building permit and Contractor shall secure and pay for all other 
permits and governmental fees, licenses and inspections necessary for the proper execution and completion of the 
Work that are customarily secured after execution of the Contract and that are legally required, or should 
reasonably have been anticipated, at the commencement of the Work. 

4.7.2 Contractor shall give all notices and comply with all Applicable Laws bearing on the performance of the Work.  
If Contractor observes that any of the Contract Documents are at variance therewith in any respect, Contractor shall 
promptly notify Architect and Construction Manager in writing, and any necessary changes shall be accomplished by 
appropriate Modification. 

4.7.3 If Contractor performs any Work that it knows or reasonably should have known to be contrary to any 
Applicable Laws, and without prompt notice to Architect and Construction Manager, Contractor shall assume full 
responsibility therefore and shall bear all costs attributable thereto. 

4.8 ALLOWANCES 

4.8.1 Contractor shall include in the Contract Sum all Allowances stated in the Contract Documents.  Items 
covered by these Allowances shall be supplied for such amounts and by such persons as Construction Manager may 
direct, but Contractor will not be required to employ persons against whom Contractor makes a reasonable objection. 

4.8.2 Unless otherwise provided in the Contract Documents: 

(1) these Allowances shall cover the cost to Contractor, less any applicable trade discount, of the materials and 
equipment required by the Allowance, delivered at the Site, and all applicable taxes; 

(2) Contractor's costs for unloading and handling on the Site, labor, installation costs, overhead, profit and other 
expenses contemplated for the original Allowance shall be included in the Contract Sum and not in the Allowance; 
and 

(3) Whenever the cost is more or less than the Allowance, the Contract Sum shall be adjusted accordingly by Change 
Order, the amount of which will recognize changes, if any, in handling costs on the Site, labor, installation costs, 
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overhead, profit and other expenses. 

4.9 SUPERINTENDENT 

4.9.1 Contractor shall employ a competent superintendent and necessary assistants who shall be in attendance at 
the Site during the progress of the Work.  The superintendent shall be satisfactory to Construction Manager.  
Contractor shall not replace the superintendent without the prior written consent of Construction Manager, unless 
the superintendent ceases to be in its employ.  The superintendent shall represent Contractor and all 
communications given to the superintendent shall be as binding as if given to Contractor.  Important 
communications shall be confirmed in writing.  Other communications shall be so confirmed on written request in 
each case. 

4.10 CONTRACTOR'S CONSTRUCTION SCHEDULE 

4.10.1 At the times and in the manner required by the Contract Documents, Contractor shall prepare and submit 
for the approval of Construction Manager and Architect all schedules required by the Contract Documents.  
Contractor's Construction Schedule shall be revised only as permitted by the Contract Documents. 

4.11 DOCUMENTS AND SAMPLES AT THE SITE 

4.11.1 Contractor shall maintain at the Site, on a current basis, one record copy of all Drawings, Specifications, 
Addenda, Change Orders and other Modifications, in good order and marked currently to record all changes made
during construction, and approved Shop Drawings, Product Data and Samples.  These shall be available to Architect 
and Construction Manager.  Contractor shall advise Construction Manager on a current basis of all changes in the 
Work made during construction. 

4.12 SHOP DRAWINGS, PRODUCT DATA AND SAMPLES 

4.12.1 Shop Drawings shall establish the actual detail of all manufactured or fabricated items; indicate proper 
relation to adjoining work; amplify design details in proper relation to physical spaces in the structure; and 
incorporate minor changes of design or construction to suit actual conditions. The term "manufactured" applies to 
standard units usually mass produced, and the term "fabricated" applies to items specifically assembled or made 
out of selected materials to meet individual design requirements.   

4.12.2 Contractor shall promptly submit all Shop Drawings and Samples as to cause no delay in the Work. 
Contractor shall submit all Shop Drawings and Samples through Construction Manager for Architect's review.  
Review by Architect shall not relieve Contractor from its responsibility in preparing and submitting adequate and 
accurate Shop Drawings and Samples.  By submitting Shop Drawings and Samples, Contractor represents and 
warrants that it has determined and verified all materials, field measurements, and field construction criteria 
pertaining thereto, and has checked and coordinated this information with the Work and the Contract Documents.  
Any submission which, in Architect's opinion is incomplete, contains numerous errors or has not been checked or 
only checked superficially, will be returned unreviewed by Architect for resubmission by Contractor. 

4.12.3 In reviewing Shop Drawings, Architect need not verify dimensions and field conditions. Architect will 
review Shop Drawings and Samples only for conformance with the design concept of the Work and for general 
detailing.  Architect's review shall not be construed as a complete check nor shall it relieve Contractor from 
responsibility for any deficiency that may exist or from any departures or deviations from the requirements of the 
Contract Documents, unless Contractor has, in writing, specifically called Architect's attention to each specific 
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deviation at the time of submission.  Nor shall Architect's review relieve Contractor from responsibility for errors 
in Shop Drawings or for proper fitting of the Work. 

4.12.4 Shop Drawings must be properly identified with the name of the Project and dated.  Submission must be 
accompanied by a letter of transmittal referring to the name of the Project and to the Specification section number 
for identification of each item, and stating qualifications, departures or deviations, if any, from the Contract 
Documents.  Shop drawings, for each portion of the Work, shall be numbered consecutively and the numbering 
system shall be retained throughout all revisions. Each drawing shall have a clear space for the stamp of Architect. 

4.12.5 Contractor shall submit prints of each shop drawing as requested by Construction Manager, and such other 
drawings as required under the various sections of the Specifications until final approval by Architect is obtained.  
Contractor shall submit copies in number as requested by Construction Manager of manufacturers' descriptive 
data, drawings, and literature for materials, equipment and fixtures, including catalog sheets, showing dimensions, 
performance characteristics and capacities; wiring diagrams and controls; schedules; and other pertinent 
information as required or requested.

4.12.6 Contractor shall make any corrections required by Architect and shall resubmit corrected Shop 
Drawings or new Samples until approved.  Contractor shall direct specific attention in writing to revisions 
other than the corrections requested by Architect. 

4.12.7 No portion of the Work requiring a shop drawing or sample submission shall be commenced until the 
submission has been approved in writing by Architect.  All such portions of the Work shall be in accordance with 
Architect's approved Shop Drawings and Samples. 

4.12.8 If a considerable range of color, graining texture or other characteristic may be anticipated in finished 
products, a sufficient number of Samples of the specified materials shall be furnished by Contractor to indicate the 
full range of such characteristics which will be present in the finished products; and such products delivered or 
erected without submittal and approval of full range Samples shall be subject to rejection.  Except for range Samples, 
and unless otherwise called for in the Specifications, Samples shall be submitted in duplicate.  All Samples shall be 
marked, tagged or otherwise properly identified with the name of Contractor, the name of the Project, the purpose 
for which the Samples are submitted and the date, and shall be accompanied by a letter of transmittal containing 
similar information, together with the Specification section number or drawing number for which the sample is 
submitted. 

4.13 USE OF SITE 

4.13.1 Contractor shall confine operations at the Site to areas permitted by law, ordinances, permits and the 
Contract Documents, and as directed by Owner or Construction Manager so as to avoid unreasonably encumbering 
the Site with materials and equipment and so as to avoid unreasonably interfering with the conduct of business on 
and within Adjacent Properties. 

4.13.2 Contractor shall coordinate all of Contractor's operations with, and secure approval from, 
Construction Manager before using any portion of the Site. 

4.13.3 All Work required by the Contract Documents shall be conducted in such manner as to cause as little 
interference with the continuous conduct of business on and within Adjacent Properties as is possible, and in 
such manner as will reduce to a minimum any inconvenience to those occupying such Adjacent Properties, 
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their patrons, employees and other invitees. 

4.13.4 Contractor shall be wholly responsible for all storage and safekeeping of its tools, equipment and 
materials at all times. 

4.13.5 Contractor shall carefully examine the Site and shall be presumed to be familiar with all general and local 
conditions of the Site that may in any way affect the Work. 

4.13.6 Signs, placards, posters, or other advertising material will not be allowed on any part of the Site without the 
prior written permission of Owner. 

4.14 CUTTING AND PATCHING OF WORK 

4.14.1 Contractor shall be responsible for all cutting, fitting or patching necessary for installation of the 
Work or to make its parts fit together properly. 

4.14.2 Contractor shall not damage or endanger any portion of the Work, the existing improvements, or the work 
of Owner or any separate contractors by cutting, patching or otherwise altering any work, or by excavation. 
Contractor shall not cut or otherwise alter the work of Owner or any separate contractor except with the written 
consent of Owner and of such separate contractor. Contractor shall not unreasonably withhold from Owner or any 
separate contractor consent to cutting or otherwise altering the Work.

4.15 CLEANING UP  

4.15.1 Contractor shall at all times keep all areas affected by the Work free from accumulation of waste materials 
or rubbish caused by Contractor's operations.  Contractor shall thoroughly wash and clean all glass and mirror 
surfaces, and shall leave the Work neat and broom clean.  Contractor shall clean up after its operation daily by 
removing rubbish, including old and surplus materials.  Contractor shall use its best efforts to prevent dust.  
Contractor shall be responsible for the overall cleanliness and neatness of Work. 

4.15.2 If Contractor fails to maintain or clean up at the completion of the Work as specified, Construction Manager 
may do so after two (2) days' notice to Contractor, with the cost paid by Contractor. 

4.16 ROYALTIES AND PATENTS 

4.16.1 Contractor shall pay all royalties and license fees, shall defend all suits or claims for infringement of any 
patent rights and shall save Owner and Construction Manager harmless from loss on account thereof, except that 
Owner, or Construction Manager, as the case may be, shall be responsible for all such loss when a particular design, 
process or the product of a particular manufacturer or manufacturers is selected by such person or such person's 
agent.  If Contractor, or a Subcontractor, as the case may be, has reason to believe that the design, process or product 
selected is an infringement of a patent, that party shall be responsible for such loss unless such information is 
promptly given to the others and also to Architect.

4.17 INDEMNIFICATION 

4.17.1 To the fullest extent permitted by law, Contractor shall indemnify and hold harmless Owner, Architect, 
Construction Manager and the principals, lenders, officers, directors, agents and employees of each of them from and 
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against all claims, damages, losses and expenses (including, but not limited to, attorneys' fees and costs for 
defending any action) to the extent arising out of or resulting from:  the performance of the Work; the failure of 
Contractor to perform its obligations or undertakings as stated in the Contract Documents; the inaccuracy of any 
representation or warranty of Contractor contained in the Contract Documents; failure of Contractor or those acting 
under Contractor to conduct the Work in accordance with Applicable Laws; any intentional or negligent act or 
omission of Contractor, any Subcontractor, anyone directly or indirectly employed by any of them or anyone for 
whose acts any of them may be liable, regardless of whether or not it is caused in part by a party indemnified 
hereunder.  Such obligation shall not be construed to negate, abridge or otherwise reduce any other right or 
obligations of indemnity which would otherwise exist as to any party or person described in this Paragraph 4.17, nor 
shall the foregoing be deemed in any way to be released, waived or modified in any respect by reason of any 
insurance or bond provided by Contractor pursuant to the Contract Documents. 

4.17.2 In any and all claims against Owner, Architect, Construction Manager or any of their agents or employees 
by any employee of Contractor, any Subcontractor, anyone directly or indirectly employed by any of them or 
anyone for whose acts any of them may be liable, the indemnification obligation under this Paragraph 4.17 shall not 
be limited in any way by any limitation on the amount or type of damages, compensation or benefits payable by or 
for Contractor or any Subcontractor under workers' or workmen's compensation acts, disability benefit acts or other 
employee benefit acts. 

4.17.3 In the event that any party is requested but refuses to honor its indemnity obligations hereunder, then the 
party refusing to honor such request shall, in addition to other obligations, pay the cost of bringing such action to 
enforce indemnity obligations, including, but not limited to, attorneys' fees and costs for prosecuting any action, to 
the party requesting indemnity. 

4.18 JOB RECORDS 

4.18.1 At all times pertinent, Contractor shall maintain job estimates, payment records, payroll records, job 
meeting minutes, daily report logs, diaries, subcontracts, and payments thereunder, all of which shall be 
available to Owner upon reasonable request for Owner's review. 

ARTICLE 5 

SUBCONTRACTORS
5.1 DEFINITION 

5.1.1 The term Subcontractor means a Subcontractor or a Subcontractor's authorized representative. 

5.1.2 A Sub-subcontractor is a person or entity who has a direct or indirect contract with a Subcontractor to 
perform any of the Work at the Site.  The term Sub-subcontractor means a Sub-subcontractor or an authorized 
representative thereof. 

5.1.3 Nothing contained in the Contract Documents shall create any contractual relation between Owner or
Architect and any Subcontractor or Sub-subcontractor. 

5.2 AWARDS OF SUBCONTRACTS AND OTHER CONTRACTS FOR
PORTIONS OF THE WORK
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5.2.1 Unless otherwise required by the Contract Documents or the Bidding Documents, Contractor, as soon as 
practicable after the award of the Contract, shall furnish to Construction Manager in writing for review by Owner, 
Architect and Construction Manager, the names of the persons or entities (including those who are to furnish 
materials or equipment fabricated to a special design) proposed for each of the principal portions of the Work.  
Construction Manager will promptly reply to Contractor in writing stating whether or not Owner, Architect or 
Construction Manager, after due investigation, has reasonable objection to any such proposed person or entity. 
Failure of Construction Manager to reply to Contractor within five (5) business days after a second request by 
Contractor for approval or disapproval of such proposed persons or entities shall constitute approval of such 
proposed names. 

5.2.2 Contractor shall not contract with any such proposed person or entity to whom Owner, Architect or 
Construction Manager has made reasonable objection under the provisions of Subparagraph 5.2.1. Contractor shall 
not be required to contract with anyone to whom Contractor has a reasonable objection. 

5.2.3 If Owner, Architect or Construction Manager has reasonable objection to any such proposed person or entity, 
Contractor shall submit a substitute to whom Owner, Architect and Construction Manager have no reasonable 
objection. 

5.2.4 Contractor shall make no substitution for any Subcontractor, person or entity previously selected prior to 
notice of the proposed substitution to Construction Manager, or thereafter if Owner, Architect or Construction
Manager makes reasonable objection to such substitution. 

5.2.5 If Owner, Architect or Construction Manager requires a change of any proposed Subcontractor, Sub-
subcontractor or person or organization previously accepted by them, the Contract Sum shall be increased or 
decreased by the difference in cost occasioned by such change and an appropriate amendment shall be issued.  No 
increase in the Contract Sum will be allowed where the change is a result of subsequent evidence that such 
Subcontractor is not qualified for the work proposed. 

5.2.6 All subcontracts shall require the Subcontractor to maintain adequate liability insurance and shall otherwise 
be on the subcontract form approved by Construction Manager; any material variations therefrom must be approved 
in writing and in advance by Construction Manager. Contractor shall supply Construction Manager and Owner with 
copies of all executed subcontracts. 

5.3 SUBCONTRACTUAL RELATIONS 

5.3.1 By an appropriate written agreement, Contractor shall require each Subcontractor, to the extent of the Work 
to be performed by the Subcontractor, to be bound to Contractor by the terms of the Contract Documents, and to 
assume toward Contractor all the obligations and responsibilities which Contractor, by these Documents, assumes 
toward Owner, Architect and Construction Manager. Said agreement shall preserve and protect the rights of Owner, 
Architect and Construction Manager under the Contract Documents with respect to the Work to be performed by the 
Subcontractor so that the subcontracting thereof will not prejudice such rights, and shall allow to the Subcontractor, 
unless specifically provided otherwise in Contractor-Subcontractor Agreement, the benefit of all rights, remedies and 
redress against Contractor that Contractor, by these Documents, has against Owner.  Where appropriate, Contractor 
shall require each Subcontractor to enter into similar agreements with their Sub-subcontractors.  Contractor shall 
make available to each proposed Subcontractor, prior to the execution of the Subcontract, copies of the Contract 
Documents to which the Subcontractor will be bound by this Paragraph 5.3, and identify to the Subcontractor any 
terms and conditions of the proposed Subcontract which may be at variance with the Contract Documents.  Each 



LUCAS COUNTY BOARD OF COMMISSIONERS TERMS AND CONDITIONS
INVITATION TO BID (ITB) 13-003C Bid Package

Lucas County Support Services, Purchasing Division, One Government Center, Suite 480, Toledo, OH  43604-2247
(419) 213-4520 Fax:  (419) 213-4533

Subcontractor shall similarly make copies of such Documents available to their Sub-subcontractors.  Contractor shall 
deliver to Construction Manager copies of all such agreements. 

5.3.2 The written agreement required by Subparagraph 5.3.1 shall also require each Subcontractor to agree 
that, upon the request of Owner after termination of Contractor's employment in accordance with Paragraph 14.2 
hereof, such Subcontractor shall continue the Work directly for Owner or for the substitute Contractor selected 
by Owner under terms and conditions substantially similar to the terms of the subcontract.  Contractor shall 
require each Subcontractor to enter into similar agreements with any Sub-subcontractors.  Contractor shall 
deliver to Construction Manager copies of all such agreements of Subcontractor and Sub-subcontractors. 

ARTICLE 6 

WORK BY OWNER OR BY SEPARATE CONTRACTORS 

6.1 OWNER'S RIGHT TO PERFORM WORK AND TO AWARD SEPARATE CONTRACTS 

6.1.1 Owner reserves the right to perform work related to the Project with Owner's own forces, and to award 
separate contracts in connection with other portions of the Project or other work on the Site under these or similar 
Conditions of the Contract.  All labor utilized by the Owner shall be of a standing or affiliation that will permit 
the work to be carried on harmoniously and without delay to the Project and that will in no case cause any labor 
disturbance or interference. 

6.1.2 When separate contracts are awarded for different portions of the Project or other work on the Site, the 
term Contractor in the Contract Documents in each case shall mean Contractor who executes each separate 
Agreement. 

6.2 MUTUAL RESPONSIBILITY 

6.2.1 Contractor shall afford Owner, Construction Manager and separate contractors reasonable opportunity for the 
introduction and storage of their materials and equipment and the execution of their work, and shall connect and 
coordinate the Work with theirs as required by the Contract Documents. 

6.2.2 If any part of Contractor's Work depends for proper execution or results upon the work of Owner or any 
separate contractor, Contractor shall, prior to proceeding with the Work, promptly report to Construction Manager 
any apparent discrepancies or defects in such other work that render it unsuitable for such proper execution and 
results.  Failure of Contractor so to report shall constitute an acceptance of Owner's or separate contractor's work as 
fit and proper to receive the Work, except as to defects that may subsequently become apparent in such work by 
others. 

6.2.3 Any costs caused by defective or ill-timed work shall be borne by the party responsible therefor. 

6.2.4 Should Contractor cause damage to the work or property of Owner, or to other work or property on the Site, 
Contractor shall promptly remedy such damage. 

6.2.5 Should Contractor delay or cause damage to the work or property of any separate contractor, Contractor 
shall, upon due notice, promptly attempt to settle with such other contractor by agreement, or otherwise to resolve 
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the dispute.  If such separate contractor sues or initiates a court proceeding against Owner on account of any delay 
or damage alleged to have been caused by Contractor, Owner shall notify Contractor who shall defend such 
proceedings at Contractor's expense, and if any judgment or award against Owner arises therefrom, Contractor shall 
pay or satisfy it and shall reimburse Owner for all attorneys' fees and costs for defending any action and court or 
arbitration costs which Owner has incurred. 

6.3 OWNER'S RIGHT TO CLEAN UP 

6.3.1 If a dispute arises between Contractor and separate contractors as to their responsibility for cleaning up 
as required by Paragraph 4.15, Owner or Construction Manager may clean up and charge the cost thereof to all 
Contractors responsible therefore as Construction Manager shall determine to be just. 

ARTICLE 7

MISCELLANEOUS PROVISIONS
7.1 GOVERNING LAW 

7.1.1 The Contract shall be governed by the law of the place where the Project is located.

7.2 SUCCESSORS AND ASSIGNS

7.2.1 Owner and Contractor, respectively, bind themselves, their partners, successors, assigns and legal 
representatives to the other party hereto and to the partners, successors, assigns and legal representatives of such 
other party with respect to all covenants, agreements and obligations contained in the Contract Documents.  Neither 
party to the Contract shall assign the Contract or sublet it as a whole without the written consent of the other, nor 
shall Contractor assign the Contract, in part, or assign any monies due to or to become due to Contractor thereunder, 
without the previous written consent of Owner.  However, in the event of termination of Contractor by Owner, 
Contractor shall assign, or cause to be assigned to Owner, to the extent directed by Owner, all of Contractor's right, 
title and interest in any subcontracts and purchase orders theretofore placed.  The Subcontractor or material supplier 
hereby consents to such assignment. 

7.2.2 The Contract and the remaining Contract Documents may be assigned by Owner to any construction lender 
for the Project without the prior written consent of Contractor, and Contractor agrees to execute any and all 
documents reasonably required by Owner to acknowledge and consent to such assignment, provided Owner remains 
responsible for its obligations under the Contract Documents prior to such assignment.  If Owner unconditionally 
assigns the Contract Documents to its construction lender, the construction lender shall, upon Contractor's request, 
assume Owner's obligations under the Contract Documents only as to Work commenced subsequent to the date of 
such assignment.   

7.3 WRITTEN NOTICE 

7.3.1 Notices required by the Contract Documents shall be in writing and shall be deemed to have been given 
when delivered in person to the individual or member or officer of the entity for whom intended, or when delivered 
by United States Mail, sent registered or certified mail, return receipt requested, or by overnight mail or courier, 
addressed to the party for whom intended at the address set forth with such party's name in the Contract, or to such 
other address as such party may designate for itself by notice to all other parties to the Contract. 
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7.3.2 Notwithstanding the foregoing, notices other than those given pursuant to Article 14 may be given by email 
or fax provided that the sending party can prove that the notice was sent to a fax number or an email address 
provided by the recipient. 

7.4 PERFORMANCE BOND AND LABOR AND MATERIAL PAYMENT BOND 

7.4.1 At the time of the execution of the Agreement, Contractor shall furnish a Performance and Payment Bond in 
the full amount of the Contract Sum, signed by Contractor and a corporate surety. The bonds shall name the Owner 
and the Construction Manager as dual obligees thereunder. The bonds will be in the form required by the Bidding 
Documents and shall be written through a surety company (a) authorized to do business in the State of Ohio, (b) 
having a rating of not less than "A-" in the latest version of Best's Insurance Guide, published by A.M. Best & 
Company, and (c) is listed by the United States Treasury Department as acceptable for bonding Federal projects and 
that the bond amount is within the limit set by the Treasury Department as the net limit on any single risk.  There 
shall be no affiliation between Contractor and the bonding agent or agency. The performance bonds shall cover all 
warranties and guarantees. 

7.4.2 Final acceptance of the Work shall not relieve Contractor or the surety from their obligations under the 
Contract, including guarantees of materials, equipment, installation or service. 

7.5 RIGHTS AND REMEDIES 

7.5.1 The duties and obligations imposed by the Contract Documents and the rights and remedies available 
thereunder shall be in addition to, and not a limitation of, any duties, obligations, rights and remedies otherwise 
imposed or available by law. 

7.5.2 No action or failure to act by Owner, Architect, Construction Manager or Contractor shall constitute a 
waiver of any right or duty afforded any of them under the Contract, nor shall any such action or failure to act 
constitute an approval of or acquiescence in any breach thereunder, except as may be specifically agreed in writing. 

7.5.3 The invalidity, partial invalidity or unenforceability of any provision of the Contract Documents shall not 
impair or affect the validity, enforceability or effect of any other provision of the Contract Documents. 

7.6 TESTS 

7.6.1 Owner may, but shall not be obligated to, retain the services of testing laboratories, agencies, and/or 
professional engineers to perform the tests (including control balancing and adjusting) and make the required 
inspections and reports specified in the Contract Documents or deemed necessary by Owner in case of questioned 
items.  Such testing laboratories, agencies and/or professional engineers shall conduct and interpret the tests.  A copy 
of each test report deemed necessary by Owner in case of questioned items shall, at Owner's option, be made 
available to Contractor. 

7.6.2 At Owner's option, Contractor shall furnish Samples of all materials and component parts to be used as test 
specimens.  Contractor shall furnish labor and facilities at the Site as necessary in connection with testing and 
inspection services. 

7.6.3 Except as otherwise specified in other Contract Documents, Contractor shall pay for all laboratory 
services, tests, testing laboratories, agencies, professional engineers, engineering inspections and reports 
required by the Contract Documents, Architect, Owner or Construction Manager. Testing laboratories and 
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professional engineers shall be subject to Owner's approval. 

7.6.4 Without limiting the provisions of this Paragraph 7.6, the cost of testing laboratories, agencies, and/or 
engineers for the convenience of Contractor in its scheduling and performance of the Work, or related to 
remedial operations or possible deficiencies shall be borne by Contractor. 

7.6.5 The nature and scope of testing services, agencies and/or inspections performed by laboratories and 
engineers retained by or on behalf of Owner or Contractor shall be in accordance with Applicable Laws or as 
otherwise specified in the Contract Documents and shall be consistent with recognized good standards of 
engineering practice. 

7.6.6 If, in the performance of any testing, control, balancing, adjusting or similar work to be performed by or on 
behalf of Contractor, it is the opinion of Owner, Construction Manager or Architect that Contractor has failed to 
substantiate the ability to perform such Work, Contractor shall, at its expense, retain the services of a testing 
laboratory, agency or service organization that is satisfactory to Owner, Construction Manager and Architect for the 
performance of such Work. 

7.6.7 Owner may instruct Construction Manager to order special inspection, testing or approval, as Owner deems 
necessary.  If such special inspection or testing reveals a failure of the Work to comply (a) with the requirements of 
the Contract Documents, or (b) with Applicable Laws, Contractor shall bear all costs of such Owner-directed special 
inspection, special testing and correction. 

7.6.8 The observations of or participation by Owner, Architect, or Construction Manager in inspections or tests by 
persons other than Contractor, shall not relieve Contractor from its obligations to perform the Work in accordance 
with the Contract Documents. 

7.6.9 If the Specifications or Applicable Laws require any portion of the Work to be specifically tested or 
reviewed, Contractor shall give Construction Manager timely written notice of such test or review, shall secure all 
required certificates and shall promptly deliver them to Construction Manager and Architect. 

ARTICLE 8 

TIME 
8.1 DEFINITIONS 

8.1.1 Unless otherwise provided, the Contract Time is the period of time allotted in the Contract Documents for 
Substantial Completion of the Work, including authorized adjustments thereto. 

8.1.2 The date of commencement of the Work is the date established in a notice to proceed.  If there is no notice to 
proceed, it shall be such other date as may be established in the Agreement or elsewhere in the Contract Documents. 

8.1.3 The date of Substantial Completion of any designated portion of the Work is the date certified by 
Architect as the date when construction of the designated Work is sufficiently complete, in accordance with 
the Contract Documents, so that at least the following conditions are satisfied: 

(1) Owner, or any separate contractor, is able to occupy or utilize the Work or designated portion thereof for the use 
for which it is intended and so that such occupancy will not hinder Contractor's final completion of the Work nor 
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will Contractor's final completion activities impede Owner's  use of, and operation within, the designated spaces.  
The premises will be clean, free of debris, and Contractor's remaining materials and equipment will be suitably 
organized and stored. 

(2) All equipment (except equipment to be provided by Owner and not yet delivered) shall be in place, completely 
installed in accordance with the requirements of the Contract Documents; site work that is the responsibility of 
Contractor under the Contract Documents, including without limitation provisions for vehicular traffic and parking, 
pedestrian traffic, landscaping and signage, shall be completed; and all Work in common areas shall be completed, 
including building shell construction with a weather-tight and secure enclosure, unobstructed circulation and exit 
paths (elevators, stairs, corridors), lobbies, toilet rooms and utility rooms; and all elevators shall be in operation and 
properly licensed. 

(3) Basic plumbing, mechanical and electrical systems in common usage areas shall be operational and balanced and 
appropriate related service to tenant areas shall be ready for connection, all as defined by the requirements of the 
Contract Documents. 

(4) All systems subject to warranty coverage as of the date of Substantial Completion shall be sufficiently and 
satisfactorily completed so that any subsequent completion of the Work shall not affect their satisfactory operation or 
the validity or enforceability of the warranties. 

(5) Either (a) Contractor shall have caused to be delivered to Owner a satisfactory Certificate of Occupancy for the 
Project issued by the appropriate governmental authority or (b) in the event that the nature of the Work is such that a 
Certificate of Occupancy is not available upon completion of all of the Work, Contractor shall have caused to be 
delivered to Owner the best available evidence that all governmental requirements shall have been satisfied in 
completing the Work; provided that this requirement shall be deemed satisfied if Owner determines that any required 
Certificate of Occupancy or similar approval is withheld by the governmental authority for any reason other than the 
failure of Contractor, any Subcontractor, or any direct or indirect employee or agent thereof to complete the Work in 
accordance with the Contract Documents. 

(6) At the request of Owner or Construction Manager from time to time, Contractor and Architect shall each 
provide a written statement for the benefit of Owner setting forth the date on which each believes Substantial 
Completion of the Work can be accomplished.  No such statement shall relieve Contractor of its obligations to 
complete the Work within the Contract Time. 

8.2 PROGRESS AND COMPLETION 

8.2.1 All time limits stated in the Contract Documents are of the essence of the Contract. 

8.2.2 Contractor shall begin the Work on the date of commencement as defined in Subparagraph 8.1.2. Contractor 
shall carry the Work forward expeditiously with adequate forces and shall achieve Substantial Completion of the 
Work within the Contract Time. 

8.3 DELAYS AND EXTENSIONS OF TIME 

8.3.1 Any Claim for extension of time shall be made in writing to Construction Manager not more than five (5) 
days after the commencement of the delay; otherwise it shall be waived.  Such written notice shall state in detail the 
cause of the delay and the expected impact on Contractor's schedule.  In the case of a continuing delay only one 
Claim is necessary.  Contractor shall provide an estimate of the probable effect of such delay on the progress of the 
Work. 
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8.3.2 Should Contractor be delayed, obstructed, hindered or interfered with in commencement, prosecution or 
completion of the Work by an event of Force Majeure, or any act, omission, neglect or default of Owner, or any 
employee, agent or consultant of Owner, or because of events beyond the reasonable control of Contractor, then 
Contractor shall be entitled to an extension of the Contract Time. Such extension of time shall be limited to a period 
equivalent to the time lost by reason of any or all of the aforesaid causes as determined by Construction Manager and 
Owner. In the event of a dispute by Contractor, the matter shall be resolved pursuant to the dispute resolution 
provisions contained in Article 15 hereof.  Notwithstanding the foregoing, no extension of time shall be granted for 
delays on account of, or resulting from, weather conditions except for the severe, adverse weather conditions that are 
abnormal for the period of time and could not have been reasonably anticipated; nor shall Contractor be granted any 
time extension due to Contractor's financial inability to perform or the inability of its Subcontractor to perform.  No 
extension of time shall be granted to Contractor unless the delay affects the critical path of the Project and then only 
to the extent that the delay affects the critical path. No extension of time shall be granted to Contractor to the extent 
that, notwithstanding the existence of any such circumstance beyond Contractor's control, delay would have resulted 
in any event because of a concurrent unexcused delay by Contractor. 

8.3.3 Except to the extent prohibited by law, Contractor agrees that whether or not any delay shall be the basis 
for an extension of time, it shall have no Claim against Owner for any increase in the Contract Sum, nor a 
Claim against Owner for payment or allowance of any kind of damage, loss or expense resulting from delays, 
hindrances, obstructions or interferences with the Work.  The only remedy available to Contractor will be an 
extension of time as permitted pursuant to the Contract. Nothing contained in the foregoing paragraph shall be 
deemed or construed as waiving or precluding liability for, or otherwise waiving any remedy for, delay during 
the course of the Work when the cause of the delay is a proximate result of Owner's act or failure to act. 
Contractor shall assure that a similar "no damage for delay" clause is contained in its Subcontracts. 

8.3.4 It shall be recognized by Contractor that it may reasonably anticipate that as a job progresses, 
Construction Manager will be making changes in and updating the Construction Schedule pursuant to the 
authority vested in Construction Manager.  Therefore, no Claim for an increase in the Contract Sum for either 
acceleration or delay will be allowed for extensions of time pursuant to this Paragraph 8.3 or for other changes 
in the Construction Schedule that are of the type ordinarily experienced in projects of similar size and 
complexity.  Contractor also acknowledges that certain portions of the Work may be completed on a "fast-track" 
basis, and that staged drawings may be submitted for portions of the Work.  Contractor will make no Claim for 
acceleration or delay resulting from the receipt of staged drawings or for out-of-sequence work occasioned by 
receipt of staged drawings or rescheduling, provided that such out-of sequence work is of the type ordinarily 
experienced in projects of similar size and complexity. 

8.3.5 Contractor expressly agrees that in the event Contractor fails to perform and/or complete its Work in 
accordance with the Construction Schedule, Contractor shall be liable to the County for and shall pay the liquidated 
damages specified in its Agreement.  All amounts set forth constitute a fair and reasonable estimate of probable 
damage to the County due to delay and are not a penalty. The liquidated damages are intended to cover only 
damages suffered by the County as a result of delay and shall not be deemed to cover additional costs of completion 
of the Work including, without limitation extended general conditions and construction management costs and costs 
or damages resulting from defective Work.  Contractor and the Owner agree that the Construction Manager is an 
intended third party beneficiary hereof. 
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ARTICLE 9 

PAYMENTS AND COMPLETION 

9.1 CONTRACT SUM 

9.1.1 The Contract Sum is stated in the Agreement and, including authorized adjustments thereto, is the total 
amount payable by Owner to Contractor for the performance of the Work under the Contract Documents. 

9.2 SCHEDULE OF VALUES 

9.2.1 Before the first Application for Payment, Contractor shall submit to Construction Manager a Schedule of 
Values allocated to the various portions of the Work, prepared in such form and supported by such data to 
substantiate its accuracy as Architect or Construction Manager may require.  This schedule, unless objected to by 
Construction Manager or Architect, shall be used only as a basis for Contractor's Applications for Payment. 

9.2.2 The Schedule of Values shall be prepared in such a manner that each major item of Work and each 
subcontracted item of Work is shown as a single line item.  Contractor will provide a listing of the Work 
items and the code costing items to be shown on Contractor's Schedule of Values, which listing shall meet 
the approval and shall be subject to revision by Construction Manager. 

9.3 APPLICATIONS FOR PAYMENT 

9.3.1 For each payment period established in the Contract, Contractor shall submit to Construction Manager, in 
triplicate, an itemized and notarized Application for Payment (on a form approved by Construction Manager), 
together with such supporting documentation verifying the amounts claimed due as Construction Manager may 
require, and reflecting the retainage specified in the Agreement.  No Application for Payment shall be complete 
for processing unless it includes all supporting documentation required by the Agreement and the Specifications. 
Any incomplete Application for Payment may be returned to Contractor. 

9.3.2 Unless otherwise provided in the Contract Documents, payments will be made on account of materials or 
equipment not incorporated in the Work but delivered and suitably stored at the Site and, if approved in advance by 
Owner, payments may similarly be made for materials or equipment suitably stored at some other location agreed 
upon in writing.  Payments for materials or equipment stored on or off the Site shall be conditioned upon submission 
by Contractor of bills of sale or such other procedures satisfactory to Owner to establish Owner's title to such 
materials or equipment or otherwise protect Owner's interest, including applicable insurance and transportation to the 
Site for those materials and equipment stored off the Site.  Contractor waives and releases any Claims it may have 
against Owner, either directly or through Contractor's insurer by subrogation to the rights of Contractor, for damage 
to, destruction or loss of equipment or materials not stored at the Site. 

9.3.3 Contractor warrants that title to all Work, materials and equipment covered by an Application for Payment
will pass to Owner either by incorporation in the construction or upon receipt of payment by Contractor, whichever 
occurs first, free and clear of all the liens, claims, security interests or encumbrances, hereinafter referred to in this 
Article 9 as "liens"; and that no Work, materials or equipment covered by an Application for Payment will have 
been acquired by Contractor, or by any other person performing Work at the Site or furnishing materials and 
equipment for the Project, subject to an agreement under which an interest therein or an encumbrance thereon is 
retained by the seller or otherwise imposed by Contractor or such other person. The provisions of this paragraph 
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regarding ownership of the Work by Owner upon payment shall not constitute an acceptance of the Work for which 
payment is made, except as and when provided in the Contract Documents. 

9.4 CERTIFICATES FOR PAYMENT 

9.4.1 Construction Manager shall receive all Applications for Payment from each Contractor and shall, once a 
month, prepare a summary of and deliver the same to Architect.  Construction Manager may, by written notice 
to Contractor, approve or reject all or any portion of a Contractor's Application for Payment for any of the 
reasons set forth in Subparagraph 9.6.1. Architect will, within seven (7) days after the receipt of the Project 
Application for Payment with the recommendations of Construction Manager, review the Project Application 
for Payment and either issue a Project Certificate for Payment to Owner with a copy to Construction Manager 
for distribution to Contractor for such amounts as Architect determines are properly due, or notify Construction 
Manager in writing of the reasons for withholding a Certificate as provided in Subparagraph 9.6.1.  Such 
notification will be forwarded to Contractor by Construction Manager. 

9.4.2 The issuance of a Project Certificate for Payment will constitute a representation by Architect to Owner 
that, based on Architect's observations at the Site as provided in Subparagraph 2.3.4 and the data comprising the 
Project Application for Payment, the Work has progressed to the point indicated; that, to the best of Architect's 
knowledge, information and belief, the quality of the Work is in accordance with the Contract Documents 
(subject to an evaluation of the Work for conformance with the Contract Documents upon Substantial 
Completion of the Work, to the results of any subsequent tests required by or performed under the Contract 
Documents, to minor deviations from the Contract Documents correctable prior to completion, and to any 
specific qualifications stated in the Certificate); and that Contractor is entitled to payment in the amount 
certified.  However, by issuing a Project Certificate for Payment, Architect shall not thereby be deemed to 
represent that Architect has made exhaustive or continuous on-site inspections to check the quality or quantity 
of the Work, has reviewed the construction means, methods, techniques, sequences or procedures, or has made 
any examination to ascertain how or for what purpose Contractor has used the monies previously paid on 
account of the Contract Sum. 

9.4.3 The Owner shall make no payments to Contractors without the prior written approval of the Construction 
Manager. 

9.5 PROGRESS PAYMENTS 

9.5.1 After Construction Manager has approved all or any portion of an Application for Payment and provided 
no liens related to the Work have been filed against the Project and provided further that neither Architect nor any 
governmental authorities have raised any objections to the Work, Owner shall make payment in the manner and 
within the time provided in Exhibit A attached hereto. 

9.5.2 Contractor shall promptly pay each Subcontractor upon receipt of payment from Owner, out of the amount 
paid to Contractor on account of such Subcontractor's Work, the amount to which said Subcontractor is entitled, 
reflecting the percentage actually retained, if any, from payments to Contractor on account of such Subcontractor's 
Work.  Contractor shall, by an appropriate agreement with each Subcontractor, require each Subcontractor to make 
payments to their Sub-subcontractors in similar manner. 

9.5.3 Architect may, on request and at Architect's discretion, furnish to any Subcontractor, if practicable, 
information regarding the percentages of completion or the amounts applied for by Contractor and the action taken 
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thereon by Architect on account of Work done by such Subcontractor. 

9.5.4 Neither Owner, Architect nor Construction Manager shall have any obligation to pay or to see to the payment 
of any monies to any Subcontractor except as may otherwise be required by law. 

9.5.5 No certification of a progress payment, any progress payment, or any partial or entire use or occupancy 
of the Project by Owner, shall constitute an acceptance of any Work not in accordance with the Contract 
Documents. 

9.6 PAYMENTS 

9.6.1 Payments may be withheld in whole or in part to the extent necessary, in the judgment of the 
Construction Manager, to reasonably protect Owner if any of the following conditions exist: 

(1) defective Work not remedied; 

(2) third party claims filed or reasonable evidence indicating probable filing of such claims; 

(3) failure of Contractor to make payment properly to Subcontractors, or for labor, materials or equipment; 

(4) reasonable evidence that the Work cannot be completed for the unpaid balance of the Contract Sum; 

(5) damage to Owner or another contractor; 

(6) reasonable evidence that the Work is not progressing in accordance with the Construction Schedule or will not be 
completed within the Contract Time; 

(7) unsatisfactory prosecution of the Work by Contractor; 

(8) failure of Contractor to properly document Applications for Payment as required by the Contract Documents or 
to include the lien waivers required thereby; or 

(9) to the extent not otherwise expressly stated above, any default by Contractor under the Contract Documents or 
any Claim by Owner against Contractor pursuant to any provisions of the Contract Documents. 

9.6.2 When the grounds in Subparagraph 9.6.1 above are removed, payment shall be made for amounts withheld 
because of them. 

9.7 SUBSTANTIAL COMPLETION 

9.7.1 When Contractor determines that it has achieved Substantial Completion, Contractor shall prepare the Punch 
List and deliver copies thereof to Construction Manager and Architect.  Construction Manager or Architect may add 
items to the Punch List, but the failure to include any items on such list does not alter the responsibility of Contractor 
to complete all Work in accordance with the Contract Documents.  When Architect, on the basis of inspection and 
consultation with Construction Manager, determines that the Work has achieved Substantial Completion, Architect 
will then prepare a Certificate of Substantial Completion that shall establish the date of Substantial Completion of 
the Work, shall state the responsibilities of Owner and Contractor for security, maintenance, heat, utilities, damage 
to the Work and insurance, and shall fix the time within which Contractor shall complete the items listed therein.  
The Certificate of Substantial Completion of the Work shall be submitted to Owner, Construction Manager and 
Contractor for their written acceptance of the responsibilities assigned to them in such Certificate. 
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9.7.2 Upon Substantial Completion of the Work or designated portion thereof, and upon application by Contractor 
and certification by Architect, Owner shall make payment, reflecting adjustment in retainage, if any, for such Work 
or portion thereof as provided in the Contract Documents.  Owner shall not release retainage to Contractor to the 
extent that any such release will result in Owner holding total retainage that is less than twice the amount that 
Architect determines to be necessary to complete and correct items on Contractor's list referred to in Subparagraph 
9.7.1.

9.7.3 Warranties required by the Contract Documents shall commence on the date of Substantial Completion of 
the Project or designated portion thereof unless otherwise provided in Architect's Certificate of Substantial 
Completion. 

9.8 FINAL COMPLETION AND FINAL PAYMENT 

9.8.1 Following Architect's issuance of the Certificate of Substantial Completion of the Work or designated 
portion thereof, and Contractor's completion of the Work, Contractor shall forward to Construction Manager a 
written notice that the Work is ready for final inspection and acceptance, and shall also forward to Construction 
Manager a final Application for Payment.  Upon receipt, Construction Manager will make the necessary evaluations 
and forward recommendations to Architect who will promptly make such inspection.  When Architect finds the 
Work acceptable under the Contract Documents and the Contract fully performed, Architect will issue a Certificate 
for Payment that will approve the final payment due Contractor.  This approval will constitute a representation that, 
to the best of Architect's knowledge, information and belief, and on the basis of observations and inspections, the 
Work has been completed in accordance with the terms and conditions of the Contract Documents and that the entire 
balance found to be due Contractor, and noted in said Certificate, is due and payable.  Architect's approval of said 
Certificate for Payment will constitute a further representation that the conditions precedent to Contractor's being 
entitled to final payment as set forth in Subparagraph 9.9.2 have been fulfilled. 

9.8.2 Neither the final payment nor the remaining retainage shall become due until Contractor submits to 
Architect, through Construction Manager (1) an affidavit that all payrolls, bills for materials and equipment, and 
other indebtedness connected with the Work for which Owner or Owner's property might in any way be responsible, 
have been paid or otherwise satisfied, (2) consent of surety, if any, to final payment, (3) if required by Owner, other
data establishing payment or satisfaction of all such obligations, such as receipts, releases and waivers of liens 
arising out of the Contract, to the extent and in such form as may be designated by Owner, (4) a certificate 
evidencing that the insurance required by the Contract Documents to remain in force after final payment is currently 
in effect and will not be canceled or allowed to expire until at least thirty (30) days' prior written notice has been 
given to Owner, (5) a written statement that Contractor knows of no reason that the insurance will not be renewable 
to cover the period required by the Contract Documents, (6) Contractor shall have furnished Construction Manager 
with all operating and maintenance manuals, as-built drawings, manufacturers' guaranties and warranties, releases of 
all claims required by the Contract Documents and any other documents required by the Contract Documents and (7) 
Construction Manager has approved the making of such final payment in writing.  If any Subcontractor refuses to 
furnish a release or waiver required by Owner, Contractor may furnish a bond satisfactory to Owner to indemnify 
Owner against any such lien.  If any such lien remains unsatisfied after all payments are made, Contractor shall 
refund to Owner all monies that the latter may be compelled to pay in discharging such lien, including all costs and 
reasonable attorneys' fees. 

9.8.3 If, after Substantial Completion of the Work, final completion thereof is materially delayed through no fault 
of Contractor or by the issuance of Change Orders affecting final completion, and Construction Manager so 
confirms, Owner shall, upon application by Contractor and certification by Architect and without terminating the 
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Contract, make payment of the balance due for that portion of the Work fully completed and accepted.  If the 
remaining balance for Work not fully completed or corrected is less than the retainage stipulated in the Contract 
Documents, and if bonds have been furnished, the written consent of the surety to the payment of the balance due for 
that portion of the Work fully completed and accepted shall be submitted by Contractor to Construction Manager 
prior to certification of such payment.  Such payment shall be made under the terms and conditions governing final
payments, except that it shall not constitute a waiver of claims. 

9.8.4 The acceptance of final payment shall constitute a waiver of all claims by Contractor except those 
previously made in writing and identified by Contractor as unsettled at the time of the final Application for 
Payment. 

9.8.5 All provisions of the Contract Documents, including, without limitation, those establishing obligations and 
procedures, shall remain in full force and effect notwithstanding the making or acceptance of final payment prior to 
the date of Substantial Completion of the Project. 

9.8.6 When any Subcontractor has finally completed performance of its subcontract, as determined by Contractor, 
Construction Manager and Architect, and such Subcontractor has completed all Punch List items, delivered all 
waivers and satisfied all other prerequisites for final payment under its subcontract and the Contract Documents, and 
if Contractor has made proper Application for Payment, then Owner shall release that portion of Contractor's 
retainage which relates to the retainage being applied against payments due to such Subcontractor.  Contractor shall 
then forward the retainage to such Subcontractor. 

ARTICLE 10 

PROTECTION OF PERSONS AND PROPERTY 

10.1 SAFETY PRECAUTIONS AND PROGRAMS 

10.1.1 Contractor shall be responsible for initiating, maintaining and supervising all safety precautions and 
programs in connection with the Work.  In the event Contractor encounters on the Site material reasonably believed 
to be friable asbestos. polychlorinated biphenyl (PCB) or any Hazardous Materials, Contractor shall immediately 
stop Work in the area affected and report the condition to Owner and Construction Manager in writing. In such 
event, Owner shall determine or engage a consultant to determine whether the material is in fact friable asbestos, 
PCB or any Hazardous Materials.  If no friable asbestos, PCB or any Hazardous Materials is identified, Owner or 
Construction Manager shall so notify Contractor, who shall immediately resume the Work in the suspect area.  If 
friable asbestos, PCB or any Hazardous Materials is identified, Contractor shall not resume Work in the affected area 
unless and until the friable asbestos has been encased, encapsulated, enclosed or removed, or the PCB or Hazardous 
Materials has been removed.  Owner or Construction Manager shall notify Contractor in writing when the friable 
asbestos, PCB or any Hazardous Materials has been so encased, encapsulated, enclosed or removed, and Contractor 
shall then immediately resume the Work in the affected area. 

10.2 EMERGENCIES 

10.2.1 In any emergency affecting the safety of persons or property Contractor shall act, at Contractor's discretion, 
to prevent threatened damage, injury or loss and shall immediately notify Construction Manager.  Any additional 
compensation or extension of time claimed by Contractor on account of emergency work shall be determined as 
provided in Article 12 for Changes in the Work. 
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ARTICLE 11 

INSURANCE 

11.1 CONTRACTOR'S INSURANCE 

11.1.1 Exhibit B describes the insurance coverage required of Contractor.  Contractors shall provide the coverages 
described on Exhibit B at all times until Final Completion.  In addition to the coverages required in Exhibit B, 
Contractor shall carry $2,000,000 in Excess Liability coverage.

11.2 PROPERTY INSURANCE 

11.2.1 Owner agrees to place and maintain, at its expense, "all risk" or "special form" builder's risk or equivalent 
insurance to the full replacement value of all real and personal property that is intended to become part of the 
completed Project.  The policy will cover such materials, supplies and equipment intended to become part of the 
construction or permanent improvements, if incorporated or while stored on Site.  Owner, Construction Manager, 
Contractors and Subcontractor shall be named as additional insureds to the extent of their insurable interests.  The 
builder's risk or equivalent policy will not cover temporary structures, forms, scaffolding, trailers, protective fencing, 
tools and equipment or personal belongings that are owned or leased by Construction Manager, Contractor, 
Subcontractors or their employees.  Owner's property insurance contains a deductible of not more than $10,000 per 
claim, which is the responsibility of Contractor (without reimbursement from Owner).  In addition, Contractor shall 
be solely responsible to cover the costs of all property losses or damages sustained that arise out of vandalism to, or 
theft of, any materials or supplies relating to the Work or the Project and that are not covered because of Owner's 
deductible amount. 

11.2.2 Any loss insured under Subparagraph 11.2.1 is to be adjusted with Owner and made payable to Owner as 
trustee for the insureds, as their interests may appear, subject to the requirements of any applicable mortgagee 
clause.  Contractor shall pay each Subcontractor a just share of any insurance monies received by Contractor, and 
by appropriate agreement, written where legally required for validity, shall require each Subcontractor to make 
payments to their Sub-subcontractors in similar manner. 

11.2.3 Owner and Contractor waive all rights against (1) each other and the Subcontractors, Sub-subcontractors, 
agents and employees of each other, and (2) Architect, Construction Manager and separate contractors, if any, and 
their subcontractors, sub-subcontractors, agents and employees, for damages caused by fire or other perils to the 
extent covered by insurance obtained pursuant to this Paragraph 11.2 or any other property insurance applicable to 
the Work, except such rights as they may have to the proceeds of such insurance held by Owner as trustee.  Owner 
or Contractor, as appropriate, shall require Architect, Construction Manager, separate Contractors, Subcontractors 
and Sub-subcontractors by appropriate agreements, written where legally required for validity, similar waivers 
each in favor of all other parties enumerated in this Subparagraph 11.2.3. Where required, consent to such waivers
by the subject insurer shall be obtained by the waiving party. 

11.2.4 Owner, as trustee, shall have power to adjust and settle any loss with the insurers and all interested parties 
shall fully cooperate with Owner in achieving settlement with the insurer.

11.3 RISK OF LOSS OF OFF-SITE STORAGE 
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11.3.1 Contractor accepts and shall bear the risk of loss for property, material, or equipment that is to be 
incorporated as part of the Work and that is stored off-site until such property, material or equipment is delivered to 
the Site for incorporation into the Work. 

11.4 CONTRACTOR'S LIABILITY INSURANCE
11.4.1 The Contractor shall purchase and maintain such liability and other insurance as will protect the Contractor 
from claims set forth below which may arise out of or result from the Contractor's performance or obligations under the 
Contract Documents, whether due to action or inaction by the Contractor or any person for whom the Contractor is 
responsible.

11.4.1.1 Claims under workers' compensation, occupational sickness or disease, disability benefit and other 
similar employee benefit acts;

11.4.1.2 Claims for damages because of bodily injury, disease, illness, death or personal injury, and other claims 
usually covered by bodily injury liability insurance;

11.4.1.3 Claims for damages because of injury to or destruction of property and other claims usually covered by 
property damage liability insurance.

11.4.2 A Commercial General Liability policy and Business Automobile Liability policy, separately or combined, 
shall be maintained to provide insurance as set forth below.   Such Commercial General Liability and Business 
Automobile Liability insurance may be either Combined Single Limits or Split Limits as provided below.  An 
Umbrella or Excess Liability policy may be used in combination with the Commercial General Liability and Business 
Automobile insurance to meet such limits.

11.4.2.1 Contracts in the amount of $100,000 or less shall require coverage in the amount of not less than $1 
million general aggregate and per occurrence.

11.4.2.2 Contracts in excess of $100,000 but not more than $5 million shall require coverage in the amount of 
not less than $3 million general aggregate and per occurrence.

11.4.2.3 Contracts exceeding the amount of $5 million shall require coverage in an amount to be determined by 
the County but in no case less than $5 million general aggregate and per occurrence.

11.4.2.4 Such policies shall be endorsed to provide that the General Aggregate Limit applies separately to each 
of the insured Contractor's projects.

11.4.3 If Commercial General Liability and Business Automobile Liability insurance is written with Split Limits, the 
following minimum limits shall be provided.

11.4.3.1 Contracts in the amount of $100,000 or less shall require coverage in the amount of not less than 
$500,000 for injuries, including death, to one person, and $1 million per occurrence and $500,000 property 
damage.

11.4.3.2 Contracts in excess of $100,000 but not more than $5 million shall require coverage in the amount of 
not less than $1 million for injuries, including death, to one person, and $1 million per occurrence and $1 million 
property damage, together with an Umbrella or Excess Liability policy of not less than $2 million per 
occurrence.

11.4.3.3 Contracts exceeding the amount of $5 million shall require coverage in an amount to be determined by 
the County but in no event shall an Umbrella or Excess Liability limit of less than $4 million be acceptable, 
along with Commercial General Liability and Business Automobile Liability with limits of not less than $1 
million for injuries, including death, to one person, and $1 million per occurrence and $1 million property 
damage.
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11.4.4 For any demolition, blasting, excavating, tunneling, shoring or similar operations, the Contractor shall 
provide and maintain Property Damage Liability insurance with a limit of liability equal to such limit as specified in the 
applicable sections of Paragraphs  12.1.2 and  12.1.3.

11.5 BUILDER'S RISK - NEW CONSTRUCTION

11.5.1 Unless otherwise specified in the Contract Documents, the Contractor shall provide and maintain, during the 
progress of the Work and until the execution of the Certificate of Contract Completion by the County, a Builder's Risk 
insurance policy to cover all Work in the course of construction including falsework, temporary buildings and 
structures and materials used in the construction process, stored on or off site, or while in transit.  Such insurance shall 
be on a "Risk of Direct Physical Loss" form policy and shall insure against the perils of fire and extended coverage and 
physical loss or damage including, without limitation, theft, vandalism, malicious mischief, earthquake, tornado, 
lightning, explosion, breakage of glass, flood, collapse and water damage.  It shall also include debris removal, 
demolition occasioned by enforcement of any applicable legal requirement, and shall cover reasonable compensation 
for the County's services and expenses required to limit further loss.  

11.5.1.1 Coverage must include provision to pay the reasonable extra costs of expediting temporary and/or 
permanent repairs to, or permanent replacement of, damaged property.  This shall include overtime wages and 
the extra cost of "express" or other means for rapidly transporting materials and supplies necessary to such repair 
or replacement.

11.5.1.2 Such Builder's Risk policy shall protect both the Contractor and the County from loss and provide 
coverage for materials in transit or stored off site and identified for the Project.

11.5.1.3 Coverage for other perils may be required if specified in the Special Conditions.

11.5.2 Unless otherwise specified in the Contract Documents, the Builder's Risk policy shall be written in the amount 
equal to 100 percent of the Contract price, including landscaping, paving and other site Work.

11.5.3 The Builder's Risk policy shall specifically permit and allow for partial occupancy by the County prior to 
acceptance of the Project by the County.

ARTICLE 12 

CHANGES IN THE WORK 
12.1 CHANGE ORDERS 

12.1.1 The Contract Sum and the Contract Time may be changed only by Change Order.  A Change Order signed 
by Contractor indicates Contractor's agreement therewith, including the adjustment in, or failure to adjust, the 
Contract Sum or the Contract Time. 

12.1.2 Construction Manager or Owner, without invalidating the Contract, may order changes in the Work within 
the general scope of the Contract consisting of additions, deletions or other revisions, the Contract Sum and the 
Contract Time being adjusted accordingly.  All such changes in the Work shall be authorized by Change Order, and 
shall be performed under the applicable conditions of the Contract Documents. 

12.1.3 The cost or credit to Owner resulting from a change in the Work will be determined as set forth in 
Exhibit C.
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12.2 CLAIMS FOR ADDITIONAL COST 

12.2.1 If Contractor wishes to make a Claim for an increase in the Contract Sum, Contractor shall give Architect and 
Construction Manager written notice thereof within ten (10) days after the occurrence of the event giving rise to such 
Claim.  No Claim for any increase in the Contract Sum shall be valid unless such notice is given and unless (except 
in the event of an emergency endangering life or property per Paragraph 10.2) prior to the commencement of such 
work, either Owner or Construction Manager execute a Change Order authorizing the change in the work.  If Owner 
and Contractor cannot agree on the amount of the adjustment in the Contract Sum, the Work shall, nonetheless, be 
performed by Contractor and the undisputed portion of the adjustment in the Contract Sum shall be paid by Owner 
pending determination of the remaining portion pursuant to Subparagraph 12.1.3.  Any change in the Contract Sum 
resulting from such Claim shall be authorized by Change Order. 

12.3 MINOR CHANGES IN THE WORK 

12.3.1 Architect will have authority to order minor changes in the Work not involving an adjustment in the 
Contract Sum or extension of the Contract Time and not inconsistent with the intent of the Contract Documents.  
Such changes shall be effected by written order issued through Construction Manager, and shall be binding on 
Owner and Contractor.  Contractor shall carry out such written orders promptly. 

ARTICLE 13 

UNCOVERING AND CORRECTION OF WORK 

13.1 UNCOVERING OF WORK 

13.1.1 If any portion of the Work should be covered contrary to the request of Owner, any Governmental 
Authority, Architect or Construction Manager, or to requirements specifically expressed in the Contract 
Documents, it must, if required in writing by either, be uncovered for their observation and shall be replaced at 
Contractor's expense. 

13.1.2 If any other portion of the Work has been covered that Owner, Governmental Authority, Architect or the 
Construction has not specifically requested to observe prior to its being covered, any of them may request to see such 
Work and it shall be uncovered by Contractor.  If such Work is found in accordance with the Contract Documents, 
the cost of uncovering and replacement shall, by appropriate Change Order, be charged to Owner.  If such Work is 
not found in accordance with the Contract Documents, Contractor shall pay such costs unless it is found that this 
condition was caused by Owner or a separate contractor as provided in Article 6, in which event Owner shall be 
responsible for the payment of such costs. 

13.2 CORRECTION OF WORK 

13.2.1 Contractor shall promptly correct all Work rejected by Owner, any Governmental Authority, Architect or 
Construction Manager as defective or as failing to conform to the Contract Documents whether observed before or 
after Substantial Completion of the Project and whether or not fabricated, installed or completed.  Contractor shall 
bear all costs of correcting such rejected Work, including compensation for Architect's and Construction Manager's 
additional services made necessary thereby and all fees for test of such Work; provided that Owner shall bear the 
cost of correcting any Work that is rejected by a Governmental Authority for any reason other than the failure of 
Contractor or any Subcontractor to complete the Work in accordance with the Contract Documents. 
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13.2.2 If, within one (1) year after the date of Substantial Completion of the Project or designated portion thereof, 
or within one (1) year after acceptance by Owner of designated equipment, or within such longer period of time as 
may be prescribed by law or by the terms of any applicable special warranty required by the Contract Documents, 
any of the Work is found to be defective or not in accordance with the Contract Documents, Contractor shall 
correct it promptly after receipt of a written notice from Owner or Construction Manager to do so unless Owner has 
previously given Contractor a written acceptance of such condition.  This obligation shall survive both final 
payment for the Work or a designated portion thereof and termination of the Contract. Owner shall give such notice 
promptly after discovery of the condition. 

13.2.3 Contractor shall remove from the Site all portions of the Work that are defective or nonconforming and 
that have not been corrected under Subparagraphs 4.5.1, 13.2.1 and 13.2.2, unless removal is waived by Owner. 

13.2.4 If Contractor fails to correct defective or non-conforming Work as provided in Subparagraphs 4.5.1, 13.2.1 
and 13.2.2, Owner may correct it in accordance with Paragraph 3.4. 

13.2.5 If Contractor does not proceed with the correction of such defective or nonconforming Work within a 
reasonable time fixed by written notice from Owner issued through Construction Manager, Owner may remove it 
and may store the materials or equipment at the expense of Contractor. If Contractor does not pay the cost of such 
removal and storage within ten (10) days thereafter, Owner may, upon ten (10) additional days' written notice, sell 
such Work at auction or at private sale and shall account for the net proceeds thereof, after deducting all the costs 
that should have been borne by Contractor, including compensation for Architect's and Construction Manager's 
additional services made necessary thereby.  If such proceeds of sale do not cover all costs that Contractor should 
have borne, the difference shall be charged to Contractor and an appropriate Change Order shall be issued.  If the 
payments then or thereafter due Contractor are not sufficient to cover such amount, Contractor shall pay the 
difference to Owner. 

13.2.6 Contractor shall bear the cost of making good all work of Owner or separate contractors destroyed 
or damaged by such correction or removal. 

13.2.7 Nothing contained in this Paragraph 13.2 shall be construed to establish a period of limitation with respect to 
any other obligation that Contractor might have under the Contract Documents, including Paragraph 4.5 hereof.  The 
establishment of the time periods noted in Subparagraph 13.2.2, or such longer period of time as may be prescribed 
by law or by the terms of any warranty required by the Contract Documents, relates only to the specific obligation of 
Contractor to correct the Work, and has no relationship to the time within which Contractor's obligation to comply 
with the Contract Documents may be sought to be enforced, nor to the time within which proceedings may be
commenced to establish Contractor's liability with respect to Contractor's obligations other than specifically to 
correct the Work. 

13.2.8 The expiration of any guarantee or correction of Work shall not relieve Contractor of the obligation to 
correct, at its own expense, any latent defect in the Work or deficiencies which are not readily ascertained, including, 
but not limited to, defective materials and workmanship, defects attributable to unauthorized substitutions for 
specified materials, and substandard performance of any of the Work otherwise not in compliance with the Contract 
Documents.  Such latent defects or deficiencies shall be corrected as provided in this Paragraph 13.2.  Following the 
correction or replacement of any of the Work, as specified in Paragraph 13.2, Contractor shall correct any defects or 
deficiencies in the corrected or replaced materials and workmanship which are found within one (1) year after the 
date of correction or replacement. 
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13.3 ACCEPTANCE OF DEFECTIVE OR NONCONFORMING WORK 

13.3.1 If Owner prefers to accept defective or nonconforming Work, Owner may do so instead of requiring its 
removal and correction, in which case a Change Order will be issued to reflect a reduction in the Contract Sum 
where appropriate and equitable.  Such adjustment shall be affected whether or not final payment has been made. 

ARTICLE 14 

TERMINATION OF THE CONTRACT 

14.1 TERMINATION BY CONTRACTOR 

14.1.1 If the Work is stopped for a period of thirty (30) consecutive days under an order of any court or other 
Governmental Authority having jurisdiction, or as a result of an act of government such as a declaration of a national 
emergency making materials unavailable, through no act or fault of Contractor or a Subcontractor or their agents or 
employees or any other persons performing any of the Work under a contract with Contractor, or if the Work should 
be stopped for a period of thirty (30) consecutive days because Owner has not made payment as provided in 
Paragraph 9.7, then Contractor may, upon ten (10) additional days' written notice to Owner, Architect and 
Construction Manager, terminate the Contract and recover from Owner payment for all Work executed and for any 
proven loss sustained upon any materials, equipment, tools, construction equipment and machinery. 

14.2 TERMINATION OF CONTRACTOR 

14.2.1 Should the Contractor at any time refuse or neglect to supply a sufficiency of skilled workers or 
materials of the proper quality and quantity, or fail in any respect to prosecute the Work with promptness and 
diligence, or cause by any act or omission the stoppage, impede, obstruct, hinder or delay of or interference with 
or damage to the work of any other contractors or subcontractors on the Project, or fail in the performance of 
any of the terms and provisions of this Agreement or of the other Contract Documents, or should the Architect 
determine that the Work or any portion thereof is not being performed in accordance with the Contract 
Documents, or should there be filed by or against the Contractor a petition in bankruptcy or for an arrangement 
or reorganization, or should the Contractor become insolvent or be adjudicated a bankrupt or go into liquidation 
or dissolution, either voluntarily or involuntarily or under a court order, or make a general assignment for the 
benefit of creditors, or otherwise acknowledge insolvency, then in any of such events, each of which shall 
constitute a default hereunder on the Contractor's part, then Owner or Construction Manager shall have the 
right, in addition to any other rights and remedies provided by this Agreement and the other Contract 
Documents or by law, after three (3) days written notice to the Contractor mailed or delivered to the last known 
address of the latter, (a) to perform and furnish through itself or through others any such labor or materials for 
the Work and to deduct the cost thereof from any monies due or to become due to the Contractor under this 
Agreement, and/or (b) to terminate the employment of the Contractor for all or any portion of the Work, enter 
upon the premises and take possession, for the purpose of completing the Work, of all materials, equipment, 
scaffolds, tools, appliances and other items thereon, all of which the Contractor hereby transfers, assigns and 
sets over to the Owner for such purpose, and to employ any person or persons to complete the Work and 
provide all the labor, services, materials, equipment and other items required therefor. In case of such 
termination of the employment of the Contractor, the Contractor shall not be entitled to receive any further 
payment under this Agreement until the Work shall be wholly completed to the satisfaction of the Architect, the 
Owner and Construction Manager  and shall have been accepted by them, at which time, if the unpaid balance 
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of the amount to be paid under this Agreement shall exceed the cost and expense incurred by the Owner in 
completing the Work, such excess shall be paid by the Owner to the Contractor; but if such cost and expense 
shall exceed such unpaid balance, then the Contractor or its surety shall pay the difference to the Owner.  Such 
cost and expense shall include, not only the cost of completing the Work to the satisfaction of the Owner, 
Construction Manager and the Architect and of performing and furnishing all labor, services, materials, 
equipment, and other items required therefor, but also all losses, damages, costs and expenses, (including legal 
fees and disbursements incurred by the Owner, Architect and/or Construction Manager in connection with 
reprocurement, in defending claims arising from such default and in seeking recovery of all such cost and 
expense from the Contractor and/or its surety), and disbursements sustained, incurred or suffered by reason of 
or resulting from the Contractor's default. 

14.2.2 It is recognized that if the Contractor institutes or has instituted against it a case under Title 11 of the 
United States Code (Bankruptcy Code), such event could impair or frustrate the Contractor’s performance of 
this Agreement.  Accordingly, it is agreed that upon the occurrence of any such event, the Owner shall be 
entitled to request of Contractor or its trustee or other successor adequate assurances of future performance.  
Failure to comply with such request within ten (10) days of delivery of the request shall entitle the Owner in 
addition to any other rights and remedies provided by this Agreement or by law, to terminate this Agreement.  
Pending receipt of adequate assurances of performance and actual performance in accordance herewith, the 
Owner shall be entitled to perform and furnish through itself or through others any such labor, materials or 
equipment for the Work as may be necessary to maintain the progress of the Work and to deduct the cost 
thereof from any monies due or to become due to the Contractor under this Agreement. In the event of such 
bankruptcy proceedings, this Agreement shall terminate if the Contractor rejects this Agreement or if there has 
been a default and the Contractor is unable to give adequate assurance that it will perform as provided in this 
Agreement or otherwise is unable to comply with the requirements for assuming this Agreement under the 
applicable provisions of the Bankruptcy Code.

14.2.3 For any termination of this Agreement, any Project wide insurance that may have been provided by 
Construction Manager shall likewise be terminated 

14.2.4 In the event Owner shall have terminated Contractor's employment pursuant to paragraph 14.2.1, then, and 
notwithstanding any dispute by Contractor regarding the validity of such termination or the dispute resolution 
method to be used, and anything to the contrary notwithstanding, unless otherwise specified in writing by Owner in 
the termination notice to Contractor, Contractor shall withdraw its employees from the Site in an orderly manner, 
and the dispute resolution method shall be used solely with regard to the determination of damages. 

14.3 SUSPENSION BY OWNER FOR CONVENIENCE 

14.3.1 Owner or Construction Manager may, without cause, order Contractor in writing to suspend, delay or 
interrupt the Work in whole or in part for such period of time as Owner may determine. 

14.3.2 Any Claim for adjustment in the Contract Sum caused by suspension, delay or interruption under this 
paragraph shall be made pursuant to Article 12 and Paragraph 8.3.  No adjustment shall be made to the extent 
that: 

(1) performance is, was or would have been so suspended, delayed or interrupted by another cause for which 
Contractor is responsible; or 

(2) an equitable adjustment is made or denied under another provision of the Contract. 
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14.4 TERMINATION BY OWNER FOR CONVENIENCE 

14.4.1 Owner, through Construction Manager, may, at any time upon written notice to Contractor, terminate the 
Contract without cause so long as Owner pays Contractor for the Work performed by Contractor to the date of 
termination, plus a proportionate amount of Contractor's Fee based upon the percentage of the completion of the 
Work.  Owner shall, upon Contractor executing such confirmatory assignments as Owner shall request, accept and 
assume all of Contractor's obligations under all subcontracts and purchase orders for services and materials executed 
in accordance with the terms of the Contract Documents which may accrue after the date of such termination and 
which Contractor has incurred in good faith in connection with the Work. Contractor shall not be entitled to 
anticipated profits on Work unperformed or on materials or equipment unperformed or on materials or equipment 
unfurnished. 

ARTICLE 15 

DISPUTE RESOLUTION 

15.1 DISPUTE RESOLUTION 

15.1.1 In the event of any dispute arising by or between Owner and Contractor, each party shall continue to 
perform as required under the Contract Documents, notwithstanding the existence of such dispute. In the event of 
such a dispute, Owner shall continue to pay Contractor as provided in the Contract Documents, except only such 
amount as may be disputed. 

15.1.2 If any Claim has not been settled or resolved within thirty (30) days after written notice thereof to the other 
party hereto, within twenty-one (21) days after receipt or delivery (as the case may be) of such notice, Owner shall 
send written notice to Contractor specifying whether any unresolved Claim shall be resolved by litigation in a 
court of competent jurisdiction located within Lucas County, Ohio.  Either party may then commence litigation in 
Lucas County, Ohio. 

15.1.3 Owner may implement from time to time non-binding alternate dispute resolution procedures as a 
condition to litigation and Contractor agrees to abide by such procedures. 

ARTICLE 16 

ADDITIONAL PROVISIONS 

16.1 PREVAILING WAGE 

16.1.1 The Davis Bacon and Related Acts (DBRA) requires all contractors and subcontractors performing work on 
federal or District of Columbia construction contracts or federally assisted contracts in excess of $2,000 to pay their 
laborers and mechanics not less than the prevailing wage rates and fringe benefits for corresponding classes of laborers 
and mechanics employed on similar projects in the area. The prevailing wage rates and fringe benefits are determined by 
the Secretary of Labor for inclusion in covered contracts. 
In addition to the Davis Bacon Act itself, Congress added Davis-Bacon prevailing wage provisions to approximately 60 
laws—"related Acts"—under which federal agencies assist construction projects through grants, loans, loan guarantees, 
and insurance. (Examples of the related Acts are the Federal-Aid Highway Acts, the Housing and Community 
Development Act of 1974, and the Federal Water Pollution Control Act.) Generally, the application of prevailing wage 
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requirements to projects receiving federal assistance under any particular "related" Act depends on the provisions of that 
law. 
The U.S. Department of Labor (DOL) has oversight responsibilities to assure coordination of administration and 
consistency of enforcement of the labor standards provisions of the Davis Bacon and Related Acts. Under this authority, 
DOL has issued regulations establishing standards and procedures for the administration and enforcement of the Davis-
Bacon labor standards provisions. Federal contracting agencies have day-to-day responsibility for administration and 
enforcement of the Davis-Bacon labor standards provisions in covered contracts for which they are responsible or to 
which they provide federal assistance under laws they administer. 
Within DOL, the Employment Standards Administration's Wage and Hour Division (WHD) is responsible for 
administration and enforcement of the DBRA. 
Prime contractors are solely responsible for informing their subcontractors of these requirements.  For more information 
relating to the above, please visit http://www.wdol.gov.

16.1.2 Every Contractor and/or Subcontractor, as soon as Work begins under its contract, shall furnish to the 
Project's prevailing wage coordinator a schedule of dates during the life of the contract on which wages will be paid 
to employees performing Work.  Contractor shall also deliver to the Project's prevailing wage coordinator one (1) 
certified copy of the payroll of the Project within two (2) weeks after the initial pay date.  Supplemental reports shall 
be made biweekly thereafter and shall be attached to each monthly payment request. 

16.1.3 Each monthly report shall state the period covered and exhibit for each employee paid on the Project, his/her 
name, current address, Social Security number, number of hours worked each day on the Project during the reporting 
period, the total hours worked each week on the Project, as well as the total work on other projects, the hourly rate of 
pay, the job classification, fringe payments, all deductions from wages and net pay. 

16.1.4 Each report shall also have a certification executed by Contractor, Subcontractor or duly appointed agent 
thereof. It shall recite that the payroll is correct and complete and that the wage rates shown are not less than those 
required by the Davis Bacon Act.  It shall also state the name of the union or plan to which the withheld or unpaid 
fringes are to be paid.  The first report shall also list each fringe and state if it is paid as cash to the employee or to 
a named plan. 

16.1.5 Contractor shall be responsible for the submission of copies of payrolls of all Subcontractors. 
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EXHIBIT A 

PROGRESS PAYMENTS 

1 Partial payment to Contractor for labor performed under with a unit or lump sum price contract shall be made 
at the rate of ninety-two percent (92%) of the estimates prepared by Contractor and approved by Architect and 
Construction Manager.  All labor performed after the job is fifty percent (50%) completed shall be paid for at the rate 
of one hundred percent (100%) of the estimates submitted by Contractor and approved by Architect and 
Construction Manager. In addition to all other payments on account of work performed, there shall be allowed by 
Owner and paid to Contractor a sum a rate of ninety-two percent (92%) of the invoice costs, not to exceed the bid 
price in a unit price contractor, for materials delivered on the Site; provided, that, such materials have been inspected 
and found to meet the Specifications. The balance of such invoiced value shall be paid when such materials are 
incorporated into and becomes a part of such building, construction, addition, improvement, alteration or installation 
unless Contractor does not prosecute the Work with diligence as set forth in the Contract Documents. 

2 From the date the Work is fifty percent (50%) completed, the 8% of the contract amount that is held back for 
the faithful performance of work shall be kept by the Owner until the Construction Manager has signed off that the 
work is completed satisfactorily.  After the contract is fifty percent (50%) complete no further funds shall be 
retained.  Payment based on any certified payment application will be made within thirty (30) days following receipt 
of the certified application by Owner and Construction Manager.  The time to process and certify the application by 
Construction Manager and Architect will not count towards the thirty (30) day payment period.

3 By submitting any Application for Payment, Contractor attests to the accuracy of the amounts requested, 
represents that the Work has been satisfactory executed in compliance with the Contract Documents and that 
Contractor is entitled to the amount shown. By submitting the second or any subsequent Application for Payment,
Contractor attests that it has paid all just claims for labor, materials, equipment, subcontracts or other expenses 
represented by all previous Applications for Payment. 

4 Concurrent with the submittal of each Application for Payment completed by Contractor, Subcontractors and 
suppliers during the period, Contractor shall furnish Affidavit and Waivers of Lien evidencing that all wages for 
labor and all invoices for materials or services for work performed by Contractor's own work forces included in the 
previous partial payment have been paid in full.  Furnishing of Affidavits and Waivers of Lien, in forms as approved 
and when required by Construction Manager, shall be a prerequisite to the issuance of all Certificates of Payment. 

5 Full or partial payment on the Contract Sum or in reducing the retained amount (percentage) shall not relieve 
Contractor or its surety from fulfilling all obligations of this Contract, including guarantee of the work.  Under the 
conditions of the Contract, Contractor and its surety agree that they waive any actual or alleged rights of subrogation 
or action against Owner, Construction Manager and Architect as a result of such payments being made.  The surety 
may at any time examine the status of Work and may request the Owner and/or Construction Manager withhold 
additional sums as they consider appropriate to protect their interests.
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(EXHIBIT B)                                                                                   
COUNTY OF LUCAS CONTRACTOR INSURANCE 

21 INSURANCE 

21.1 The CONTRACTOR shall purchase and maintain such insurance as will protect him from claims set forth below 
which may arise out of or result from the CONTRACTOR’S execution of the WORK, whether such execution be by 
himself or by any SUBCONTRACTOR or by anyone directly employed by any of them, or by any one for whose acts any 
of them may be liable: 

21.1.1 Claims under workmen’s compensation, disability, benefit and other similar employee benefit acts; 

21.1.2 Claims for damages because of bodily injury, sickness or disease or death of his employees; 

21.1.3 Claims for damages because of bodily injury, sickness or disease or death of any person other than his 
employees; 

21.1.4 Claims for damages insured by usual personal injury liability coverage which are sustained (1) by any person as a 
result of an offense directly or indirectly related to the employment of such person by the CONTRACTOR, or (2) by any 
other person; and 

21.1.5 Claims for damages because of injury to or destruction of tangible property, including loss of use resulting 
therefrom. 

21.2 Certificate of Insurance acceptable to the OWNER shall be filed with the OWNER prior to commencement of 
the WORK naming OWNER and Lathrop as additional insured.  These Certificates shall contain a provision that 
coverages afforded under the policies will not be canceled unless at least thirty (30) days prior WRITTEN NOTICE has 
been given to the OWNER. 

21.3 The CONTRACTOR shall procure and maintain, at his own expense, during the CONTRACT TIME, liability 
insurance as hereinafter specified; 

21.3.1 Comprehensive General Liability and Property Damage, Contractor’s Protective Liability, Contractual Liability, 
Completed Operations-Products, Automobile Bodily Injury and Property Damage, owned and non-owned and hired 
vehicles and Owner’s Protective Liability.  The latter policy shall name as the insured the OWNER.  If excluded from 
CONTRACTOR’S standard coverages, the following shall be deleted for policies provided under the CONTRACT 
DOCUMENT EXCLUSIONS: (1) “Underground Operations” (2) “Third Party Beneficiary” and (3) “Collapse” - where 
exposure is determined.  Bodily Injury Liability and Property Damage Insurance shall cover the use of “Explosives” if 
used in performance of the CONTRACT.  Insurance should be place with a carrier with an AM Best Rating of at least an 
A-.

The types and minimum limits of insurance shall be as follows: 

Commercial General Liability Insurance - General Aggregate Limit -$2,000,000 
Products-Completed Operations- Aggregate Limit - $2,000,000
Personal and Advertising Injury Limit - $1,000,000 Each Occurrence Limit - $1,000,000
Comprehensive Automobile Liability Bodily Injury & Property Damage Liability Limit Each Occurrence -
$1,000,000
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The above minimum coverages may be obtained through the primary insurance or any combination of primary and 
umbrella insurance.  In addition, the General Aggregate Limit shall be required on a per project basis. 

21.3.2 The CONTRACTOR shall acquire and maintain, if applicable, Fire and Extended Coverage Insurance upon the 
PROJECT to the full insurable value thereof for the benefit of the OWNER, the CONTRACTOR, and 
SUBCONTRACTORS as their interest may appear.  This provision shall in no way release the CONTRACTOR or 
CONTRACTOR’S surety from obligations under the CONTRACT DOCUMENTS to fully complete the PROJECT. 

21.4 The CONTRACTOR shall procure and maintain at his own expense, during the CONTRACT TIME, in 
accordance with the provisions of the laws of the state in which the work is performed, Workmen’s Compensation 
Insurance, including occupational disease provisions, for all of his employees at the site of the PROJECT and in case any 
work is sublet, the CONTRACTOR shall require such SUBCONTRACTOR similarly to provide   Workmen’s 
Compensation Insurance, including occupational disease provisions for all of the latter’s employees unless such 
employees are covered by the protection afforded by the CONTRACTOR.  In case any class of employees engaged in 
hazardous work under this contract at the site of the PROJECT is not protected under Workmen’s Compensation statute, 
the CONTRACTOR shall provide, and shall cause such SUBCONTRACTOR to provide, adequate and suitable insurance 
for the protection of his employees not otherwise protected. 

21.5 The CONTRACTOR shall secure, if applicable, “All Risk” type Builder’s Risk Insurance for Work to be 
performed.  Unless specifically authorized by the OWNER, the amount of such insurance shall not be less than the 
CONTRACT PRICE totaled in the BID.  The policy shall cover not less than the losses due to fire, explosion, hail, 
lightning, vandalism, malicious mischief, wind, collapse, riot, aircraft and smoke during the CONTRACT TIME, and 
until the WORK is accepted by the OWNER.  The policy shall name as the insured the CONTRACTOR, and the 
OWNER. 

22. INDEMNITY 

22.1 PROFESSIONAL LIABILITY Relative to any and all claims, losses, damages, liability and costs, the 
CONTRACTOR agrees to indemnify and save the County of Lucas, its officials and employees (herein after “County”) 
harmless from and against any and all suits, actions or claims for property losses, damages or personal injury claimed to 
arise from a negligent act, error or omission by the CONTRACTOR or its employees. 
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22.2 NON PROFESSIONAL LIABILITY To the fullest extent permitted by law, the CONTRACTOR shall 
indemnify and hold harmless the County of Lucas, its officers, officials and employees (hereinafter “County”), or any 
of them from and against claims, damages, losses and expenses, including but not limited to attorneys’ fees arising out 
of the acts or omissions of the CONTRACTOR, provided that such claim, damage, loss or expense is attributable to 
bodily injury, sickness, disease or death, or to injury to or destruction of property (other than the Work itself) including 
loss of use resulting therefrom, but only to the extent caused in whole or in part by the acts or omissions of the 
CONTRACTOR, any subCONTRACTOR(s) of the CONTRACTOR, its agents, or anyone directly employed by them 
or anyone whose acts they may deem liable, regardless of whether or not such claim, damage, loss or expense is caused 
in part by a party indemnified hereunder.  Such obligation shall not be construed to negate abridge, or reduce other 
rights or obligations of indemnity which would otherwise exist as to a party or person described in this paragraph 
22.2. It is understood and agreed that this indemnification obligation is enforceable to the full extent permitted by Ohio 
Revised Code Section 2305.31. 

22.3 It is expressly understood and `agreed that these indemnification obligations are enforceable to the full extent 
permitted by Ohio Revised Code Section 2305.31.  In any and all claims against the County by any employee of the 
CONTRACTOR, and any subCONTRACTOR(s) of the CONTRACTOR, agent or anyone directly or indirectly employed 
by any of them or anyone for whose acts any of them may be liable.  CONTRACTOR hereby expressly waives the 
immunity provided to CONTRACTOR by Article II, Section 35, of the Ohio Constitution and Ohio Revised Code Section 
4123.74 and 4123.741, all regarding worker’s compensation immunity, so that this indemnification obligation may be 
enforced by the County of Lucas against CONTRACTOR in those instances. 

22.4 If the CONTRACTOR subcontracts with the County, the CONTRACTOR shall require its 
subCONTRACTORS to indemnify the County of Lucas in accord with Article 22. 

22.5 CONTRACTOR Responsible - The CONTRACTOR expressly understands that the insurance requirements as 
outlined above are minimum requirements to be met under the contract and does not in any manner represent that the 
limits, coverage or policy forms are sufficient or adequate to protect the interest or liability of the CONTRACTOR 
and/or its subCONTRACTORS. 
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EXHIBIT C 

CHANGE ORDER PRICING 

1. The increase or decease in the Contract Sum shall be determined in one of the following ways and, unless 
otherwise approved or directed by Owner, in the precedence of the order listed: 

(a) by an accepted unit price included in the Agreement; 

(b) by a lump sum cost acceptable to Owner and Construction Manager, based on Contractor's 
detailed, itemized breakdown of the actual basic costs, with allowance for Contractor's profit and 
overhead, as provided for under Subparagraph 3 below. 

(c) by mutually agreeable unit prices for the Work, with allowance for Contractor's profit and 
overhead, computed in a similar manner as provided for in Subparagraph 3 below. 

(d) on the actual Cost of the Work, as determined by payroll records and paid receipts, plus 
allowances for profit and overhead, as provided for in Subparagraph 2 through 11 below, subject to 
the predetermined maximum amount. 

2. Except for unit prices included in the Agreement, and unless otherwise approved by Owner and Construction 
Manager, for proposed changes in the Work Contractor shall submit an itemized list of quantities with the applicable 
unit cost and extended price for each, in such form and detail as required by Owner.  Unit prices set forth in the 
Agreement are not subject to further profit or overhead adjustments, nor the conditions of Subparagraphs 2 through 
11 below.  The Contract Sum will be adjusted by the direct extension of the number of units and the unit cost price. 

3. The maximum that will be allowed for overhead, profit or commission shall be as follows, expressed as a 
percentage of the actual basic cost of the change.  The percentages for profit, overhead and commission allowed by 
Owner may be less, depending on the nature, extent or complexity of the change, where the percentage is not 
commensurate with the responsibility and administration involved (such as Contractor merely processing a Change 
Order to a Subcontractor), but in no event shall they exceed the following, as applied to labor and materials: 

4. Material costs shall be at the actual costs to Contractor.  Upon request, Contractor shall submit evidence to 
Construction Manager to substantiate the costs.  Materials shall be quoted at trade discount prices, with quantity 
discounts also applied where the quantities warrant.  In any proposal with material credits, the credit shall be based 
on the actual contract cost for the materials (including trade and quantity discounts) less any charge actually incurred 
for handling or returning a material that has been delivered.

Overhead/Profit 
(a) To Contractor for Work performed with 

its own forces 
8%

(b) To Contractor for Work performed by 
other than its own forces 

5%
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5. The percentages allowed for overhead and profit under Subparagraph 3 above shall be deemed to include:  
(1) field and office supervision and administration, including the field superintendent and administrative foremen; 
(2) general insurance, except that listed as the labor burden; (3) use of small tools; (4) shop burden; (5) equipment 
rental (other than required additional hoisting equipment or required equipment necessary solely as a result of the
change); (6) estimating and administrative costs; (7) indirect costs related to the Work, including impact costs 
resulting from the performance of cumulative Change Orders; and (8) any other costs resulting from the change not 
expressly enumerated as a cost of the work. 
6. Except for changes based on unit prices included in the Agreement, costs changes shall be computed by 
determining the actual cost of the work to which the overhead and profit figures may be added 

7. Subcontractors shall compute their costs in the same way and are subject to the maximum percentage for 
overhead and profit, which they may divide among the various tiers as they agree upon. No more than three (3) 
stated percentages for overhead, profit and commission will be allowed. 

8. For changes involving extra cost by Contractor and Subcontractor, the overhead and profit, shall be applied 
only to the net difference where the extra exceeds the credit. 

9. For changes involving both extra and credit amounts, the overhead and profit, or commission, shall be 
applied only to the net difference where the extra exceeds the credit. 

10. For changes resulting in a net credit in the basic costs, an allowance for overhead, profit or commission shall 
be credited to Owner, as determined by Construction Manager. 

11. On changes where the value or extent of Work cannot be reasonable predetermined or agreed upon, Owner, 
through Construction Manager, may authorize Work to proceed on an agreed upon cost plus basis, not to exceed a 
predetermined maximum amount authorized by Owner and Construction Manager. In such cases, the basic costs and 
mark-up for overhead, profit and commission will be in accordance with this Exhibit. 
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SECTION F – PRICING
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PRICING SHEET

Lucas County Central Drug Testing Relocation

Company Name

Street Address

City, State, Zip 

Mailing Address
(If Different)

Contact Name

Phone No. 

Fax No. 

Email Address

DUE: February 25, 2013 @ 2:00 PM LOCAL TIME

TO: Lucas County Commissioners
One Government Center, Suite 480
Toledo OH  43604-2259

We, the undersigned, having carefully examined the Bid Documents agree to perform all work required by 
these documents heretofore submitted to bidder, as modified by any addenda listed herein.

1.0 BASE BID

Provide all necessary labor, material, supervision, taxes, insurance, cartage, storage, temporary 
protection, tools, equipment, layout, field engineering, and all things necessary or incidental to furnish, 
deliver and install complete in every detail the Work as defined by the drawings and specifications for the 
lump sum price of:

BID ITEM:

1.1 Lucas County Central Drug Testing Relocation – General Contractor Package:

Base Bid Amount:  

Dollars $:
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2.0 MANDATORY ALTERNATES

2.1 Alternate 1: Furnish and Install the Roof Replacement of the existing roof system (Reference Specification 
012300-Alternates Item 3.1A):

Alternate Amount:  

Dollars $:

2.2 Alternate 2: Furnish and Install new exterior Façade Panel System as per the drawings and specifications 
(Reference Specification 012300-Alternates Item 3.1B):

Alternate Amount:  

Dollars $:

2.3 Alternate 3: Furnish and Install new Site Improvements as per the drawings and specifications (Reference 
Specification 012300-Alternates Item 3.1C):

Alternate Amount:  

Dollars $:

2.3 Alternate 4: Furnish and deliver Waiting Area Seating as per the drawings and specifications (Reference 
Specification 012300-Alternates Item 3.1D):

Alternate Amount:  

Dollars $:

3.0 MANDATORY UNIT COSTS

3.1 Unit Price 1: Furnish a unit price for additional 2x wood blocking for roof replacement under Alternate 
Number 1 (Reference Specification 012200 – Unit Prices Item 3.1A):

Unit Cost Amount:  $______________________ per Board foot of material specified.

3.2 Unit Price 2: Furnish a unit price for the replacement of concrete masonry units in exterior wall (Reference 
Specification 012200 – Unit Prices Item 3.1B):

Unit Cost Amount:  $______________________ per one (1) standard 8”x8”x16” nominal size 
concrete masonry unit.
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3.3 Unit Price 3: Furnish a unit price for cutting and patching of concrete floor slabs (Reference Specification 
012200 – Unit Prices Item 3.1C):

Unit Cost Amount:  $______________________ per Square Foot of Concrete Removed.

3.4 Unit Price 4: Furnish a unit price for removal and replacement of wood roof deck material including alternate 
number 1. (Reference Specification 012200 – Unit Prices Item 3.1D):

Unit Cost Amount:  $______________________ per Square Foot of Sheathing Removed.

4.0 CONTRACTOR'S FEE

After the signing of the contracts for the work included for this project, in the event it becomes necessary 
to authorize changes to the Scope of Work included in the Base Bid, the following "fees" shall apply.

a. For additional work performed by your own forces, a fee of eight percent (8) of the approved cost of 
the work.

b. For additional work performed by Subcontractors, a fee of five percent (5) of Subcontractor's 
approved cost of the work.

The "fee" stated above shall be the total amount to be added to the "approved cost" of the extra work and 
shall include "Profit and Overhead".

Cost shall be limited to the following:  Cost of materials, including applicable tax and cost of delivery, cost 
of labor and applicable fringe benefits including Social Security, and Unemployment Insurance (labor cost 
may include a pro rata share of foreman's time; Workmen's Compensation and other applicable 
insurance); rental value of power tools and equipment.

Profit and Overhead shall include the following:  travel, supervision, wages of timekeepers, watchmen 
and clerks, small tools, incidentals, general office expense and all other expenses not included in "Cost".  
The cost as used herein shall include all items of labor, materials, and equipment.

Fee shall include all profit and overhead and shall include the following:  Travel other than required by 
Labor Agreement for trades directly involved in the work, supervision, wages of timekeepers, field 
engineers and clerks, small tools, incidentals, general field and main office expense and all other 
expenses not included in "Cost".

5.0 ADDENDA

In the event that addenda have been received during the bidding period covering changes to the bid 
documents, the undersigned bidder subscribes to the following statement:

The work described in the following addenda is included in this proposal:

Addendum No. _________, Dated _________ Addendum No. _________, Dated _________   

Addendum No. _________, Dated _________ Addendum No. _________, Dated _________    
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6.0 TIME OF COMPLETION

The undersigned bidder agrees to complete the work in accordance with the project schedule, as 
outlined in the Bid Documents.

7.0 REJECTION OF BIDS

The undersigned bidder acknowledges that the Owner reserves the right to reject any or all proposals 
and to award the work to other than the low bidder.

All bids will be opened publicly.

8.0 SITE INSPECTION

The undersigned bidder acknowledges that bidder has been afforded the opportunity to inspect the 
jobsite to arrive at a clear understanding of the conditions under which the work is to be done; to 
compare the site with the drawings and specifications; to satisfy bidder as to the condition of the 
premises; existing obstructions; condition, location, and size and configuration of buildings and areas 
allocated for construction purposes; location and availability of roads; location and availability of utilities, 
including the electrical characteristics of the available power; proximity and nature of Owner's existing 
operations; and any other conditions affecting the performance of the work.

No allowances or extra consideration on behalf of the undersigned bidder will be allowed by Owner by 
reason of additional costs, damages or other difficulties incurred by the undersigned bidder that could 
have been avoided had an adequate site inspection been undertaken by him.

9.0 EEO AND MBE

The undersigned bidder agrees to comply with all applicable local, state, and federal EEO and MBE 
goals and additional goals as set forth in the bid documents.  See attached MBE Affidavit of Compliance 
and Bidder MBE Utilization Forms.

10.0 PRICE GUARANTEE

The undersigned bidder agrees that this proposal will remain firm for a period of not less than sixty (60) 
days and a maximum of ______ days.
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11.0 LEGAL STATUS AND SIGNATURE OF BIDDER

Check one of the following:

a. Bidder is an individual ________.
b. Bidder is a corporation ________.
c. Bidder is a partnership  ________.

1) If Corporation -
State of Corporation ___________________________

States in which qualified to do business -

____________________________________________

2) If partnership, list names of all partners.

___________________________________________________________________

___________________________________________________________________

___________________________________________________________________

Name of Contractor

By (Signature)

Title

Address of Bidder
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SECTION G – BID GUARANTEE & CONTRACT BOND
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BID GUARANTEE & CONTRACT BOND
(Section 153.571 Ohio revised Code)

KNOW ALL MEN BY THESE PRESENTS, that we the undersigned

(Name and Address)

As Principal and 
(Name of Surety)

As Surety, are hereby held and firmly bound unto the Board of Lucas County Commissioners, 
hereinafter called the Obligee, in the penal sum of the dollar amount of the bid 
submitted by the Principal to the Obligee on to undertake the 
project known as:

12-030P, Pre-Engineered Metal Building System, Village of Holland

The penal sum referred to herein shall be the dollar amount of the Principal’s bid 
to the Obligee, incorporating any additive or deductive alternate proposals made by the 
Principal on the date referred to above to the Obligee, which are accepted by the 
Obligee.  In no case shall the penal sum exceed the amount of 

Dollars ($ ).  If the foregoing blank is 
not filled in, the penal sum will be the full amount of the principal’s bid, including 
alternates.  Alternatively, if the blank is filled in, the amount stated must not be less 
than the full amount of the bid including alternates, in dollars and cents.  For the 
payment of the penal sum well and truly to be made, we hereby jointly and severally bind 
ourselves, our heirs, executors, administrators, successors, and assigns.

THE CONDITION OF THE ABOVE OBLIGATION IS SUCH, that whereas the above named 
Principal has submitted a bid on the above referred to project;

NOW, THEREFORE, if the oblige accepts the bid of the Principal and Principal fails 
to enter into a proper contract in accordance with the bid, plans, details, 
specifications, and bills of material; and in the event the Principal pays to the Obligee 
the difference not to exceed ten percent of the penalty hereof between the amount 
specified in the bid and such larger amount for which the Obligee may in good faith 
contract with the next lowest bidder to perform the work covered by the bid; or in the 
event the Obligee does not award the contract to the next lowest bidder and resubmits the 
project for bidding, the Principal will pay the Obligee the difference not to exceed ten 
percent of the penalty hereof between the amount specified in the bid, or the costs, in 
connection with resubmission, of printing new contract documents, required advertising 
and printing and mailing notices to prospective bidders, whichever is less, then this 
obligation shall be void, otherwise to remain in full force and effect.  If the Obligee 
accepts the bid of the Principal and the Principal within ten days after the awarding of 
the contract, enters into a proper contract in accordance with the bid, plans, details, 
specifications, and bills of material, which said contract is made a part of this bond 
the same as though set forth herein; and

IF THE SAID Principal shall well and faithfully perform each and every conditions 
of such Contract; and indemnify the Obligee against all damage suffered by failure to 
perform such contract according to the provisions thereof and in accordance with the 
plans, details, specifications, and bills of material herefore; and shall pay all lawful 
claims of subcontractors, herefore and laborers, for labor performed and materials 
furnished in the carrying forward performing, or completing of said contract; we agreeing 
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and assenting that this undertaking shall be for the benefit of any materialman or 
laborer having a just claim, as well as for the Obligee herein; then this obligation 
shall be void; otherwise the same shall remain in full force and effect; it being 
expressly understood and agreed that the liability of the Survey for any and all claims 
hereunder shall in no event exceed the penal amount of this obligation as herein stated.

The above Surety hereby certifies that it is authorized by the superintendent of 
insurance, Sate of Ohio to execute the above bond and tht the liability incurred is 
within the limits proscribed by Section 3929.121 of the Ohio Revised Code.

THE SAID Surety hereby stipulates and agrees that no modification, omissions, or 
additions, in or to the terms of said contract or in or to the plans and specifications 
herefore shall in any wise affect the obligation of said Surety on this bond, and it does 
hereby waive notice of any such modifications, omissions or additions to the terms of the 
contract or to the work or to the specifications.

SIGNED AND SEALED This day of , 20 .

PRINCIPAL:

By

Title:

SURETY: SURETY COMPANY ADDRESS:

By:
Attorney-in-Fact City State Zip

SURETY AGENT’S ADDRESS:

Agency Name

Street State Zip

City
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SECTION H – CONTRACT
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AGREEMENT

THIS AGREEMENT, made this ______ day of ______ by and between Lucas County, Ohio, 
hereinafter called “COUNTY”, and __________________ hereinafter called “CONTRACTOR”

WITNESSETH:  That for and in consideration of the payments and agreements 
hereinafter mentioned:

Section 1. The CONTRACTOR shall provide the work in accordance with The 
Specifications for _______________________
dated _______________ and CONTRACTOR’S response to said specifications 
submitted _____________________.

Section 2 The CONTRACTOR shall furnish all of the materials, supplies, tools, 
equipment, labor and other services necessary for the performance of 
the Work.

Section 3. The parties agree that the actual work shall not commence prior to date 
of this agreement and shall be completed on or before the date 
established by the project schedule.

Section 4 The CONTRACTOR agrees to perform all of the work described in the 
contract documents and to comply with the terms therein for the sum of 
(In words and figures) ___________________________________________.

Section 5 Payments by the COUNTY to the CONTRACTOR shall be made according to the 
following schedule: on an as-completed basis billed monthly.

Section 6. All payments shall be payable to the CONTRACTOR in U.S. dollars at the 
CONTRACTOR’S address as the CONTRACTOR directs in writing.

Section 7. The term “Contract Documents” means and includes the following:

A) Agreement with Attachments

B) Specifications for __________________________________ dated 
_____________________.

C) Bid and Proposal submitted by _______________________ in response to 
the Specifications for Request as previously mentioned.

D) Notice to Bidders

E) “Best Bid” Criteria Form

F) Notice of Award

G) Instructions to Bidders

H) Definitions

I) Bid Guaranty and Contract Bond

J) Performance Bond (to be used only if Bid Guaranty and Contract Bond are 
not used)
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K) Delinquent Personal Property Tax Statement

L) Project Labor Agreement (PLA) (applicable if project is over $100,000)

M) Wage Determination, Lucas County and Prevailing Wage Instructions

N) Certificate of Drug-Free Workplace Compliance

O) General Conditions

P) Notice of Commencement / Notice to Proceed

Q) Construction Contract Exemption Certificate

R) Power of Attorney

S) Additional Terms and Conditions

Section 8. This Agreement in no way precludes, prevents, or restricts the 
CONTRACTOR from obtaining and working under an additional contractual 
arrangement with other parties aside from the COUNTY, assuming that the 
contractual work in no way impedes the CONTRACTOR’S ability to perform 
the services required under this Agreement.  The CONTRACTOR warranties 
and represents that at the time of entering into the Agreement it has 
no interest in nor shall it acquire any interest, direct or indirect, 
in any agreement which will conflict with or impede its ability to 
perform the required services under this Agreement.

Section 9. This Agreement shall be binding upon all parties hereto and their 
respective heirs, executors, administrators, successors, and assigns.  
IN WITNESS WHEREOF, the parties hereto have executed, or caused to be 
executed by their duly authorized officials, this Agreement in three 
(3) copies, each of which shall be deemed an original on the date first 
above written.
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CONTRACTOR:

Please report your Employer Identification Number in the place provided.

Emp. I.D. No.: _____________________________

Name: ______________________________________

Address: ___________________________________

Phone Number: ______________________________

By: ________________________________________

Title: _____________________________________

BOARD OF LUCAS COUNTY APPROVED AS TO FORM:
COMMISSIONERS LUCAS COUNTY, OHIO Julia R. Bates,

Prosecuting Attorney

__________________________________ _______________________
Pete Gerken, President

__________________________________
Tina Skeldon Wozniak, Commissioner

__________________________________
Carol Contrada, Commissioner



LUCAS COUNTY BOARD OF COMMISSIONERS TERMS AND CONDITIONS
INVITATION TO BID (ITB) 13-003C Bid Package

Lucas County Support Services, Purchasing Division, One Government Center, Suite 480, Toledo, OH  43604-2247
(419) 213-4520 Fax:  (419) 213-4533

SECTION I – PROJECT LABOR AGREEMENT FOR BIDDERS
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NOTICE TO BIDDERS
PROJECT LABOR AGREEMENT POLICY

All bidders should be aware that this project may be subject to the Lucas County Board of County 
Commissioner’s Project Labor Agreement Policy. Pursuant to Commissioners Policy 11L Amendment E as 
approved by Resolution No. 11-875 of the Board, all construction projects, $100,000 or greater, supported 
under the County’s authority pursuant to section 307.86 of the Ohio Revised Code, shall require the execution 
of a project labor agreement between the successful bidder, and all of the bidder’s contractors and 
subcontractors, and the Northwest Ohio Building and Construction Trades Council and its affiliated local 
unions. An executed project labor agreement must be on file with the Clerk of the Board prior to the issuance of 
a letter of intent, notice of commencement or purchase order allowing work to beginning. Project labor 
agreements shall not be utilized for projects which utilize State and/or Cooperative Purchasing Alliances 
including but not limited to Ohio DAS State Contracts, National Joint Purchasing Alliance, and NACO 
Cooperative Purchasing Alliance, ODOT Contracts, and Price Agreements.

At such time that a project is awarded by the Lucas County Board of County Commissioners, the successful 
bidder, and all the bidder’s contractors and subcontractors, shall have fifteen (15) county working days to 
participate in a pre-job meeting with the Northwest Ohio Building and Construction Trades Council and 
appropriate affiliated local unions; execute a project labor agreement; and file said project labor agreement with 
the Clerk of the Board of Lucas County Commissioners at One Government Center, Suite 800, Toledo, Ohio 
43604. Please ensure that an appropriate email address is provided in all bid packets so that if awarded a 
project, the Clerk of the Board may provide notification in a timely manner to engage this process. Attached is 
the approved project labor agreement template for your review.
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IMPORTANT NOTE
Due to heightened security at One Government Center, if your bid is 
to be delivered to the bid-opening site by other than US Mail, UPS or 
Federal Express, you must complete, print and attach this label to 
the front of the container holding your document. Note: Upon 
entering One Government Center, you will be required to show a photo 
ID.

Formal bid to: Lucas County Commissioners
One Government Center, Suite 800
Toledo OH 43604-2247

Item for bid 

Invitation to Bid No. or Request for Proposal No. 

Date of Bid Opening 

Bid Opening Time 

Vendor Name 
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SAFETY PROGRAM

This Project Safety Program embodies the prevention of accidental injury, occupational illness and 
property damage.  Each Prime Contractor and their Subcontractors shall provide and maintain a 
safe, hazard free workplace for their employees, for fellow workers and the general public.  As a 
minimum, the Prime Contractor's Safety Plan shall incorporate all of the principles of the Project 
Safety Program.

This Project Safety Program shall ensure the involvement and active participation of all Project 
Employees by requiring safety training, which will promote recognition of unsafe acts, potential and 
actual hazards and the immediate corrective action to be taken.  All employees shall be constantly 
aware of their responsibility to work in a safe manner.

Each Prime Contractor and their Subcontractors have a contractual obligation to the Lucas County 
Commissioners to perform their work using safe methods and to comply with this Project's Safety 
Program, the Occupational Safety and Health Administration (OSHA) regulations contained in 29 
CFR 1926, and all other Federal, State and Local Codes and Regulations.  Where this safety 
program is the more stringent then any of the referenced regulations, it shall take precedence.
Reference to “Trade Contractor” is the same as “Prime Contractor” or “Subcontractor.”

A. PURPOSE

1 Prevent jobsite accidents by pre-planning work activities with emphasis on safety.

2 Outline the safety duties and responsibilities of all parties on this Project.

3 Establish and implement a plan for safety education, training and monitoring to promote
management and worker identification and elimination of hazards and unsafe acts.

4 Establish a safety committee made up of the CONSTRUCTION MANAGER Representative
and superintendent or foremen of each Prime Contractor on this project.  The purpose of the 
Committee is to ensure compliance with this safety program, promote safety training, and act 
as a resource during emergency events.

5 The principles outlined in this program are designed to provide a foundation for a safe 
working environment.  The Lucas County Commissioners request that you give your full 
support and commitment to this Project Safety Program throughout the construction process.  
Strict adherence to the intent of this program is considered a contractual requirement.
Failure to comply may result in the Lucas County Commissioners withholding payments, until 
contractor satisfies compliance requirements.

B.  SAFETY ORGANIZATION

1 Prime Contractor Safety Representatives - Each Prime Contractor shall appoint a Project 
Safety Representative (i.e. Superintendent or Foreman) who will be on-site 100% of the time 
and responsible for their work and that of their lower tier subcontractors and suppliers.

2 All Project Workers – All employees working on this jobsite are expected to comply with the 
requirements contained in this Project Safety Program.
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C. RESPONSIBILITY

1. Prime Contractor Safety Representatives

Each Prime Contractor shall designate one individual as a safety representative.
These safety representatives shall be certified in CPR and first aid, possess an
OSHA 30-hour card and have a working knowledge of the OSHA regulations for 
construction (29 CFR 1926). They shall attend weekly safety meetings, the weekly
toolbox meetings, and have a through working knowledge of the particular hazards of 
their craft.  Their responsibility is to promote the safety of their employees in their 
area as much as possible.  They are expected to be aware of the overall jobsite 
general safety conditions and to understand the project Emergency Action plan and
evacuation procedures, in the event of an emergency situation.  They should make 
other workers aware of unsafe equipment, including extension cords, ladders, etc. 
and remind their workers to use personal safety equipment, as required, including 
hard hats, safety glasses, cut resistant gloves, safety vests, etc.

The safety representative shall perform the following duties:

a. Prepare a Job Safety Analysis of their work tasks each day prior to starting work.
b. Prior to the start of each work shift, review their particular work area to ensure 

that it is safe and that each trade foreman holds a Daily Huddle with their 
immediate crew members to review the Job Safety Analysis for the task being 
performed.

c. Report and address all safety concerns and poor working conditions.
d. Ensure that their employees comply with the Project Safety Program, their 

Company’s Safety Plan, and all Federal, State and Local Codes and Regulations.
e. Train their employees to perform their work in a safe manner and the ability to 

recognize and correct potential and actual hazards and unsafe acts.
f. Attend each monthly Project Safety Meeting.
g. Chair each weekly Tool Box Talk and provide a copy of the meeting minutes 

weekly to the Project CONSTRUCTION MANAGER. (Refer to Page 5, D.3)
h. Report all safety related matters to Project CONSTRUCTION MANAGER.
i. Be responsible for the Trade Contractor Accident Reporting Requirements.  

(Refer to Page 5, E)
j. Obtained an OSHA 30-hour card.
k. Make at least Weekly Safety Tours.
l. Enforce program disciplinary system when need arises for their employees.

1st Violation – Verbal Warning

2nd Violation – Written warning to employee.

3rd Violation – Permanent suspension from jobsite.

* Gross disregard for safety procedures can result in immediate removal 
from the project site, at the discretion of the CM Site Superintendent or Site 
Safety Manager.

2. All Project Employees

a. Shall attend their weekly Tool Box Talks.
b. Shall alert their foremen of hazards and unsafe acts.
c. Shall notify their foremen immediately of any accident.
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d. Shall comply with the Project Safety Program, their Company’s Safety Plan, and 
all Federal, State and Local Codes and Regulations.  When the Project Safety 
Program is the more stringent that is what is required.

e. Shall wear hard hats and safety glasses at all times!
f. Shall perform their work in a safe manner for prevention of accidents to 

themselves, fellow workers, the general public and property of all concerned.
g. Shall review and become familiar with the site logistics plan.  This plan indicates 

locations of items such as site fence and gates.
h. Acknowledge and abide by the following jobsite enforcement rules:

1st Violation – Verbal warning.
2nd Violation – Written warning to employee.
3rd Violation – Permanent suspension from jobsite.

Gross disregard for safety procedures can result in immediate removal from the 
project site.

3. Weekly Tool Box Talks

A short toolbox meeting will be held once a week.  A representative of each Prime
Contractor will conduct this meeting.  Each Prime Contractor must provide minutes of 
the meeting to CONSTRUCTION MANAGER. The weekly minutes shall contain the 
following:
a. Name of contractor and date.

b. Name of contractor’s safety representative.

c. Printed name and signature of all employees attending and the name of the first 
aid person.

d. Number of employees on their payroll that day.

e. Subjects discussed.

f. Safety observations and comments from employees.

g. Injuries the previous week.

h. Incidents or near misses the previous week.

i. Scope of work for the week.

Just- in- time safety awareness training will be required when workers are not 
compliant with safety on the job.

4. Safety Meetings

All contractors’ onsite employees shall attend safety meetings as required, including 
“Safety Stand Downs”, scheduled by the Lucas County Commissioners or the 
Construction Manager and the time and cost will be the responsibility of the worker’s 
employer.

E. PRIME CONTRACTOR ACCIDENT REPORTING

1 If an employee or member of the public is injured;
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a. Each Prime Contractor shall make provisions for immediate and proper first aid 
and/or medical/hospital treatment for all work related injuries and inllnesses of their 
employees.

b. Immediately contact CM Superintendant, Paul Lulfs, at 419 466-0167.  If unavailable, 
contact CM Project Manager Ray Benjamin at 419-467-7224.

c. One copy of all Accident Reports from this Project shall be forwarded within 24 hours 
to Project CONSTRUCTION MANAGER.

F. VISITORS

Any person not directly involved with the on-site construction of this Project shall not enter 
the site.

G. BASIC PRINCIPLES OF THE PROJECT SAFETY PROGRAM

1. Compliance - All Project employees shall comply with all Federal, State and Local Codes 
and Regulations, and this Project Safety & Fire Protection Program.   Each Prime 
Contractor shall ensure that their Prime Constractors and suppliers, regardless of tier, 
comply with the Project Safety Program, their Company Safety Program and all Federal, 
State and Local Codes and Regulations.

2. Safety Plans - As a minimum, the Prime Contractor's Safety Program shall incorporate all 
of the principles of this Project Safety Program.  All Prime Contractors shall ensure that 
their employees know what is contained in and agree to comply with the Project Safety 
Program.

3. Drug Screening - Each empoyee must present a drug screen card or similar document 
as verification of having successfully met the Ohio Bureau of Workers Compensation 
(OBWC) Drug-Free Workplace Program requirements to their respective employer.

4 Personal Protective Equipment (PPE) – All Prime Contractors shall provide their 
employees with all safety and personal protective equipment and weather protective gear 
required for the performance of their work and enforces the use of same.  Truck drivers 
making deliveries will need to wear a hard hat and safety glasses, if they get out of the 
truck, otherwise, they must stay in the truck.

a. Provide their employees all protective equipment and tools, and enforce their use 
as required by Safety Program, Federal, State and local Codes and Regulations.

b. ANSI-approved safety glasses with side shields are required at all times while on 
the jobsite.  Additional eye protection (i.e., face shield, goggles) shall be provided 
where hazards require.

c. Each Prime Contractor shall enforce the wearing of ANSI 289.1-1981 approved 
hard hats during the total construction of this Project, and shall remove from the 
Project any employee not complying with this requirement. 

i. Do not alter suspension of, punch holes in, or paint a hard hat
ii. Metal hard hats are not permitted
iii. OSHA approved "Cowboy" hard hats are not permitted

d.  All personnel shall wear shirts with sleeves, long trousers, and work boots. 
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5 Fall Protection
All work performed above 6' will be done in conjunction with 100% Positive Fall 
Protection.
a. Handrails or tie-off systems must be used.
b. When tying off is the means of fall protection, a full body harness will be used at all 

times.
c. Each contractor is responsible for protecting its own employees by using 

conventional means of fall protection such as standard guardrails or perimeter 
cable.  The ongoing maintenance and daily inspection of this protection must also 
be included.  If a contractor’s employee cannot be protected by conventional 
methods, then adequate preplanning must be conducted to provide for anchorage 
points capable of withstanding 5000 lbs. and safety harnesses and shock 
absorbing lanyards for these employees.  Perimeter protection is not designed to 
withstand 5000 lbs. but is designed for 200 lbs.  Perimeter protection should not be
used as an anchorage point unless it has been designed to withstand 5000 lbs.

d. All floor openings exceeding 2 inches in diameter shall be covered, barricaded, or 
otherwise properly protected.  Covers shall be designed to withstand twice the 
weight of workers, equipment, and materials.  Covers shall be secured against 
displacement horizontally and vertically.  All covers shall be marked with the words 
“HOLE, FLOOR OPENING, OR DO NOT REMOVE.” 

e. Each contractor employee exposed to fall hazards must be trained in the 
recognition of fall hazards, the avoidance of fall hazards, the purpose, use, and 
requirements of conventional fall protection methods, and the use, inspection, and 
care of safety harnesses and shock absorbing lanyards.

f. Since contractors are experts at their specialized trades, they shall provide 
Construction Manager with their own Fall Prevention Program which describes the 
methods that they intend to use to provide adequate fall protection for each 
contractor’s specific operations and to comply with OSHA Subpart M, and the six 
foot rule.

Foot & Hand Protection
a. At a minimum, sturdy leather work boots are required.
b. Steel toe boots -- or toe guards -- must be worn when using jack- hammers, 

tampers and similar equipment.
c. A mandatory glove policy will be in effect on this project for the activities and / or 

tasks listed below. This means that employees are required to wear protective 
gloves 100% of the time, while performing any of the following activities and or 
tasks: any type of material handling involving metal studs, sheet metal, metal 
piping, plumbing lines, HVAC duct work, rebar, concrete block, bulk material, or the 
handling of chokers or slings for hoisting materials; all welding & burning, all cutting 
by hand activities; all demo.  The competent person for each trade or group of 
employees is expected to select the appropriated cut resistant level glove that best 
mitigates the potential hazard presented to their employees. The only exception to 
this policy is if the competent person determines that the use of protective gloves 
for a specific activity creates a greater hazard.

d. Hearing Protection must be used by employees to meet OSHA standards, 1926.52. 

8. First Aid
Each Prime Contractor shall have at least one qualified First Aid and CPR trained
employee on site full time.  The name of this person, along with copies of their current 
certification cards shall be submitted to Construction Manager at the beginning of 
work.  Upon expiration of such certification, the employee is required to become re-
certified.
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9. Perimeter Protection 
All cable handrails must be looped connections with three cable clamps on
each side of connection.
a. Must use three clamps per side. 

10. Energy Isolation
A Lockout Tag out Program must be submitted by any Prime Contractor, per OSHA 
1926.147.

11. Respiratory Protection
Respiratory Protection is required to meet all Federal, State and local OSHA 
regulations.  Respirators are to be worn when working with or exposed to gases, 
fumes, vapors or dusts above the OSHA-permissible exposure limit (PEL) or when an 
oxygen-deficient atmosphere exists.

a. Respirator users must be trained in use, selection, maintenance, storage and 
inspection prior to use.  It is the responsibility of contractor management to train 
its employees.

b. Respirator users must have a fit test conducted prior to wearing a negative 
pressure respirator.  It is the responsibility of the contractor to conduct the test.

12. Steel Erection
Fall protection shall be used above 6’ in conjunction with 100% Positive Fall 
Protection.  A site specific erection and fall protection plan must be submitted prior to 
start of erection.

a. Handrails, a tie-off system or netting must be used.
b. The area below steel erection activities must be barricaded, to prevent access 

by unauthorized personnel.
c. Guardrail cables of one-half inch wire rope or the equivalent shall be installed at 

42 & 21 inches high, around the perimeter of each floor and all interior floor 
openings during erection. These cables shall be maintained to OSHA 
requirements by the erector until the erector is offsite.  The erector and 
fabricator are responsible for providing means for erecting cable i.e., pre-punch 
columns, angle iron.

d. A hoisted steel member shall not be released until it is anchored by at least two 
bolts at each connection.

e. Tag lines must be used to control loads.
f. Personnel are prohibited from climbing columns, walking on beams, traversing 

the trusses and sitting on top of columns unless fall protection is provided.
g. Tools and containers for rivets, bolts or welding rods must be secured to prevent 

falling.
h. The erector is responsible to determine if extra plumbing equipment is needed, 

and provide as needed.

Right

Wrong
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i. The Controlling contractor will provide adequate lay down and erection site 
conditions per OSHA 1926.725. 

j. The steel erector will attend a pre erection meeting with Construction Manager
and submit a site-specific erection plan.

13. Confined Space/Vessel Entry
Procedures must be submitted by any Prime Contractor prior to the start of work 
where they are required per OSHA 1926.146 or facility requirements.

14. Excavations
Before beginning any excavation, the Ohio Utilities Protection Service (OUPS) shall be 
contacted to identify the location of underground utilities.  Excavations greater than 4 
feet in depth shall utilize protective systems (i.e. trench shields, sloping, benching, or 
shoring) at all times to protect employees against potential cave-ins.  A competent 
person shall inspect excavations daily.

15. Electrical
a. All 120-volt single phase 15 & 20-ampere receptacles shall have approved 

GFCI’s.  Special attention should be given to compliance with NFPA70E 
regarding arc flashing, safe distances and other requirements. 

b. The electrical contractor must turn in written verification (Inspection Checklist 
Form 32) weekly to demonstrate that they have tested all GFCI receptacles.

c. All temporary lighting shall be run with sheathed multi conductor wire - no
single strand wiring allowed.  Temporary lighting must never be put on the 
same circuit as temporary or permanent receptacles; temporary lights must be 
on a dedicated circuit and cannot be used for power.

d. All energized panels shall be covered, secured, and only accessible by a qualified 
electrician per OSHA 1926.400.

16. Burning, Welding and Cutting
a. Hot Work is defined as any work using open flames or sources of heat that 

could ignite materials in the work area. Examples of hot work are:
1. Welding
2. Burning
3. Brazing
4. Propane Smoldering
5. Oxyacetylene Cutting
6. Grinding Ferrous Metals

b Procedures - Before beginning hot work, contact the Site Superintendent or 
designated Safety personnel to have a Hot Work Permit issued.  When welding 
within 35 feet of combustible material, a fire watch shall be provided and a HOT 
WORK permit (Form 30) shall be used.  Permits issued for the specific job being 
done, and for a specific time period.  The time period is usually for the working 
shift, but may never exceed twenty-four hours.

c. Cylinders shall be secured in an upright position at all times.  Oxygen and
acetylene cylinders not in use must be separated by 20’ or ½ hour fire rated 
wall.

d. The welder must wear the welding hood attached to the hard hat.  It is not 
acceptable to wear the hood without the hard hat.

17. General Safety Rules
a. Horseplay of any kind is absolutely forbidden on the project site.
b. Do not walk or stand, under or beside suspended loads.
c. When discarding boards, always remove protruding nails or bend them down.
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d. The use, possession, sale, transfer or purchase of alcohol, illegal drugs or 
controlled substances on Lucas County Multi-Purpose Arena property is 
prohibited.

e. Firearms and other weapons are forbidden on the jobsite.
f. Be familiar with the jobsite Emergency Action Plan (EAP), including the 

identified emergency safety equipment
g. Exposed vertical reinforcing rods must be provided with approved protective 

plastic caps, 2 x 4 lumber, etc., to prevent impalement of personnel.
h. No double-headed nails allowed exposed in handrails or stair rails. 
i. Once a contractor begins his work directly above, below, or within eighteen 

inches (18”) of a floor or perimeter opening, that contractor is to maintain the 
protection of that opening.

j. In renovation and/or alteration work, identification of unmarked pipes, energized 
wiring, and utility shut off locations must be made prior to any demolition or work 
being performed.

k. Ipods, mp3 players, or other portable music devices are forbidden on the job 
site.

18. Public Isolation
All work performed in or adjacent to public spaces will be required to have barricades 
separating the public from the work.  Warning signs shall be posted so as to inform 
the public of hazards.  Flagmen are to be provided when necessary.  All public areas 
are to be kept clean/clear of debris at all times.

H. TOOLS

Repair of power and hand tools, must be performed by qualified personnel.

1. Hand Tools
a. Inspect all tools before using.  Never use defective tools.
b. Keep hand tools in good conditions -- sharp, clean, oiled, dressed and not 

abused.
c. Keep tools subject to impact (chisels, caulking irons and star drills) dressed to 

avoid flying spills from “mushrooming.”  Use tool holders.
d. Do not force tools beyond their capacity or use “cheaters” to increase their 

capacity.
e. Do not use tools for pry-bars.
f. Do not leave tools on scaffolds, ladders or overhead working spaces.
g. Do not throw tools from one location to another, from one employee to another 

or drop them to lower levels.

2. Portable Power Tools
a. Portable power tools must not be operated unless the employee is trained in 

their use.
b. Electrical power tools must be double insulated or shall be of an approved 

system that contains three wires with a ground.
c. Guards or shields must be installed on all power tools before use.
d. Electrical power tools are not to be used in explosive atmospheres unless the 

tool is approved for service in a hazardous location.
e. Pneumatic-powered tools are to be secured to the hose by positive means to 

prevent the tool from becoming accidentally disconnected.  Radiator-type hose 
clamps are not permitted on hoses.

f. Pneumatic hose sections must be wired together at each coupling connection.
g. Operators of powder-actuated tools must be authorized, must possess valid 

credentials, and wear proper personnel protective equipment.
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h. All defective power tools must be taken out of service immediately and tagged 
defective.

3. Extension Cords
a. Extension cord sets used with portable electric tools and appliances shall be of 

three-wire type and shall be designed for hard or extra-hard usage.
b. Extension cords and cables must be protected from traffic or sharp corners.
c. Cords must be kept out of walkways and other areas where they present trip 

hazards.
d. Electrical connections, cables, etc. must be kept away from water or damp 

surfaces.
e. Inspection and testing of cords shall be performed as required by OSHA 

1926.404.
f. At the end of each work week, all extension cords powering small tools and 

equipment will be rolled up and inspected.
g. No flat cords allowed.
h. Bad cords must be taken out of service and tagged defective and repaired or 

removed from jobsite.

I. EQUIPMENT

1. General
a. Each contractor employee has the responsibility to inspect equipment and

special hazardous conditions before each use.  Defective equipment must be 
tagged with a "Defective - Do Not Use" tag and taken out of service.  Know the 
limitations of the equipment used and do not exceed those limits.

b. Ensure that their Competent Persons completes the below listed safety 
inspections at the designated frequency and submits them to the Construction 
Manager.

Inspection Frequency
Crane Inspections Before Each Shift
Excavations Before Each Shift
Hot Work Before Each Shift
Confined Space Before Each Shift
Fall Protection Systems Before Each Shift
Tool Box Talks & Report Weekly
Scaffold Before Each Shift
Heavy Equipment Before Each Shift
GFCI Monthly
Personnel Hoist Per OSHA Requirements

2. Ladders and Scaffolds
Ladders and Scaffolding must be visually inspected for defects daily
a.General

1. Metal or aluminum ladders are not permitted.
2. Do not use ladders with missing or broken rungs or split rails.  Defective 

ladders must be removed from the job site immediately.
b.Straight/extension ladders

1. Ladders are to be erected exercising the 4:1 ratio -- for every four feet of 
ladder height; the base will be placed one foot from the vertical.

2. When in position, a ladder must be securely tied at the top to prevent 
slipping or secured at the base by a fellow employee.

3. Ladders must be equipped with safety feet.
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4. Never use a ladder in a horizontal position as a platform or scaffold.
5. When working above 6’ the worker must follow the 6’ Foot Fall
6. Protection Program.

c.Step Ladders
1. Do not use stepladders in the folded position as a straight ladder would be 

used.  Open the legs and secure the locking mechanism.
2. Do not stand on the top two steps of a stepladder.
3. No ladder-jack type work platforms are permitted without prior approval of 

the Construction Manager.
d.Scaffolds

1. All persons and scaffolds are to be built under the supervision of a 
Competent Person and meet the specifications required by 29 CFR 
1926.451.  Fall protection shall be provided at all heights above 6 feet 
regardless of the type of scaffold.  Lean – to scaffolds are prohibited.  The 
Competent person shall inspect scaffolds daily and submit a completed 
Scaffold Inspection checklist to the Construction Manager each week.  
Scaffolding shall be erected with one of the following:  base plates, screw 
jacks or castsers, on sound, rigid footing.  Use of concrete block for footing 
is not permitted.

2. Scaffolding greater than six feet must be equipped with handrails, midrails, 
toe boards and deck boards. Cross bracing shall not be used as handrails.

3.   A body harness must be worn and properly tied off on any scaffold platform 
greater than six feet in height and not equipped with standard handrails, 
midrails or decking.

4. Scaffold planks must extend a minimum of six inches but no more than 12” 
over the end supports.  All scaffold boards are to be cleated on each end 
and be of scaffold-grade lumber.

5. Provide an access ladder or the equivalent for all scaffolds.  Hook-on or 
attachable ladders shall be installed as soon as scaffold erection has 
progressed to a point that permits safe installation and use.

6. Scaffolds must be tied off or stabilized with outriggers when the height is 
more than three times the smaller dimension of the length or the width.  
Scaffolds must be tied off every 26 feet vertically and every 30 feet 
horizontally.

7. Suspended scaffolding, such as swinging stages, boatswain ("bos'n") 
chairs, floats and needle beams, requires special approval by the Safety 
coordinator before use.

8. While using suspended scaffolding, attach and secure a safety harness 
before stepping on the platform, and do not remove it until clear of the 
scaffold.  Tie off to an independent lifeline or building structure.  Use one 
lifeline per person.

3. Signs, Signals and Barricades
a. At locations where potential hazards exist, contractor personnel shall be 

responsible for posting, installing and maintaining signs, signals and barricades 
to detour the passage of persons or vehicles.

b. Barricades must be 42 inches high.  Barricades shall be kept back six feet from 
the edge of excavations, holes and platforms. On roofs warning lines must be 
at least fifteen feet from leading edge (six feet for roofers).

c. Contractor employees shall obey all signs, signals and barricades, which are 
posted to warn of potential or existing hazards.

d. Flagmen must wear red or orange vests, and the flags must be red and at least 
eight inches square.

e. The selection and use of signs and tags shall be in conformance with ANSI 
requirements.
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f. Red barricade tape is to be used in situations where entry is prohibited or 
requires special permission.  Yellow tape with caution warnings is to be used 
where entry is allowed as long as the cautions are followed.

4. Rigging/any contractor performing rigging must have a qualified rigger
a. The qualified rigger shall inspect all rigging prior to each shift.
b. Have a safety latch on all hooks (shakeout hooks are an exception).
c. Do not leave unsecured or unattended suspended loads.
d. Use softeners, when possible, to obtain a “bite” on material being rigged.
e. Inspect wire rope slings for frays, kinks and worn spots before each use.  Do 

not exceed safe working capacity.
f. Inspect fiber rope slings for broken fibers, wear and deteriorated inner and 

outer strands prior to use.  Do not use fiber rope slings where fumes, vapors, 
sprays, mist and corrosive chemicals are present.

g. Destroy damaged slings immediately.

5. Compressed Air
a. Hoses and couplings must be checked daily before use.  All hose couplings 

must be provided with positive locking device.
b. Compressed air used for cleaning purposes must not exceed 30 psi.  Wear 

goggles over safety glasses when conducting cleaning.
c. Hose and coupling connections must be safety-wired together.
d. Compressed air is not to be used for blowing material off you or others.
e. Compressor must be equipped with shut off valve.

6. Motor Vehicles and Power-operated Equipment
a. Trucks and automobiles

1. Jobsite speed limits and other regulatory signs must be obeyed.
2. Pedestrians always have the right of way.
3. Seatbelts must be worn at all times when riding in a vehicle equipped with 

seatbelts.
4. Passengers in the rear of pickup trucks must be seated within the confines 

of the bed of the truck.  Riding on the side or on the tailgate of a pickup 
truck is prohibited.

5. All vehicles used during a project for contract activities must have reverse 
signal alarms.

6. Flaggers and spotters must be provided for cranes and vehicles in 
congested areas and when backing up.

7.  Heavy equipment (i.e. dozers, scrapers, back hoes, etc.) shall be inspected 
by the operator prior to each shift.  A completed Equipment Inspection form 
shall be submitted to the Construction Manager each week.

b. Cranes - Annual inspection must be on file on site prior to operation of any 
crane.  All Cranes must use anti two blocking device.
1. Cranes are to be operated within the design limits specified by the 

manufacturer.
2. Mechanical parts of the crane must be inspected by the operator, prior to 

each shift.
3. The rated load capacity of the crane is never to be exceeded.
4. Rated load capacities, recommended operating speeds and special hazard 

warnings or instructions, shall be posted conspicuously on all equipment.
5. All accessible areas within the radius of the counterweight swing must be 

barricaded to limit access.
6. At a minimum, 10 feet of clearance must be maintained between the crane 

and energized power lines. Additional clearance distance shall be 
maintained per OSHA 1926.400.
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7. Personnel are prohibited from riding on the hook or the “headache” ball.
8. All OSHA requirements must be followed when using personnel baskets.
9. Outriggers must be fully extended and on firm ground.

10. Crane inspections must be conducted on equipment per the OSHA 
standards. These inspections and the competent person are the 
responsibility of the crane owner and the contractor providing the crane.

J. HOUSEKEEPING

Housekeeping at the project site is the responsibility of each individual and housekeeping 
hazards will not be tolerated.  The following rules are enforced at all facilities:

1.  Keep work areas in a neat and orderly manner.
2. Keep exits and emergency escape routes unobstructed.
3.  Dispose of cigarette stubs in butt cans.  Smoke only in designated areas.
4.  Store and contain materials so that the area is fire safe.
5.  Daily clean up is required by each contractor.

K. FIRE PREVENTION PROGRAM

1. Purpose

We are all cognizant of the dangers associated with fires and all Project employees 
have a vested interest in a Fire Prevention program.  The following is a guide, setting 
forth specific standards to aid in preventing losses as a result of fires or gases 
associated with combustion.

2. Basic Principles for Fire Prevention

a. All temporary electric must be in accordance with all existing codes.
b. Storage of any material within 10-feet of fire hydrants is strictly prohibited.
c. All heating equipment shall have necessary safety devices and shall be wired, 

piped, and operated according to all applicable codes, rules and regulations.
d. All tarps and blankets shall be of fire retardant material.
e. Each Prime contractor is required to provide fuel tank containment equal to 

110% of tank capacity.
f. No open burning or fires shall be permitted on site.  Anyone doing so is subject 

to immediate dismissal.
g. Prime Contractor shall keep standpipe system close as possible to progress of 

the structure and prevented from freezing.
h. Each prime contractor is to provide enough garbage receptacles for all their and 

their sub’s employees to throw trash into and do housekeeping on a daily basis.
i. No solid fuel (i.e. coke, etc) shall be permitted on site.
j. All “HOT WORK” procedures will be followed. (page 10; item 16)

3. Fire Emergency Notification By Air Horn And/Or P.A. System
a. Appropriate action is the key to the prevention of loss of life and property 

damage.  This action in the first minute is worth tons of water 10-minutes later.
b. If a fire occurs, notify Project CONSTRUCTION MANAGER Personnel 

immediately.  If CONSTRUCTION MANAGER is unavailable, notify the local fire 
department (telephone number is posted at all phones). Tell location, size, cause 
(i.e., paper, electric, etc.) and report any injuries or possible complicating 
conditions (i.e., next to material storage areas, gas storage, etc.).  

c. Evacuate area of fire immediately.
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d. Extinguish fire with a non-combustible such as sand or an available fire 
extinguisher.

e. Remove or shut off fuel supply such as removing debris or stored material or 
shutting off propane.

4. Shanties and Trailers
a. Are to be constructed using only fire retardant materials and all glass is to be 

wire glass. As a minimum, any lumber used in shanty construction shall meet 
the American Wood Preserves Associations Standard C1, C20 and C27, and 
shall bear certificates of performance.

b. All materials shall have a flame spread rating no greater that 25 (ASTM 
Standard E84) with no evidence of progressive combustion for at least 30 
minutes.

c. All shanties shall be located at least 10-feet from materials, which present 
extraordinary fire hazards.

d. Each shanty shall have at least one 20# ABC fire extinguisher.
e. Rubbish shall not be permitted to accumulate within an adjacent area to any 

shanty.
f. No oily clothes, oily rags nor fuels shall be stored in shanties.
g. All shanties shall be constructed in such a manner that shanty fire shall cause 

no damage to permanent construction and installations.

5. Fire Extinguishers

a. Each Prime Contractor is required to place 20# A.B.C. Fire Extinguishers in their 
work areas per O.S.H.A. requirements.

b. Additional fire extinguishers shall be provided by each Prime or Prime’s Prime 
Contractor, when they are engaged in fire susceptible activities, i.e., welding and 
burning, heaters in use, tar kettles, storing paints and flammable liquids.

c. Each shanty and each gang box shall have at least one 20# A.B.C. Fire 
Extinguisher, supplied by the Prime or his sub’s contractor.

d. All fire extinguishers shall be checked weekly for maintenance, and Prime 
Contractor Safety Coordinator or representative shall record status on weekly 
job tours.

e. No fire extinguisher shall be moved or discharged except for fighting a fire.  
Anyone discharging an extinguisher as a prank, or attempting to remove one 
from the site, shall be subject to immediate dismissal.

6. Use of Pressured Gas Cylinders

a. All cylinders shall be provided with safety caps.  Do not accept delivery of any 
cylinders not capped.

b. Cylinders shall be stored and used in a secured vertical position.  Storage areas 
shall be well marked and located as designated by site logistic plan.

c. All acetylene and fuel gas cylinders shall be separated from oxygen cylinders 
during storage by a minimum of 20 feet or by a non-combustible barrier at least 
4 feet high with a fire resistant rating of at least 1/2 hour.

d. All oxygen and acetylene cylinders in use shall be firmly secured on a special 
carrier intended for this purpose, with an attached fire extinguisher.

e.    All gas bottles in use shall be tied in the vertical position and capped at the end 
of the work day.

7. Temporary Heat

a. All heating equipment shall be wired, piped and operated in accordance with all 
applicable Codes and Regulations.
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b. Open fires shall not be permitted on this Project.  Any employee failing to 
comply with this regulation shall be subject to immediate dismissal.

c. All tarps and blankets shall be made of fire retardant materials.

L. CONCLUSION

All Prime Contractors are responsible for instructing their employees in the recognition and 
elimination of hazards and unsafe acts and the regulations applicable to their work.  Safety 
training, good safety practices and appropriate immediate corrective action are the keys to 
the prevention of accidents, loss of life and property damage.  No matter how many rules and 
regulations are set forth, a good Safety Program depends mainly on a positive and intelligent 
attitude by the Management and Labor involved in the construction of this project.

The principles outlined above should provide a reasonable chance for a safe and fire free 
job.  Strict adherence to the intent of this Program is to be considered a contractual 
requirement.

PLEASE SIGN AND RETURN NEXT PAGE
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All contractors are required to follow the BWC Drug Free Workplace Program.

All workers must have a valid drug card from a 3rd party drug program administrator.

All employers are responsible for instructing their employees in the recognition and abatement of
unsafe conditions and the regulations applicable to their work environment to control or eliminate 
any hazards or other exposures to illness or injury.

Good safety practices carried out on this Project will produce a safe and healthful workplace for 
all employees.

Neglecting safety is neglecting job responsibilities.

We are in receipt of, and will cooperate and comply with this Project Safety Program.

A copy of this program shall be provided to and discussed with our project personnel.

______________________________
Company

______________________________ ________________
Representative                                               Date
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BIDDER GOOD FAITH EFFORT RESPONSIBILITIES

Good Faith Efforts

A Bidder’s compliance with the requirement to make Good Faith Efforts to seek MBEs to 
participate in the construction of the New Road Maintenance Building shall be a matter of bidder 
responsibility. A bidder can demonstrate that it has complied with that responsibility by verifying 
in writing to Lucas County Commissioners or its designee  subsequent to the opening of bids 
and prior to the award of the related contract, that:

(a) the bidder did seek to employ MBEs permitting it to reach the subcontracting and workforce 
participation program goals, in which case the Bidder shall verify in writing that it has the ability 
to achieve the goals and a preliminary description of the work on the Project to be performed by 
such firms and/or individuals, or;

(b) The Bidder will not employ MBEs permitting it to reach the subcontracting and workforce 
participation program goals, in which case the Bidder shall include in its written verification the 
following:

(1)  Provide documentation as to any and all efforts utilized to seek MBEs to participate on the 
project.

(2) The Bidder attended any pre-construction meetings scheduled to inform Bidders of the 
availability of MBEs to provide subcontracting and labor for the applicable portion of the Project; 
and

(3) If the Bidder were to be awarded a contract (such successful Bidder being referred to herein 
as a “Contractor”), the Contractor shall agree to:

(i) Continue to use good faith efforts to locate and employ MBEs to work on the Project in 
accordance with the subcontracting and workforce participation program goals;

(ii) Maintain records detailing the Contractor’s efforts to recruit MBEs;

(iii) Give notice to the Lucas County Commissioners or its designee of any practice by any party 
encountered by the Contractor that serves to impede the participation of MBEs;

(iv) Compile and provide to the Lucas County Commissioners or its designee monthly 
subcontracting and labor utilization reports in sufficient detail so as to allow the Lucas County 
Commissioners or its designee to track the Contractor’s actual performance in achieving the 
subcontracting and Workforce Participation Program goals;

(v) Upon written request of the Lucas County Commissioners or an authorized representative 
thereof, an appropriate representative of the Contractor will appear at a meeting of the Lucas 
County Commissioners to discuss the specific measures the Contractor has utilized in striving to 
comply with the subcontracting and Workforce Participation Program goals.
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BIDDER AFFIDAVIT OF COMPLIANCE

The goal of the Lucas County Board of Commissioners is to ensure that, to the extent legally permissible, it uses 
certified minority business enterprises, which are qualified to perform meaningful work on the New Road 
Maintenance Building. The Board also encourages contractors, to the extent permitted by law, to assist with 
attempts to ensure that the construction workforce reflects the diversity of the population in Lucas County. The 
Board asks that the contractors, to the extent possible, involve the participation of these certified minority 
business enterprises and workforce in order to achieve a goal of approximately 10% for the Total Project.

1. The bidder’s minimum goal of total Project for MBE Participation: ________%.

The owner reserves the right to reject any and all proposals and to award the work to the lowest and best
bidder.

The undersigned hereby states that he/she has not discriminated in any manner on the basis of sex, race,
color, national origin, sexual orientation, religious beliefs, age or disability in the preparation of the
attached bid or selection of subcontractors or material suppliers for such bid.

The undersigned hereby states that he/she understands and agrees to comply with the MBE and EEO
provisions of this project.
The undersigned acknowledges, understands and agrees that submission of a bid shall commit the bidder to
comply with the goals as stated above on this project, including submission of the information required to verify 
the number and percentages of MBE Firms and EEO worker hours.

The undersigned also states that all the above information is true and correct to the best of his/her
knowledge.

______________________________          ____________________________
AUTHORIZED SIGNATURE DATE

______________________________ ____________________________
NAME TITLE (PRINTED

______________________________
COMPANY NAME

STATE OF OHIO
COUNTY OF _____________________

_____________________________Personally came before me this _________day of ________2012 and
acknowledges that he/she executed the foregoing document for the purpose there in contained and on
behalf of said company.

IN WITNESS WHERE OF, I have hereunto set my hand and official seal.
___________________________________ __________________________
Notary Public, State of Ohio My commission expires:



Good Faith Effort
Bidder shall indicate what documented methods were used to meet the MBE goals for the project (i.e. contacting
MBE companies, ads, faxes, emails, etc.)

___________________________________________________________________________________________________

___________________________________________________________________________________________________
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___________________________________________________________________________________________________

___________________________________________________________________________________________________

___________________________________________________________________________________________________
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___________________________________________________________________________________________________
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___________________________________________________________________________________________________
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___________________________________________________________________________________________________
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___________________________________________________________________________________________________
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 p
ro

je
ct

 h
av

e 
be

en
 p

ai
d 

th
e 

fu
ll 

w
ee

kl
y 

w
ag

es
 e

ar
ne

d,
 t

ha
t 

no
 r

eb
at

es
 h

av
e

be
en

 o
r 

w
ill

 b
e 

m
ad

e 
ei

th
er

 d
ire

ct
ly

 o
r 

in
di

re
ct

ly
 to

 o
r 

on
 b

eh
al

f o
f s

ai
d

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
 fr

om
 th
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ra
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 p
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R
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SECTION 011000 - SUMMARY

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Project information.
2. Work covered by Contract Documents.
3. Access to site.
4. Specification and drawing conventions.

B. Related Requirements:

1. Section 015000 "Temporary Facilities and Controls" for limitations and procedures governing 
temporary use of Owner's facilities.

1.3 PROJECT INFORMATION

A. Project Identification: Central Drug Testing Relocation.

1. Project Location: 1302 Washington Street, Toledo, Ohio.

B. Owner: Lucas County Board of Commissioners, One Government Center, Suite 800, Toledo, Ohio 
43604.

1. Owner's Representative: Tom Dodds, Project Manager, Office of Budget and Management.

C. Architect: The Collaborative Inc., 500 Madison Avenue, Toledo, Ohio, 43604

1. Architect’s Representative:  Audie Bates, AIA, LEED ® BD+C; (419) 242-7405 x-220.

D. Architect's Consultants:  The Architect has retained the following design professionals who have prepared 
designated portions of the Contract Documents:

1. Mechanical, Plumbing and Electrical Engineering:  MDA Engineering, Inc., 1415 Holland Road, 
Maumee, Ohio 43537.

E. Construction Manager: The Lathrop Company, 460 West Dussel Drive, Maumee, Ohio 43537.

1. Construction Manager has been engaged for this Project to serve as an advisor to Owner and to 
provide assistance in administering the Contract for Construction between Owner and Contractor, 
according to a separate contract between Owner and Construction Manager.

C-001 Dated 1/22/2013
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F. Project Web Site:  A project Web site administered by Construction Manager will be used for purposes of 
managing communication and documents during the construction stage.

1.4 WORK COVERED BY CONTRACT DOCUMENTS

A. The Work of Project is defined by the Contract Documents and consists of the following:

1. Exterior and interior renovations to an existing load-bearing exterior concrete masonry building of 
approximately 5,400 square feet including exterior repairs, tuckpointing to concrete masonry, 
selective demolition, infill of existing openings with new construction and materials, new 
windows, doors, partitions, flooring, paint, ceilings, relocation of existing fire protection riser and 
supply, fire protection, plumbing, mechanical, electrical and site renovations as shown and 
indicated on the project drawings and specifications.

B. Type of Contract:

1. Project will be constructed under a single prime contract.

1.5 ACCESS TO SITE

A. General:  Contractor shall have full use of Project site for construction operations during construction 
period.  Contractor's use of Project site is limited only by Owner's right to perform work or to retain other 
contractors on portions of Project.

B. Use of Site:  Limit use of Project site to areas within the property lines indicated.  Do not disturb portions 
of adjacent site beyond areas in which the Work is indicated.

1.6 SPECIFICATION AND DRAWING CONVENTIONS

A. Specification Content:  The Specifications use certain conventions for the style of language and the 
intended meaning of certain terms, words, and phrases when used in particular situations.  These 
conventions are as follows:

1. Imperative mood and streamlined language are generally used in the Specifications.  The words
"shall," "shall be," or "shall comply with," depending on the context, are implied where a colon (:) 
is used within a sentence or phrase.

2. Specification requirements are to be performed by Contractor unless specifically stated otherwise.

B. Division 01 General Requirements:  Requirements of Sections in Division 01 apply to the Work of all 
Sections in the Specifications.

C. Drawing Coordination:  Requirements for materials and products identified on Drawings are described in 
detail in the Specifications.  One or more of the following are used on Drawings to identify materials and 
products:

1. Terminology:  Materials and products are identified by the typical generic terms used in the 
individual Specifications Sections.

2. Abbreviations:  Materials and products are identified by abbreviations commonly used and 
referenced by the industry and scheduled on Drawings.

Dated 1/22/2013
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PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION (Not Used)

END OF SECTION 011000
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SECTION 012100 - ALLOWANCES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes administrative and procedural requirements governing allowances.

1. Certain items are specified in the Contract Documents by allowances.  Allowances have been 
established in lieu of additional requirements and to defer selection of actual materials and 
equipment to a later date when direction will be provided to Contractor.  If necessary, additional 
requirements will be issued by Change Order.

B. Types of allowances include the following:

1. Contingency allowances.
2. Testing and inspecting allowances.

C. Related Requirements:

1. Section 012200 "Unit Prices" for procedures for using unit prices.

1.3 INFORMATIONAL SUBMITTALS

A. Coordinate and process submittals for allowance items in same manner as for other portions of the Work.

1.4 COORDINATION

A. Coordinate allowance items with other portions of the Work.  Furnish templates as required to coordinate 
installation.

1.5 CONTINGENCY ALLOWANCES

A. Use the contingency allowance only as directed by Construction Manager for Owner's purposes and only 
by Change Orders that indicate amounts to be charged to the allowance.

B. Contractor's overhead and profit are to be included in the base amount of the Contract Sum. The
contingency allowance shall cover labor, materials and equipment costs and include delivery, installation, 
insurance, equipment rental, and similar costs.

C. Change Orders authorizing use of funds from the contingency allowance will include Contractor's related 
costs and reasonable overhead and profit margins.

C-001 Dated 1/22/2013
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D. At Project closeout, credit unused amounts remaining in the contingency allowance to Owner by Change 
Order.

1.6 TESTING AND INSPECTING ALLOWANCES

A. Testing and inspecting allowances include the cost of engaging testing agencies, actual tests and 
inspections, and reporting results.

B. The allowance does not include incidental labor required to assist the testing agency or costs for retesting 
if previous tests and inspections result in failure.  The cost for incidental labor to assist the testing agency 
shall be included in the Contract Sum.

C. Costs of services not required by the Contract Documents are not included in the allowance.

D. At Project closeout, credit unused amounts remaining in the testing and inspecting allowance to Owner 
by Change Order.

1.7 ADJUSTMENT OF ALLOWANCES

A. Allowance Adjustment:  To adjust allowance amounts, prepare a Change Order proposal based on the
difference between purchase amount and the allowance, multiplied by final measurement of work-in-
place where applicable.  If applicable, include reasonable allowances for cutting losses, tolerances, 
mixing wastes, normal product imperfections, and similar margins.

1. Include installation costs in purchase amount only where indicated as part of the allowance.
2. If requested, prepare explanation and documentation to substantiate distribution of overhead costs 

and other margins claimed.

B. Submit claims for increased costs because of a change in scope or nature of the allowance described in 
the Contract Documents, whether for the purchase order amount or Contractor's handling, labor, 
installation, overhead, and profit.

1. Do not include Contractor's or subcontractor's indirect expense in the Change Order cost amount 
unless it is clearly shown that the nature or extent of work has changed from what could have been 
foreseen from information in the Contract Documents.

2. No change to Contractor's indirect expense is permitted for selection of higher- or lower-priced
materials or systems of the same scope and nature as originally indicated.

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine products covered by an allowance promptly on delivery for damage or defects.  Return damaged
or defective products to manufacturer for replacement.

3.2 PREPARATION

C-001 Dated 1/22/2013
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A. Coordinate materials and their installation for each allowance with related materials and installations to 
ensure that each allowance item is completely integrated and interfaced with related work.

3.3 SCHEDULE OF ALLOWANCES

A. Allowance No. 1:  Contingency Allowance:  Include a contingency allowance of $28,500.00 for use 
according to Construction Manager’s and Owner's written instructions.

B. Allowance No. 2:  Testing and Inspection Allowance:  Include the sum of $2,000.00 for testing concrete 
to be provided by Owner as specified in Section 033053 "Miscellaneous Cast-in-Place Concrete."

C. Allowance No. 3:  Roof Patching Allowance:  Include a contingency allowance of $5,000.00 for use in 
patching and repairing of existing roofing system beyond work scope indicated on drawings.

END OF SECTION 012100
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SECTION 012200 - UNIT PRICES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes administrative and procedural requirements for unit prices.

B. Related Requirements:

1. Section 012600 "Contract Modification Procedures" for procedures for submitting and handling 
Change Orders.

1.3 DEFINITIONS

A. Unit price is a price per unit of measurement for materials, equipment, or services, or a portion of the 
Work, added to or deducted from the Contract Sum by appropriate modification, if the scope of Work or 
estimated quantities of Work required by the Contract Documents are increased or decreased.

1.4 PROCEDURES

A. Unit prices include all necessary material, plus cost for delivery, installation, insurance, overhead, and 
profit.

B. Measurement and Payment:  See individual Specification Sections for work that requires establishment of 
unit prices.  Methods of measurement and payment for unit prices are specified in those Sections.

C. Owner reserves the right to reject Contractor's measurement of work-in-place that involves use of 
established unit prices and to have this work measured, at Owner's expense, by an independent surveyor 
acceptable to Contractor.

D. List of Unit Prices:  A schedule of unit prices is included in Part 3.  Specification Sections referenced in 
the schedule contain requirements for materials described under each unit price.

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION

3.1 SCHEDULE OF UNIT PRICES

C-001 Dated 1/22/2013
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A. Unit Price 1: Additional 2x wood blocking for roof replacement under Alternate Number 1.

1. Description:  Remove decayed or damaged existing wood 2x nominal blocking and nailers 
discovered during roof replacement identified as Alternate Number 1.  Replace removed items 
with new, pressure-preservative-treated wood 2x nominal in width and lengths required.  Provide 
necessary fasteners to secure new work to existing wood to remain or the existing top of wall 
masonry construction.

2. Unit of Measurement: Board foot of material specified.

B. Unit Price No. 2: Replacement of concrete masonry units in exterior wall.

1. Description: Remove decayed, damaged or otherwise deteriorated concrete masonry units in 
exterior wall not identified on drawings and discovered during preparation of exterior wall for 
coatings as shown or indicated in the base bid and Alternate Number 2.  Work shall include 
material, labor and equipment including tooth-in of units into surrounding wall construction. 

2. Unit of Measurement: One (1) standard 8”x8”x16” nominal size concrete masonry unit.

C. Unit Price No. 3:  Cutting and patching of concrete floor slabs.

1. Description:  Cutting of new or existing concrete floor slabs up to 6 inches (152 mm) thick,
removal and excavation as required, and subsequent backfill, compaction, and patching of 
concrete according to Section 017300 "Execution." not otherwise indicated in the Contract 
Documents.

2. Unit of Measurement: Square feet (Square meters) of concrete removed.

D. Unit Price No. 4:  Removal and replacement of wood roof deck material including Alternate Number 001.

1. Description:  Removal of deteriorated or damaged wood roof deck sheathing with new plywood
sheathing of matching thickness.  Work shall include removal of deteriorated sheathing to 
centerline of supporting structural members, cutting to size of new sheathing, installation, and 
fastening of sheathing in compliance with code and FM requirements.  Sheathing shall be ¾” 
plywood “C-C”, Exterior, Grade I.

2. Unit of Measurement: Square feet (Square meters) of sheathing removed.

END OF SECTION 012200
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SECTION 012500 - SUBSTITUTION PROCEDURES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes administrative and procedural requirements for substitutions.

B. Related Requirements:

1. Section 012100 "Allowances" for products selected under an allowance.
2. Section 012300 "Alternates" for products selected under an alternate.

1.3 DEFINITIONS

A. Substitutions:  Changes in products, materials, equipment, and methods of construction from those 
required by the Contract Documents and proposed by Contractor.

1. Substitutions for Cause:  Changes proposed by Contractor that are required due to changed Project 
conditions, such as unavailability of product, regulatory changes, or unavailability of required 
warranty terms.

2. Substitutions for Convenience:  Changes proposed by Contractor or Owner that are not required in 
order to meet other Project requirements but may offer advantage to Contractor or Owner.

1.4 ACTION SUBMITTALS

A. Substitution Requests:  Submit three copies of each request for consideration.  Identify product or 
fabrication or installation method to be replaced.  Include Specification Section number and title and 
Drawing numbers and titles.

1. Substitution Request Form:  Use facsimile of form provided in Project Manual.
2. Documentation:  Show compliance with requirements for substitutions and the following, as 

applicable:

a. Statement indicating why specified product or fabrication or installation cannot be 
provided, if applicable.

b. Coordination information, including a list of changes or revisions needed to other parts of 
the Work and to construction performed by Owner and separate contractors, that will be 
necessary to accommodate proposed substitution.

c. Detailed comparison of significant qualities of proposed substitution with those of the 
Work specified.  Include annotated copy of applicable Specification Section.  Significant 
qualities may include attributes such as performance, weight, size, durability, visual effect, 
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sustainable design characteristics, warranties, and specific features and requirements 
indicated.  Indicate deviations, if any, from the Work specified.

d. Product Data, including drawings and descriptions of products and fabrication and 
installation procedures.

e. Samples, where applicable or requested.
f. Certificates and qualification data, where applicable or requested.
g. List of similar installations for completed projects with project names and addresses and 

names and addresses of architects and owners.
h. Material test reports from a qualified testing agency indicating and interpreting test results 

for compliance with requirements indicated.
i. Research reports evidencing compliance with building code in effect for Project, from ICC-

ES.
j. Detailed comparison of Contractor's construction schedule using proposed substitution with 

products specified for the Work, including effect on the overall Contract Time.  If specified 
product or method of construction cannot be provided within the Contract Time, include 
letter from manufacturer, on manufacturer's letterhead, stating date of receipt of purchase 
order, lack of availability, or delays in delivery.

k. Cost information, including a proposal of change, if any, in the Contract Sum.
l. Contractor's certification that proposed substitution complies with requirements in the 

Contract Documents except as indicated in substitution request, is compatible with related 
materials, and is appropriate for applications indicated.

m. Contractor's waiver of rights to additional payment or time that may subsequently become 
necessary because of failure of proposed substitution to produce indicated results.

3. Architect's Action:  If necessary, Architect will request additional information or documentation 
for evaluation within seven days of receipt of a request for substitution.  Architect will notify 
Contractor through Construction Manager of acceptance or rejection of proposed substitution 
within 15 days of receipt of request, or seven days of receipt of additional information or 
documentation, whichever is later.

a. Forms of Acceptance:  Change Order, Construction Change Directive, or Architect's 
Supplemental Instructions for minor changes in the Work.

b. Use product specified if Architect does not issue a decision on use of a proposed 
substitution within time allocated.

1.5 QUALITY ASSURANCE

A. Compatibility of Substitutions:  Investigate and document compatibility of proposed substitution with 
related products and materials.  Engage a qualified testing agency to perform compatibility tests 
recommended by manufacturers.

1.6 PROCEDURES

A. Coordination:  Revise or adjust affected work as necessary to integrate work of the approved 
substitutions.

PART 2 - PRODUCTS

2.1 SUBSTITUTIONS
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A. Substitutions for Cause:  Submit requests for substitution immediately on discovery of need for change, 
but not later than 15 days prior to time required for preparation and review of related submittals.

1. Conditions:  Architect will consider Contractor's request for substitution when the following
conditions are satisfied.  If the following conditions are not satisfied, Architect will return requests 
without action, except to record noncompliance with these requirements:

a. Requested substitution is consistent with the Contract Documents and will produce 
indicated results.

b. Substitution request is fully documented and properly submitted.
c. Requested substitution will not adversely affect Contractor's construction schedule.
d. Requested substitution has received necessary approvals of authorities having jurisdiction.
e. Requested substitution is compatible with other portions of the Work.
f. Requested substitution provides specified warranty.
g. If requested substitution involves more than one contractor, requested substitution has been 

coordinated with other portions of the Work, is uniform and consistent, is compatible with 
other products, and is acceptable to all contractors involved.

B. Substitutions for Convenience:  Architect will consider requests for substitution if received within 60
days after the Notice of Award.  Requests received after that time may be considered or rejected at 
discretion of Architect.

1. Conditions:  Architect will consider Contractor's request for substitution when the following
conditions are satisfied.  If the following conditions are not satisfied, Architect will return requests
without action, except to record noncompliance with these requirements:

a. Requested substitution offers Owner a substantial advantage in cost, time, energy 
conservation, or other considerations, after deducting additional responsibilities Owner 
must assume.  Owner's additional responsibilities may include compensation to Architect 
for redesign and evaluation services, increased cost of other construction by Owner, and 
similar considerations.

b. Requested substitution does not require extensive revisions to the Contract Documents.
c. Requested substitution is consistent with the Contract Documents and will produce 

indicated results.
d. Substitution request is fully documented and properly submitted.
e. Requested substitution will not adversely affect Contractor's construction schedule.
f. Requested substitution has received necessary approvals of authorities having jurisdiction.
g. Requested substitution is compatible with other portions of the Work.
h. Requested substitution provides specified warranty.
i. If requested substitution involves more than one contractor, requested substitution has been 

coordinated with other portions of the Work, is uniform and consistent, is compatible with
other products, and is acceptable to all contractors involved.

PART 3 - EXECUTION (Not Used)

END OF SECTION 012500
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SECTION 012900 - PAYMENT PROCEDURES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes administrative and procedural requirements necessary to prepare and process 
Applications for Payment.

B. Related Requirements:

1. Section 012100 "Allowances" for procedural requirements governing the handling and processing 
of allowances.

2. Section 012200 "Unit Prices" for administrative requirements governing the use of unit prices.

1.3 DEFINITIONS

A. Schedule of Values:  A statement furnished by Contractor allocating portions of the Contract Sum to 
various portions of the Work and used as the basis for reviewing Contractor's Applications for Payment.

1.4 SCHEDULE OF VALUES

A. Coordination:  Coordinate preparation of the schedule of values with preparation of Contractor's 
construction schedule.

1. Coordinate line items in the schedule of values with other required administrative forms and
schedules, including the following:

a. Application for Payment forms with continuation sheets.
b. Submittal schedule.
c. Items required to be indicated as separate activities in Contractor's construction schedule.

2. Submit the schedule of values to Architect through Construction Manager at earliest possible date, 
but no later than seven days before the date scheduled for submittal of initial Applications for 
Payment.

B. Format and Content:  Use Project Manual table of contents as a guide to establish line items for the
schedule of values.  Provide at least one line item for each Specification Section.

1. Identification:  Include the following Project identification on the schedule of values:

a. Project name and location.
b. Name of Architect.
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c. Architect's project number.
d. Contractor's name and address.
e. Date of submittal.

2. Arrange schedule of values consistent with format of AIA Document G703.
3. Arrange the schedule of values in tabular form with separate columns to indicate the following for 

each item listed:

a. Description of the Work.
b. Change Orders (numbers) that affect value.
c. Dollar value of the following, as a percentage of the Contract Sum to nearest one-

hundredth percent, adjusted to total 100 percent.

1) Labor.
2) Materials.
3) Equipment.

4. Provide a breakdown of the Contract Sum in enough detail to facilitate continued evaluation of 
Applications for Payment and progress reports.  Coordinate with Project Manual table of contents.
Provide multiple line items for principal subcontract amounts in excess of five percent of the 
Contract Sum.

5. Round amounts to nearest whole dollar; total shall equal the Contract Sum.
6. Provide a separate line item in the schedule of values for each part of the Work where 

Applications for Payment may include materials or equipment purchased or fabricated and stored, 
but not yet installed.

a. Differentiate between items stored on-site and items stored off-site.  If required, include 
evidence of insurance.

7. Provide separate line items in the schedule of values for initial cost of materials, for each 
subsequent stage of completion, and for total installed value of that part of the Work.

8. Allowances:  Provide a separate line item in the schedule of values for each allowance.  Show 
line-item value of unit-cost allowances, as a product of the unit cost, multiplied by measured 
quantity.  Use information indicated in the Contract Documents to determine quantities.

9. Each item in the schedule of values and Applications for Payment shall be complete.  Include total 
cost and proportionate share of general overhead and profit for each item.

a. Temporary facilities and other major cost items that are not direct cost of actual work-in-
place may be shown either as separate line items in the schedule of values or distributed as 
general overhead expense, at Contractor's option.

10. Schedule Updating: Update and resubmit the schedule of values before the next Applications for 
Payment when Change Orders or Construction Change Directives result in a change in the 
Contract Sum.

1.5 APPLICATIONS FOR PAYMENT

A. Each Application for Payment following the initial Application for Payment shall be consistent with 
previous applications and payments as certified by Architect and Construction Manager and paid for by 
Owner.

1. Initial Application for Payment, Application for Payment at time of Substantial Completion, and 
final Application for Payment involve additional requirements.
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B. Payment Application Times:  The date for each progress payment is indicated in the Agreement between 
Owner and Contractor.  The period of construction work covered by each Application for Payment is the
period indicated in the Agreement.

C. Application for Payment Forms:  Use AIA Document G702/CMa and AIA Document G703 as form for 
Applications for Payment.

D. Application Preparation:  Complete every entry on form.  Notarize and execute by a person authorized to 
sign legal documents on behalf of Contractor. Architect and Construction Manager will return 
incomplete applications without action.

1. Entries shall match data on the schedule of values and Contractor's construction schedule.  Use 
updated schedules if revisions were made.

2. Include amounts for work completed following previous Application for Payment, whether or not 
payment has been received.  Include only amounts for work completed at time of Application for 
Payment.

3. Include amounts of Change Orders and Construction Change Directives issued before last day of 
construction period covered by application.

4. Indicate separate amounts for work being carried out under Owner-requested project acceleration.

E. Stored Materials:  Include in Application for Payment amounts applied for materials or equipment 
purchased or fabricated and stored, but not yet installed.  Differentiate between items stored on-site and 
items stored off-site.

1. Provide certificate of insurance, evidence of transfer of title to Owner, and consent of surety to 
payment, for stored materials.

2. Provide supporting documentation that verifies amount requested, such as paid invoices.  Match 
amount requested with amounts indicated on documentation; do not include overhead and profit 
on stored materials.

3. Provide summary documentation for stored materials indicating the following:

a. Value of materials previously stored and remaining stored as of date of previous 
Applications for Payment.

b. Value of previously stored materials put in place after date of previous Application for 
Payment and on or before date of current Application for Payment.

c. Value of materials stored since date of previous Application for Payment and remaining 
stored as of date of current Application for Payment.

F. Transmittal:  Submit three signed and notarized original copies of each Application for Payment to 
Construction Manager by a method ensuring receipt.  One copy shall include waivers of lien and similar 
attachments if required.

1. Transmit each copy with a transmittal form listing attachments and recording appropriate 
information about application.

G. Waivers of Mechanic's Lien:  With each Application for Payment, submit waivers of mechanic's lien 
from entities lawfully entitled to file a mechanic's lien arising out of the Contract and related to the Work 
covered by the payment.

1. Submit partial waivers on each item for amount requested in previous application, after deduction 
for retainage, on each item.

2. When an application shows completion of an item, submit conditional final or full waivers.
3. Owner reserves the right to designate which entities involved in the Work must submit waivers.
4. Waiver Forms:  Submit executed waivers of lien on forms acceptable to Owner.
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H. Initial Application for Payment:  Administrative actions and submittals that must precede or coincide 
with submittal of first Application for Payment include the following:

1. List of subcontractors.
2. Schedule of values.
3. List of Contractor's staff assignments.
4. Report of preconstruction conference.
5. Performance and payment bonds.
6. Data needed to acquire Owner's insurance.

I. Application for Payment at Substantial Completion:  After Architect issues the Certificate of Substantial 
Completion, submit an Application for Payment showing 100 percent completion for portion of the Work 
claimed as substantially complete.

1. Include documentation supporting claim that the Work is substantially complete and a statement 
showing an accounting of changes to the Contract Sum.

2. This application shall reflect Certificate(s) of Substantial Completion issued previously for Owner
occupancy of designated portions of the Work.

J. Final Payment Application:  After completing Project closeout requirements, submit final Application for 
Payment with releases and supporting documentation not previously submitted and accepted, including, 
but not limited, to the following:

1. Evidence of completion of Project closeout requirements.
2. Updated final statement, accounting for final changes to the Contract Sum.
3. AIA Document G706, "Contractor's Affidavit of Payment of Debts and Claims."
4. AIA Document G706A, "Contractor's Affidavit of Release of Liens."
5. AIA Document G707, "Consent of Surety to Final Payment."
6. Evidence that claims have been settled.

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION (Not Used)

END OF SECTION 012900
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SECTION 013300 - SUBMITTAL PROCEDURES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes requirements for the submittal schedule and administrative and procedural requirements 
for submitting Shop Drawings, Product Data, Samples, and other submittals.

B. Related Requirements:

1. Section 012900 "Payment Procedures" for submitting Applications for Payment and the schedule 
of values.

2. Section 017823 "Operation and Maintenance Data" for submitting operation and maintenance 
manuals.

3. Section 017839 "Project Record Documents" for submitting record Drawings, record 
Specifications, and record Product Data.

4. Section 017900 "Demonstration and Training" for submitting video recordings of demonstration 
of equipment and training of Owner's personnel.

1.3 DEFINITIONS

A. Action Submittals:  Written and graphic information and physical samples that require Architect's and
Construction Manager's responsive action.  Action submittals are those submittals indicated in individual 
Specification Sections as "action submittals."

B. Informational Submittals:  Written and graphic information and physical samples that do not require 
Architect's and Construction Manager's responsive action.  Submittals may be rejected for not complying 
with requirements.  Informational submittals are those submittals indicated in individual Specification 
Sections as "informational submittals."

C. File Transfer Protocol (FTP):  Communications protocol that enables transfer of files to and from another 
computer over a network and that serves as the basis for standard Internet protocols.  An FTP site is a 
portion of a network located outside of network firewalls within which internal and external users are 
able to access files.

D. Portable Document Format (PDF):  An open standard file format licensed by Adobe Systems used for 
representing documents in a device-independent and display resolution-independent fixed-layout
document format.

1.4 ACTION SUBMITTALS
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A. Submittal Schedule:  Submit a schedule of submittals, arranged in chronological order by dates required 
by construction schedule.  Include time required for review, ordering, manufacturing, fabrication, and 
delivery when establishing dates.  Include additional time required for making corrections or revisions to 
submittals noted by Architect and Construction Manager and additional time for handling and reviewing
submittals required by those corrections.

1. Coordinate submittal schedule with list of subcontracts, the schedule of values, and Contractor's 
construction schedule.

2. Initial Submittal:  Submit concurrently with startup construction schedule.  Include submittals 
required during the first 60 days of construction.  List those submittals required to maintain 
orderly progress of the Work and those required early because of long lead time for manufacture 
or fabrication.

3. Final Submittal:  Submit concurrently with the first complete submittal of Contractor's 
construction schedule.

a. Submit revised submittal schedule to reflect changes in current status and timing for 
submittals.

4. Format:  Arrange the following information in a tabular format:

a. Scheduled date for first submittal.
b. Specification Section number and title.
c. Submittal category:  Action; informational.
d. Name of subcontractor.
e. Description of the Work covered.
f. Scheduled date for Architect's and Construction Manager's final release or approval.
g. Scheduled date of fabrication.
h. Scheduled dates for purchasing.
i. Scheduled dates for installation.
j. Activity or event number.

1.5 SUBMITTAL ADMINISTRATIVE REQUIREMENTS

A. Architect's Digital Data Files:  Electronic digital data files of the Contract Drawings will be provided by 
Architect for Contractor's use in preparing submittals upon written request.

1. Architect will furnish Contractor specifically indentified sheets of digital data drawing files of the 
Contract Drawings for use in preparing Shop Drawings upon rewritten request and completion and 
signature of requesting contractor of Architect’s digital file transmittal agreement and payment of 
any fee that may be associated with the request for special processing.

a. Architect makes no representations as to the accuracy or completeness of digital data 
drawing files as they relate to the Contract Drawings.

b. Digital Drawing Software Program:  The Contract Drawings are available in AutoCAD
DWG format from 2004 through 2010 versions.

c. Contractor shall execute a data licensing agreement in the form of Agreement form 
acceptable to Owner and Architect.

B. Coordination:  Coordinate preparation and processing of submittals with performance of construction 
activities.

1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other submittals, and 
related activities that require sequential activity.
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2. Submit all submittal items required for each Specification Section concurrently unless partial 
submittals for portions of the Work are indicated on approved submittal schedule.

3. Submit action submittals and informational submittals required by the same Specification Section 
as separate packages under separate transmittals.

4. Coordinate transmittal of different types of submittals for related parts of the Work so processing 
will not be delayed because of need to review submittals concurrently for coordination.

a. Architect and Construction Manager reserve the right to withhold action on a submittal 
requiring coordination with other submittals until related submittals are received.

C. Processing Time:  Allow time for submittal review, including time for resubmittals, as follows.  Time for 
review shall commence on Architect's receipt of submittal.  No extension of the Contract Time will be 
authorized because of failure to transmit submittals enough in advance of the Work to permit processing, 
including resubmittals.

1. Initial Review:  Allow 15 days for initial review of each submittal.  Allow additional time if 
coordination with subsequent submittals is required. Construction Manager will advise Contractor 
when a submittal being processed must be delayed for coordination.

2. Intermediate Review:  If intermediate submittal is necessary, process it in same manner as initial 
submittal.

3. Resubmittal Review:  Allow 15 days for review of each resubmittal.
4. Sequential Review:  Where sequential review of submittals by Architect's consultants, Owner, or 

other parties is indicated, allow 21 days for initial review of each submittal.

D. Electronic Submittals:  Identify and incorporate information in each electronic submittal file as follows:

1. Assemble complete submittal package into a single indexed file incorporating submittal 
requirements of a single Specification Section and transmittal form with links enabling navigation 
to each item.

2. Name file with submittal number or other unique identifier, including revision identifier.

a. File name shall use project identifier and Specification Section number followed by a 
decimal point and then a sequential number (e.g., LNHS-061000.01).  Resubmittals shall 
include an alphabetic suffix after another decimal point (e.g., LNHS-061000.01.A).

3. Provide means for insertion to permanently record Contractor's review and approval markings and 
action taken by Architect and Construction Manager.

4. Transmittal Form for Electronic Submittals:  Use software-generated form from electronic project 
management software or electronic form acceptable to Architect and Construction Manager,
containing the following information:

a. Project name.
b. Date.
c. Name and address of Architect.
d. Name of Construction Manager.
e. Name of Contractor.
f. Name of firm or entity that prepared submittal.
g. Names of subcontractor, manufacturer, and supplier.
h. Category and type of submittal.
i. Submittal purpose and description.
j. Specification Section number and title.
k. Specification paragraph number or drawing designation and generic name for each of 

multiple items.
l. Drawing number and detail references, as appropriate.
m. Location(s) where product is to be installed, as appropriate.
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n. Related physical samples submitted directly.
o. Indication of full or partial submittal.
p. Transmittal number, numbered consecutively.
q. Submittal and transmittal distribution record.
r. Other necessary identification.
s. Remarks.

E. Options:  Identify options requiring selection by Architect.

F. Deviations and Additional Information:  On an attached separate sheet, prepared on Contractor's 
letterhead, record relevant information, requests for data, revisions other than those requested by 
Architect and Construction Manager on previous submittals, and deviations from requirements in the 
Contract Documents, including minor variations and limitations.  Include same identification information 
as related submittal.

G. Resubmittals:  Make resubmittals in same form and number of copies as initial submittal.

1. Note date and content of previous submittal.
2. Note date and content of revision in label or title block and clearly indicate extent of revision.
3. Resubmit submittals until they are marked with approval notation from Architect's and

Construction Manager's action stamp.

H. Distribution:  Furnish copies of final submittals to manufacturers, subcontractors, suppliers, fabricators, 
installers, authorities having jurisdiction, and others as necessary for performance of construction 
activities.  Show distribution on transmittal forms.

I. Use for Construction:  Retain complete copies of submittals on Project site.  Use only final action 
submittals that are marked with approval notation from Architect's and Construction Manager's action
stamp.

PART 2 - PRODUCTS

2.1 SUBMITTAL PROCEDURES

A. General Submittal Procedure Requirements:  Prepare and submit submittals required by individual 
Specification Sections.  Types of submittals are indicated in individual Specification Sections.

1. Submit electronic submittals via email as PDF electronic files.

a. Architect, through Construction Manager, will return annotated file.  Annotate and retain 
one copy of file as an electronic Project record document file.

2. Certificates and Certifications Submittals:  Provide a statement that includes signature of entity 
responsible for preparing certification.  Certificates and certifications shall be signed by an officer 
or other individual authorized to sign documents on behalf of that entity.

a. Provide a digital signature with digital certificate on electronically submitted certificates 
and certifications where indicated.

b. Provide a notarized statement on original paper copy certificates and certifications where 
indicated.
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B. Product Data:  Collect information into a single submittal for each element of construction and type of 
product or equipment.

1. If information must be specially prepared for submittal because standard published data are not 
suitable for use, submit as Shop Drawings, not as Product Data.

2. Mark each copy of each submittal to show which products and options are applicable.
3. Include the following information, as applicable:

a. Manufacturer's catalog cuts.
b. Standard color charts.
c. Testing by recognized testing agency.
d. Notation of coordination requirements.

4. For equipment, include the following in addition to the above, as applicable:

a. Wiring diagrams showing factory-installed wiring.
b. Printed performance curves.
c. Operational range diagrams.
d. Clearances required to other construction, if not indicated on accompanying Shop 

Drawings.

5. Submit Product Data before or concurrent with Samples.
6. Submit Product Data in the following format:

a. PDF electronic file.

C. Shop Drawings:  Prepare Project-specific information, drawn accurately to scale.  Do not base Shop 
Drawings on reproductions of the Contract Documents or standard printed data.

1. Preparation:  Fully illustrate requirements in the Contract Documents.  Include the following
information, as applicable:

a. Identification of products.
b. Compliance with specified standards.
c. Notation of coordination requirements.
d. Notation of dimensions established by field measurement.
e. Relationship and attachment to adjoining construction clearly indicated.
f. Seal and signature of professional engineer if specified.

2. Sheet Size:  Except for templates, patterns, and similar full-size drawings, submit Shop Drawings
on sheets at least 8-1/2 by 11 inches (215 by 280 mm), but no larger than 30 by 42 inches (750 by 
1067 mm).

3. Submit Shop Drawings in the following format:

a. PDF electronic file.

D. Samples:  Submit Samples for review of kind, color, pattern, and texture for a check of these 
characteristics with other elements and for a comparison of these characteristics between submittal and 
actual component as delivered and installed.

1. Transmit Samples that contain multiple, related components such as accessories together in one 
submittal package.

2. Identification:  Attach label on unexposed side of Samples that includes the following:
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a. Generic description of Sample.
b. Product name and name of manufacturer.
c. Sample source.
d. Number and title of applicable Specification Section.
e. Specification paragraph number and generic name of each item.

3. For projects where electronic submittals are required, provide corresponding electronic submittal 
of Sample transmittal, digital image file illustrating Sample characteristics, and identification 
information for record.

4. Disposition:  Maintain sets of approved Samples at Project site, available for quality-control
comparisons throughout the course of construction activity.  Sample sets may be used to determine 
final acceptance of construction associated with each set.

a. Samples not incorporated into the Work, or otherwise designated as Owner's property, are 
the property of Contractor.

5. Samples for Initial Selection:  Submit manufacturer's color charts consisting of units or sections of 
units showing the full range of colors, textures, and patterns available.

a. Number of Samples:  Submit one full set(s) of available choices where color, pattern, 
texture, or similar characteristics are required to be selected from manufacturer's product 
line.  Architect, through Construction Manager, will return submittal with options selected.

E. Coordination Drawing Submittals:  Comply with requirements specified in Section 013100 "Project 
Management and Coordination."

F. Application for Payment and Schedule of Values:  Comply with requirements specified in 
Section 012900 "Payment Procedures."

G. Closeout Submittals and Maintenance Material Submittals:  Comply with requirements specified in 
Section 017700 "Closeout Procedures."

H. Maintenance Data:  Comply with requirements specified in Section 017823 "Operation and Maintenance 
Data."

I. Design Data:  Prepare and submit written and graphic information, including, but not limited to,
performance and design criteria, list of applicable codes and regulations, and calculations.  Include list of 
assumptions and other performance and design criteria and a summary of loads.  Include load diagrams if 
applicable.  Provide name and version of software, if any, used for calculations.  Include page numbers.

2.2 DELEGATED-DESIGN SERVICES

A. Performance and Design Criteria:  Where professional design services or certifications by a design 
professional are specifically required of Contractor by the Contract Documents, provide products and 
systems complying with specific performance and design criteria indicated.

1. If criteria indicated are not sufficient to perform services or certification required, submit a written
request for additional information to Architect.

B. Delegated-Design Services Certification:  In addition to Shop Drawings, Product Data, and other required 
submittals, submit digitally signed PDF electronic file paper copies of certificate, signed and sealed by 
the responsible design professional, for each product and system specifically assigned to Contractor to be 
designed or certified by a design professional.
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1. Indicate that products and systems comply with performance and design criteria in the Contract 
Documents.  Include list of codes, loads, and other factors used in performing these services.

PART 3 - EXECUTION

3.1 CONTRACTOR'S REVIEW

A. Action and Informational Submittals:  Review each submittal and check for coordination with other Work 
of the Contract and for compliance with the Contract Documents.  Note corrections and field dimensions.
Mark with approval stamp before submitting to Architect and Construction Manager.

B. Project Closeout and Maintenance Material Submittals:  See requirements in Section 017700 "Closeout 
Procedures."

C. Approval Stamp:  Stamp each submittal with a uniform, approval stamp.  Include Project name and 
location, submittal number, Specification Section title and number, name of reviewer, date of Contractor's 
approval, and statement certifying that submittal has been reviewed, checked, and approved for 
compliance with the Contract Documents.

3.2 ARCHITECT'S AND CONSTRUCTION MANAGER'S ACTION

A. Action Submittals:  Architect and Construction Manager will review each submittal, make marks to 
indicate corrections or revisions required, and return it.  Architect and Construction Manager will stamp 
each submittal with an action stamp and will mark stamp appropriately to indicate action.

B. Informational Submittals:  Architect and Construction Manager will review each submittal and will not 
return it, or will return it if it does not comply with requirements.  Architect and Construction Manager
will forward each submittal to appropriate party.

C. Partial submittals prepared for a portion of the Work will be reviewed when use of partial submittals has 
received prior approval from Architect and Construction Manager.

D. Incomplete submittals are unacceptable, will be considered nonresponsive, and will be returned for 
resubmittal without review.

E. Submittals not required by the Contract Documents may be returned by the Architect without action.

END OF SECTION 013300
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SECTION 015000 - TEMPORARY FACILITIES AND CONTROLS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes requirements for temporary utilities, support facilities, and security and protection 
facilities.

B. Related Requirements:

1. Section 011000 "Summary" for work restrictions and limitations on utility interruptions.

1.3 USE CHARGES

A. General:  Installation and removal of and use charges for temporary facilities shall be included in the 
Contract Sum unless otherwise indicated.  Allow other entities to use temporary services and facilities 
without cost, including, but not limited to, Architect, testing agencies, and authorities having jurisdiction.

B. Electric Power Service: Pay electric-power-service use charges for electricity used by all entities for 
construction operations.

C. Water and Sewer Service from Existing System:  Water from Owner's existing water system is available 
for use without metering and without payment of use charges.  Provide connections and extensions of 
services as required for construction operations.

1.4 INFORMATIONAL SUBMITTALS

A. Site Plan:  Show temporary facilities, utility hookups, staging areas, and parking areas for construction 
personnel.

B. Erosion- and Sedimentation-Control Plan:  Show compliance with requirements of EPA Construction 
General Permit or authorities having jurisdiction, whichever is more stringent.

C. Fire-Safety Program:  Show compliance with requirements of NFPA 241 and authorities having 
jurisdiction.  Indicate Contractor personnel responsible for management of fire-prevention program.

D. Moisture-Protection Plan:  Describe procedures and controls for protecting materials and construction
from water absorption and damage.

1. Describe delivery, handling, and storage provisions for materials subject to water absorption or 
water damage.
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2. Indicate procedures for discarding water-damaged materials, protocols for mitigating water 
intrusion into completed Work, and replacing water-damaged Work.

3. Indicate sequencing of work that requires water, such as sprayed fire-resistive materials, 
plastering, and terrazzo grinding, and describe plans for dealing with water from these operations. 
Show procedures for verifying that wet construction has dried sufficiently to permit installation of 
finish materials.

1.5 QUALITY ASSURANCE

A. Electric Service:  Comply with NECA, NEMA, and UL standards and regulations for temporary electric 
service.  Install service to comply with NFPA 70.

B. Tests and Inspections:  Arrange for authorities having jurisdiction to test and inspect each temporary 
utility before use.  Obtain required certifications and permits.

1.6 PROJECT CONDITIONS

A. Temporary Use of Permanent Facilities:  Engage Installer of each permanent service to assume 
responsibility for operation, maintenance, and protection of each permanent service during its use as a 
construction facility before Owner's acceptance, regardless of previously assigned responsibilities.

PART 2 - PRODUCTS

2.1 EQUIPMENT

A. Fire Extinguishers:  Portable, UL rated; with class and extinguishing agent as required by locations and 
classes of fire exposures.

B. HVAC Equipment:  Unless Owner authorizes use of permanent HVAC system, provide vented, self-
contained, liquid-propane-gas or fuel-oil heaters with individual space thermostatic control.

1. Use of gasoline-burning space heaters, open-flame heaters, or salamander-type heating units is 
prohibited.

2. Heating Units:  Listed and labeled for type of fuel being consumed, by a qualified testing agency 
acceptable to authorities having jurisdiction, and marked for intended location and application.

3. Permanent HVAC System:  If Owner authorizes use of permanent HVAC system for temporary
use during construction, provide filter with MERV of 8 at each return-air grille in system and 
remove at end of construction, and clean HVAC system as required in Section 017700 "Closeout 
Procedures"

PART 3 - EXECUTION

3.1 INSTALLATION, GENERAL

A. Locate facilities where they will serve Project adequately and result in minimum interference with 
performance of the Work.  Relocate and modify facilities as required by progress of the Work.

1. Locate facilities to limit site disturbance as specified in Section 011000 "Summary."
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B. Provide each facility ready for use when needed to avoid delay.  Do not remove until facilities are no 
longer needed or are replaced by authorized use of completed permanent facilities.

3.2 TEMPORARY UTILITY INSTALLATION

A. General:  Install temporary service or connect to existing service.

1. Arrange with utility company, Owner, and existing users for time when service can be interrupted, 
if necessary, to make connections for temporary services.

B. Water Service:  Connect to Owner's existing water service facilities.  Clean and maintain water service 
facilities in a condition acceptable to Owner.  At Substantial Completion, restore these facilities to 
condition existing before initial use.

C. Sanitary Facilities:  Provide temporary toilets, wash facilities, and drinking water for use of construction 
personnel.  Comply with requirements of authorities having jurisdiction for type, number, location, 
operation, and maintenance of fixtures and facilities.

1. Toilets:  Use of Owner's existing toilet facilities will be permitted, as long as facilities are cleaned 
and maintained in a condition acceptable to Owner.  At Substantial Completion, restore these 
facilities to condition existing before initial use.

D. Electric Power Service:  Provide electric power service and distribution system of sufficient size, 
capacity, and power characteristics required for construction operations.

1. Install electric power service overhead unless otherwise indicated.
2. Connect temporary service to Owner's existing power source, as directed by Owner.

E. Lighting:  Provide temporary lighting with local switching that provides adequate illumination for 
construction operations, observations, inspections, and traffic conditions.

1. Install and operate temporary lighting that fulfills security and protection requirements without 
operating entire system.

3.3 SUPPORT FACILITIES INSTALLATION

A. General:  Comply with the following:

1. Maintain support facilities until Architect schedules Substantial Completion inspection.  Remove 
before Substantial Completion.  Personnel remaining after Substantial Completion will be 
permitted to use permanent facilities, under conditions acceptable to Owner.

B. Waste Disposal Facilities:  Provide waste-collection containers in sizes adequate to handle waste from 
construction operations.  Comply with requirements of authorities having jurisdiction.  Comply with
progress cleaning requirements in Section 017300 "Execution."

3.4 SECURITY AND PROTECTION FACILITIES INSTALLATION

A. Protection of Existing Facilities:  Protect existing vegetation, equipment, structures, utilities, and other 
improvements at Project site and on adjacent properties, except those indicated to be removed or altered. 
Repair damage to existing facilities.
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B. Temporary Erosion and Sedimentation Control:  Provide measures to prevent soil erosion and discharge 
of soil-bearing water runoff and airborne dust to undisturbed areas and to adjacent properties and 
walkways, according to requirements of 2003 EPA Construction General Permit or authorities having 
jurisdiction, whichever is more stringent.

1. Verify that flows of water redirected from construction areas or generated by construction activity 
do not enter or cross tree- or plant- protection zones.

2. Inspect, repair, and maintain erosion- and sedimentation-control measures during construction 
until permanent vegetation has been established.

3. Clean, repair, and restore adjoining properties and roads affected by erosion and sedimentation 
from Project site during the course of Project.

4. Remove erosion and sedimentation controls and restore and stabilize areas disturbed during 
removal.

C. Temporary Fire Protection: Install and maintain temporary fire-protection facilities of types needed to 
protect against reasonably predictable and controllable fire losses.  Comply with NFPA 241; manage fire-
prevention program.

1. Prohibit smoking in construction areas.
2. Supervise welding operations, combustion-type temporary heating units, and similar sources of 

fire ignition according to requirements of authorities having jurisdiction.
3. Develop and supervise an overall fire-prevention and -protection program for personnel at Project 

site.  Review needs with local fire department and establish procedures to be followed.  Instruct 
personnel in methods and procedures.  Post warnings and information.

3.5 MOISTURE AND MOLD CONTROL

A. Contractor's Moisture-Protection Plan:  Avoid trapping water in finished work.  Document visible signs 
of mold that may appear during construction.

B. Exposed Construction Phase:  Before installation of weather barriers, when materials are subject to 
wetting and exposure and to airborne mold spores, protect as follows:

1. Protect porous materials from water damage.
2. Protect stored and installed material from flowing or standing water.
3. Keep porous and organic materials from coming into prolonged contact with concrete.
4. Remove standing water from decks.
5. Keep deck openings covered or dammed.

C. Partially Enclosed Construction Phase:  After installation of weather barriers but before full enclosure and 
conditioning of building, when installed materials are still subject to infiltration of moisture and ambient 
mold spores, protect as follows:

1. Do not load or install drywall or other porous materials or components, or items with high organic 
content, into partially enclosed building.

2. Keep interior spaces reasonably clean and protected from water damage.
3. Periodically collect and remove waste containing cellulose or other organic matter.
4. Discard or replace water-damaged material.
5. Do not install material that is wet.
6. Discard, replace, or clean stored or installed material that begins to grow mold.
7. Perform work in a sequence that allows any wet materials adequate time to dry before enclosing 

the material in drywall or other interior finishes.
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3.6 OPERATION, TERMINATION, AND REMOVAL

A. Supervision:  Enforce strict discipline in use of temporary facilities.  To minimize waste and abuse, limit 
availability of temporary facilities to essential and intended uses.

B. Maintenance:  Maintain facilities in good operating condition until removal.

1. Maintain operation of temporary enclosures, heating, cooling, humidity control, ventilation, and 
similar facilities on a 24-hour basis where required to achieve indicated results and to avoid 
possibility of damage.

C. Temporary Facility Changeover:  Do not change over from using temporary security and protection 
facilities to permanent facilities until Substantial Completion.

D. Termination and Removal:  Remove each temporary facility when need for its service has ended, when it 
has been replaced by authorized use of a permanent facility, or no later than Substantial Completion. 
Complete or, if necessary, restore permanent construction that may have been delayed because of 
interference with temporary facility.  Repair damaged Work, clean exposed surfaces, and replace 
construction that cannot be satisfactorily repaired.

1. Materials and facilities that constitute temporary facilities are property of Contractor.
2. At Substantial Completion, repair, renovate, and clean permanent facilities used during 

construction period.  Comply with final cleaning requirements specified in Section 017700
"Closeout Procedures."

END OF SECTION 015000
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SECTION 017300 - EXECUTION

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes general administrative and procedural requirements governing execution of the Work 
including, but not limited to, the following:

1. Installation of the Work.
2. Cutting and patching.
3. Progress cleaning.
4. Starting and adjusting.
5. Protection of installed construction.

B. Related Requirements:

1. Section 011000 "Summary" for limits on use of Project site.
2. Section 013300 "Submittal Procedures" for submitting surveys.
3. Section 017700 "Closeout Procedures" for submitting final property survey with Project Record 

Documents, recording of Owner-accepted deviations from indicated lines and levels, and final 
cleaning.

4. Section 024119 "Selective Demolition" for demolition and removal of selected portions of the 
building.

1.3 DEFINITIONS

A. Cutting:  Removal of in-place construction necessary to permit installation or performance of other work.

B. Patching:  Fitting and repair work required to restore construction to original conditions after installation 
of other work.

1.4 QUALITY ASSURANCE

A. Cutting and Patching:  Comply with requirements for and limitations on cutting and patching of 
construction elements.

1. Structural Elements:  When cutting and patching structural elements, notify Architect of locations 
and details of cutting and await directions from Architect before proceeding.  Shore, brace, and 
support structural elements during cutting and patching.  Do not cut and patch structural elements 
in a manner that could change their load-carrying capacity or increase deflection
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2. Operational Elements:  Do not cut and patch operating elements and related components in a 
manner that results in reducing their capacity to perform as intended or that results in increased 
maintenance or decreased operational life or safety. Operational elements include the following:

a. Primary operational systems and equipment.
b. Fire separation assemblies.
c. Air or smoke barriers.
d. Fire-suppression systems.
e. Mechanical systems piping and ducts.
f. Control systems.
g. Communication systems.
h. Fire-detection and -alarm systems.
i. Conveying systems.
j. Electrical wiring systems.
k. Operating systems of special construction.

3. Other Construction Elements:  Do not cut and patch other construction elements or components in 
a manner that could change their load-carrying capacity, that results in reducing their capacity to 
perform as intended, or that results in increased maintenance or decreased operational life or 
safety. Other construction elements include but are not limited to the following:

a. Water, moisture, or vapor barriers.
b. Membranes and flashings.
c. Exterior curtain-wall construction.
d. Sprayed fire-resistive material.
e. Equipment supports.
f. Piping, ductwork, vessels, and equipment.
g. Noise- and vibration-control elements and systems.

4. Visual Elements:  Do not cut and patch construction in a manner that results in visual evidence of 
cutting and patching.  Do not cut and patch exposed construction in a manner that would, in 
Architect's opinion, reduce the building's aesthetic qualities.  Remove and replace construction 
that has been cut and patched in a visually unsatisfactory manner.

B. Cutting and Patching Conference:  Before proceeding, meet at Project site with parties involved in cutting 
and patching, including mechanical and electrical trades.  Review areas of potential interference and 
conflict.  Coordinate procedures and resolve potential conflicts before proceeding.

C. Manufacturer's Installation Instructions:  Obtain and maintain on-site manufacturer's written 
recommendations and instructions for installation of products and equipment.

PART 2 - PRODUCTS

2.1 MATERIALS

A. In-Place Materials:  Use materials for patching identical to in-place materials.  For exposed surfaces, use 
materials that visually match in-place adjacent surfaces to the fullest extent possible.

1. If identical materials are unavailable or cannot be used, use materials that, when installed, will
provide a match acceptable to Architect for the visual and functional performance of in-place
materials.

C-001 Dated 1/22/2013



Lucas County Central Drug Testing Relocation
Lucas County Board of Commissioners

Toledo, Ohio

Construction Documents EXECUTION
The Collaborative Inc. #106086 017300
January 15, 2013 Page 3 of 7

PART 3 - EXECUTION

3.1 EXAMINATION

A. Existing Conditions:  The existence and location of underground and other utilities and construction 
indicated as existing are not guaranteed.  Before beginning sitework, investigate and verify the existence 
and location of underground utilities, mechanical and electrical systems, and other construction affecting 
the Work.

1. Before construction, verify the location and invert elevation at points of connection of sanitary
sewer, storm sewer, and water-service piping; underground electrical services, and other utilities.

2. Furnish location data for work related to Project that must be performed by public utilities serving 
Project site.

B. Examination and Acceptance of Conditions:  Before proceeding with each component of the Work, 
examine substrates, areas, and conditions, with Installer or Applicator present where indicated, for 
compliance with requirements for installation tolerances and other conditions affecting performance.
Record observations.

1. Examine roughing-in for mechanical and electrical systems to verify actual locations of 
connections before equipment and fixture installation.

2. Examine walls, floors, and roofs for suitable conditions where products and systems are to be 
installed.

3. Verify compatibility with and suitability of substrates, including compatibility with existing 
finishes or primers.

C. Written Report:  Where a written report listing conditions detrimental to performance of the Work is 
required by other Sections, include the following:

1. Description of the Work.
2. List of detrimental conditions, including substrates.
3. List of unacceptable installation tolerances.
4. Recommended corrections.

D. Proceed with installation only after unsatisfactory conditions have been corrected.  Proceeding with the 
Work indicates acceptance of surfaces and conditions.

3.2 PREPARATION

A. Existing Utility Information:  Furnish information to Owner that is necessary to adjust, move, or relocate 
existing utility structures, utility poles, lines, services, or other utility appurtenances located in or affected 
by construction.  Coordinate with authorities having jurisdiction.

B. Field Measurements:  Take field measurements as required to fit the Work properly.  Recheck 
measurements before installing each product.  Where portions of the Work are indicated to fit to other 
construction, verify dimensions of other construction by field measurements before fabrication. 
Coordinate fabrication schedule with construction progress to avoid delaying the Work.

C. Space Requirements:  Verify space requirements and dimensions of items shown diagrammatically on 
Drawings.
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D. Review of Contract Documents and Field Conditions:  Immediately on discovery of the need for 
clarification of the Contract Documents caused by differing field conditions outside the control of 
Contractor, submit a request for information to Architect according to requirements in Section 013100
"Project Management and Coordination."

3.3 INSTALLATION

A. General:  Locate the Work and components of the Work accurately, in correct alignment and elevation, as 
indicated.

1. Make vertical work plumb and make horizontal work level.
2. Where space is limited, install components to maximize space available for maintenance and ease 

of removal for replacement.
3. Conceal pipes, ducts, and wiring in finished areas unless otherwise indicated.
4. Maintain minimum headroom clearance of 96 inches (2440 mm) in occupied spaces and 90 inches

(2300 mm) in unoccupied spaces.

B. Comply with manufacturer's written instructions and recommendations for installing products in 
applications indicated.

C. Install products at the time and under conditions that will ensure the best possible results.  Maintain 
conditions required for product performance until Substantial Completion.

D. Conduct construction operations so no part of the Work is subjected to damaging operations or loading in 
excess of that expected during normal conditions of occupancy.

E. Sequence the Work and allow adequate clearances to accommodate movement of construction items on 
site and placement in permanent locations.

F. Tools and Equipment:  Do not use tools or equipment that produce harmful noise levels.

G. Templates:  Obtain and distribute to the parties involved templates for work specified to be factory 
prepared and field installed.  Check Shop Drawings of other work to confirm that adequate provisions are 
made for locating and installing products to comply with indicated requirements.

H. Attachment:  Provide blocking and attachment plates and anchors and fasteners of adequate size and 
number to securely anchor each component in place, accurately located and aligned with other portions of 
the Work.  Where size and type of attachments are not indicated, verify size and type required for load 
conditions.

1. Mounting Heights:  Where mounting heights are not indicated, mount components at heights 
directed by Architect.

2. Allow for building movement, including thermal expansion and contraction.
3. Coordinate installation of anchorages.  Furnish setting drawings, templates, and directions for 

installing anchorages, including sleeves, concrete inserts, anchor bolts, and items with integral 
anchors, that are to be embedded in concrete or masonry.  Deliver such items to Project site in 
time for installation.

I. Joints:  Make joints of uniform width.  Where joint locations in exposed work are not indicated, arrange 
joints for the best visual effect.  Fit exposed connections together to form hairline joints.

J. Hazardous Materials:  Use products, cleaners, and installation materials that are not considered 
hazardous.
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3.4 CUTTING AND PATCHING

A. Cutting and Patching, General:  Employ skilled workers to perform cutting and patching.  Proceed with
cutting and patching at the earliest feasible time, and complete without delay.

1. Cut in-place construction to provide for installation of other components or performance of other 
construction, and subsequently patch as required to restore surfaces to their original condition.

B. Existing Warranties:  Remove, replace, patch, and repair materials and surfaces cut or damaged during 
installation or cutting and patching operations, by methods and with materials so as not to void existing 
warranties.

C. Temporary Support:  Provide temporary support of work to be cut.

D. Protection:  Protect in-place construction during cutting and patching to prevent damage.  Provide 
protection from adverse weather conditions for portions of Project that might be exposed during cutting 
and patching operations.

E. Adjacent Occupied Areas:  Where interference with use of adjoining areas or interruption of free passage 
to adjoining areas is unavoidable, coordinate cutting and patching according to requirements in 
Section 011000 "Summary."

F. Existing Utility Services and Mechanical/Electrical Systems:  Where existing services/systems are 
required to be removed, relocated, or abandoned, bypass such services/systems before cutting to 
minimize interruption to occupied areas.

G. Cutting:  Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar 
operations, including excavation, using methods least likely to damage elements retained or adjoining 
construction.  If possible, review proposed procedures with original Installer; comply with original 
Installer's written recommendations.

1. In general, use hand or small power tools designed for sawing and grinding, not hammering and 
chopping.  Cut holes and slots neatly to minimum size required, and with minimum disturbance of 
adjacent surfaces.  Temporarily cover openings when not in use.

2. Finished Surfaces:  Cut or drill from the exposed or finished side into concealed surfaces.
3. Concrete and Masonry:  Cut using a cutting machine, such as an abrasive saw or a diamond-core

drill.
4. Excavating and Backfilling:  Comply with requirements in applicable Sections where required by 

cutting and patching operations.
5. Mechanical and Electrical Services: Cut off pipe or conduit in walls or partitions to be removed. 

Cap, valve, or plug and seal remaining portion of pipe or conduit to prevent entrance of moisture 
or other foreign matter after cutting.

6. Proceed with patching after construction operations requiring cutting are complete.

H. Patching:  Patch construction by filling, repairing, refinishing, closing up, and similar operations 
following performance of other work.  Patch with durable seams that are as invisible as practicable. 
Provide materials and comply with installation requirements specified in other Sections, where 
applicable.

1. Inspection:  Where feasible, test and inspect patched areas after completion to demonstrate 
physical integrity of installation.

2. Exposed Finishes:  Restore exposed finishes of patched areas and extend finish restoration into 
retained adjoining construction in a manner that will minimize evidence of patching and 
refinishing.
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a. Clean piping, conduit, and similar features before applying paint or other finishing 
materials.

b. Restore damaged pipe covering to its original condition.

3. Floors and Walls:  Where walls or partitions that are removed extend one finished area into 
another, patch and repair floor and wall surfaces in the new space.  Provide an even surface of 
uniform finish, color, texture, and appearance.  Remove in-place floor and wall coverings and 
replace with new materials, if necessary, to achieve uniform color and appearance.

a. Where patching occurs in a painted surface, prepare substrate and apply primer and 
intermediate paint coats appropriate for substrate over the patch, and apply final paint coat 
over entire unbroken surface containing the patch.  Provide additional coats until patch 
blends with adjacent surfaces.

4. Ceilings:  Patch, repair, or rehang in-place ceilings as necessary to provide an even-plane surface 
of uniform appearance.

5. Exterior Building Enclosure:  Patch components in a manner that restores enclosure to a 
weathertight condition and ensures thermal and moisture integrity of building enclosure.

I. Cleaning:  Clean areas and spaces where cutting and patching are performed.  Remove paint, mortar, oils, 
putty, and similar materials from adjacent finished surfaces.

3.5 PROGRESS CLEANING

A. General:  Clean Project site and work areas daily, including common areas.  Enforce requirements
strictly.  Dispose of materials lawfully.

1. Comply with requirements in NFPA 241 for removal of combustible waste materials and debris.
2. Do not hold waste materials more than seven days during normal weather or three days if the 

temperature is expected to rise above 80 deg F (27 deg C).
3. Containerize hazardous and unsanitary waste materials separately from other waste.  Mark 

containers appropriately and dispose of legally, according to regulations.

a. Use containers intended for holding waste materials of type to be stored.

4. Coordinate progress cleaning for joint-use areas where Contractor and other contractors are 
working concurrently.

B. Site:  Maintain Project site free of waste materials and debris.

C. Work Areas:  Clean areas where work is in progress to the level of cleanliness necessary for proper 
execution of the Work.

1. Remove liquid spills promptly.
2. Where dust would impair proper execution of the Work, broom-clean or vacuum the entire work

area, as appropriate.

D. Installed Work:  Keep installed work clean.  Clean installed surfaces according to written instructions of 
manufacturer or fabricator of product installed, using only cleaning materials specifically recommended. 
If specific cleaning materials are not recommended, use cleaning materials that are not hazardous to 
health or property and that will not damage exposed surfaces.

E. Concealed Spaces:  Remove debris from concealed spaces before enclosing the space.
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F. Exposed Surfaces in Finished Areas:  Clean exposed surfaces and protect as necessary to ensure freedom
from damage and deterioration at time of Substantial Completion.

G. Waste Disposal:  Do not bury or burn waste materials on-site.  Do not wash waste materials down sewers 
or into waterways.  Comply with waste disposal requirements in Section 017419 "Construction Waste 
Management and Disposal."

H. During handling and installation, clean and protect construction in progress and adjoining materials 
already in place.  Apply protective covering where required to ensure protection from damage or 
deterioration at Substantial Completion.

I. Clean and provide maintenance on completed construction as frequently as necessary through the 
remainder of the construction period.  Adjust and lubricate operable components to ensure operability 
without damaging effects.

J. Limiting Exposures:  Supervise construction operations to assure that no part of the construction, 
completed or in progress, is subject to harmful, dangerous, damaging, or otherwise deleterious exposure 
during the construction period.

3.6 STARTING AND ADJUSTING

A. Start equipment and operating components to confirm proper operation.  Remove malfunctioning units, 
replace with new units, and retest.

B. Adjust equipment for proper operation.  Adjust operating components for proper operation without 
binding.

C. Test each piece of equipment to verify proper operation.  Test and adjust controls and safeties.  Replace 
damaged and malfunctioning controls and equipment.

3.7 PROTECTION OF INSTALLED CONSTRUCTION

A. Provide final protection and maintain conditions that ensure installed Work is without damage or 
deterioration at time of Substantial Completion.

B. Comply with manufacturer's written instructions for temperature and relative humidity.

END OF SECTION 017300
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SECTION 017700 - CLOSEOUT PROCEDURES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes administrative and procedural requirements for contract closeout, including, but not 
limited to, the following:

1. Substantial Completion procedures.
2. Final completion procedures.
3. Warranties.
4. Final cleaning.
5. Repair of the Work.

B. Related Requirements:

1. Section 017300 "Execution" for progress cleaning of Project site.
2. Section 017823 "Operation and Maintenance Data" for operation and maintenance manual 

requirements.
3. Section 017839 "Project Record Documents" for submitting record Drawings, record 

Specifications, and record Product Data.
4. Section 017900 "Demonstration and Training" for requirements for instructing Owner's personnel.

1.3 ACTION SUBMITTALS

A. Product Data:  For cleaning agents.

B. Contractor's List of Incomplete Items:  Initial submittal at Substantial Completion.

C. Certified List of Incomplete Items:  Final submittal at Final Completion.

1.4 MAINTENANCE MATERIAL SUBMITTALS

A. Schedule of Maintenance Material Items:  For maintenance material submittal items specified in other 
Sections.

1.5 SUBSTANTIAL COMPLETION PROCEDURES

A. Contractor's List of Incomplete Items:  Prepare and submit a list of items to be completed and corrected 
(Contractor's punch list), indicating the value of each item on the list and reasons why the Work is 
incomplete.
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B. Inspection:  Submit a written request for inspection to determine Substantial Completion a minimum of 
10 days prior to date the work will be completed and ready for final inspection and tests.  On receipt of 
request, Architect and Construction Manager will either proceed with inspection or notify Contractor of 
unfulfilled requirements.  Architect will prepare the Certificate of Substantial Completion after inspection 
or will notify Contractor of items, either on Contractor's list or additional items identified by Architect, 
that must be completed or corrected before certificate will be issued.

1. Reinspection:  Request reinspection when the Work identified in previous inspections as 
incomplete is completed or corrected.

2. Results of completed inspection will form the basis of requirements for final completion.

1.6 FINAL COMPLETION PROCEDURES

A. Submittals Prior to Final Completion:  Before requesting final inspection for determining final 
completion, complete the following:

1. Submit a final Application for Payment according to Section 012900 "Payment Procedures."
2. Certified List of Incomplete Items:  Submit certified copy of Architect's Substantial Completion 

inspection list of items to be completed or corrected (punch list), endorsed and dated by Architect.
Certified copy of the list shall state that each item has been completed or otherwise resolved for 
acceptance.

B. Inspection:  Submit a written request for final inspection to determine acceptance a minimum of 10 days 
prior to date the work will be completed and ready for final inspection and tests.  On receipt of request,
Architect and Construction Manager will either proceed with inspection or notify Contractor of 
unfulfilled requirements.  Architect will prepare a final Certificate for Payment after inspection or will
notify Contractor of construction that must be completed or corrected before certificate will be issued.

1. Reinspection:  Request reinspection when the Work identified in previous inspections as 
incomplete is completed or corrected.

1.7 LIST OF INCOMPLETE ITEMS (PUNCH LIST)

A. Organization of List:  Include name and identification of each space and area affected by construction 
operations for incomplete items and items needing correction including, if necessary, areas disturbed by 
Contractor that are outside the limits of construction.

1. Organize list of spaces in sequential order, starting with exterior areas first and proceeding from 
lowest floor to highest floor.

2. Organize items applying to each space by major element, including categories for ceiling, 
individual walls, floors, equipment, and building systems.

3. Include the following information at the top of each page:

a. Project name.
b. Date.
c. Name of Architect and Construction Manager.
d. Name of Contractor.
e. Page number.

4. Submit list of incomplete items in the following format:
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a. MS Excel electronic file.  Architect, through Construction Manager, will return annotated 
file.

1.8 SUBMITTAL OF PROJECT WARRANTIES

A. Time of Submittal:  Submit written warranties on request of Architect for designated portions of the 
Work where commencement of warranties other than date of Substantial Completion is indicated, or 
when delay in submittal of warranties might limit Owner's rights under warranty.

B. Organize warranty documents into an orderly sequence based on the table of contents of Project Manual.

1. Bind warranties and bonds in heavy-duty, three-ring, vinyl-covered, loose-leaf binders, thickness 
as necessary to accommodate contents, and sized to receive 8-1/2-by-11-inch (215-by-280-mm)
paper.

2. Provide heavy paper dividers with plastic-covered tabs for each separate warranty.  Mark tab to 
identify the product or installation.  Provide a typed description of the product or installation, 
including the name of the product and the name, address, and telephone number of Installer.

3. Identify each binder on the front and spine with the typed or printed title "WARRANTIES,"
Project name, and name of Contractor.

4. Warranty Electronic File:  Scan warranties and bonds and assemble complete warranty and bond 
submittal package into a single indexed electronic PDF file with links enabling navigation to each 
item.  Provide bookmarked table of contents at beginning of document.

C. Provide additional copies of each warranty to include in operation and maintenance manuals.

PART 2 - PRODUCTS

2.1 MATERIALS

A. Cleaning Agents:  Use cleaning materials and agents recommended by manufacturer or fabricator of the 
surface to be cleaned.  Do not use cleaning agents that are potentially hazardous to health or property or 
that might damage finished surfaces.

PART 3 - EXECUTION

3.1 FINAL CLEANING

A. General:  Perform final cleaning.  Conduct cleaning and waste-removal operations to comply with local 
laws and ordinances and Federal and local environmental and antipollution regulations.

B. Cleaning:  Employ experienced workers or professional cleaners for final cleaning.  Clean each surface or 
unit to condition expected in an average commercial building cleaning and maintenance program. 
Comply with manufacturer's written instructions.

1. Complete the following cleaning operations before requesting inspection for certification of 
Substantial Completion for entire Project or for a designated portion of Project:
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a. Clean Project site, yard, and grounds, in areas disturbed by construction activities, 
including landscape development areas, of rubbish, waste material, litter, and other foreign 
substances.

b. Sweep paved areas broom clean.  Remove petrochemical spills, stains, and other foreign 
deposits.

c. Rake grounds that are neither planted nor paved to a smooth, even-textured surface.
d. Remove tools, construction equipment, machinery, and surplus material from Project site.
e. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, free of 

stains, films, and similar foreign substances.  Avoid disturbing natural weathering of 
exterior surfaces.  Restore reflective surfaces to their original condition.

f. Remove debris and surface dust from limited access spaces, including roofs, plenums, 
shafts, trenches, equipment vaults, manholes, attics, and similar spaces.

g. Sweep concrete floors broom clean in unoccupied spaces.
h. Vacuum carpet and similar soft surfaces, removing debris and excess nap; clean according 

to manufacturer's recommendations if visible soil or stains remain.
i. Clean transparent materials, including mirrors and glass in doors and windows.  Remove 

glazing compounds and other noticeable, vision-obscuring materials.  Polish mirrors and 
glass, taking care not to scratch surfaces.

j. Remove labels that are not permanent.
k. Wipe surfaces of mechanical and electrical equipment and similar equipment.  Remove 

excess lubrication, paint and mortar droppings, and other foreign substances.
l. Clean plumbing fixtures to a sanitary condition, free of stains, including stains resulting 

from water exposure.
m. Replace disposable air filters and clean permanent air filters.  Clean exposed surfaces of 

diffusers, registers, and grills.
n. Clean ducts, blowers, and coils if units were operated without filters during construction or 

that display contamination with particulate matter on inspection.
o. Clean light fixtures, lamps, globes, and reflectors to function with full efficiency.
p. Leave Project clean and ready for occupancy.

C. Construction Waste Disposal:  Comply with waste disposal requirements in Section 015000 "Temporary 
Facilities and Controls."

3.2 REPAIR OF THE WORK

A. Complete repair and restoration operations before requesting inspection for determination of Substantial
Completion.

B. Repair or remove and replace defective construction.  Repairing includes replacing defective parts, 
refinishing damaged surfaces, touching up with matching materials, and properly adjusting operating 
equipment.  Where damaged or worn items cannot be repaired or restored, provide replacements. 
Remove and replace operating components that cannot be repaired. Restore damaged construction and 
permanent facilities used during construction to specified condition.

1. Remove and replace chipped, scratched, and broken glass, reflective surfaces, and other damaged 
transparent materials.

2. Touch up and otherwise repair and restore marred or exposed finishes and surfaces.  Replace 
finishes and surfaces that that already show evidence of repair or restoration.

a. Do not paint over "UL" and other required labels and identification, including mechanical 
and electrical nameplates.  Remove paint applied to required labels and identification.

3. Replace parts subject to operating conditions during construction that may impede operation or 
reduce longevity.
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4. Replace burned-out bulbs, bulbs noticeably dimmed by hours of use, and defective and noisy 
starters in fluorescent and mercury vapor fixtures to comply with requirements for new fixtures.

END OF SECTION 017700

Dated 1/22/2013
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SECTION 017823 - OPERATION AND MAINTENANCE DATA

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes administrative and procedural requirements for preparing operation and maintenance 
manuals, including the following:

1. Operation and maintenance documentation directory.
2. Operation manuals for systems, subsystems, and equipment.
3. Product maintenance manuals.
4. Systems and equipment maintenance manuals.

B. Related Requirements:

1. Section 013300 "Submittal Procedures" for submitting copies of submittals for operation and 
maintenance manuals.

1.3 DEFINITIONS

A. System:  An organized collection of parts, equipment, or subsystems united by regular interaction.

B. Subsystem:  A portion of a system with characteristics similar to a system.

1.4 CLOSEOUT SUBMITTALS

A. Manual Content:  Operations and maintenance manual content is specified in individual Specification 
Sections to be reviewed at the time of Section submittals.  Submit reviewed manual content formatted and 
organized as required by this Section.

1. Architect will comment on whether content of operations and maintenance submittals are 
acceptable.

2. Where applicable, clarify and update reviewed manual content to correspond to revisions and field 
conditions.

B. Format:  Submit operations and maintenance manuals in the following format:

1. PDF electronic file.  Assemble each manual into a composite electronically indexed file.  Submit 
on digital media acceptable to Architect.

a. Name each indexed document file in composite electronic index with applicable item 
name.  Include a complete electronically linked operation and maintenance directory.
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b. Enable inserted reviewer Comments on draft submittals.

C. Final Manual Submittal:  Submit each manual in final form prior to requesting inspection for Substantial 
Completion and at least 15 days before commencing demonstration and training.  Architect will return 
copy with comments.

1. Correct or revise each manual to comply with Architect's comments.  Submit copies of each 
corrected manual within 15 days of receipt of Architect's comments and prior to commencing 
demonstration and training.

PART 2 - PRODUCTS

2.1 OPERATION AND MAINTENANCE DOCUMENTATION DIRECTORY

A. Directory:  Prepare a single, comprehensive directory of emergency, operation, and maintenance data and 
materials, listing items and their location to facilitate ready access to desired information.  Include a 
section in the directory for each of the following:

1. List of documents.
2. List of systems.
3. List of equipment.
4. Table of contents.

B. List of Systems and Subsystems:  List systems alphabetically.  Include references to operation and 
maintenance manuals that contain information about each system.

C. List of Equipment:  List equipment for each system, organized alphabetically by system.  For pieces of 
equipment not part of system, list alphabetically in separate list.

D. Tables of Contents:  Include a table of contents for each emergency, operation, and maintenance manual.

E. Identification:  In the documentation directory and in each operation and maintenance manual, identify 
each system, subsystem, and piece of equipment with same designation used in the Contract Documents. 
If no designation exists, assign a designation according to ASHRAE Guideline 4, "Preparation of 
Operating and Maintenance Documentation for Building Systems."

2.2 REQUIREMENTS FOR EMERGENCY, OPERATION, AND MAINTENANCE MANUALS

A. Organization:  Unless otherwise indicated, organize each manual into a separate section for each system 
and subsystem, and a separate section for each piece of equipment not part of a system.  Each manual 
shall contain the following materials, in the order listed:

1. Title page.
2. Table of contents.
3. Manual contents.

B. Title Page:  Include the following information:

1. Subject matter included in manual.
2. Name and address of Project.
3. Date of submittal.
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4. Name and contact information for Contractor.
5. Names and contact information for major consultants to the Architect that designed the systems 

contained in the manuals.

C. Table of Contents:  List each product included in manual, identified by product name, indexed to the 
content of the volume, and cross-referenced to Specification Section number in Project Manual.

1. If operation or maintenance documentation requires more than one volume to accommodate data, 
include comprehensive table of contents for all volumes in each volume of the set.

D. Manual Contents:  Organize into sets of manageable size.  Arrange contents alphabetically by system, 
subsystem, and equipment.  If possible, assemble instructions for subsystems, equipment, and 
components of one system into a single binder.

E. Manuals, Electronic Files:  Submit manuals in the form of a multiple file composite electronic PDF file 
for each manual type required.

1. Electronic Files:  Use electronic files prepared by manufacturer where available.  Where scanning 
of paper documents is required, configure scanned file for minimum readable file size.

2. File Names and Bookmarks:  Enable bookmarking of individual documents based on file names.
Name document files to correspond to system, subsystem, and equipment names used in manual 
directory and table of contents.  Group documents for each system and subsystem into individual 
composite bookmarked files, then create composite manual, so that resulting bookmarks reflect the 
system, subsystem, and equipment names in a readily navigated file tree.  Configure electronic 
manual to display bookmark panel on opening file.

2.3 OPERATION MANUALS

A. Content:  In addition to requirements in this Section, include operation data required in individual 
Specification Sections and the following information:

1. System, subsystem, and equipment descriptions.  Use designations for systems and equipment 
indicated on Contract Documents.

2. Operating standards.
3. Operating procedures.
4. Wiring diagrams.
5. Control diagrams.
6. Piped system diagrams.
7. Precautions against improper use.
8. License requirements including inspection and renewal dates.

B. Descriptions:  Include the following:

1. Product name and model number.  Use designations for products indicated on Contract 
Documents.

2. Manufacturer's name.
3. Equipment identification with serial number of each component.
4. Equipment function.
5. Operating characteristics.
6. Limiting conditions.
7. Performance curves.
8. Engineering data and tests.
9. Complete nomenclature and number of replacement parts.
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C. Operating Procedures:  Include the following, as applicable:

1. Startup procedures.
2. Equipment or system break-in procedures.
3. Routine and normal operating instructions.
4. Regulation and control procedures.
5. Instructions on stopping.
6. Normal shutdown instructions.
7. Seasonal and weekend operating instructions.
8. Required sequences for electric or electronic systems.
9. Special operating instructions and procedures.

D. Systems and Equipment Controls:  Describe the sequence of operation, and diagram controls as installed.

E. Piped Systems:  Diagram piping as installed, and identify color-coding where required for identification.

2.4 PRODUCT MAINTENANCE MANUALS

A. Content:  Organize manual into a separate section for each product, material, and finish. Include source 
information, product information, maintenance procedures, repair materials and sources, and warranties 
and bonds, as described below.

B. Source Information:  List each product included in manual, identified by product name and arranged to 
match manual's table of contents.  For each product, list name, address, and telephone number of Installer 
or supplier and maintenance service agent, and cross-reference Specification Section number and title in 
Project Manual and drawing or schedule designation or identifier where applicable.

C. Product Information:  Include the following, as applicable:

1. Product name and model number.
2. Manufacturer's name.
3. Color, pattern, and texture.
4. Material and chemical composition.
5. Reordering information for specially manufactured products.

D. Maintenance Procedures:  Include manufacturer's written recommendations and the following:

1. Inspection procedures.
2. Types of cleaning agents to be used and methods of cleaning.
3. List of cleaning agents and methods of cleaning detrimental to product.
4. Schedule for routine cleaning and maintenance.
5. Repair instructions.

E. Repair Materials and Sources:  Include lists of materials and local sources of materials and related 
services.

F. Warranties and Bonds:  Include copies of warranties and bonds and lists of circumstances and conditions 
that would affect validity of warranties or bonds.

1. Include procedures to follow and required notifications for warranty claims.

2.5 SYSTEMS AND EQUIPMENT MAINTENANCE MANUALS
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A. Content:  For each system, subsystem, and piece of equipment not part of a system, include source 
information, manufacturers' maintenance documentation, maintenance procedures, maintenance and 
service schedules, spare parts list and source information, maintenance service contracts, and warranty
and bond information, as described below.

B. Source Information:  List each system, subsystem, and piece of equipment included in manual, identified 
by product name and arranged to match manual's table of contents.  For each product, list name, address, 
and telephone number of Installer or supplier and maintenance service agent, and cross-reference
Specification Section number and title in Project Manual and drawing or schedule designation or 
identifier where applicable.

C. Manufacturers' Maintenance Documentation:  Manufacturers' maintenance documentation including the 
following information for each component part or piece of equipment:

1. Standard maintenance instructions and bulletins.
2. Drawings, diagrams, and instructions required for maintenance, including disassembly and 

component removal, replacement, and assembly.
3. Identification and nomenclature of parts and components.
4. List of items recommended to be stocked as spare parts.

D. Maintenance Procedures:  Include the following information and items that detail essential maintenance
procedures:

1. Test and inspection instructions.
2. Troubleshooting guide.
3. Precautions against improper maintenance.
4. Disassembly; component removal, repair, and replacement; and reassembly instructions.
5. Aligning, adjusting, and checking instructions.
6. Demonstration and training video recording, if available.

E. Maintenance and Service Schedules:  Include service and lubrication requirements, list of required 
lubricants for equipment, and separate schedules for preventive and routine maintenance and service with 
standard time allotment.

1. Scheduled Maintenance and Service:  Tabulate actions for daily, weekly, monthly, quarterly, 
semiannual, and annual frequencies.

2. Maintenance and Service Record:  Include manufacturers' forms for recording maintenance.

F. Spare Parts List and Source Information:  Include lists of replacement and repair parts, with parts 
identified and cross-referenced to manufacturers' maintenance documentation and local sources of 
maintenance materials and related services.

G. Maintenance Service Contracts: Include copies of maintenance agreements with name and telephone 
number of service agent.

H. Warranties and Bonds:  Include copies of warranties and bonds and lists of circumstances and conditions 
that would affect validity of warranties or bonds.

1. Include procedures to follow and required notifications for warranty claims.

PART 3 - EXECUTION
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3.1 MANUAL PREPARATION

A. Operation and Maintenance Documentation Directory:  Prepare a separate manual that provides an 
organized reference to emergency, operation, and maintenance manuals.

B. Product Maintenance Manual:  Assemble a complete set of maintenance data indicating care and 
maintenance of each product, material, and finish incorporated into the Work.

C. Operation and Maintenance Manuals:  Assemble a complete set of operation and maintenance data 
indicating operation and maintenance of each system, subsystem, and piece of equipment not part of a 
system.

1. Engage a factory-authorized service representative to assemble and prepare information for each 
system, subsystem, and piece of equipment not part of a system.

2. Prepare a separate manual for each system and subsystem, in the form of an instructional manual 
for use by Owner's operating personnel.

D. Manufacturers' Data:  Where manuals contain manufacturers' standard printed data, include only sheets 
pertinent to product or component installed.  Mark each sheet to identify each product or component 
incorporated into the Work.  If data include more than one item in a tabular format, identify each item 
using appropriate references from the Contract Documents.  Identify data applicable to the Work and 
delete references to information not applicable.

1. Prepare supplementary text if manufacturers' standard printed data are not available and where the 
information is necessary for proper operation and maintenance of equipment or systems.

E. Drawings:  Prepare drawings supplementing manufacturers' printed data to illustrate the relationship of 
component parts of equipment and systems and to illustrate control sequence and flow diagrams. 
Coordinate these drawings with information contained in record Drawings to ensure correct illustration of 
completed installation.

1. Do not use original project record documents as part of operation and maintenance manuals.
2. Comply with requirements of newly prepared record Drawings in Section 017839 "Project Record 

Documents."

F. Comply with Section 017700 "Closeout Procedures" for schedule for submitting operation and 
maintenance documentation.

END OF SECTION 017823
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SECTION 017839 - PROJECT RECORD DOCUMENTS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes administrative and procedural requirements for project record documents, including the 
following:

1. Record Drawings.
2. Record Specifications.

B. Related Requirements:

1. Section 017700 "Closeout Procedures" for general closeout procedures.
2. Section 017823 "Operation and Maintenance Data" for operation and maintenance manual 

requirements.

1.3 CLOSEOUT SUBMITTALS

A. Record Drawings:  Comply with the following:

1. Number of Copies:  Submit one set(s) of marked-up record prints.

B. Record Specifications:  Submit one paper copy of Project's Specifications, including addenda and 
contract modifications.

C. Record Product Data:  Submit one paper copy of each submittal.

1. Where record Product Data are required as part of operation and maintenance manuals, submit 
duplicate marked-up Product Data as a component of manual.

D. Miscellaneous Record Submittals:  See other Specification Sections for miscellaneous record-keeping
requirements and submittals in connection with various construction activities.  Submit one paper copy of
each submittal.

PART 2 - PRODUCTS

2.1 RECORD DRAWINGS

A. Record Prints:  Maintain one set of marked-up paper copies of the Contract Drawings and Shop 
Drawings, incorporating new and revised drawings as modifications are issued.
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1. Preparation:  Mark record prints to show the actual installation where installation varies from that 
shown originally.  Require individual or entity who obtained record data, whether individual or 
entity is Installer, subcontractor, or similar entity, to provide information for preparation of 
corresponding marked-up record prints.

a. Give particular attention to information on concealed elements that would be difficult to 
identify or measure and record later.

b. Accurately record information in an acceptable drawing technique.
c. Record data as soon as possible after obtaining it.
d. Record and check the markup before enclosing concealed installations.
e. Cross-reference record prints to corresponding archive photographic documentation.

2. Content:  Types of items requiring marking include, but are not limited to, the following:

a. Dimensional changes to Drawings.
b. Revisions to details shown on Drawings.
c. Depths of foundations below first floor.
d. Locations and depths of underground utilities.
e. Revisions to routing of piping and conduits.
f. Revisions to electrical circuitry.
g. Actual equipment locations.
h. Duct size and routing.
i. Locations of concealed internal utilities.
j. Changes made by Change Order or Construction Change Directive.
k. Changes made following Architect's written orders.
l. Details not on the original Contract Drawings.
m. Field records for variable and concealed conditions.
n. Record information on the Work that is shown only schematically.

3. Mark the Contract Drawings and Shop Drawings completely and accurately.  Use personnel 
proficient at recording graphic information in production of marked-up record prints.

4. Mark record sets with erasable, red-colored pencil.  Use other colors to distinguish between
changes for different categories of the Work at same location.

5. Mark important additional information that was either shown schematically or omitted from 
original Drawings.

6. Note Construction Change Directive numbers, alternate numbers, Change Order numbers, and 
similar identification, where applicable.

B. Format:  Identify and date each record Drawing; include the designation "PROJECT RECORD 
DRAWING" in a prominent location.

1. Record Prints:  Organize record prints and newly prepared record Drawings into manageable sets. 
Bind each set with durable paper cover sheets.  Include identification on cover sheets.

2. Identification:  As follows:

a. Project name.
b. Date.
c. Designation "PROJECT RECORD DRAWINGS."
d. Name of Architect and Construction Manager.
e. Name of Contractor.

2.2 RECORD SPECIFICATIONS
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A. Preparation:  Mark Specifications to indicate the actual product installation where installation varies from 
that indicated in Specifications, addenda, and contract modifications.

1. Give particular attention to information on concealed products and installations that cannot be 
readily identified and recorded later.

2. Mark copy with the proprietary name and model number of products, materials, and equipment
furnished, including substitutions and product options selected.

3. Record the name of manufacturer, supplier, Installer, and other information necessary to provide a 
record of selections made.

4. For each principal product, indicate whether record Product Data has been submitted in operation 
and maintenance manuals instead of submitted as record Product Data.

5. Note related Change Orders, record Product Data, and record Drawings where applicable.

B. Format:  Submit record Specifications as paper copy.

PART 3 - EXECUTION

3.1 RECORDING AND MAINTENANCE

A. Recording:  Maintain one copy of each submittal during the construction period for project record 
document purposes.  Post changes and revisions to project record documents as they occur; do not wait 
until end of Project.

B. Maintenance of Record Documents and Samples:  Store record documents and Samples in the field office 
apart from the Contract Documents used for construction.  Do not use project record documents for 
construction purposes.  Maintain record documents in good order and in a clean, dry, legible condition, 
protected from deterioration and loss.  Provide access to project record documents for Architect's and
Construction Manager's reference during normal working hours.

END OF SECTION 017839
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SECTION 017900 - DEMONSTRATION AND TRAINING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
other Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes administrative and procedural requirements for instructing Owner's personnel, including 
the following:

1. Demonstration of operation of systems, subsystems, and equipment.
2. Training in operation and maintenance of systems, subsystems, and equipment.
3. Demonstration and training video recordings.

B. Allowances:  Furnish demonstration and training instruction time under the Demonstration and Training 
Allowance as specified in Section 012100 "Allowances."

C. Unit Price for Instruction Time:  Length of instruction time will be measured by actual time spent 
performing demonstration and training in required location.  No payment will be made for time spent 
assembling educational materials, setting up, or cleaning up.  See requirements in Section 012200 "Unit 
Prices."

1.3 INFORMATIONAL SUBMITTALS

A. Instruction Program:  Submit outline of instructional program for demonstration and training, including a 
list of training modules and a schedule of proposed dates, times, length of instruction time, and 
instructors' names for each training module.  Include learning objective and outline for each training 
module.

1. Indicate proposed training modules using manufacturer-produced demonstration and training 
video recordings for systems, equipment, and products in lieu of video recording of live
instructional module.

B. Attendance Record:  For each training module, submit list of participants and length of instruction time.

1.4 CLOSEOUT SUBMITTALS

A. Demonstration and Training Video Recordings:  Submit two copies within seven days of end of each 
training module.

1. Identification:  On each copy, provide an applied label with the following information:

a. Name of Project.
b. Name and address of videographer.
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c. Name of Architect.
d. Name of Construction Manager.
e. Name of Contractor.
f. Date of video recording.

2. Transcript:  Prepared in PDF electronic format.  Include a cover sheet with same label information 
as the corresponding video recording and a table of contents with links to corresponding training 
components.  Include name of Project and date of video recording on each page.

3. At completion of training, submit complete training manual(s) for Owner's use prepared and 
bound in format matching operation and maintenance manuals.

1.5 QUALITY ASSURANCE

A. Facilitator Qualifications:  A firm or individual experienced in training or educating maintenance 
personnel in a training program similar in content and extent to that indicated for this Project, and whose 
work has resulted in training or education with a record of successful learning performance.

B. Instructor Qualifications:  A factory-authorized service representative, complying with requirements in 
Section 014000 "Quality Requirements," experienced in operation and maintenance procedures and 
training.

C. Videographer Qualifications:  A professional videographer who is experienced photographing
demonstration and training events similar to those required.

1.6 COORDINATION

A. Coordinate instruction schedule with Owner's operations.  Adjust schedule as required to minimize 
disrupting Owner's operations and to ensure availability of Owner's personnel.

B. Coordinate instructors, including providing notification of dates, times, length of instruction time, and 
course content.

C. Coordinate content of training modules with content of approved emergency, operation, and maintenance 
manuals.  Do not submit instruction program until operation and maintenance data has been reviewed and 
approved by Architect.

PART 2 - PRODUCTS

2.1 INSTRUCTION PROGRAM

A. Program Structure:  Develop an instruction program that includes individual training modules for each 
system and for equipment not part of a system, as required by individual Specification Sections.

B. Training Modules:  Develop a learning objective and teaching outline for each module.  Include a 
description of specific skills and knowledge that participant is expected to master.  For each module, 
include instruction for the following as applicable to the system, equipment, or component:

1. Basis of System Design, Operational Requirements, and Criteria:  Include the following:

a. System, subsystem, and equipment descriptions.
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b. Performance and design criteria if Contractor is delegated design responsibility.
c. Operating standards.
d. Regulatory requirements.
e. Equipment function.
f. Operating characteristics.
g. Limiting conditions.
h. Performance curves.

2. Documentation:  Review the following items in detail:

a. Emergency manuals.
b. Operations manuals.
c. Maintenance manuals.
d. Project record documents.
e. Identification systems.
f. Warranties and bonds.
g. Maintenance service agreements and similar continuing commitments.

3. Emergencies:  Include the following, as applicable:

a. Instructions on meaning of warnings, trouble indications, and error messages.
b. Instructions on stopping.
c. Shutdown instructions for each type of emergency.
d. Operating instructions for conditions outside of normal operating limits.
e. Sequences for electric or electronic systems.
f. Special operating instructions and procedures.

4. Operations:  Include the following, as applicable:

a. Startup procedures.
b. Equipment or system break-in procedures.
c. Routine and normal operating instructions.
d. Regulation and control procedures.
e. Control sequences.
f. Safety procedures.
g. Instructions on stopping.
h. Normal shutdown instructions.
i. Operating procedures for emergencies.
j. Operating procedures for system, subsystem, or equipment failure.
k. Seasonal and weekend operating instructions.
l. Required sequences for electric or electronic systems.
m. Special operating instructions and procedures.

5. Adjustments:  Include the following:

a. Alignments.
b. Checking adjustments.
c. Noise and vibration adjustments.
d. Economy and efficiency adjustments.

6. Troubleshooting:  Include the following:

a. Diagnostic instructions.
b. Test and inspection procedures.
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7. Maintenance:  Include the following:

a. Inspection procedures.
b. Types of cleaning agents to be used and methods of cleaning.
c. List of cleaning agents and methods of cleaning detrimental to product.
d. Procedures for routine cleaning
e. Procedures for preventive maintenance.
f. Procedures for routine maintenance.
g. Instruction on use of special tools.

8. Repairs:  Include the following:

a. Diagnosis instructions.
b. Repair instructions.
c. Disassembly; component removal, repair, and replacement; and reassembly instructions.
d. Instructions for identifying parts and components.
e. Review of spare parts needed for operation and maintenance.

PART 3 - EXECUTION

3.1 PREPARATION

A. Assemble educational materials necessary for instruction, including documentation and training module. 
Assemble training modules into a training manual organized in coordination with requirements in 
Section 017823 "Operation and Maintenance Data."

B. Set up instructional equipment at instruction location.

3.2 INSTRUCTION

A. Facilitator:  Engage a qualified facilitator to prepare instruction program and training modules, to 
coordinate instructors, and to coordinate between Contractor and Owner for number of participants, 
instruction times, and location.

B. Engage qualified instructors to instruct Owner's personnel to adjust, operate, and maintain systems, 
subsystems, and equipment not part of a system.

1. Architect will furnish an instructor to describe basis of system design, operational requirements, 
criteria, and regulatory requirements.

2. Owner will furnish an instructor to describe Owner's operational philosophy.
3. Owner will furnish Contractor with names and positions of participants.

C. Scheduling:  Provide instruction at mutually agreed on times.  For equipment that requires seasonal 
operation, provide similar instruction at start of each season.

1. Schedule training with Owner, through Construction Manager, with at least seven days' advance 
notice.

D. Training Location and Reference Material:  Conduct training on-site in the completed and fully 
operational facility using the actual equipment in-place.  Conduct training using final operation and 
maintenance data submittals.
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E. Cleanup:  Collect used and leftover educational materials and give to Owner.  Remove instructional 
equipment.  Restore systems and equipment to condition existing before initial training use.

3.3 DEMONSTRATION AND TRAINING VIDEO RECORDINGS

A. General:  Engage a qualified commercial videographer to record demonstration and training video 
recordings.  Record each training module separately. Include classroom instructions and demonstrations, 
board diagrams, and other visual aids, but not student practice.

1. At beginning of each training module, record each chart containing learning objective and lesson 
outline.

B. Video:  Provide minimum 640 x 480 video resolution converted to format file type acceptable to Owner,
on electronic media.

1. Electronic Media:  Read-only format compact disc acceptable to Owner, with commercial-grade
graphic label.

2. File Hierarchy:  Organize folder structure and file locations according to project manual table of 
contents.  Provide complete screen-based menu.

3. File Names:  Utilize file names based upon name of equipment generally described in video 
segment, as identified in Project specifications.

4. Contractor and Installer Contact File:  Using appropriate software, create a file for inclusion on the 
Equipment Demonstration and Training DVD that describes the following for each Contractor 
involved on the Project, arranged according to Project table of contents:

a. Name of Contractor/Installer.
b. Business address.
c. Business phone number.
d. Point of contact.
e. E-mail address.

C. Recording:  Mount camera on tripod before starting recording, unless otherwise necessary to adequately 
cover area of demonstration and training.  Display continuous running time.

1. Film training session(s) in segments not to exceed 15 minutes.

a. Produce segments to present a single significant piece of equipment per segment.
b. Organize segments with multiple pieces of equipment to follow order of Project Manual 

table of contents.
c. Where a training session on a particular piece of equipment exceeds 15 minutes, stop 

filming and pause training session.  Begin training session again upon commencement of 
new filming segment.

D. Light Levels:  Verify light levels are adequate to properly light equipment.  Verify equipment markings 
are clearly visible prior to recording.

1. Furnish additional portable lighting as required.

END OF SECTION 017900
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SECTION 024119 - SELECTIVE DEMOLITION

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Demolition and removal of selected portions of building or structure.
2. Demolition and removal of selected site elements.

B. Related Requirements:

1. Section 011000 "Summary" for restrictions on the use of the premises, Owner-occupancy
requirements, and phasing requirements.

2. Section 017300 "Execution" for cutting and patching procedures.
3. Section 311000 "Site Clearing" for site clearing and removal of above- and below-grade

improvements.

1.3 DEFINITIONS

A. Remove:  Detach items from existing construction and legally dispose of them off-site unless indicated to 
be removed and salvaged or removed and reinstalled.

B. Existing to Remain:  Existing items of construction that are not to be permanently removed and that are 
not otherwise indicated to be removed, removed and salvaged, or removed and reinstalled.

1.4 MATERIALS OWNERSHIP

A. Unless otherwise indicated, demolition waste becomes property of Contractor.

1.5 INFORMATIONAL SUBMITTALS

A. Predemolition Photographs or Video:  Submit before Work begins.

B. Statement of Refrigerant Recovery:  Signed by refrigerant recovery technician responsible for recovering 
refrigerant, stating that all refrigerant that was present was recovered and that recovery was performed 
according to EPA regulations.  Include name and address of technician and date refrigerant was 
recovered.

C. Warranties:  Documentation indicated that existing warranties are still in effect after completion of 
selective demolition.
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1.6 QUALITY ASSURANCE

A. Refrigerant Recovery Technician Qualifications:  Certified by an EPA-approved certification program.

1.7 FIELD CONDITIONS

A. Conditions existing at time of inspection for bidding purpose will be maintained by Owner as far as 
practical.

B. Notify Architect of discrepancies between existing conditions and Drawings before proceeding with 
selective demolition.

C. Hazardous Materials:  It is not expected that hazardous materials will be encountered in the Work.

1. Hazardous materials will be removed by Owner before start of the Work.
2. If suspected hazardous materials are encountered, do not disturb; immediately notify Architect and

Owner.  Hazardous materials will be removed by Owner under a separate contract.

D. Storage or sale of removed items or materials on-site is not permitted.

E. Utility Service:  Maintain existing utilities indicated to remain in service and protect them against damage
during selective demolition operations.

1. Maintain fire-protection facilities in service during selective demolition operations.

PART 2 - PRODUCTS

2.1 PEFORMANCE REQUIREMENTS

A. Regulatory Requirements:  Comply with governing EPA notification regulations before beginning
selective demolition.  Comply with hauling and disposal regulations of authorities having jurisdiction.

B. Standards:  Comply with ANSI/ASSE A10.6 and NFPA 241.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Verify that utilities have been disconnected and capped before starting selective demolition operations.

B. Survey existing conditions and correlate with requirements indicated to determine extent of selective 
demolition required.

C. When unanticipated mechanical, electrical, or structural elements that conflict with intended function or 
design are encountered, investigate and measure the nature and extent of conflict.  Promptly submit a 
written report to Architect.

D. Survey of Existing Conditions:  Record existing conditions by use of preconstruction photographs.
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3.2 UTILITY SERVICES AND MECHANICAL/ELECTRICAL SYSTEMS

A. Existing Services/Systems to Remain:  Maintain services/systems indicated to remain and protect them 
against damage.

1. Comply with requirements for existing services/systems interruptions specified in Section 011000
"Summary."

B. Existing Services/Systems to Be Removed, Relocated, or Abandoned:  Locate, identify, disconnect, and 
seal or cap off indicated utility services and mechanical/electrical systems serving areas to be selectively 
demolished.

1. Owner will arrange to shut off indicated services/systems when requested by Contractor.
2. If services/systems are required to be removed, relocated, or abandoned, provide temporary 

services/systems that bypass area of selective demolition and that maintain continuity of 
services/systems to other parts of building.

3. Disconnect, demolish, and remove fire-suppression systems, plumbing, and HVAC systems, 
equipment, and components indicated to be removed.

a. Piping to Be Removed:  Remove portion of piping indicated to be removed and cap or plug 
remaining piping with same or compatible piping material.

b. Equipment to Be Removed:  Disconnect and cap services and remove equipment.
c. Ducts to Be Removed:  Remove portion of ducts indicated to be removed and plug 

remaining ducts with same or compatible ductwork material.

C. Refrigerant:  Remove refrigerant from mechanical equipment to be selectively demolished according to 
40 CFR 82 and regulations of authorities having jurisdiction.

3.3 PREPARATION

A. Site Access and Temporary Controls:  Conduct selective demolition and debris-removal operations to 
ensure minimum interference with roads, streets, walks, walkways, and other adjacent occupied and used 
facilities.

1. Comply with requirements for access and protection specified in Section 015000 "Temporary
Facilities and Controls."

B. Temporary Facilities:  Provide temporary barricades and other protection required to prevent injury to 
people and damage to adjacent buildings and facilities to remain.

1. Provide protection to ensure safe passage of people around selective demolition area and to and 
from occupied portions of building.

2. Provide temporary weather protection, during interval between selective demolition of existing 
construction on exterior surfaces and new construction, to prevent water leakage and damage to 
structure and interior areas.

3. Protect walls, ceilings, floors, and other existing finish work that are to remain or that are exposed 
during selective demolition operations.

4. Comply with requirements for temporary enclosures, dust control, heating, and cooling specified 
in Section 015000 "Temporary Facilities and Controls."

C. Temporary Shoring:  Provide and maintain shoring, bracing, and structural supports as required to 
preserve stability and prevent movement, settlement, or collapse of construction and finishes to remain, 
and to prevent unexpected or uncontrolled movement or collapse of construction being demolished.
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1. Strengthen or add new supports when required during progress of selective demolition.

3.4 SELECTIVE DEMOLITION, GENERAL

A. General:  Demolish and remove existing construction only to the extent required by new construction and 
as indicated.  Use methods required to complete the Work within limitations of governing regulations and 
as follows:

1. Proceed with selective demolition systematically, from higher to lower level.  Complete selective 
demolition operations above each floor or tier before disturbing supporting members on the next 
lower level.

2. Neatly cut openings and holes plumb, square, and true to dimensions required.  Use cutting 
methods least likely to damage construction to remain or adjoining construction.  Use hand tools 
or small power tools designed for sawing or grinding, not hammering and chopping, to minimize 
disturbance of adjacent surfaces.  Temporarily cover openings to remain.

3. Cut or drill from the exposed or finished side into concealed surfaces to avoid marring existing 
finished surfaces.

4. Do not use cutting torches until work area is cleared of flammable materials.  At concealed spaces, 
such as duct and pipe interiors, verify condition and contents of hidden space before starting 
flame-cutting operations.  Maintain fire watch and portable fire-suppression devices during flame-
cutting operations.

5. Maintain adequate ventilation when using cutting torches.
6. Remove decayed, vermin-infested, or otherwise dangerous or unsuitable materials and promptly 

dispose of off-site.
7. Remove structural framing members and lower to ground by method suitable to avoid free fall and 

to prevent ground impact or dust generation.
8. Locate selective demolition equipment and remove debris and materials so as not to impose 

excessive loads on supporting walls, floors, or framing.

B. Existing Items to Remain:  Protect construction indicated to remain against damage and soiling during 
selective demolition.  When permitted by Architect, items may be removed to a suitable, protected 
storage location during selective demolition and cleaned and reinstalled in their original locations after 
selective demolition operations are complete.

3.5 SELECTIVE DEMOLITION PROCEDURES FOR SPECIFIC MATERIALS

A. Masonry:  Demolish in small sections.  Cut masonry at junctures with construction to remain, using 
power-driven saw, then remove masonry between saw cuts.

B. Concrete Slabs-on-Grade:  Saw-cut perimeter of area to be demolished, then break up and remove.

C. Resilient Floor Coverings:  Remove floor coverings and adhesive according to recommendations in 
RFCI's "Recommended Work Practices for the Removal of Resilient Floor Coverings." Do not use 
methods requiring solvent-based adhesive strippers.

D. Roofing:  Remove no more existing roofing than what can be covered in one day by new roofing and so 
that building interior remains watertight and weathertight.  See Section <Insert Section number>
"<Insert Section title>" for new roofing requirements.

1. Remove existing roof membrane, flashings, copings, and roof accessories.
2. Remove existing roofing system down to substrate.
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3.6 DISPOSAL OF DEMOLISHED MATERIALS

A. General:  Except for items or materials indicated to be recycled, reused, salvaged, reinstalled, or 
otherwise indicated to remain Owner's property, remove demolished materials from Project site and
legally dispose of them in an EPA-approved landfill.

1. Do not allow demolished materials to accumulate on-site.
2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces and areas.
3. Remove debris from elevated portions of building by chute, hoist, or other device that will convey 

debris to grade level in a controlled descent.

B. Burning:  Do not burn demolished materials.

C. Disposal:  Transport demolished materials off Owner's property and legally dispose of them.

3.7 CLEANING

A. Clean adjacent structures and improvements of dust, dirt, and debris caused by selective demolition 
operations.  Return adjacent areas to condition existing before selective demolition operations began.

END OF SECTION 024119
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SECTION 033053 - MISCELLANEOUS CAST-IN-PLACE CONCRETE

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes cast-in-place concrete, including reinforcement, concrete materials, mixture design, 
placement procedures, and finishes.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product indicated.

B. Other Action Submittal:

1. Design Mixtures:  For each concrete mixture.

1.4 QUALITY ASSURANCE

A. Ready-Mix-Concrete Manufacturer Qualifications:  A firm experienced in manufacturing ready-mixed
concrete products and that complies with ASTM C 94/C 94M requirements for production facilities and 
equipment.

B. Comply with the following sections of ACI 301 (ACI 301M), unless modified by requirements in the 
Contract Documents:

1. "General Requirements."
2. "Formwork and Formwork Accessories."
3. "Reinforcement and Reinforcement Supports."
4. "Concrete Mixtures."
5. "Handling, Placing, and Constructing."

C. Comply with ACI 117, "Specifications for Tolerances for Concrete Construction and Materials."

PART 2 - PRODUCTS

2.1 FORMWORK

A. Furnish formwork and formwork accessories according to ACI 301 (ACI 301M).
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2.2 STEEL REINFORCEMENT

A. Plain-Steel Welded Wire Reinforcement:  ASTM A 185/A 185M, fabricated from as-drawn steel wire 
into flat sheets.

2.3 CONCRETE MATERIALS

A. Cementitious Material:  Use the following cementitious materials, of the same type, brand, and source 
throughout Project:

1. Portland Cement:  ASTM C 150, Type I.

B. Normal-Weight Aggregate:  ASTM C 33, graded, 1-1/2-inch (38-mm) nominal maximum aggregate size.

C. Water:  ASTM C 94/C 94M.

2.4 ADMIXTURES

A. Air-Entraining Admixture:  ASTM C 260.

2.5 RELATED MATERIALS

A. Vapor Retarder:  Plastic sheet, ASTM E 1745, Class A or B.

2.6 CURING MATERIALS

A. Water:  Potable.

B. Clear, Waterborne, Membrane-Forming Curing Compound:  ASTM C 309, Type 1, Class B.

2.7 CONCRETE MIXTURES

A. Comply with ACI 301 (ACI 301M) requirements for concrete mixtures.

B. Normal-Weight Concrete:  Prepare design mixes, proportioned according to ACI 301 (ACI 301M), as 
follows:

1. Minimum Compressive Strength: 4000 psi (27.6 MPa) 3000 psi (20.7 MPa) at 28 days.
2. Maximum Water-Cementitious Materials Ratio: 0.45.
3. Slump Limit: 4 inches (100 mm), plus or minus 1 inch (25 mm).
4. Air Content:  Maintain within range permitted by ACI 301 (ACI 301M).  Do not allow air content 

of trowel-finished floor slabs to exceed 3 percent.

2.8 CONCRETE MIXING

A. Ready-Mixed Concrete:  Measure, batch, mix, and deliver concrete according to ASTM C 94/C 94M, and 
furnish batch ticket information.
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1. When air temperature is above 90 deg F (32 deg C), reduce mixing and delivery time to 60 
minutes.

PART 3 - EXECUTION

3.1 FORMWORK

A. Design, construct, erect, brace, and maintain formwork according to ACI 301 (ACI 301M).

3.2 EMBEDDED ITEMS

A. Place and secure anchorage devices and other embedded items required for adjoining work attached to or 
supported by cast-in-place concrete.  Use setting drawings, templates, diagrams, instructions, and 
directions furnished with items to be embedded.

3.3 VAPOR RETARDERS

A. Install, protect, and repair vapor retarders according to ASTM E 1643; place sheets in position with 
longest dimension parallel with direction of pour.

1. Lap joints 6 inches (150 mm) and seal with manufacturer's recommended adhesive or joint tape.

3.4 STEEL REINFORCEMENT

A. Comply with CRSI's "Manual of Standard Practice" for fabricating, placing, and supporting 
reinforcement.

1. Do not cut or puncture vapor retarder.  Repair damage and reseal vapor retarder before placing 
concrete.

3.5 JOINTS

A. General:  Construct joints true to line with faces perpendicular to surface plane of concrete.

B. Construction Joints:  Locate and install so strength and appearance of concrete are not impaired, at 
locations indicated or as approved by Architect.

C. Contraction Joints in Slabs-on-Grade:  Form weakened-plane contraction joints, sectioning concrete into 
areas as indicated.  Construct contraction joints for a depth equal to at least one-fourth of concrete 
thickness, as follows:

1. Sawed Joints:  Form contraction joints with power saws equipped with shatterproof abrasive or 
diamond-rimmed blades.  Cut 1/8-inch- (3.2-mm-) wide joints into concrete when cutting action 
will not tear, abrade, or otherwise damage surface and before concrete develops random 
contraction cracks.

3.6 CONCRETE PLACEMENT
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A. Comply with ACI 301 (ACI 301M)for placing concrete.

B. Before test sampling and placing concrete, water may be added at Project site, subject to limitations of 
ACI 301 (ACI 301M).

C. Do not add water to concrete during delivery, at Project site, or during placement.

D. Consolidate concrete with mechanical vibrating equipment.

3.7 FINISHING UNFORMED SURFACES

A. General:  Comply with ACI 302.1R for screeding, restraightening, and finishing operations for concrete 
surfaces.  Do not wet concrete surfaces.

B. Screed surfaces with a straightedge and strike off.  Begin initial floating using bull floats or darbies to 
form a uniform and open-textured surface plane before excess moisture or bleedwater appears on surface.

1. Do not further disturb surfaces before starting finishing operations.

C. Float Finish:  Apply float finish to surfaces indicated, to surfaces to receive trowel finish, and to floor and 
slab surfaces to be covered with fluid-applied or sheet waterproofing, fluid-applied or direct-to-deck-
applied membrane roofing, or sand-bed terrazzo.

D. Trowel Finish:  Apply a hard trowel finish to surfaces indicated and to floor and slab surfaces exposed to 
view or to be covered with resilient flooring, carpet, ceramic or quarry tile set over a cleavage membrane, 
paint, or another thin film-finish coating system.

E. Trowel and Fine-Broom Finish:  Apply a partial trowel finish, stopping after second troweling, to 
surfaces indicated and to surfaces where ceramic or quarry tile is to be installed by either thickset or thin-
set methods.  Immediately after second troweling, and when concrete is still plastic, slightly scarify 
surface with a fine broom.

3.8 CONCRETE PROTECTING AND CURING

A. General:  Protect freshly placed concrete from premature drying and excessive cold or hot temperatures. 
Comply with ACI 306.1 for cold-weather protection and with ACI 301 (ACI 301M) for hot-weather
protection during curing.

B. Begin curing after finishing concrete but not before free water has disappeared from concrete surface.

C. Curing Methods:  Cure formed and unformed concrete for at least seven days by one or a combination of 
the following methods:

1. Curing Compound:  Apply uniformly in continuous operation by power spray or roller according 
to manufacturer's written instructions.  Recoat areas subjected to heavy rainfall within three hours 
after initial application.  Maintain continuity of coating and repair damage during curing period.

3.9 REPAIRS

A. Remove and replace concrete that does not comply with requirements in this Section.
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END OF SECTION 033053

Dated 1/22/2013
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SECTION 042200 - CONCRETE UNIT MASONRY

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Concrete masonry units.
2. Mortar and grout.

B. Related Sections:

1. Section 071900 "Water Repellents" for water repellents applied to concrete unit masonry.

1.3 DEFINITIONS

A. CMU(s):  Concrete masonry unit(s).

B. Reinforced Masonry:  Masonry containing reinforcing steel in grouted cells.

1.4 ACTION SUBMITTALS

A. Product Data:  For each type of product indicated.

1.5 INFORMATIONAL SUBMITTALS

A. Mix Designs:  For each type of mortar.  Include description of type and proportions of ingredients.

B. Cold-Weather Procedures:  Detailed description of methods, materials, and equipment to be used to 
comply with requirements.

1.6 QUALITY ASSURANCE

A. Source Limitations for Masonry Units:  Obtain exposed masonry units of a uniform texture and color, or 
a uniform blend within the ranges accepted for these characteristics, from single source from single 
manufacturer for each product required.

B. Source Limitations for Mortar Materials:  Obtain mortar ingredients of a uniform quality, including color 
for exposed masonry, from single manufacturer for each cementitious component and from single source 
or producer for each aggregate.
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C. Masonry Standard:  Comply with ACI 530.1/ASCE 6/TMS 602 unless modified by requirements in the 
Contract Documents.

1.7 DELIVERY, STORAGE, AND HANDLING

A. Store masonry units on elevated platforms in a dry location.  If units are not stored in an enclosed 
location, cover tops and sides of stacks with waterproof sheeting, securely tied.  If units become wet, do 
not install until they are dry.

B. Store cementitious materials on elevated platforms, under cover, and in a dry location.  Do not use 
cementitious materials that have become damp.

C. Store aggregates where grading and other required characteristics can be maintained and contamination 
avoided.

D. Deliver preblended, dry mortar mix in moisture-resistant containers designed for use with dispensing 
silos.  Store preblended, dry mortar mix in delivery containers on elevated platforms, under cover, and in 
a dry location or in covered weatherproof dispensing silos.

E. Store masonry accessories, including metal items, to prevent corrosion and accumulation of dirt and oil.

1.8 PROJECT CONDITIONS

A. Protection of Masonry:  During construction, cover tops of walls, projections, and sills with waterproof 
sheeting at end of each day's work.  Cover partially completed masonry when construction is not in 
progress.

1. Extend cover a minimum of 24 inches (600 mm) down both sides of walls and hold cover securely 
in place.

B. Do not apply uniform floor or roof loads for at least 12 hours and concentrated loads for at least three 
days after building masonry walls or columns.

C. Stain Prevention:  Prevent grout, mortar, and soil from staining the face of masonry to be left exposed or 
painted.  Immediately remove grout, mortar, and soil that come in contact with such masonry.

1. Protect base of walls from rain-splashed mud and from mortar splatter by spreading coverings on 
ground and over wall surface.

2. Protect sills, ledges, and projections from mortar droppings.
3. Protect surfaces of window and door frames, as well as similar products with painted and integral

finishes, from mortar droppings.
4. Turn scaffold boards near the wall on edge at the end of each day to prevent rain from splashing 

mortar and dirt onto completed masonry.

D. Cold-Weather Requirements:  Do not use frozen materials or materials mixed or coated with ice or frost. 
Do not build on frozen substrates.  Remove and replace unit masonry damaged by frost or by freezing 
conditions.  Comply with cold-weather construction requirements contained in 
ACI 530.1/ASCE 6/TMS 602.

1. Cold-Weather Cleaning:  Use liquid cleaning methods only when air temperature is 40 deg F (4
deg C) and higher and will remain so until masonry has dried, but not less than 7 days after 
completing cleaning.

C-001 Dated 1/22/2013



Lucas County Central Drug Testing Relocation
Lucas County Board of Commissioners

Toledo, Ohio

Construction Documents CONCRETE UNIT MASONRY
The Collaborative Inc. #106086 042200
January 15, 2013 Page 3 of 8

PART 2 - PRODUCTS

2.1 MASONRY UNITS, GENERAL

A. Defective Units:  Referenced masonry unit standards may allow a certain percentage of units to contain 
chips, cracks, or other defects exceeding limits stated in the standard.  Do not use units where such 
defects will be exposed in the completed Work.

2.2 CONCRETE MASONRY UNITS

A. Shapes:  Provide shapes indicated and as follows, with exposed surfaces matching exposed faces of 
adjacent units unless otherwise indicated.

B. CMUs:  ASTM C 90.

1. Density Classification: Normal weight unless otherwise indicated.
2. Size (Width):  Manufactured to dimensions 3/8 inch less than nominal dimensions.
3. Exposed Faces:  Provide color and texture matching the range represented by Architect's sample.

2.3 MORTAR AND GROUT MATERIALS

A. Portland Cement:  ASTM C 150, Type I or II, except Type III may be used for cold-weather construction.
Provide natural color or white cement as required to produce mortar color indicated.

B. Hydrated Lime:  ASTM C 207, Type S.

C. Portland Cement-Lime Mix:  Packaged blend of portland cement and hydrated lime containing no other 
ingredients.

D. Masonry Cement:  ASTM C 91.

1. Products:  Subject to compliance with requirements, provide one of the following:

a. Holcim (US) Inc.; Mortamix Masonry Cement.
b. Lafarge North America Inc.; Lafarge Masonry Cement.
c. Lehigh Cement Company; Lehigh Masonry Cement.
d. National Cement Company, Inc.; Coosa Masonry Cement.

E. Aggregate for Mortar:  ASTM C 144.

1. For mortar that is exposed to view, use washed aggregate consisting of natural sand or crushed 
stone.

2. For joints less than 1/4 inch (6 mm) thick, use aggregate graded with 100 percent passing the 
No. 16 (1.18-mm) sieve.

F. Aggregate for Grout:  ASTM C 404.

G. Cold-Weather Admixture:  Nonchloride, noncorrosive, accelerating admixture complying with 
ASTM C 494/C 494M, Type C, and recommended by manufacturer for use in masonry mortar of 
composition indicated.
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1. Products:  Subject to compliance with requirements, provide one of the following:

a. Euclid Chemical Company (The); Accelguard 80.
b. Grace Construction Products, W. R. Grace & Co. - Conn.; Morset.
c. Sonneborn Products, BASF Aktiengesellschaft; Trimix-NCA.

H. Water:  Potable.

2.4 MORTAR AND GROUT MIXES

A. General:  Do not use admixtures, including pigments, air-entraining agents, accelerators, retarders, water-
repellent agents, antifreeze compounds, or other admixtures unless otherwise indicated.

1. Do not use calcium chloride in mortar or grout.
2. Use portland cement-lime or masonry cement mortar unless otherwise indicated.
3. For exterior masonry, use portland cement-lime mortar.
4. Add cold-weather admixture (if used) at same rate for all mortar that will be exposed to view,

regardless of weather conditions, to ensure that mortar color is consistent.

B. Preblended, Dry Mortar Mix:  Furnish dry mortar ingredients in form of a preblended mix.  Measure 
quantities by weight to ensure accurate proportions, and thoroughly blend ingredients before delivering to 
Project site.

C. Mortar for Unit Masonry:  Comply with ASTM C 270, Proportion Specification.  Provide the following 
types of mortar for applications stated unless another type is indicated.

1. For masonry below grade or in contact with earth, use Type M.
2. For exterior, above-grade, load-bearing and non-load-bearing walls and parapet walls; for interior 

load-bearing walls; for interior non-load-bearing partitions; and for other applications where 
another type is not indicated, use Type N.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine conditions, with Installer present, for compliance with requirements for installation tolerances 
and other conditions affecting performance of the Work.

1. For the record, prepare written report, endorsed by Installer, listing conditions detrimental to 
performance of work.

2. Verify that foundations are within tolerances specified.
3. Verify that reinforcing dowels are properly placed.

B. Before installation, examine rough-in and built-in construction for piping systems to verify actual 
locations of piping connections.

C. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 INSTALLATION, GENERAL
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A. Build chases and recesses to accommodate items specified in this and other Sections.

B. Leave openings for equipment to be installed before completing masonry.  After installing equipment, 
complete masonry to match the construction immediately adjacent to opening.

C. Use full-size units without cutting if possible.  If cutting is required to provide a continuous pattern or to 
fit adjoining construction, cut units with motor-driven saws; provide clean, sharp, unchipped edges. 
Allow units to dry before laying unless wetting of units is specified.  Install cut units with cut surfaces 
and, where possible, cut edges concealed.

3.3 TOLERANCES

A. Dimensions and Locations of Elements:

1. For dimensions in cross section or elevation do not vary by more than plus 1/2 inch (12 mm) or
minus 1/4 inch (6 mm).

2. For location of elements in plan do not vary from that indicated by more than plus or minus 1/2
inch (12 mm).

3. For location of elements in elevation do not vary from that indicated by more than plus or minus 
1/4 inch (6 mm) in a story height or 1/2 inch (12 mm) total.

B. Lines and Levels:

1. For bed joints and top surfaces of bearing walls do not vary from level by more than 1/4 inch in 10 
feet (6 mm in 3 m), or 1/2 inch (12 mm) maximum.

2. For conspicuous horizontal lines, such as lintels, sills, parapets, and reveals, do not vary from level 
by more than 1/8 inch in 10 feet (3 mm in 3 m), 1/4 inch in 20 feet (6 mm in 6 m), or 1/2 inch (12
mm) maximum.

3. For vertical lines and surfaces do not vary from plumb by more than 1/4 inch in 10 feet (6 mm in 3 
m), 3/8 inch in 20 feet (9 mm in 6 m), or 1/2 inch (12 mm) maximum.

4. For conspicuous vertical lines, such as external corners, door jambs, reveals, and expansion and 
control joints, do not vary from plumb by more than 1/8 inch in 10 feet (3 mm in 3 m), 1/4 inch in 
20 feet (6 mm in 6 m), or 1/2 inch (12 mm) maximum.

5. For lines and surfaces do not vary from straight by more than 1/4 inch in 10 feet (6 mm in 3 m),
3/8 inch in 20 feet (9 mm in 6 m), or 1/2 inch (12 mm) maximum.

6. For vertical alignment of exposed head joints, do not vary from plumb by more than 1/4 inch in 10 
feet (6 mm in 3 m), or 1/2 inch (12 mm) maximum.

C. Joints:

1. For bed joints, do not vary from thickness indicated by more than plus or minus 1/8 inch (3 mm),
with a maximum thickness limited to 1/2 inch (12 mm).

2. For exposed bed joints, do not vary from bed-joint thickness of adjacent courses by more than 1/8
inch (3 mm).

3. For head and collar joints, do not vary from thickness indicated by more than plus 3/8 inch (9 mm)
or minus 1/4 inch (6 mm).

4. For exposed head joints, do not vary from thickness indicated by more than plus or minus 1/8 inch
(3 mm).

3.4 LAYING MASONRY WALLS
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A. Lay out walls in advance for accurate spacing of surface bond patterns with uniform joint thicknesses and 
for accurate location of openings, movement-type joints, returns, and offsets.  Avoid using less-than-half-
size units, particularly at corners, jambs, and, where possible, at other locations.

B. Bond Pattern for Exposed Masonry:  Unless otherwise indicated, lay exposed masonry in running bond;
do not use units with less than nominal 4-inch (100-mm) horizontal face dimensions at corners or jambs.

C. Lay concealed masonry with all units in a wythe in running bond or bonded by lapping not less than 4-
inches (100-mm).  Bond and interlock each course of each wythe at corners.  Do not use units with less 
than nominal 4-inch (100-mm) horizontal face dimensions at corners or jambs.

D. Stopping and Resuming Work:  Stop work by racking back units in each course from those in course 
below; do not tooth.  When resuming work, clean masonry surfaces that are to receive mortar before 
laying fresh masonry.

E. Built-in Work:  As construction progresses, build in items specified in this and other Sections.  Fill in 
solidly with masonry around built-in items.

F. Fill space between steel frames and masonry solidly with mortar unless otherwise indicated.

G. Where built-in items are to be embedded in cores of hollow masonry units, place a layer of metal lath, 
wire mesh, or plastic mesh in the joint below and rod mortar or grout into core.

H. Fill cores in hollow CMUs with grout 24 inches (600 mm) under bearing plates, beams, lintels, posts, and 
similar items unless otherwise indicated.

I. Build non-load-bearing interior partitions full height of story to underside of solid floor or roof structure 
above unless otherwise indicated.

1. Install compressible filler in joint between top of partition and underside of structure above.
2. Fasten partition top anchors to structure above and build into top of partition.  Grout cells of 

CMUs solidly around plastic tubes of anchors and push tubes down into grout to provide 1/2-inch
(13-mm) clearance between end of anchor rod and end of tube.  Space anchors 48 inches (1200
mm) o.c. unless otherwise indicated.

3. Wedge non-load-bearing partitions against structure above with small pieces of tile, slate, or 
metal.  Fill joint with mortar after dead-load deflection of structure above approaches final 
position.

3.5 MORTAR BEDDING AND JOINTING

A. Lay hollow CMUs as follows:

1. With face shells fully bedded in mortar and with head joints of depth equal to bed joints.
2. With webs fully bedded in mortar in all courses of piers, columns, and pilasters.
3. With webs fully bedded in mortar in grouted masonry, including starting course on footings.
4. With entire units, including areas under cells, fully bedded in mortar at starting course on footings 

where cells are not grouted.

B. Tool exposed joints slightly concave when thumbprint hard, using a jointer larger than joint thickness 
unless otherwise indicated.

C. Cut joints flush for masonry walls to receive plaster or other direct-applied finishes (other than paint) 
unless otherwise indicated.
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3.6 CONTROL AND EXPANSION JOINTS

A. General:  Install control and expansion joint materials in unit masonry as masonry progresses.  Do not 
allow materials to span control and expansion joints without provision to allow for in-plane wall or 
partition movement.

B. Form control joints in concrete masonry using one of the following methods:

1. Fit bond-breaker strips into hollow contour in ends of CMUs on one side of control joint.  Fill 
resultant core with grout and rake out joints in exposed faces for application of sealant.

2. Install preformed control-joint gaskets designed to fit standard sash block.
3. Install interlocking units designed for control joints.  Install bond-breaker strips at joint.  Keep 

head joints free and clear of mortar or rake out joint for application of sealant.
4. Install temporary foam-plastic filler in head joints and remove filler when unit masonry is 

complete for application of sealant.

3.7 REPAIRING, POINTING, AND CLEANING

A. Remove and replace masonry units that are loose, chipped, broken, stained, or otherwise damaged or that 
do not match adjoining units.  Install new units to match adjoining units; install in fresh mortar, pointed to 
eliminate evidence of replacement.

B. Pointing:  During the tooling of joints, enlarge voids and holes, except weep holes, and completely fill 
with mortar.  Point up joints, including corners, openings, and adjacent construction, to provide a neat, 
uniform appearance.  Prepare joints for sealant application, where indicated.

C. In-Progress Cleaning:  Clean unit masonry as work progresses by dry brushing to remove mortar fins and 
smears before tooling joints.

D. Final Cleaning:  After mortar is thoroughly set and cured, clean exposed masonry as follows:

1. Remove large mortar particles by hand with wooden paddles and nonmetallic scrape hoes or 
chisels.

2. Test cleaning methods on sample wall panel; leave one-half of panel uncleaned for comparison 
purposes.  Obtain Architect's approval of sample cleaning before proceeding with cleaning of 
masonry.

3. Protect adjacent stone and nonmasonry surfaces from contact with cleaner by covering them with 
liquid strippable masking agent or polyethylene film and waterproof masking tape.

4. Wet wall surfaces with water before applying cleaners; remove cleaners promptly by rinsing 
surfaces thoroughly with clear water.

5. Clean concrete masonry by cleaning method indicated in NCMA TEK 8-2A applicable to type of 
stain on exposed surfaces.

3.8 MASONRY WASTE DISPOSAL

A. Salvageable Materials:  Unless otherwise indicated, excess masonry materials are Contractor's property. 
At completion of unit masonry work, remove from Project site.

B. Waste Disposal as Fill Material:  Dispose of clean masonry waste, including excess or soil-contaminated
sand, waste mortar, and broken masonry units, by crushing and mixing with fill material as fill is placed.

1. Crush masonry waste to less than 4 inches (100 mm) in each dimension.
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2. Mix masonry waste with at least two parts of specified fill material for each part of masonry 
waste.  Fill material is specified in Section 312000 "Earth Moving."

3. Do not dispose of masonry waste as fill within 18 inches (450 mm) of finished grade.

C. Excess Masonry Waste:  Remove excess clean masonry waste that cannot be used as fill, as described 
above, and other masonry waste, and legally dispose of off Owner's property.

END OF SECTION 042200
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SECTION 055213 - PIPE AND TUBE RAILINGS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Steel pipe and tube railings.

1.3 COORDINATION

A. Coordinate selection of shop primers with topcoats to be applied over them.  Comply with paint and 
coating manufacturers' written recommendations to ensure that shop primers and topcoats are compatible 
with one another.

B. Coordinate installation of anchorages for railings.  Furnish setting drawings, templates, and directions for 
installing anchorages, including sleeves, concrete inserts, anchor bolts, and items with integral anchors, 
that are to be embedded in concrete or masonry.  Deliver such items to Project site in time for installation.

C. Schedule installation so wall attachments are made only to completed walls.  Do not support railings 
temporarily by any means that do not satisfy structural performance requirements.

1.4 ACTION SUBMITTALS

A. Product Data:  For the following:

1. Manufacturer's product lines of mechanically connected railings.
2. Railing brackets.
3. Grout, anchoring cement, and paint products.

B. Shop Drawings:  Include plans, elevations, sections, details, and attachments to other work.

C. Delegated-Design Submittal:  For railings, including analysis data signed and sealed by the qualified 
professional engineer responsible for their preparation.

1.5 INFORMATIONAL SUBMITTALS

A. Qualification Data:  For testing agency.

B. Welding certificates.
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C. Mill Certificates:  Signed by manufacturers of stainless-steel products certifying that products furnished 
comply with requirements.

D. Paint Compatibility Certificates:  From manufacturers of topcoats applied over shop primers certifying 
that shop primers are compatible with topcoats.

E. Product Test Reports:  For pipe and tube railings, for tests performed by a qualified testing agency, 
according to ASTM E 894 and ASTM E 935.

F. Evaluation Reports:  For post-installed anchors , from ICC-ES.

1.6 QUALITY ASSURANCE

A. Welding Qualifications:  Qualify procedures and personnel according to the following:

1. AWS D1.1/D1.1M, "Structural Welding Code - Steel."
2. AWS D1.2/D1.2M, "Structural Welding Code - Aluminum."
3. AWS D1.6/D1.6M, "Structural Welding Code - Stainless Steel."

1.7 DELIVERY, STORAGE, AND HANDLING

A. Protect mechanical finishes on exposed surfaces from damage by applying a strippable, temporary 
protective covering before shipping.

1.8 FIELD CONDITIONS

A. Field Measurements:  Verify actual locations of walls and other construction contiguous with metal 
fabrications by field measurements before fabrication.

PART 2 - PRODUCTS

2.1 PERFORMANCE REQUIREMENTS

A. Delegated Design:  Engage a qualified professional engineer to design railings, including attachment to 
building construction.

B. Structural Performance:  Railings, including attachment to building construction, shall withstand the 
effects of gravity loads and the following loads and stresses within limits and under conditions indicated:

1. Handrails and Top Rails of Guards:

a. Uniform load of 50 lbf/ ft. (0.73 kN/m) applied in any direction.
b. Concentrated load of 200 lbf (0.89 kN) applied in any direction.
c. Uniform and concentrated loads need not be assumed to act concurrently.

2. Infill of Guards:

a. Concentrated load of 50 lbf (0.22 kN) applied horizontally on an area of 1 sq. ft. (0.093
sq. m).
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b. Infill load and other loads need not be assumed to act concurrently.

C. Thermal Movements:  Allow for thermal movements from ambient and surface temperature changes.

1. Temperature Change: 120 deg F (67 deg C), ambient; 180 deg F (100 deg C, material surfaces).

2.2 METALS, GENERAL

A. Metal Surfaces, General:  Provide materials with smooth surfaces, without seam marks, roller marks, 
rolled trade names, stains, discolorations, or blemishes.

B. Brackets, Flanges, and Anchors:  Cast or formed metal of same type of material and finish as supported 
rails unless otherwise indicated.

1. Provide type of bracket with flange tapped for concealed anchorage to threaded hanger bolt and
that provides 1-1/2-inch (38-mm) clearance from inside face of handrail to finished wall surface.

2.3 STEEL AND IRON

A. Recycled Content of Steel Products:  Postconsumer recycled content plus one-half of preconsumer 
recycled content not less than 25 percent.

B. Tubing: ASTM A 500 (cold formed).

C. Pipe:  ASTM A 53/A 53M, Type F or Type S, Grade A, Standard Weight (Schedule 40), unless another 
grade and weight are required by structural loads.

1. Provide galvanized finish for exterior installations and where indicated.

D. Plates, Shapes, and Bars:  ASTM A 36/A 36M.

2.4 FASTENERS

A. General:  Provide the following:

1. Hot-Dip Galvanized Railings:  Type 304 stainless-steel or hot-dip zinc-coated steel fasteners 
complying with ASTM A 153/A 153M or ASTM F 2329 for zinc coating.

B. Fasteners for Anchoring Railings to Other Construction:  Select fasteners of type, grade, and class 
required to produce connections suitable for anchoring railings to other types of construction 
indicated and capable of withstanding design loads.

C. Post-Installed Anchors: chemical anchors capable of sustaining, without failure, a load equal to 6 times 
the load imposed when installed in unit masonry and 4 times the load imposed when installed in concrete, 
as determined by testing according to ASTM E 488/E 488M, conducted by a qualified independent 
testing agency.

1. Material for Interior Locations:  Carbon-steel components zinc-plated to comply with 
ASTM B 633 or ASTM F 1941 (ASTM F 1941M), Class Fe/Zn 5, unless otherwise indicated.

2. Material for Exterior Locations and Where Stainless Steel Is Indicated:  Alloy Group 1 (A1)
stainless-steel bolts, ASTM F 593 (ASTM F 738M), and nuts, ASTM F 594 (ASTM F 836M).
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2.5 MISCELLANEOUS MATERIALS

A. Welding Rods and Bare Electrodes:  Select according to AWS specifications for metal alloy welded.

B. Etching Cleaner for Galvanized Metal:  Complying with MPI#25.

C. Galvanizing Repair Paint:  High-zinc-dust-content paint complying with SSPC-Paint 20 and compatible 
with paints specified to be used over it.

D. Universal Shop Primer:  Fast-curing, lead- and chromate-free, universal modified-alkyd primer 
complying with MPI#79 and compatible with topcoat.

1. Use primer containing pigments that make it easily distinguishable from zinc-rich primer.

E. Shop Primer for Galvanized Steel:  Primer formulated for exterior use over zinc-coated metal and 
compatible with finish paint systems indicated.

F. Intermediate Coats and Topcoats:  Provide products that comply with Section 099113 "Exterior Painting" 
and Section 099123 "Interior Painting."

G. Bituminous Paint:  Cold-applied asphalt emulsion complying with ASTM D 1187/D 1187M.

H. Nonshrink, Nonmetallic Grout:  Factory-packaged, nonstaining, noncorrosive, nongaseous grout 
complying with ASTM C 1107/C 1107M.  Provide grout specifically recommended by manufacturer for 
interior and exterior applications.

I. Anchoring Cement:  Factory-packaged, nonshrink, nonstaining, hydraulic-controlled expansion cement 
formulation for mixing with water at Project site to create pourable anchoring, patching, and grouting 
compound.

1. Water-Resistant Product: At exterior locations and where indicated provide formulation that is 
resistant to erosion from water exposure without needing protection by a sealer or waterproof 
coating and that is recommended by manufacturer for exterior use.

2.6 FABRICATION

A. General:  Fabricate railings to comply with requirements indicated for design, dimensions, member sizes 
and spacing, details, finish, and anchorage, but not less than that required to support structural loads.

B. Shop assemble railings to greatest extent possible to minimize field splicing and assembly.  Disassemble 
units only as necessary for shipping and handling limitations.  Clearly mark units for reassembly and 
coordinated installation.  Use connections that maintain structural value of joined pieces.

C. Cut, drill, and punch metals cleanly and accurately.  Remove burrs and ease edges to a radius of 
approximately 1/32 inch (1 mm) unless otherwise indicated.  Remove sharp or rough areas on exposed 
surfaces.

D. Form work true to line and level with accurate angles and surfaces.

E. Fabricate connections that are exposed to weather in a manner that excludes water.  Provide weep holes 
where water may accumulate.

F. Cut, reinforce, drill, and tap as indicated to receive finish hardware, screws, and similar items.
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G. Connections:  Fabricate railings with welded connections unless otherwise indicated.

H. Welded Connections:  Cope components at connections to provide close fit, or use fittings designed for 
this purpose.  Weld all around at connections, including at fittings.

1. Use materials and methods that minimize distortion and develop strength and corrosion resistance
of base metals.

2. Obtain fusion without undercut or overlap.
3. Remove flux immediately.
4. At exposed connections, finish exposed surfaces smooth and blended so no roughness shows after 

finishing and welded surface matches contours of adjoining surfaces.

I. Form Changes in Direction as Follows:

1. As detailed.

J. For changes in direction made by bending, use jigs to produce uniform curvature for each repetitive 
configuration required.  Maintain cross section of member throughout entire bend without buckling, 
twisting, cracking, or otherwise deforming exposed surfaces of components.

K. Close exposed ends of railing members with prefabricated end fittings.

L. Provide wall returns at ends of wall-mounted handrails unless otherwise indicated.  Close ends of returns 
unless clearance between end of rail and wall is 1/4 inch (6 mm) or less.

M. Brackets, Flanges, Fittings, and Anchors:  Provide wall brackets, flanges, miscellaneous fittings, and 
anchors to interconnect railing members to other work unless otherwise indicated.

1. At brackets and fittings fastened to plaster or gypsum board partitions, provide crush-resistant
fillers or other means to transfer loads through wall finishes to structural supports and prevent 
bracket or fitting rotation and crushing of substrate.

N. Provide inserts and other anchorage devices for connecting railings to concrete or masonry work. 
Fabricate anchorage devices capable of withstanding loads imposed by railings.  Coordinate anchorage 
devices with supporting structure.

O. For railing posts set in concrete, provide steel sleeves not less than 6 inches (150 mm) long with inside 
dimensions not less than 1/2 inch (13 mm) greater than outside dimensions of post, with metal plate 
forming bottom closure.

P. Toe Boards:  Where indicated, provide toe boards at railings around openings and at edge of open-sided
floors and platforms.  Fabricate to dimensions and details indicated.

2.7 STEEL AND IRON FINISHES

A. Galvanized Railings:

1. Hot-dip galvanize exterior steel railings, including hardware, after fabrication.
2. Comply with ASTM A 123/A 123M for hot-dip galvanized railings.
3. Comply with ASTM A 153/A 153M for hot-dip galvanized hardware.
4. Do not quench or apply post galvanizing treatments that might interfere with paint adhesion.
5. Fill vent and drain holes that are exposed in the finished Work, unless indicated to remain as weep 

holes, by plugging with zinc solder and filing off smooth.
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B. For galvanized railings, provide hot-dip galvanized fittings, brackets, fasteners, sleeves, and other ferrous 
components.

C. Preparing Galvanized Railings for Shop Priming:  After galvanizing, thoroughly clean railings of grease, 
dirt, oil, flux, and other foreign matter, and treat with etching cleaner.

D. For nongalvanized-steel railings, provide nongalvanized ferrous-metal fittings, brackets, fasteners, and 
sleeves; however, galvanize anchors to be embedded in exterior concrete or masonry.

E. Preparation for Shop Priming:  Prepare uncoated ferrous-metal surfaces to comply with SSPC-
SP 6/NACE No. 3, "Commercial Blast Cleaning."

F. Primer Application:  Apply shop primer to prepared surfaces of railings unless otherwise indicated. 
Comply with requirements in SSPC-PA 1, "Shop, Field, and Maintenance Painting of Steel," for shop 
painting.  Primer need not be applied to surfaces to be embedded in concrete or masonry.

1. Shop prime uncoated railings with universal shop primer unless zinc-rich primer is indicated.
2. Do not apply primer to galvanized surfaces.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine plaster and gypsum board assemblies, where reinforced to receive anchors, to verify that 
locations of concealed reinforcements are clearly marked for Installer.  Locate reinforcements and mark 
locations if not already done.

3.2 INSTALLATION, GENERAL

A. Fit exposed connections together to form tight, hairline joints.

B. Perform cutting, drilling, and fitting required for installing railings.  Set railings accurately in location, 
alignment, and elevation; measured from established lines and levels and free of rack.

1. Do not weld, cut, or abrade surfaces of railing components that are coated or finished after 
fabrication and that are intended for field connection by mechanical or other means without further 
cutting or fitting.

2. Set posts plumb within a tolerance of 1/16 inch in 3 feet (2 mm in 1 m).
3. Align rails so variations from level for horizontal members and variations from parallel with rake 

of steps and ramps for sloping members do not exceed 1/4 inch in 12 feet (6 mm in 3.5 m).

C. Control of Corrosion:  Prevent galvanic action and other forms of corrosion by insulating metals and 
other materials from direct contact with incompatible materials.

1. Coat, with a heavy coat of bituminous paint, concealed surfaces of aluminum that are in contact 
with grout, concrete, masonry, wood, or dissimilar metals.

D. Adjust railings before anchoring to ensure matching alignment at abutting joints.

E. Fastening to In-Place Construction:  Use anchorage devices and fasteners where necessary for securing 
railings and for properly transferring loads to in-place construction.
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3.3 RAILING CONNECTIONS

A. Welded Connections:  Use fully welded joints for permanently connecting railing components.  Comply 
with requirements for welded connections in "Fabrication" Article whether welding is performed in the 
shop or in the field.

B. Expansion Joints:  Install expansion joints at locations indicated but not farther apart than required to 
accommodate thermal movement.  Provide slip-joint internal sleeve extending 2 inches (50 mm) beyond
joint on either side, fasten internal sleeve securely to one side, and locate joint within 6 inches (150 mm)
of post.

3.4 ANCHORING POSTS

A. Use metal sleeves preset and anchored into concrete for installing posts.  After posts are inserted into 
sleeves, fill annular space between post and sleeve with nonshrink, nonmetallic grout or anchoring
cement, mixed and placed to comply with anchoring material manufacturer's written instructions.

B. Form or core-drill holes not less than 5 inches (125 mm) deep and 3/4 inch (20 mm) larger than OD of 
post for installing posts in concrete.  Clean holes of loose material, insert posts, and fill annular space 
between post and concrete with nonshrink, nonmetallic grout or anchoring cement, mixed and placed to 
comply with anchoring material manufacturer's written instructions.

C. Cover anchorage joint with flange of same metal as post, welded to post after placing anchoring material.

D. Leave anchorage joint exposed with 1/8-inch (3-mm) buildup, sloped away from post.

E. Anchor posts to metal surfaces with oval flanges, angle type, or floor type as required by conditions, 
connected to posts and to metal supporting members as follows:

1. For steel pipe railings, weld flanges to post and bolt to metal supporting surfaces.

F. Install removable railing sections, where indicated, in slip-fit metal sockets cast in concrete.

3.5 ATTACHING RAILINGS

A. Anchor railing ends at walls with round flanges anchored to wall construction and welded to railing ends.

B. Attach railings to wall with wall brackets, except where end flanges are used.  Locate brackets as 
indicated or, if not indicated, at spacing required to support structural loads.

C. Secure wall brackets and railing end flanges to building construction as follows:

1. For concrete and solid masonry anchorage, use drilled-in expansion shields and hanger or lag 
bolts.

2. For hollow masonry anchorage, use toggle bolts.
3. For wood stud partitions, use hanger or lag bolts set into studs or wood backing between studs. 

Coordinate with carpentry work to locate backing members.
4. For steel-framed partitions, use hanger or lag bolts set intowood backing between studs. 

Coordinate with stud installation to locate backing members.

3.6 ADJUSTING AND CLEANING
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A. Touchup Painting:  Immediately after erection, clean field welds, bolted connections, and abraded areas 
of shop paint, and paint exposed areas with the same material as used for shop painting to comply with 
SSPC-PA 1 requirements for touching up shop-painted surfaces.

1. Apply by brush or spray to provide a minimum 2.0-mil (0.05-mm) dry film thickness.

B. Galvanized Surfaces:  Clean field welds, bolted connections, and abraded areas, and repair galvanizing to 
comply with ASTM A 780/A 780M.

3.7 PROTECTION

A. Protect finishes of railings from damage during construction period with temporary protective coverings 
approved by railing manufacturer.  Remove protective coverings at time of Substantial Completion.

END OF SECTION 055213
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SECTION 061053 - MISCELLANEOUS ROUGH CARPENTRY

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Rooftop equipment bases and support curbs.
2. Wood blocking, cants, and nailers.
3. Plywood backing panels.

1.3 DEFINITIONS

A. Dimension Lumber:  Lumber of 2 inches nominal (38 mm actual) or greater but less than 5 inches 
nominal (114 mm actual) in least dimension.

B. Lumber grading agencies, and the abbreviations used to reference them, include the following:

1. NeLMA:  Northeastern Lumber Manufacturers' Association.
2. NHLA:  National Hardwood Lumber Association.
3. WCLIB:  West Coast Lumber Inspection Bureau.
4. WWPA:  Western Wood Products Association.

1.4 QUALITY ASSURANCE

A. Testing Agency Qualifications:  For testing agency providing classification marking for fire-retardant
treated material, an inspection agency acceptable to authorities having jurisdiction that periodically 
performs inspections to verify that the material bearing the classification marking is representative of the 
material tested.

1.5 DELIVERY, STORAGE, AND HANDLING

A. Stack lumber flat with spacers beneath and between each bundle to provide air circulation.  Protect 
lumber from weather by covering with waterproof sheeting, securely anchored.  Provide for air 
circulation around stacks and under coverings.

PART 2 - PRODUCTS

2.1 WOOD PRODUCTS, GENERAL
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A. Lumber:  DOC PS 20 and applicable rules of grading agencies indicated.  If no grading agency is 
indicated, provide lumber that complies with the applicable rules of any rules-writing agency certified by 
the ALSC Board of Review. Provide lumber graded by an agency certified by the ALSC Board of 
Review to inspect and grade lumber under the rules indicated.

1. Factory mark each piece of lumber with grade stamp of grading agency.
2. Where nominal sizes are indicated, provide actual sizes required by DOC PS 20 for moisture 

content specified.  Where actual sizes are indicated, they are minimum dressed sizes for dry 
lumber.

3. Provide dressed lumber, S4S, unless otherwise indicated.

B. Maximum Moisture Content of Lumber: 15 percent for 2-inch nominal (38-mm actual) thickness or less, 
19 percent for more than 2-inch nominal (38-mm actual) thickness unless otherwise indicated.

2.2 WOOD-PRESERVATIVE-TREATED MATERIALS

A. Preservative Treatment by Pressure Process:  AWPA U1; Use Category UC2 for interior construction not 
in contact with the ground, Use Category UC3b for exterior construction not in contact with the ground, 
and Use Category UC4a for items in contact with the ground.

1. Preservative Chemicals:  Acceptable to authorities having jurisdiction and containing no arsenic or 
chromium. Do not use inorganic boron (SBX) for sill plates.

2. For exposed items indicated to receive a stained or natural finish, use chemical formulations that 
do not require incising, contain colorants, bleed through, or otherwise adversely affect finishes.

B. Kiln-dry lumber after treatment to a maximum moisture content of 19 percent.  Do not use material that is 
warped or does not comply with requirements for untreated material.

C. Mark lumber with treatment quality mark of an inspection agency approved by the ALSC Board of 
Review.

D. Application:  Treat items indicated on Drawings, and the following:

1. Wood cants, nailers, curbs, equipment support bases, blocking, stripping, and similar members in 
connection with roofing, flashing, vapor barriers, and waterproofing.

2. Wood sills, sleepers, blocking, and similar concealed members in contact with masonry or 
concrete.

3. Wood framing and furring attached directly to the interior of below-grade exterior masonry or 
concrete walls.

4. Wood framing members that are less than 18 inches (460 mm) above the ground in crawl spaces 
or unexcavated areas.

5. Wood floor plates that are installed over concrete slabs-on-grade.

2.3 MISCELLANEOUS LUMBER

A. General:  Provide miscellaneous lumber indicated and lumber for support or attachment of other 
construction, including the following:

1. Blocking.
2. Nailers.
3. Rooftop equipment bases and support curbs.
4. Cants.
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B. For items of dimension lumber size, provide Construction or No. 2 grade lumber and the following 
species:

1. Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA.

C. For blocking not used for attachment of other construction, Utility, Stud, or No. 3 grade lumber of any 
species may be used provided that it is cut and selected to eliminate defects that will interfere with its 
attachment and purpose.

D. For blocking and nailers used for attachment of other construction, select and cut lumber to eliminate 
knots and other defects that will interfere with attachment of other work.

2.4 PLYWOOD BACKING PANELS

A. Equipment Backing Panels:  DOC PS 1, Exterior, AC, in thickness indicated or, if not indicated, not less 
than 3/4-inch (19-mm) nominal thickness.

PART 3 - EXECUTION

3.1 INSTALLATION, GENERAL

A. Where wood-preservative-treated lumber is installed adjacent to metal decking, install continuous flexible 
flashing separator between wood and metal decking.

B. Framing Standard:  Comply with AF&PA's WCD 1, "Details for Conventional Wood Frame 
Construction," unless otherwise indicated.

C. Install plywood backing panels by fastening to studs; coordinate locations with utilities requiring backing 
panels.

D. Do not splice structural members between supports unless otherwise indicated.

E. Provide blocking and framing as indicated and as required to support facing materials, fixtures, specialty 
items, and trim.

1. Provide metal clips for fastening gypsum board or lath at corners and intersections where framing 
or blocking does not provide a surface for fastening edges of panels.  Space clips not more than 16
inches (406 mm) o.c.

F. Provide fire blocking in furred spaces, stud spaces, and other concealed cavities as indicated and as 
follows:

1. Fire block furred spaces of walls, at each floor level, at ceiling, and at not more than 96 inches
(2438 mm) o.c. with solid wood blocking or noncombustible materials accurately fitted to close 
furred spaces.

2. Fire block concealed spaces of wood-framed walls and partitions at each floor level, at ceiling line 
of top story, and at not more than 96 inches (2438 mm) o.c.  Where fire blocking is not inherent in 
framing system used, provide closely fitted solid wood blocks of same width as framing members 
and 2-inch nominal (38-mm actual) thickness.
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G. Sort and select lumber so that natural characteristics will not interfere with installation or with fastening 
other materials to lumber.  Do not use materials with defects that interfere with function of member or 
pieces that are too small to use with minimum number of joints or optimum joint arrangement.

H. Comply with AWPA M4 for applying field treatment to cut surfaces of preservative-treated lumber.

1. Use inorganic boron for items that are continuously protected from liquid water.
2. Use copper naphthenate for items not continuously protected from liquid water.

I. Securely attach carpentry work to substrate by anchoring and fastening as indicated, complying with the 
following:

1. Table 2304.9.1, "Fastening Schedule," in ICC's International Building Code.

3.2 PROTECTION

A. Protect wood that has been treated with inorganic boron (SBX) from weather.  If, despite protection, 
inorganic boron-treated wood becomes wet, apply EPA-registered borate treatment.  Apply borate 
solution by spraying to comply with EPA-registered label.

B. Protect miscellaneous rough carpentry from weather.  If, despite protection, miscellaneous rough 
carpentry becomes wet, apply EPA-registered borate treatment.  Apply borate solution by spraying to 
comply with EPA-registered label.

END OF SECTION 061053
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SECTION 064116 - PLASTIC-LAMINATE-FACED ARCHITECTURAL CABINETS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Plastic-laminate-faced architectural cabinets.

B. Related Requirements:

1. Section 061000 "Rough Carpentry" for wood furring, blocking, shims, and hanging strips required 
for installing cabinets and concealed within other construction before cabinet installation.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product, including high-pressure decorative laminate and cabinet
hardware and accessories.

B. Shop Drawings:  Show location of each item, dimensioned plans and elevations, large-scale details,
attachment devices, and other components.

1. Show details full size.
2. Show locations and sizes of furring, blocking, and hanging strips, including concealed blocking 

and reinforcement specified in other Sections.
3. Show locations and sizes of cutouts and holes for electrical switches and outlets and other items

installed in architectural plastic-laminate cabinets.

1.4 QUALITY ASSURANCE

A. Fabricator Qualifications:  Shop that employs skilled workers who custom fabricate products similar to 
those required for this Project and whose products have a record of successful in-service performance.

B. Installer Qualifications: Fabricator of products.

1.5 DELIVERY, STORAGE, AND HANDLING

A. Do not deliver cabinets until painting and similar operations that could damage woodwork have been
completed in installation areas.  If cabinets must be stored in other than installation areas, store only in 
areas where environmental conditions comply with requirements specified in "Field Conditions" Article.
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1.6 FIELD CONDITIONS

A. Environmental Limitations:  Do not deliver or install cabinets until building is enclosed, wet work is 
complete, and HVAC system is operating and maintaining temperature and relative humidity at 
occupancy levels during the remainder of the construction period.

B. Field Measurements: Where cabinets are indicated to fit to other construction, verify dimensions of other 
construction by field measurements before fabrication, and indicate measurements on Shop Drawings.
Coordinate fabrication schedule with construction progress to avoid delaying the Work.

1. Locate concealed framing, blocking, and reinforcements that support cabinets by field 
measurements before being enclosed, and indicate measurements on Shop Drawings.

C. Established Dimensions:  Where cabinets are indicated to fit to other construction, establish dimensions 
for areas where cabinets are to fit.  Provide allowance for trimming at site, and coordinate construction to 
ensure that actual dimensions correspond to established dimensions.

1.7 COORDINATION

A. Coordinate sizes and locations of framing, blocking, furring, reinforcements, and other related units of 
Work specified in other Sections to ensure that cabinets can be supported and installed as indicated.

PART 2 - PRODUCTS

2.1 PLASTIC-LAMINATE-FACED ARCHITECTURAL CABINETS

A. Quality Standard:  Unless otherwise indicated, comply with the "Architectural Woodwork Standards" for 
grades of architectural plastic-laminate cabinets indicated for construction, finishes, installation, and other 
requirements.

1. The Contract Documents contain selections chosen from options in the quality standard and 
additional requirements beyond those of the quality standard.  Comply with those selections and 
requirements in addition to the quality standard.

B. Grade: Custom.

C. Type of Construction: Frameless.

D. Cabinet, Door, and Drawer Front Interface Style: Flush overlay.

E. High-Pressure Decorative Laminate:  NEMA LD 3, grades as indicated or if not indicated, as required by 
woodwork quality standard.

1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering
products that may be incorporated into the Work include, but are not limited to, the following:

a. Abet Laminati, Inc.
b. Formica Corporation.
c. Lamin-Art, Inc.
d. Panolam Industries International, Inc.
e. Wilsonart International; Div. of Premark International, Inc.
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F. Laminate Cladding for Exposed Surfaces:

1. Horizontal Surfaces: Grade HGS.
2. Vertical Surfaces: Grade VGS.
3. Edges: Grade HGS.
4. Pattern Direction: Vertically for doors and fixed panels, horizontally for drawer fronts.

G. Materials for Semiexposed Surfaces:

1. Surfaces Other Than Drawer Bodies: High-pressure decorative laminate, NEMA LD 3,
Grade CLS.

a. Edges of Plastic-Laminate Shelves: PVC T-mold matching laminate in color, pattern, and 
finish.

b. For semiexposed backs of panels with exposed plastic-laminate surfaces, provide surface of 
high-pressure decorative laminate, NEMA LD 3, Grade CLS.

2. Drawer Sides and Backs: Solid-hardwood lumber.
3. Drawer Bottoms: Hardwood plywood.

H. Concealed Backs of Panels with Exposed Plastic-Laminate Surfaces:  High-pressure decorative laminate,
NEMA LD 3, Grade BKL.

I. Drawer Construction:  Fabricate with exposed fronts fastened to subfront with mounting screws from 
interior of body.

1. Join subfronts, backs, and sides with glued rabbeted joints supplemented by mechanical fasteners
or glued dovetail joints.

J. Colors, Patterns, and Finishes:  Provide materials and products that result in colors and textures of 
exposed laminate surfaces complying with the following requirements:

1. As indicated by laminate manufacturer's designations.

2.2 WOOD MATERIALS

A. Wood Products:  Provide materials that comply with requirements of referenced quality standard for each 
type of woodwork and quality grade specified unless otherwise indicated.

1. Wood Moisture Content: 5 to 10 percent.

2.3 CABINET HARDWARE AND ACCESSORIES

A. General: Provide cabinet hardware and accessory materials associated with architectural cabinets except 
for items specified in Section 087111 "Door Hardware (Descriptive Specification)."

B. Frameless Concealed Hinges (European Type):  BHMA A156.9, B01602, 100 degrees of opening, self-
closing.

C. Wire Pulls:  Back mounted, solid metal, 4 inches (100 mm) long, 5/16 inch (8 mm) in diameter.

D. Adjustable Shelf Standards and Supports: BHMA A156.9, B04071; with shelf rests, B04081.

C-001 Dated 1/22/2013
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E. Drawer Slides:  BHMA A156.9.

1. Grade 1HD-100 and Grade 1HD-200:  Side mounted; full-extension type; zinc-plated-steel ball-
bearing slides.

2. For drawers not more than 3 inches (75 mm) high and not more than 24 inches (600 mm) wide,
provide Grade 2.

3. For drawers more than 3 inches (75 mm) high but not more than 6 inches (150 mm) high and not 
more than 24 inches (600 mm) wide, provide Grade 1.

4. For drawers more than 6 inches (150 mm) high or more than 24 inches (600 mm) wide, provide 
Grade 1HD-100.

F. Door Locks:  BHMA A156.11, E07121.

G. Drawer Locks:  BHMA A156.11, E07041.

H. Door and Drawer Silencers:  BHMA A156.16, L03011.

I. Exposed Hardware Finishes:  For exposed hardware, provide finish that complies with BHMA A156.18
for BHMA finish number indicated.

1. Satin Chromium Plated:  BHMA 626 for brass or bronze base; BHMA 652 for steel base.

J. For concealed hardware, provide manufacturer's standard finish that complies with product class 
requirements in BHMA A156.9.

2.4 MISCELLANEOUS MATERIALS

A. Adhesive for Bonding Plastic Laminate: Unpigmented contact cement.

1. Adhesive for Bonding Edges:  Hot-melt adhesive or adhesive specified above for faces.

2.5 FABRICATION

A. Fabricate cabinets to dimensions, profiles, and details indicated.

B. Complete fabrication, including assembly and hardware application, to maximum extent possible before 
shipment to Project site.  Disassemble components only as necessary for shipment and installation. 
Where necessary for fitting at site, provide ample allowance for scribing, trimming, and fitting.

1. Notify Architect seven days in advance of the dates and times woodwork fabrication will be 
complete.

2. Trial fit assemblies at fabrication shop that cannot be shipped completely assembled.  Install 
dowels, screws, bolted connectors, and other fastening devices that can be removed after trial 
fitting.  Verify that various parts fit as intended and check measurements of assemblies against 
field measurements before disassembling for shipment.

C. Shop-cut openings to maximum extent possible to receive hardware, appliances, electrical work, and 
similar items.  Locate openings accurately and use templates or roughing-in diagrams to produce 
accurately sized and shaped openings.  Sand edges of cutouts to remove splinters and burrs.

PART 3 - EXECUTION

Dated 1/22/2013
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3.1 PREPARATION

A. Before installation, condition cabinets to average prevailing humidity conditions in installation areas.

B. Before installing cabinets, examine shop-fabricated work for completion and complete work as required.

3.2 INSTALLATION

A. Grade:  Install cabinets to comply with same grade as item to be installed.

B. Assemble cabinets and complete fabrication at Project site to the extent that it was not completed in the 
shop.

C. Install cabinets level, plumb, true, and straight.  Shim as required with concealed shims.  Install level and 
plumb to a tolerance of 1/8 inch in 96 inches (3 mm in 2400 mm).

D. Scribe and cut cabinets to fit adjoining work, refinish cut surfaces, and repair damaged finish at cuts.

E. Anchor cabinets to anchors or blocking built in or directly attached to substrates.  Secure with 
countersunk, concealed fasteners and blind nailing.  Use fine finishing nails or finishing screws for
exposed fastening, countersunk and filled flush with woodwork.

1. Use filler matching finish of items being installed.

F. Cabinets:  Install without distortion so doors and drawers fit openings properly and are accurately 
aligned.  Adjust hardware to center doors and drawers in openings and to provide unencumbered 
operation.  Complete installation of hardware and accessory items as indicated.

1. Install cabinets with no more than 1/8 inch in 96-inch (3 mm in 2400-mm) sag, bow, or other
variation from a straight line.

2. Fasten wall cabinets through back, near top and bottom, and at ends not more than 16 inches (400
mm) o.c. with No. 10 wafer-head screws sized for not less than 1-1/2-inch (38-mm) penetration
into wood framing, blocking, or hanging strips.

3.3 ADJUSTING AND CLEANING

A. Repair damaged and defective cabinets, where possible, to eliminate functional and visual defects; where 
not possible to repair, replace woodwork.  Adjust joinery for uniform appearance.

B. Clean, lubricate, and adjust hardware.

C. Clean cabinets on exposed and semiexposed surfaces.

END OF SECTION 064116
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Lucas County Central Drug Testing Relocation
Lucas County Board of Commissioners

Toledo, Ohio

Construction Documents PREPARATION FOR REROOFING
The Collaborative Inc. #106086 07015019
January 15, 2013 Page 1 of 5

SECTION 070150.19 - PREPARATION FOR REROOFING (ALTERNATE NUMBER 1)

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Full tear-off of entire roof.
2. Removal of base flashings.
3. Temporary roofing.

B. Related Requirements:

1. Section 011000 "Summary" for use of the premises and phasing requirements.

1.3 UNIT PRICES

A. Work of this Section is affected by [insulation removal and replacement unit price] [metal deck 
removal and replacement unit price] [roof sheathing removal and replacement unit price] <Insert
name of unit price>.

1.4 DEFINITIONS

A. Roofing Terminology:  Definitions in ASTM D 1079 and glossary of NRCA's "The NRCA Roofing and 
Waterproofing Manual" apply to work of this Section.

B. Full Roof Tear-Off:  Removal of existing roofing system from deck.

1.5 ACTION SUBMITTALS

A. Product Data:  For each type of product.

B. Shop Drawings:  Include plans, sections, and details.

C. Temporary Roofing Submittal:  Product data and description of temporary roofing system.  If temporary 
roof remains in place, include surface preparation requirements needed to receive permanent roof, and 
submit a letter from roofing manufacturer, stating acceptance of the temporary roof and that its inclusion 
does not adversely affect the roofing system's resistance to fire and wind or its FM Global rating.

1.6 INFORMATIONAL SUBMITTALS

C-001 Dated 1/22/2013
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A. Qualification Data:  For Installer.

1. Include certificate that Installer is approved by warrantor of existing roofing system.

B. Fastener pull-out test report.

C. Photographs or Videotape:  Show existing conditions of adjoining construction and site improvements, 
including exterior and interior finish surfaces, that might be misconstrued as having been damaged by 
reroofing operations.  Submit before Work begins.

D. Landfill Records:  Indicate receipt and acceptance of demolished roofing materials by a landfill facility 
licensed to accept them.

1.7 QUALITY ASSURANCE

A. Installer Qualifications: Approved by warrantor of existing roofing system to work on existing roofing.

B. Regulatory Requirements:  Comply with governing EPA notification regulations before beginning 
roofing removal.  Comply with hauling and disposal regulations of authorities having jurisdiction.

C. Reroofing Conference:  Conduct conference at Project site.

1. Meet with Owner; Architect; Owner's insurer if applicable; testing and inspecting agency
representative; roofing system manufacturer's representative; roofing Installer, including project 
manager, superintendent, and foreman; and installers whose work interfaces with or affects 
reroofing, including installers of roof deck, roof accessories, and roof-mounted equipment.

2. Review methods and procedures related to roofing system tear-off and replacement, including, but 
not limited to, the following:

a. Reroofing preparation, including roofing system manufacturer's written instructions.
b. Existing roof drains and roof drainage during each stage of reroofing, and roof-drain

plugging and plug removal.
c. Construction schedule and availability of materials, Installer's personnel, equipment, and 

facilities needed to avoid delays.
d. Existing roof deck conditions requiring notification of Architect.
e. Existing roof deck removal procedures and Owner notifications.
f. Condition and acceptance of existing roof deck and base flashing substrate for reuse.
g. Structural loading limitations of roof deck during reroofing.
h. Base flashings, special roofing details, drainage, penetrations, equipment curbs, and 

condition of other construction that affect reroofing.
i. HVAC shutdown and sealing of air intakes.
j. Shutdown of fire-suppression, -protection, and -alarm and -detection systems.
k. Governing regulations and requirements for insurance and certificates if applicable.
l. Existing conditions that may require notification of Architect before proceeding.

1.8 FIELD CONDITIONS

A. Existing Roofing System: Built-up asphalt roofing.

B. Protect building to be reroofed, adjacent buildings, walkways, site improvements, exterior plantings, and 
landscaping from damage or soiling from reroofing operations.
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C. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities.

D. Conditions existing at time of inspection for bidding are maintained by Owner as far as practical.

E. Limit construction loads on roof to <Insert load> for rooftop equipment wheel loads and <Insert load>
for uniformly distributed loads.

F. Weather Limitations:  Proceed with reroofing preparation only when existing and forecasted weather 
conditions permit Work to proceed without water entering existing roofing system or building.

1. Remove only as much roofing in one day as can be made watertight in the same day.

G. Hazardous Materials:  It is not expected that hazardous materials, such as asbestos-containing materials, 
will be encountered in the Work.

1. Hazardous materials will be removed by Owner before start of the Work.  Existing roof will be left 
no less watertight than before removal.

2. If materials suspected of containing hazardous materials are encountered, do not disturb; 
immediately notify Architect and Owner.  Hazardous materials will be removed by Owner under a 
separate contract.

H. Hazardous Materials:  A report on the presence of hazardous materials is on file for review and use. 
Examine report to become aware of locations where hazardous materials are present.

PART 2 - PRODUCTS

2.1 TEMPORARY PROTECTION MATERIALS

A. Expanded Polystyrene (EPS) Insulation:  ASTM C 578.

B. Plywood:  DOC PS1, Grade CD Exposure 1.

C. OSB:  DOC PS2, Exposure 1.

2.2 TEMPORARY ROOFING MATERIALS

A. Design and selection of materials for temporary roofing are Contractor's responsibilities.

B. Sheathing Paper:  Red-rosin type, minimum 3 lb/100 sq. ft. (0.16 kg/sq. m).

C. Base Sheet:  ASTM D 4601, Type II, nonperforated, asphalt-impregnated and -coated, glass-fiber sheet.

D. Glass-Fiber Felts:  ASTM D 2178, Type IV, asphalt-impregnated, glass-fiber felt.

E. Asphalt Primer:  ASTM D 41/D 41M.

F. Roofing Asphalt:  ASTM D 312, Type III or IV.

G. Base Sheet Fasteners:  Capped head, factory-coated steel fasteners, listed in FM Global's "Approval
Guide."

C-001 Dated 1/22/2013
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2.3 AUXILIARY REROOFING MATERIALS

A. General:  Use auxiliary reroofing preparation materials recommended by roofing system manufacturer for 
intended use and compatible with components of existing and new roofing system.

PART 3 - EXECUTION

3.1 PREPARATION

A. Shut off rooftop utilities and service piping before beginning the Work.

B. Test existing roof drains to verify that they are not blocked or restricted.  Immediately notify Architect of 
any blockages or restrictions.

C. Coordinate with Owner to shut down air-intake equipment in the vicinity of the Work.  Cover air-intake
louvers before proceeding with reroofing work that could affect indoor air quality or activate smoke 
detectors in the ductwork.

D. During removal operations, have sufficient and suitable materials on-site to facilitate rapid installation of 
temporary protection in the event of unexpected rain.

E. Maintain roof drains in functioning condition to ensure roof drainage at end of each workday.  Prevent 
debris from entering or blocking roof drains and conductors.  Use roof-drain plugs specifically designed
for this purpose.  Remove roof-drain plugs at end of each workday, when no work is taking place, or 
when rain is forecast.

1. If roof drains are temporarily blocked or unserviceable due to roofing system removal or partial 
installation of new roofing system, provide alternative drainage method to remove water and 
eliminate ponding.  Do not permit water to enter into or under existing roofing system components 
that are to remain.

3.2 ROOF TEAR-OFF

A. General:  Notify Owner each day of extent of roof tear-off proposed for that day.

B. Remove loose aggregate from aggregate-surfaced built-up bituminous roofing using a power broom.

C. Remove pavers and accessories from roofing.

D. Full Roof Tear-Off: Remove existing roofing and other roofing system components down to the deck.

1. Remove vapor retarder roof insulation and cover board.
2. Remove wood blocking, curbs, and nailers.
3. Remove fasteners from deck.

3.3 DECK PREPARATION

A. Inspect deck after tear-off of roofing system.
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B. If broken or loose fasteners that secure deck panels to one another or to structure are observed, or if deck 
appears or feels inadequately attached, immediately notify Architect.  Do not proceed with installation 
until directed by Architect.

C. If deck surface is unsuitable for receiving new roofing or if structural integrity of deck is suspect, 
immediately notify Architect.  Do not proceed with installation until directed by Architect.

D. Replace plywood roof sheathing as directed by Architect.  Roof sheathing replacement will be paid for by 
adjusting the Contract Sum according to unit prices included in the Contract Documents.

3.4 TEMPORARY ROOFING

A. Install approved temporary roofing over area to be reroofed.

B. Remove temporary roofing before installing new roofing.

3.5 BASE FLASHING REMOVAL

A. Remove existing base flashings.  Clean substrates of contaminants, such as asphalt, sheet materials, dirt, 
and debris.

B. Inspect parapet sheathing, wood blocking, curbs, and nailers for deterioration and damage.  If parapet 
sheathing, wood blocking, curbs, or nailers have deteriorated, immediately notify Architect.

3.6 FASTENER PULL-OUT TESTING

A. Perform fastener pull-out tests according to SPRI FX-1, and submit test report to Architect and roofing
manufacturer before installing new roofing system.

1. Obtain roofing manufacturer's approval to proceed with specified fastening pattern. Roofing
manufacturer may furnish revised fastening pattern commensurate with pull-out test results.

3.7 DISPOSAL

A. Collect demolished materials and place in containers.  Promptly dispose of demolished materials.  Do not 
allow demolished materials to accumulate on-site.

1. Storage or sale of demolished items or materials on-site is not permitted.

B. Transport and legally dispose of demolished materials off Owner's property.

END OF SECTION 070150.19
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Lucas County Central Drug Testing Relocation
Lucas County Board of Commissioners

Toledo, Ohio

Construction Documents THERMAL INSULATION
The Collaborative Inc. #106086 072100
January 15, 2013 Page 1 of 3

SECTION 072100 - THERMAL INSULATION

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Glass-fiber blanket insulation.
2. Spray polyurethane foam insulation.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product indicated.

1.4 QUALITY ASSURANCE

A. Surface-Burning Characteristics:  As determined by testing identical products according to ASTM E 84
by a qualified testing agency.  Identify products with appropriate markings of applicable testing agency.

1.5 DELIVERY, STORAGE, AND HANDLING

A. Protect insulation materials from physical damage and from deterioration due to moisture, soiling, and 
other sources.  Store inside and in a dry location.  Comply with manufacturer's written instructions for 
handling, storing, and protecting during installation.

PART 2 - PRODUCTS

2.1 GLASS-FIBER BLANKET INSULATION

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that 
may be incorporated into the Work include, but are not limited to, the following:

1. CertainTeed Corporation.
2. Guardian Building Products, Inc.
3. Johns Manville.
4. Knauf Insulation.
5. Owens Corning.
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B. Unfaced, Glass-Fiber Blanket Insulation:  ASTM C 665, Type I; with maximum flame-spread and 
smoke-developed indexes of 25 and 50, respectively, per ASTM E 84; passing ASTM E 136 for 
combustion characteristics.

C. Sustainability Requirements:  Provide glass-fiber blanket insulation as follows:

1. Free of Formaldehyde:  Insulation manufactured with 100 percent acrylic binders and no 
formaldehyde.

2. Low Emitting:  Insulation tested according to ASTM D 5116 and shown to emit less than 0.05-
ppm formaldehyde.

2.2 SPRAY POLYURETHANE FOAM INSULATION

A. Closed-Cell Polyurethane Foam Insulation:  ASTM C 1029, Type II, with maximum flame-spread and 
smoke-developed indexes of 75 and 450, respectively, per ASTM E 84.

1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following:

a. BASF Corporation.
b. Dow Chemical Company (The).
c. Henry Company.
d. NCFI; Division of Barnhardt Mfg. Co.
e. SWD Urethane Company.

2. Minimum density of 1.5 lb/cu. ft. (24 kg/cu. m), thermal resistivity of 6.2 deg F x h x sq. ft./Btu x 
in. at 75 deg F (43 K x m/W at 24 deg C).

PART 3 - EXECUTION

3.1 PREPARATION

A. Clean substrates of substances that are harmful to insulationor that interfere with insulation attachment.

3.2 INSTALLATION, GENERAL

A. Comply with insulation manufacturer's written instructions applicable to products and applications 
indicated.

B. Install insulation that is undamaged, dry, and unsoiled and that has not been left exposed to ice, rain, or 
snow at any time.

C. Extend insulation to envelop entire area to be insulated.  Cut and fit tightly around obstructions and fill 
voids with insulation.  Remove projections that interfere with placement.

D. Provide sizes to fit applications indicated and selected from manufacturer's standard thicknesses, widths, 
and lengths.  Apply single layer of insulation units to produce thickness indicated unless multiple layers 
are otherwise shown or required to make up total thickness.
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3.3 INSTALLATION OF INSULATION FOR FRAMED CONSTRUCTION

A. Apply insulation units to substrates by method indicated, complying with manufacturer's written 
instructions.  If no specific method is indicated, bond units to substrate with adhesive or use mechanical 
anchorage to provide permanent placement and support of units.

B. Glass-Fiber or Mineral-Wool Blanket Insulation:  Install in cavities formed by framing members 
according to the following requirements:

1. Use insulation widths and lengths that fill the cavities formed by framing members.  If more than 
one length is required to fill the cavities, provide lengths that will produce a snug fit between ends.

2. Place insulation in cavities formed by framing members to produce a friction fit between edges of 
insulation and adjoining framing members.

3. Maintain 3-inch (76-mm) clearance of insulation around recessed lighting fixtures not rated for or 
protected from contact with insulation.

4. Install eave ventilation troughs between roof framing members in insulated attic spaces at vented 
eaves.

5. For metal-framed wall cavities where cavity heights exceed 96 inches (2438 mm), support unfaced 
blankets mechanically and support faced blankets by taping flanges of insulation to flanges of 
metal studs.

6. For wood-framed construction, install blankets according to ASTM C 1320 and as follows:

a. With faced blankets having stapling flanges, secure insulation by inset, stapling flanges to 
sides of framing members.

b. With faced blankets having stapling flanges, lap blanket flange over flange of adjacent 
blanket to maintain continuity of vapor retarder once finish material is installed over it.

C. Spray-Applied Insulation:  Apply spray-applied insulation according to manufacturer's written
instructions.  Do not apply insulation until installation of pipes, ducts, conduits, wiring, and electrical 
outlets in walls is completed and windows, electrical boxes, and other items not indicated to receive 
insulation are masked.  After insulation is applied, make flush with face of studs by using method 
recommended by insulation manufacturer.

D. Miscellaneous Voids:  Install insulation in miscellaneous voids and cavity spaces where required to 
prevent gaps in insulation using the following materials:

1. Spray Polyurethane Insulation:  Apply according to manufacturer's written instructions.

3.4 PROTECTION

A. Protect installed insulationfrom damage due to harmful weather exposures, physical abuse, and other 
causes.  Provide temporary coverings or enclosures where insulation is subject to abuse and cannot be 
concealed and protected by permanent construction immediately after installation.

END OF SECTION 072100
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SECTION 072500 - WEATHER BARRIERS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Building wrap.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product.

1. For building wrap, include data on air and water-vapor permeance based on testing according to 
referenced standards.

PART 2 - PRODUCTS

2.1 WATER-RESISTIVE BARRIER

A. Building Paper:  Water-vapor-permeable, asphalt-saturated kraft building paper that complies with ICC-
ES AC38, Grade D.

B. Building Wrap:  ASTM E 1677, Type I air barrier; with flame-spread and smoke-developed indexes of 
less than 25 and 450, respectively, when tested according to ASTM E 84; UV stabilized; and acceptable 
to authorities having jurisdiction.

1. Products:  Subject to compliance with requirements, available products that may be incorporated 
into the Work include, but are not limited to, the following:

a. Dow Chemical Company (The); Styrofoam Weathermate Plus Brand Housewrap.
b. DuPont (E. I. du Pont de Nemours and Company); Tyvek CommercialWrap.
c. Ludlow Coated Products; Barricade Building Wrap.
d. Pactiv, Inc.; GreenGuard RainDrop.
e. Raven Industries Inc.; Fortress Pro Weather Protective Barrier.

2. Water-Vapor Permeance:  Not less than 8 perms (460 ng/Pa x s x sq. m) per ASTM E 96/E 96M,
Desiccant Method (Procedure A).

3. Allowable UV Exposure Time:  Not less than three months.
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C. Building-Wrap Tape:  Pressure-sensitive plastic tape recommended by building-wrap manufacturer for 
sealing joints and penetrations in building wrap.

2.2 MISCELLANEOUS MATERIALS

A. Nails and Staples:  ASTM F 1667.

PART 3 - EXECUTION

3.1 WATER-RESISTIVE BARRIER INSTALLATION

A. Cover exposed exterior surface of sheathing with water-resistive barrier securely fastened to framing 
immediately after sheathing is installed.

B. Cover sheathing with water-resistive barrier as follows:

1. Cut back barrier 1/2 inch (13 mm) on each side of the break in supporting members at expansion-
or control-joint locations.

2. Apply barrier to cover vertical flashing with a minimum 4-inch (100-mm) overlap unless 
otherwise indicated.

C. Building Wrap:  Comply with manufacturer's written instructions.

1. Seal seams, edges, fasteners, and penetrations with tape.
2. Extend into jambs of openings and seal corners with tape.

END OF SECTION 072500
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SECTION 074646 - FIBER-CEMENT SIDING (ALTERNATE NUMBER 002)

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes fiber-cement siding.

1.3 COORDINATION

A. Coordinate siding installation with flashings and other adjoining construction to ensure proper 
sequencing.

1.4 PREINSTALLATION MEETINGS

A. Preinstallation Conference:  Conduct conference at Project site.

1.5 ACTION SUBMITTALS

A. Product Data:  For each type of product. Include construction details, material descriptions, dimensions 
of individual components and profiles, and finishes.

B. Samples for Initial Selection:  For fiber-cement siding including related accessories.

C. Samples for Verification: For each type, color, texture, and pattern required.

1. 12-inch- (300-mm-) long-by-actual-width Sample of siding.

1.6 INFORMATIONAL SUBMITTALS

A. Product Certificates:  For each type of fiber-cement siding.

B. Product Test Reports:  Based on evaluation of comprehensive tests performed by a qualified testing 
agency, for fiber-cement siding.

C. Research/Evaluation Reports:  For each type of fiber-cement siding required, from ICC-ES.

D. Sample Warranty:  For special warranty.

1.7 CLOSEOUT SUBMITTALS
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A. Maintenance Data:  For each type of product, including related accessories, to include in maintenance 
manuals.

1.8 MAINTENANCE MATERIAL SUBMITTALS

A. Furnish extra materials that match products installed and that are packaged with protective covering for 
storage and identified with labels describing contents.

1. Furnish full lengths of fiber-cement siding including related accessories, in a quantity equal to 2 
percent of amount installed.

1.9 DELIVERY, STORAGE, AND HANDLING

A. Deliver and store packaged materials in original containers with labels intact until time of use.

B. Store materials on elevated platforms, under cover, and in a dry location.

1.10 WARRANTY

A. Special Warranty:  Manufacturer agrees to repair or replace products that fail in materials or 
workmanship within specified warranty period.

1. Failures include, but are not limited to, the following:

a. Structural failures including cracking and deforming.
b. Deterioration of materials beyond normal weathering.

2. Warranty Period: 10 years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Source Limitations:  Obtain products, including related accessories, from single source from single 
manufacturer.

2.2 FIBER-CEMENT SIDING

A. General:  ASTM C 1186, Type A, Grade II, fiber-cement board, noncombustible when tested according 
to ASTM E 136; with a flame-spread index of 25 or less when tested according to ASTM E 84.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

a. CertainTeed Corporation.
b. GAF Materials Corporation.
c. James Hardie Building Products, Inc.
d. Nichiha Fiber Cement.
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B. Labeling:  Provide fiber-cement siding that is tested and labeled according to ASTM C 1186 by a 
qualified testing agency acceptable to authorities having jurisdiction.

C. Nominal Thickness:  Not less than 5/16 inch (8 mm).

D. Panel Texture: 48-inch- (1200-mm-) wide sheets with smooth texture.

E. Factory Priming:  Manufacturer's standard acrylic primer.

2.3 ACCESSORIES

A. Siding Accessories, General:  Provide starter strips, edge trim, outside and inside corner caps, and other 
items as recommended by siding manufacturer for building configuration.

1. Provide accessories matching color and texture of adjacent siding unless otherwise indicated 
including but not limited to the following.

a. Corrugated shim.
b. Vertical starter strip.
c. Corner clip.
d. Panel clip.
e. Joint clips.
f. Double flange sealant backer.

B. Decorative Accessories:  Provide the following fiber-cement decorative accessories as indicated:

1. Corner posts.
2. Door and window casings.
3. Fasciae.
4. Moldings and trim.

C. Flashing:  Provide aluminum flashing complying with Section 076200 "Sheet Metal Flashing and Trim" 
at window and door heads and where indicated.

D. Fasteners:

1. For fastening to wood, use siding nails of sufficient length to penetrate a minimum of 1 inch (25
mm) into substrate.

2. For fastening to metal, use ribbed bugle-head screws of sufficient length to penetrate a minimum 
of 1/4 inch (6 mm), or three screw-threads, into substrate.

3. For fastening fiber cement, use hot-dip galvanized fasteners.
4. For fastening into masonry, use industry-recommended power-actuated or self-drilling corrosion 

resistant fasteners recommended by the manufacturer.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates for compliance with requirements for installation tolerances and other conditions 
affecting performance of fiber-cement siding and related accessories.
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B. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Clean substrates of projections and substances detrimental to application.

3.3 INSTALLATION

A. General:  Comply with manufacturer's written installation instructions applicable to products and 
applications indicated unless more stringent requirements apply.

1. Do not install damaged components.
2. Install fasteners no more than 24 inches (600 mm) o.c.

B. Install joint sealants as specified in Section 079200 "Joint Sealants" and to produce a weathertight
installation.

3.4 ADJUSTING AND CLEANING

A. Remove damaged, improperly installed, or otherwise defective materials and replace with new materials
complying with specified requirements.

B. Clean finished surfaces according to manufacturer's written instructions and maintain in a clean condition 
during construction.

END OF SECTION 074646
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SECTION 075323 - ETHYLENE-PROPYLENE-DIENE-MONOMER (EPDM) ROOFING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Adhered ethylene-propylene-diene-monomer (EPDM) roofing system.
2. Roof insulation.

B. Related Requirements:

1. Section 061053 "Miscellaneous Rough Carpentry" for wood nailers, curbs, and blocking and for 
wood-based, structural-use roof deck panels.

2. Section 072100 "Thermal Insulation" for insulation beneath the roof deck.
3. Section 076200 "Sheet Metal Flashing and Trim" for metal roof flashings and counterflashings.
4. Section 079200 "Joint Sealants" for joint sealants, joint fillers, and joint preparation.

1.3 DEFINITIONS

A. Roofing Terminology:  Definitions in ASTM D 1079 and glossary of NRCA's "The NRCA Roofing and 
Waterproofing Manual" apply to work of this Section.

1.4 ACTION SUBMITTALS

A. Product Data:  For each type of product.

B. Shop Drawings:  For roofing system.  Include plans, elevations, sections, details, and attachments to other 
work, including:

1. Base flashings and membrane terminations.
2. Tapered insulation, including slopes.
3. Insulation fastening patterns for corner, perimeter, and field-of-roof locations.

1.5 INFORMATIONAL SUBMITTALS

A. Sample Warranties:  For manufacturer's special warranties.

1.6 QUALITY ASSURANCE
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A. Manufacturer Qualifications:  A qualified manufacturer that is FM Global approved for roofing system 
identical to that used for this Project.

B. Installer Qualifications:  A qualified firm that is approved, authorized, or licensed by roofing system 
manufacturer to install manufacturer's product and that is eligible to receive manufacturer's special 
warranty.

1.7 DELIVERY, STORAGE, AND HANDLING

A. Deliver roofing materials to Project site in original containers with seals unbroken and labeled with
manufacturer's name, product brand name and type, date of manufacture, approval or listing agency 
markings, and directions for storing and mixing with other components.

B. Store liquid materials in their original undamaged containers in a clean, dry, protected location and within 
the temperature range required by roofing system manufacturer.  Protect stored liquid material from direct 
sunlight.

1. Discard and legally dispose of liquid material that cannot be applied within its stated shelf life.

C. Protect roof insulation materials from physical damage and from deterioration by sunlight, moisture, 
soiling, and other sources.  Store in a dry location.  Comply with insulation manufacturer's written 
instructions for handling, storing, and protecting during installation.

D. Handle and store roofing materials, and place equipment in a manner to avoid permanent deflection of 
deck.

1.8 FIELD CONDITIONS

A. Weather Limitations:  Proceed with installation only when existing and forecasted weather conditions 
permit roofing system to be installed according to manufacturer's written instructions and warranty 
requirements.

1.9 WARRANTY

A. Special Warranty:  Manufacturer agrees to repair or replace components of roofing system that fail in 
materials or workmanship within specified warranty period.

1. Special warranty includes membrane roofing, base flashings, roof insulation, fasteners, cover
boards, roofing accessories, and other components of roofing system.

2. Warranty Period: 20 years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Source Limitations:  Obtain components including roof insulation fasteners for roofing system from same
manufacturer as membrane roofing or manufacturer approved by membrane roofing manufacturer.
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2.2 PERFORMANCE REQUIREMENTS

A. General Performance:  Installed roofing and base flashings shall withstand specified uplift pressures, 
thermally induced movement, and exposure to weather without failure due to defective manufacture, 
fabrication, installation, or other defects in construction.  Roofing and base flashings shall remain 
watertight.

1. Accelerated Weathering:  Roofing system shall withstand 2000 hours of exposure when tested 
according to ASTM G 152, ASTM G 154, or ASTM G 155.

2. Impact Resistance:  Roofing system shall resist impact damage when tested according to 
ASTM D 3746 or ASTM D 4272.

B. Material Compatibility:  Roofing materials shall be compatible with one another and adjacent materials 
under conditions of service and application required, as demonstrated by roofing manufacturer based on 
testing and field experience.

C. FM Global Listing:  Roofing, base flashings, and component materials shall comply with requirements in 
FM Global 4450 or FM Global 4470 as part of a roofing system, and shall be listed in FM Global's 
"RoofNav" for Class 1 or noncombustible construction, as applicable.  Identify materials with FM Global 
markings.

1. Fire/Windstorm Classification: Class 1A-90.
2. Hail-Resistance Rating: SH.

D. Exterior Fire-Test Exposure:  ASTM E 108 or UL 790, Class A; for application and roof slopes indicated; 
testing by a qualified testing agency.  Identify products with appropriate markings of applicable testing 
agency.

2.3 EPDM ROOFING

A. EPDM:  ASTM D 4637, Type I, nonreinforced, uniform, flexible EPDM sheet.

1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following:

a. Carlisle SynTec Incorporated.
b. Firestone Building Products.
c. GAF Materials Corporation.
d. Johns Manville.
e. Mule-Hide Products Co., Inc.

2. Thickness: 60 mils (1.5 mm), nominal.
3. Exposed Face Color: Black.

2.4 AUXILIARY ROOFING MATERIALS

A. General:  Auxiliary materials recommended by roofing system manufacturer for intended use and 
compatible with roofing.

1. Liquid-type auxiliary materials shall comply with VOC limits of authorities having jurisdiction.

B. Sheet Flashing: 60-mil- (1.5-mm-) thick EPDM, partially cured or cured, according to application.
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C. Bonding Adhesive:  Manufacturer's standard, water based.

D. Seaming Material: Manufacturer's standard, synthetic-rubber polymer primer and 3-inch- (75-mm-) wide
minimum, butyl splice tape with release film.

E. Lap Sealant:  Manufacturer's standard, single-component sealant, colored to match membrane roofing.

F. Water Cutoff Mastic:  Manufacturer's standard butyl mastic sealant.

G. Fasteners:  Factory-coated steel fasteners and metal or plastic plates complying with corrosion-resistance
provisions in FM Global 4470, designed for fastening membrane to substrate, and acceptable to roofing 
system manufacturer.

H. Miscellaneous Accessories:  Provide pourable sealers, preformed cone and vent sheet flashings, molded 
pipe boot flashings, preformed inside and outside corner sheet flashings, reinforced EPDM securement
strips, T-joint covers, in-seam sealants, termination reglets, cover strips, and other accessories.

1. Provide white flashing accessories for white EPDM membrane roofing.

2.5 ROOF INSULATION

A. General:  Preformed roof insulation boards manufactured or approved by EPDM roofing manufacturer, 
selected from manufacturer's standard sizes suitable for application, of thicknesses indicated and that 
produce FM Global-approved roof insulation.

B. Tapered Insulation:  Provide factory-tapered insulation boards fabricated to slope of 1/4 inch per 12 
inches (1:48) unless otherwise indicated.

C. Provide preformed saddles, crickets, tapered edge strips, and other insulation shapes where indicated for 
sloping to drain.  Fabricate to slopes indicated.

2.6 INSULATION ACCESSORIES

A. General:  Roof insulation accessories recommended by insulation manufacturer for intended use and 
compatibility with roofing.

B. Fasteners:  Factory-coated steel fasteners and metal or plastic plates complying with corrosion-resistance
provisions in FM Global 4470, designed for fastening roof insulation and cover boards to substrate, and 
acceptable to roofing system manufacturer.

C. Insulation Adhesive:  Insulation manufacturer's recommended adhesive formulated to attach roof 
insulation to substrate or to another insulation layer as follows:

1. Modified asphaltic, asbestos-free, cold-applied adhesive.
2. Full-spread spray-applied, low-rise, two-component urethane adhesive.

D. Cover Board:  ASTM C 208, Type II, Grade 2, cellulosic-fiber insulation board, 1/2 inch (13 mm) thick.

2.7 WALKWAYS
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A. Flexible Walkways:  Factory-formed, nonporous, heavy-duty, solid-rubber, slip-resisting, surface-
textured walkway pads, approximately 3/16 inch (5 mm) thick and acceptable to roofing system
manufacturer.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, areas, and conditions, with Installer present, for compliance with requirements and 
other conditions affecting performance of the Work:

1. Verify that roof openings and penetrations are in place, curbs are set and braced, and roof-drain
bodies are securely clamped in place.

2. Verify that wood blocking, curbs, and nailers are securely anchored to roof deck at penetrations 
and terminations and that nailers match thicknesses of insulation.

B. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Clean substrate of dust, debris, moisture, and other substances detrimental to roofing installation 
according to roofing system manufacturer's written instructions.  Remove sharp projections.

B. Prevent materials from entering and clogging roof drains and conductors and from spilling or migrating 
onto surfaces of other construction.  Remove roof-drain plugs when no work is taking place or when rain 
is forecast.

3.3 ROOFING INSTALLATION, GENERAL

A. Install roofing system according to roofing system manufacturer's written instructions.

B. Complete terminations and base flashings and provide temporary seals to prevent water from entering 
completed sections of roofing system at the end of the workday or when rain is forecast.  Remove and 
discard temporary seals before beginning work on adjoining roofing.

3.4 INSULATION INSTALLATION

A. Coordinate installing roofing system components so insulation is not exposed to precipitation or left 
exposed at the end of the workday.

B. Comply with roofing system and insulation manufacturer's written instructions for installing roof 
insulation.

C. Install tapered insulation under area of roofing to conform to slopes indicated.

D. Install insulation under area of roofing to achieve required thickness.  Where overall insulation thickness 
is 2.7 inches (68 mm) or greater, install two or more layers with joints of each succeeding layer staggered 
from joints of previous layer a minimum of 6 inches (150 mm) in each direction.
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1. Where installing composite and noncomposite insulation in two or more layers, install
noncomposite board insulation for bottom layer and intermediate layers, if applicable, and install 
composite board insulation for top layer.

E. Trim surface of insulation where necessary at roof drains so completed surface is flush and does not 
restrict flow of water.

F. Install insulation with long joints of insulation in a continuous straight line with end joints staggered 
between rows, abutting edges and ends between boards.  Fill gaps exceeding 1/4 inch (6 mm) with
insulation.

1. Cut and fit insulation within 1/4 inch (6 mm) of nailers, projections, and penetrations.

G. Adhered Insulation:  Install each layer of insulation and adhere to substrate as follows:

1. Set each layer of insulation in a uniform coverage of full-spread insulation adhesive, firmly 
pressing and maintaining insulation in place.

H. Install cover boards over insulation with long joints in continuous straight lines with end joints staggered 
between rows.  Offset joints of insulation below a minimum of 6 inches (150 mm) in each direction. 
Loosely butt cover boards together.

1. Fasten cover boards according to requirements in FM Global's "RoofNav" for specified 
Windstorm Resistance Classification.

2. Fasten cover boards to resist uplift pressure at corners, perimeter, and field of roof.

3.5 ADHERED MEMBRANE ROOFING INSTALLATION

A. Start installation of roofing in presence of roofing system manufacturer's technical personnel.

B. Accurately align roofing, and maintain uniform side and end laps of minimum dimensions required by 
manufacturer.  Stagger end laps.

C. Bonding Adhesive:  Apply to substrate and underside of roofing at rate required by manufacturer, and 
allow to partially dry before installing roofing.  Do not apply to splice area of roofing.

D. In addition to adhering, mechanically fasten roofing securely at terminations, penetrations, and 
perimeters.

E. Apply roofing with side laps shingled with slope of roof deck where possible.

F. Tape Seam Installation:  Clean and prime both faces of splice areas, apply splice tape, and firmly roll side 
and end laps of overlapping roofing according to manufacturer's written instructions to ensure a 
watertight seam installation.  Apply lap sealant and seal exposed edges of roofing terminations.

G. Repair tears, voids, and lapped seams in roofing that do not comply with requirements.

H. Spread sealant or mastic bed over deck-drain flange at roof drains, and securely seal membrane roofing in 
place with clamping ring.

3.6 BASE FLASHING INSTALLATION
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A. Install sheet flashings and preformed flashing accessories, and adhere to substrates according to roofing
system manufacturer's written instructions.

B. Apply bonding adhesive to substrate and underside of sheet flashing at required rate, and allow to
partially dry.  Do not apply to seam area of flashing.

C. Flash penetrations and field-formed inside and outside corners with cured or uncured sheet flashing.

D. Clean splice areas, apply splicing cement, and firmly roll side and end laps of overlapping sheets to 
ensure a watertight seam installation.  Apply lap sealant and seal exposed edges of sheet flashing 
terminations.

E. Terminate and seal top of sheet flashings and mechanically anchor to substrate through termination bars.

3.7 WALKWAY INSTALLATION

A. Flexible Walkways:  Install walkway products in locations to provide coverage from roof access point to 
roof top mounted equipment shown on mechanical drawings.  Adhere walkway products to substrate with 
compatible adhesive according to roofing system manufacturer's written instructions.

3.8 PROTECTING AND CLEANING

A. Protect membrane roofing system from damage and wear during remainder of construction period.  When 
remaining construction does not affect or endanger roofing, inspect roofing for deterioration and damage, 
describing its nature and extent in a written report, with copies to Architect and Owner.

B. Correct deficiencies in or remove membrane roofing system that does not comply with requirements, 
repair substrates, and repair or reinstall membrane roofing system to a condition free of damage and 
deterioration at time of Substantial Completion and according to warranty requirements.

C. Clean overspray and spillage from adjacent construction using cleaning agents and procedures 
recommended by manufacturer of affected construction.

END OF SECTION 075323
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SECTION 076200 - SHEET METAL FLASHING AND TRIM

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Formed low-slope roof sheet metal fabrications.

B. Related Requirements:

1. Section 061053 "Miscellaneous Rough Carpentry" for wood nailers, curbs, and blocking.

1.3 COORDINATION

A. Coordinate sheet metal flashing and trim layout and seams with sizes and locations of penetrations to be 
flashed, and joints and seams in adjacent materials.

B. Coordinate sheet metal flashing and trim installation with adjoining roofing and wall materials, joints, 
and seams to provide leakproof, secure, and noncorrosive installation.

1.4 ACTION SUBMITTALS

A. Product Data:  For each type of product.

1. Include construction details, material descriptions, dimensions of individual components and 
profiles, and finishes for each manufactured product and accessory.

B. Samples for Initial Selection:  For each type of sheet metal and accessory indicated with factory-applied
finishes.

1.5 INFORMATIONAL SUBMITTALS

A. Sample Warranty:  For special warranty.

1.6 QUALITY ASSURANCE

A. Fabricator Qualifications:  Employs skilled workers who custom fabricate sheet metal flashing and trim
similar to that required for this Project and whose products have a record of successful in-service
performance.
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1. For copings and roof edge flashings that are FM Approvals approved, shop shall be listed as able 
to fabricate required details as tested and approved.

1.7 DELIVERY, STORAGE, AND HANDLING

A. Do not store sheet metal flashing and trim materials in contact with other materials that might cause 
staining, denting, or other surface damage.  Store sheet metal flashing and trim materials away from 
uncured concrete and masonry.

B. Protect strippable protective covering on sheet metal flashing and trim from exposure to sunlight and high 
humidity, except to extent necessary for period of sheet metal flashing and trim installation.

1.8 WARRANTY

A. Special Warranty on Finishes:  Manufacturer agrees to repair finish or replace sheet metal flashing and 
trim that shows evidence of deterioration of factory-applied finishes within specified warranty period.

1. Exposed Panel Finish:  Deterioration includes, but is not limited to, the following:

a. Color fading more than 5 Hunter units when tested according to ASTM D 2244.
b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214.
c. Cracking, checking, peeling, or failure of paint to adhere to bare metal.

2. Finish Warranty Period: 20 years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1 PERFORMANCE REQUIREMENTS

A. General:  Sheet metal flashing and trim assemblies shall withstand wind loads, structural movement, 
thermally induced movement, and exposure to weather without failure due to defective manufacture, 
fabrication, installation, or other defects in construction.  Completed sheet metal flashing and trim shall 
not rattle, leak, or loosen, and shall remain watertight.

B. Sheet Metal Standard for Flashing and Trim:  Comply with NRCA's "The NRCA Roofing Manual" and
SMACNA's "Architectural Sheet Metal Manual" requirements for dimensions and profiles shown unless 
more stringent requirements are indicated.

C. FM Approvals Listing:  Manufacture and install copings and roof edge flashings that are listed in FM 
Approvals' "RoofNav" and approved for windstorm classification, Class 1-90.  Identify materials with 
name of fabricator and design approved by FM Approvals.

D. Thermal Movements:  Allow for thermal movements from ambient and surface temperature changes to 
prevent buckling, opening of joints, overstressing of components, failure of joint sealants, failure of 
connections, and other detrimental effects.  Base calculations on surface temperatures of materials due to 
both solar heat gain and nighttime-sky heat loss.

1. Temperature Change: 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material surfaces.
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2.2 SHEET METALS

A. General:  Protect mechanical and other finishes on exposed surfaces from damage by applying strippable, 
temporary protective film before shipping.

B. Aluminum Sheet: ASTM B 209 (ASTM B 209M), alloy as standard with manufacturer for finish 
required, with temper as required to suit forming operations and performance required; with smooth, flat
surface.

1. Exposed Coil-Coated Finish:

a. Two-Coat Fluoropolymer:  AAMA 620.  Fluoropolymer finish containing not less than 70 
percent PVDF resin by weight in color coat.  Prepare, pretreat, and apply coating to 
exposed metal surfaces to comply with coating and resin manufacturers' written 
instructions.

2. Color: As selected by Architect from manufacturer's full range.
3. Concealed Finish:  Pretreat with manufacturer's standard white or light-colored acrylic or 

polyester backer finish, consisting of prime coat and wash coat with minimum total dry film 
thickness of 0.5 mil (0.013 mm).

2.3 MISCELLANEOUS MATERIALS

A. General:  Provide materials and types of fasteners, protective coatings, sealants, and other miscellaneous 
items as required for complete sheet metal flashing and trim installation and as recommended by 
manufacturer of primary sheet metal or manufactured item unless otherwise indicated.

B. Fasteners:  Wood screws, annular threaded nails, self-tapping screws, self-locking rivets and bolts, and 
other suitable fasteners designed to withstand design loads and recommended by manufacturer of primary 
sheet metal or manufactured item.

1. General:  Blind fasteners or self-drilling screws, gasketed, with hex-washer head.

a. Exposed Fasteners:  Heads matching color of sheet metal using plastic caps or factory-
applied coating. Provide metal-backed EPDM or PVC sealing washers under heads of 
exposed fasteners bearing on weather side of metal.

b. Blind Fasteners:  High-strength aluminum or stainless-steel rivets suitable for metal being 
fastened.

c. Spikes and Ferrules:  Same material as gutter; with spike with ferrule matching internal 
gutter width.

C. Sealant Tape:  Pressure-sensitive, 100 percent solids, polyisobutylene compound sealant tape with 
release-paper backing.  Provide permanently elastic, nonsag, nontoxic, nonstaining tape 1/2 inch (13 mm)
wide and 1/8 inch (3 mm) thick.

D. Elastomeric Sealant:  ASTM C 920, elastomeric polyurethane polymer sealant; of type, grade, class, and 
use classifications required to seal joints in sheet metal flashing and trim and remain watertight.

E. Butyl Sealant:  ASTM C 1311, single-component, solvent-release butyl rubber sealant; polyisobutylene 
plasticized; heavy bodied for hooked-type expansion joints with limited movement.

F. Bituminous Coating:  Cold-applied asphalt emulsion according to ASTM D 1187.
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G. Asphalt Roofing Cement:  ASTM D 4586, asbestos free, of consistency required for application.

2.4 LOW-SLOPE ROOF SHEET METAL FABRICATIONS

A. Roof Edge Flashing (Gravel Stop):  Fabricate in minimum 96-inch- (2400-mm-) long, but not exceeding 
12-foot- (3.6-m-) long sections.  Furnish with 6-inch- (150-mm-) wide, joint cover plates. Shop fabricate 
interior and exterior corners.

1. Joint Style: Overlapped, 4 inches (100 mm) wide.
2. Fabricate from the Following Materials:

a. Aluminum: 0.050 inch (1.27 mm) thick.

B. Copings:  Fabricate in minimum 96-inch- (2400-mm-) long, but not exceeding 12-foot- (3.6-m-) long,
sections.  Fabricate joint plates of same thickness as copings.  Furnish with continuous cleats to support 
edge of external leg and interior leg.  Miter corners, fasten and seal watertight. Shop fabricate interior 
and exterior corners.

1. Coping Profile: Fig 3-4A according to SMACNA's "Architectural Sheet Metal Manual."
2. Joint Style: Butted with expansion space and 6-inch- (150-mm-) wide, exposed cover plate.
3. Fabricate from the Following Materials:

a. Aluminum: 0.050 inch (1.27 mm) thick.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, areas, and conditions, with Installer present, for compliance with requirements for 
installation tolerances, substrate, and other conditions affecting performance of the Work.

1. Verify compliance with requirements for installation tolerances of substrates.
2. Verify that substrate is sound, dry, smooth, clean, sloped for drainage, and securely anchored.
3. Verify that air- or water-resistant barriers have been installed over sheathing or backing substrate 

to prevent air infiltration or water penetration.

B. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 INSTALLATION, GENERAL

A. Metal Protection:  Where dissimilar metals contact each other, or where metal contacts pressure-treated
wood or other corrosive substrates, protect against galvanic action or corrosion by painting contact 
surfaces with bituminous coating or by other permanent separation as recommended by sheet metal 
manufacturer or cited sheet metal standard.

1. Coat concealed side of uncoated-aluminum sheet metal flashing and trim with bituminous coating 
where flashing and trim contact wood, ferrous metal, or cementitious construction.

B. Expansion Provisions:  Provide for thermal expansion of exposed flashing and trim.  Space movement 
joints at maximum of 10 feet (3 m) with no joints within 24 inches (600 mm) of corner or intersection.
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1. Form expansion joints of intermeshing hooked flanges, not less than 1 inch (25 mm) deep, filled 
with sealant concealed within joints.

2. Use lapped expansion joints only where indicated on Drawings.

C. Fasteners:  Use fastener sizes that penetrate wood blocking or sheathing not less than 1-1/4 inches (32
mm) for nails and not less than 3/4 inch (19 mm) for wood screws.

D. Conceal fasteners and expansion provisions where possible in exposed work and locate to minimize 
possibility of leakage.  Cover and seal fasteners and anchors as required for a tight installation.

E. Seal joints as required for watertight construction.

1. Use sealant-filled joints unless otherwise indicated.  Embed hooked flanges of joint members not 
less than 1 inch (25 mm) into sealant.  Form joints to completely conceal sealant.  When ambient 
temperature at time of installation is between 40 and 70 deg F (4 and 21 deg C), set joint members 
for 50 percent movement each way.  Adjust setting proportionately for installation at higher 
ambient temperatures.  Do not install sealant-type joints at temperatures below 40 deg F (4 deg C).

2. Prepare joints and apply sealants to comply with requirements in Section 079200 "Joint Sealants."

F. Rivets:  Rivet joints in uncoated aluminum where necessary for strength.

3.3 ROOF FLASHING INSTALLATION

A. Roof Edge Flashing:  Anchor to resist uplift and outward forces according to recommendations in FM 
Global Property Loss Prevention Data Sheet 1-49 for FM Approvals' listing for required windstorm
classification.

B. Copings:  Anchor to resist uplift and outward forces according to recommendations in FM Global 
Property Loss Prevention Data Sheet 1-49 for specified FM Approvals' listing for required windstorm
classification.

C. Pipe or Post Counterflashing:  Install counterflashing umbrella with close-fitting collar with top edge 
flared for elastomeric sealant, extending minimum of 4 inches (100 mm) over base flashing.  Install 
stainless-steel draw band and tighten.

D. Counterflashing:  Coordinate installation of counterflashing with installation of base flashing.  Insert 
counterflashing in reglets or receivers and fit tightly to base flashing.  Extend counterflashing 4 inches
(100 mm) over base flashing.  Lap counterflashing joints minimum of 4 inches (100 mm).  Secure in 
waterproof manner by means of snap-in installation and sealant or lead wedges and sealant unless
otherwise indicated.

E. Roof-Penetration Flashing:  Coordinate installation of roof-penetration flashing with installation of 
roofing and other items penetrating roof.  Seal with elastomeric sealant and clamp flashing to pipes that 
penetrate roof.

3.4 ERECTION TOLERANCES

A. Installation Tolerances:  Shim and align sheet metal flashing and trim within installed tolerance of 1/4
inch in 20 feet (6 mm in 6 m) on slope and location lines indicated on Drawings and within 1/8-inch (3-
mm) offset of adjoining faces and of alignment of matching profiles.
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B. Installation Tolerances:  Shim and align sheet metal flashing and trim within installed tolerances specified 
in MCA's "Guide Specification for Residential Metal Roofing."

3.5 CLEANING AND PROTECTION

A. Clean exposed metal surfaces of substances that interfere with uniform oxidation and weathering.

B. Clean off excess sealants.

C. Remove temporary protective coverings and strippable films as sheet metal flashing and trim are installed 
unless otherwise indicated in manufacturer's written installation instructions.  On completion of sheet 
metal flashing and trim installation, remove unused materials and clean finished surfaces as 
recommended by sheet metal flashing and trim manufacturer.  Maintain sheet metal flashing and trim in 
clean condition during construction.

D. Replace sheet metal flashing and trim that have been damaged or that have deteriorated beyond 
successful repair by finish touchup or similar minor repair procedures.

END OF SECTION 076200
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SECTION 081113 - HOLLOW METAL DOORS AND FRAMES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes hollow-metal work.

B. Related Requirements:

1. Section 087100 "Door Hardware" for door hardware for hollow-metal doors.

1.3 DEFINITIONS

A. Minimum Thickness:  Minimum thickness of base metal without coatings according to NAAMM-
HMMA 803 or SDI A250.8.

1.4 COORDINATION

A. Coordinate anchorage installation for hollow-metal frames.  Furnish setting drawings, templates, and 
directions for installing anchorages, including sleeves, concrete inserts, anchor bolts, and items with 
integral anchors.  Deliver such items to Project site in time for installation.

1.5 ACTION SUBMITTALS

A. Product Data:  For each type of product.

B. Shop Drawings:  Include the following:

1. Elevations of each door type.
2. Details of doors, including vertical- and horizontal-edge details and metal thicknesses.
3. Frame details for each frame type, including dimensioned profiles and metal thicknesses.
4. Locations of reinforcement and preparations for hardware.
5. Details of each different wall opening condition.
6. Details of anchorages, joints, field splices, and connections.
7. Details of accessories.
8. Details of moldings, removable stops, and glazing.
9. Details of conduit and preparations for power, signal, and control systems.

C. Schedule:  Provide a schedule of hollow-metal work prepared by or under the supervision of supplier, 
using same reference numbers for details and openings as those on Drawings.  Coordinate with final Door 
Hardware Schedule.
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1.6 INFORMATIONAL SUBMITTALS

A. Oversize Construction Certification:  For assemblies required to be fire rated and exceeding limitations of 
labeled assemblies.

1.7 DELIVERY, STORAGE, AND HANDLING

A. Deliver hollow-metal work palletized, packaged, or crated to provide protection during transit and 
Project-site storage.  Do not use nonvented plastic.

1. Provide additional protection to prevent damage to factory-finished units.

B. Deliver welded frames with two removable spreader bars across bottom of frames, tack welded to jambs 
and mullions.

C. Store hollow-metal work vertically under cover at Project site with head up.  Place on minimum 4-inch-
(102-mm-) high wood blocking. Provide minimum 1/4-inch (6-mm) space between each stacked door to 
permit air circulation.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that 
may be incorporated into the Work include, but are not limited to, the following:

1. Amweld International, LLC.
2. Ceco Door Products; an Assa Abloy Group company.
3. Curries Company; an Assa Abloy Group company.
4. Gensteel Doors Inc.
5. Republic Doors and Frames.
6. Steelcraft; an Ingersoll-Rand company.

B. Source Limitations:  Obtain hollow-metal work from single source from single manufacturer.

2.2 INTERIOR DOORS AND FRAMES

A. Construct interior doors and frames to comply with the standards indicated for materials, fabrication, 
hardware locations, hardware reinforcement, tolerances, and clearances, and as specified.

B. Extra-Heavy-Duty Doors and Frames:  SDI A250.8, Level 3..

1. Physical Performance:  Level A according to SDI A250.4.
2. Doors:

a. Type:  As indicated in the Door and Frame Schedule.
b. Thickness: 1-3/4 inches (44.5 mm).
c. Face: Uncoated, cold-rolled steel sheet, minimum thickness of 0.053 inch (1.3 mm).
d. Edge Construction:Model 1, Full Flush.
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e. Core:  Manufacturer's standard kraft-paper honeycomb, polystyrene, polyurethane, 
polyisocyanurate, mineral-board, or vertical steel-stiffener core at manufacturer's 
discretion.

3. Frames:

a. Materials: Uncoated, steel sheet, minimum thickness of 0.053 inch (1.3 mm).
b. Construction: Slip-on drywall and Face welded in concrete masonry construction.

4. Exposed Finish: Prime.

2.3 EXTERIOR HOLLOW-METAL DOORS AND FRAMES

A. Construct exterior doors and frames to comply with the standards indicated for materials, fabrication, 
hardware locations, hardware reinforcement, tolerances, and clearances, and as specified.

B. Heavy-Duty Doors and Frames:  SDI A250.8, Level 2.

1. Physical Performance:  Level B according to SDI A250.4.
2. Doors:

a. Type:  As indicated in the Door and Frame Schedule.
b. Thickness: 1-3/4 inches (44.5 mm.)
c. Face:  Metallic-coated steel sheet, minimum thickness of 0.042 inch (1.0 mm), with 

minimum A40 (ZF120) coating.
d. Edge Construction:Model 1, Full Flush.
e. Core: Polystyrene.

1) Thermal-Rated Doors:  Provide doors fabricated with thermal-resistance value (R-
value) of not less than 2.1 deg F x h x sq. ft./Btu (0.370 K x sq. m/W) when tested 
according to ASTM C 1363.

3. Frames:

a. Materials:  Metallic-coated steel sheet, minimum thickness of 0.053 inch (1.3 mm), with 
minimum A40 (ZF120) coating.

b. Construction: Face welded.

4. Exposed Finish: Prime.

2.4 MATERIALS

A. Cold-Rolled Steel Sheet:  ASTM A 1008/A 1008M, Commercial Steel (CS), Type B; suitable for exposed 
applications.

B. Hot-Rolled Steel Sheet:  ASTM A 1011/A 1011M, Commercial Steel (CS), Type B; free of scale, pitting, 
or surface defects; pickled and oiled.

C. Metallic-Coated Steel Sheet:  ASTM A 653/A 653M, Commercial Steel (CS), Type B.

D. Inserts, Bolts, and Fasteners:  Hot-dip galvanized according to ASTM A 153/A 153M.
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E. Power-Actuated Fasteners in Concrete:  Fastener system of type suitable for application indicated, 
fabricated from corrosion-resistant materials, with clips or other accessory devices for attaching hollow-
metal frames of type indicated.

F. Grout:  ASTM C 476, except with a maximum slump of 4 inches (102 mm), as measured according to 
ASTM C 143/C 143M.

G. Mineral-Fiber Insulation:  ASTM C 665, Type I (blankets without membrane facing); consisting of fibers 
manufactured from slag or rock wool; with maximum flame-spread and smoke-developed indexes of 25 
and 50, respectively; passing ASTM E 136 for combustion characteristics.

H. Glazing:  Comply with requirements in Section 088000 "Glazing."

I. Bituminous Coating:  Cold-applied asphalt mastic, compounded for 15-mil (0.4-mm) dry film thickness 
per coat.  Provide inert-type noncorrosive compound free of asbestos fibers, sulfur components, and other 
deleterious impurities.

2.5 FABRICATION

A. Fabricate hollow-metal work to be rigid and free of defects, warp, or buckle.  Accurately form metal to 
required sizes and profiles, with minimum radius for metal thickness.  Where practical, fit and assemble 
units in manufacturer's plant.  To ensure proper assembly at Project site, clearly identify work that cannot 
be permanently factory assembled before shipment.

B. Hollow-Metal Doors:

1. Vertical Edges for Single-Acting Doors: Provide beveled or square edges at manufacturer's 
discretion.

2. Top Edge Closures:  Close top edges of doors with flush closures of same material as face sheets.
3. Bottom Edge Closures:  Close bottom edges of doors where required for attachment of weather 

stripping with end closures or channels of same material as face sheets.
4. Exterior Doors:  Provide weep-hole openings in bottoms of exterior doors to permit moisture to 

escape.  Seal joints in top edges of doors against water penetration.

C. Hollow-Metal Frames:  Where frames are fabricated in sections due to shipping or handling limitations,
provide alignment plates or angles at each joint, fabricated of same thickness metal as frames.

1. Sidelight Frames:  Provide closed tubular members with no visible face seams or joints, fabricated 
from same material as door frame.  Fasten members at crossings and to jambs by butt welding.

2. Provide countersunk, flat- or oval-head exposed screws and bolts for exposed fasteners unless 
otherwise indicated.

D. Fabricate concealed stiffeners and edge channels from either cold- or hot-rolled steel sheet.

E. Hardware Preparation:  Factory prepare hollow-metal work to receive templated mortised hardware;
include cutouts, reinforcement, mortising, drilling, and tapping according to SDI A250.6, the Door 
Hardware Schedule, and templates.

1. Reinforce doors and frames to receive nontemplated, mortised, and surface-mounted door 
hardware.

2. Comply with applicable requirements in SDI A250.6 and BHMA A156.115 for preparation of 
hollow-metal work for hardware.
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F. Stops and Moldings:  Provide stops and moldings around glazed lites and louvers where indicated.  Form 
corners of stops and moldings with butted or mitered hairline joints.

1. Provide fixed frame moldings on outside of exterior and on secure side of interior doors and 
frames.

2. Provide loose stops and moldings on inside of hollow-metal work.
3. Coordinate rabbet width between fixed and removable stops with glazing and installation types 

indicated.

2.6 STEEL FINISHES

A. Prime Finish:  Clean, pretreat, and apply manufacturer's standard primer.

1. Shop Primer:  Manufacturer's standard, fast-curing, lead- and chromate-free primer complying 
with SDI A250.10; recommended by primer manufacturer for substrate; compatible with substrate 
and field-applied coatings despite prolonged exposure.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, areas, and conditions, with Installer present, for compliance with requirements for 
installation tolerances and other conditions affecting performance of the Work.

B. Examine roughing-in for embedded and built-in anchors to verify actual locations before frame 
installation.

C. Prepare written report, endorsed by Installer, listing conditions detrimental to performance of the Work.

D. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Remove welded-in shipping spreaders installed at factory.  Restore exposed finish by grinding, filling, 
and dressing, as required to make repaired area smooth, flush, and invisible on exposed faces.

B. Drill and tap doors and frames to receive nontemplated, mortised, and surface-mounted door hardware.

3.3 INSTALLATION

A. General: Install hollow-metal work plumb, rigid, properly aligned, and securely fastened in place. 
Comply with Drawings and manufacturer's written instructions.

B. Hollow-Metal Frames:  Install hollow-metal frames of size and profile indicated.  Comply with 
SDI A250.11 or NAAMM-HMMA 840 as required by standards specified.

1. Set frames accurately in position; plumbed, aligned, and braced securely until permanent anchors 
are set.  After wall construction is complete, remove temporary braces, leaving surfaces smooth 
and undamaged.
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a. Where frames are fabricated in sections because of shipping or handling limitations, field 
splice at approved locations by welding face joint continuously; grind, fill, dress, and make 
splice smooth, flush, and invisible on exposed faces.

b. Install frames with removable stops located on secure side of opening.
c. Remove temporary braces necessary for installation only after frames have been properly 

set and secured.
d. Check plumb, square, and twist of frames as walls are constructed.  Shim as necessary to

comply with installation tolerances.
e. Field apply bituminous coating to backs of frames that will be filled with grout containing 

antifreezing agents.

2. Metal-Stud Partitions:  Solidly pack mineral-fiber insulation inside frames.
3. In-Place Concrete or Masonry Construction:  Secure frames in place with postinstalled expansion 

anchors.  Countersink anchors, and fill and make smooth, flush, and invisible on exposed faces.
4. Installation Tolerances:  Adjust hollow-metal door frames for squareness, alignment, twist, and 

plumb to the following tolerances:

a. Squareness:  Plus or minus 1/16 inch (1.6 mm), measured at door rabbet on a line 90 
degrees from jamb perpendicular to frame head.

b. Alignment:  Plus or minus 1/16 inch (1.6 mm), measured at jambs on a horizontal line
parallel to plane of wall.

c. Twist:  Plus or minus 1/16 inch (1.6 mm), measured at opposite face corners of jambs on 
parallel lines, and perpendicular to plane of wall.

d. Plumbness:  Plus or minus 1/16 inch (1.6 mm), measured at jambs at floor.

C. Hollow-Metal Doors:  Fit hollow-metal doors accurately in frames, within clearances specified below.
Shim as necessary.

1. Non-Fire-Rated Steel Doors:

a. Between Door and Frame Jambs and Head: 1/8 inch (3.2 mm) plus or minus 1/32 inch (0.8
mm).

b. Between Edges of Pairs of Doors: 1/8 inch (3.2 mm) to 1/4 inch (6.3 mm) plus or minus 
1/32 inch (0.8 mm).

c. At Bottom of Door: 5/8 inch (15.8 mm) plus or minus 1/32 inch (0.8 mm).
d. Between Door Face and Stop: 1/16 inch (1.6 mm) to 1/8 inch (3.2 mm) plus or minus 1/32

inch (0.8 mm).

3.4 ADJUSTING AND CLEANING

A. Final Adjustments:  Check and readjust operating hardware items immediately before final inspection. 
Leave work in complete and proper operating condition.  Remove and replace defective work, including 
hollow-metal work that is warped, bowed, or otherwise unacceptable.

B. Remove grout and other bonding material from hollow-metal work immediately after installation.

C. Prime-Coat Touchup:  Immediately after erection, sand smooth rusted or damaged areas of prime coat 
and apply touchup of compatible air-drying, rust-inhibitive primer.

D. Metallic-Coated Surface Touchup:  Clean abraded areas and repair with galvanizing repair paint 
according to manufacturer's written instructions.
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END OF SECTION 081113
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SECTION 081213 - HOLLOW METAL FRAMES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes hollow-metal frames.

B. Related Requirements:

1. Section 081113 "Hollow Metal Doors and Frames" for hollow-metal door and frame assemblies.

1.3 DEFINITIONS

A. Minimum Thickness:  Minimum thickness of base metal without coatings according to NAAMM-
HMMA 803 or SDI A250.8.

1.4 COORDINATION

A. Coordinate anchorage installation for hollow-metal frames.  Furnish setting drawings, templates, and 
directions for installing anchorages, including sleeves, concrete inserts, anchor bolts, and items with 
integral anchors.  Deliver such items to Project site in time for installation.

1.5 ACTION SUBMITTALS

A. Product Data:  For each type of product.

B. Shop Drawings:  Include the following:

1. Frame details for each frame type, including dimensioned profiles and metal thicknesses.
2. Locations of reinforcement and preparations for hardware.
3. Details of each different wall opening condition.
4. Details of anchorages, joints, field splices, and connections.
5. Details of moldings, removable stops, and glazing.
6. Details of conduit and preparations for power, signal, and control systems.

1.6 DELIVERY, STORAGE, AND HANDLING

A. Deliver hollow-metal work palletized, packaged, or crated to provide protection during transit and 
Project-site storage.  Do not use nonvented plastic.
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1. Provide additional protection to prevent damage to factory-finished units.

B. Store hollow-metal work vertically under cover at Project site with head up.  Place on minimum 4-inch-
(102-mm-) high wood blocking.  Provide minimum 1/4-inch (6-mm) space between each unit to permit 
air circulation.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that 
may be incorporated into the Work include, but are not limited to, the following:

1. Ceco Door Products; an Assa Abloy Group company.
2. Curries Company; an Assa Abloy Group company.
3. Gensteel Doors Inc.
4. Republic Doors and Frames.
5. Steelcraft; an Ingersoll-Rand company.

B. Source Limitations:  Obtain hollow-metal work from single source from single manufacturer.

2.2 INTERIOR FRAMES

A. Construct interior frames to comply with the standards indicated for materials, fabrication, hardware 
locations, hardware reinforcement, tolerances, and clearances, and as specified.

B. Standard-Duty Frames:  SDI A250.8, Level 1..

1. Physical Performance:  Level C according to SDI A250.4.
2. Materials: Uncoated, cold-rolled steel sheet, minimum thickness of 0.042 inch (1.0 mm).
3. Construction: Slip-on drywall.
4. Exposed Finish: Prime.

2.3 FRAME ANCHORS

A. Jamb Anchors:

1. Stud-Wall Type:  Designed to engage stud, welded to back of frames; not less than 0.042 inch (1.0
mm) thick.

2.4 MATERIALS

A. Cold-Rolled Steel Sheet:  ASTM A 1008/A 1008M, Commercial Steel (CS), Type B; suitable for exposed 
applications.

B. Frame Anchors:  ASTM A 879/A 879M, Commercial Steel (CS), 04Z (12G) coating designation; mill 
phosphatized.
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1. For anchors built into exterior walls, steel sheet complying with ASTM A 1008/A 1008M or 
ASTM A 1011/A 1011M, hot-dip galvanized according to ASTM A 153/A 153M, Class B.

C. Inserts, Bolts, and Fasteners:  Hot-dip galvanized according to ASTM A 153/A 153M.

2.5 FABRICATION

A. Fabricate hollow-metal work to be rigid and free of defects, warp, or buckle.  Accurately form metal to 
required sizes and profiles, with minimum radius for metal thickness.  Where practical, fit and assemble 
units in manufacturer's plant.  To ensure proper assembly at Project site, clearly identify work that cannot 
be permanently factory assembled before shipment.

B. Hollow-Metal Frames:  Where frames are fabricated in sections due to shipping or handling limitations, 
provide alignment plates or angles at each joint, fabricated of same thickness metal as frames.

1. Provide countersunk, flat- or oval-head exposed screws and bolts for exposed fasteners unless 
otherwise indicated.

2. Jamb Anchors:  Provide number and spacing of anchors as follows:

a. Stud-Wall Type:  Locate anchors not more than 18 inches (457 mm) from top and bottom 
of frame.  Space anchors not more than 32 inches (813 mm) o.c. and as follows:

1) Three anchors per jamb up to 60 inches (1524 mm) high.
2) Four anchors per jamb from 60 to 90 inches (1524 to 2286 mm) high.
3) Five anchors per jamb from 90 to 96 inches (2286 to 2438 mm) high.
4) Five anchors per jamb plus one additional anchor per jamb for each 24 inches (610

mm) or fraction thereof above 96 inches (2438 mm) high.

C. Hardware Preparation:  Factory prepare hollow-metal work to receive templated mortised hardware;
include cutouts, reinforcement, mortising, drilling, and tapping according to SDI A250.6, the Door 
Hardware Schedule, and templates.

1. Reinforce frames to receive nontemplated, mortised, and surface-mounted hardware.
2. Comply with applicable requirements in SDI A250.6 and BHMA A156.115 for preparation of 

hollow-metal work for hardware.

D. Stops and Moldings:  Provide stops and moldings around glazed lites and louvers where indicated.  Form 
corners of stops and moldings with butted or mitered hairline joints.

1. Single Glazed Lites:  Provide fixed stops and moldings welded on secure side of hollow-metal
work.

2. Multiple Glazed Lites:  Provide fixed and removable stops and moldings so that each glazed lite is 
capable of being removed independently.

3. Provide fixed frame moldings on outside of exterior and on secure side of interior frames.
4. Provide loose stops and moldings on inside of hollow-metal work.
5. Coordinate rabbet width between fixed and removable stops with glazing and installation types 

indicated.

2.6 STEEL FINISHES

A. Prime Finish:  Clean, pretreat, and apply manufacturer's standard primer.
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1. Shop Primer:  Manufacturer's standard, fast-curing, lead- and chromate-free primer complying 
with SDI A250.10; recommended by primer manufacturer for substrate; compatible with substrate 
and field-applied coatings despite prolonged exposure.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, areas, and conditions, with Installer present, for compliance with requirements for 
installation tolerances and other conditions affecting performance of the Work.

B. Examine roughing-in for embedded and built-in anchors to verify actual locations before frame 
installation.

C. Prepare written report, endorsed by Installer, listing conditions detrimental to performance of the Work.

D. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Drill and tap frames to receive nontemplated, mortised, and surface-mounted hardware.

3.3 INSTALLATION

A. General:  Install hollow-metal work plumb, rigid, properly aligned, and securely fastened in place. 
Comply with Drawings and manufacturer's written instructions.

B. Hollow-Metal Frames:  Install hollow-metal frames of size and profile indicated.  Comply with 
SDI A250.11 or NAAMM-HMMA 840 as required by standards specified.

1. Set frames accurately in position; plumbed, aligned, and braced securely until permanent anchors 
are set.  After wall construction is complete, remove temporary braces, leaving surfaces smooth 
and undamaged.

a. Where frames are fabricated in sections because of shipping or handling limitations, field 
splice at approved locations by welding face joint continuously; grind, fill, dress, and make 
splice smooth, flush, and invisible on exposed faces.

b. Install frames with removable stops located on secure side of opening.
c. Remove temporary braces necessary for installation only after frames have been properly 

set and secured.
d. Check plumb, square, and twist of frames as walls are constructed.  Shim as necessary to 

comply with installation tolerances.

2. Metal-Stud Partitions:  Solidly pack mineral-fiber insulation inside frames.
3. Installation Tolerances:  Adjust hollow-metal door frames for squareness, alignment, twist, and 

plumb to the following tolerances:

a. Squareness:  Plus or minus 1/16 inch (1.6 mm), measured at door rabbet on a line 90 
degrees from jamb perpendicular to frame head.

C-001 Dated 1/22/2013



Lucas County Central Drug Testing Relocation
Lucas County Board of Commissioners

Toledo, Ohio

Construction Documents HOLLOW METAL FRAMES
The Collaborative Inc. #106086 081213
January 15, 2013 Page 5 of 5

b. Alignment:  Plus or minus 1/16 inch (1.6 mm), measured at jambs on a horizontal line 
parallel to plane of wall.

c. Twist:  Plus or minus 1/16 inch (1.6 mm), measured at opposite face corners of jambs on 
parallel lines, and perpendicular to plane of wall.

d. Plumbness:  Plus or minus 1/16 inch (1.6 mm), measured at jambs at floor.

C. Glazing:  Comply with installation requirements in Section 088000 "Glazing" and with hollow-metal
manufacturer's written instructions.

1. Secure stops with countersunk flat- or oval-head machine screws spaced uniformly not more than 
9 inches (230 mm) o.c. and not more than 2 inches (51 mm) o.c. from each corner.

3.4 ADJUSTING AND CLEANING

A. Final Adjustments:  Remove and replace defective work, including hollow-metal work that is warped, 
bowed, or otherwise unacceptable.

B. Remove grout and other bonding material from hollow-metal work immediately after installation.

C. Prime-Coat Touchup:  Immediately after erection, sand smooth rusted or damaged areas of prime coat 
and apply touchup of compatible air-drying, rust-inhibitive primer.

D. Touchup Painting:  Cleaning and touchup painting of abraded areas of paint are specified in painting 
Sections.

END OF SECTION 081213
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SECTION 084113 - ALUMINUM-FRAMED ENTRANCES AND STOREFRONTS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Exterior and interior storefront framing.
2. Storefront framing for punched openings.
3. Exterior and interior manual-swing entrance doors and door-frame units.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product.

1. Include construction details, material descriptions, dimensions of individual components and 
profiles, and finishes.

B. Shop Drawings:  For aluminum-framed entrances and storefronts.  Include plans, elevations, sections, 
full-size details, and attachments to other work.

1. Include details of provisions for assembly expansion and contraction and for draining moisture 
occurring within the assembly to the exterior.

2. Include full-size isometric details of each vertical-to-horizontal intersection of aluminum-framed
entrances and storefronts, showing the following:

a. Joinery, including concealed welds.
b. Anchorage.
c. Expansion provisions.
d. Glazing.
e. Flashing and drainage.

3. Show connection to and continuity with adjacent thermal, weather, air, and vapor barriers.

1.4 INFORMATIONAL SUBMITTALS

A. Sample Warranties: For special warranties.

1.5 QUALITY ASSURANCE
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A. Installer Qualifications:  An entity that employs installers and supervisors who are trained and approved 
by manufacturer.

B. Testing Agency Qualifications:  Qualified according to ASTM E 699 for testing indicated.

C. Product Options:  Information on Drawings and in Specifications establishes requirements for aesthetic 
effects and performance characteristics of assemblies.  Aesthetic effects are indicated by dimensions, 
arrangements, alignment, and profiles of components and assemblies as they relate to sightlines, to one 
another, and to adjoining construction.

1. Do not change intended aesthetic effects, as judged solely by Architect, except with Architect's 
approval.  If changes are proposed, submit comprehensive explanatory data to Architect for 
review.

1.6 WARRANTY

A. Special Warranty: Manufacturer agrees to repair or replace components of aluminum-framed entrances 
and storefronts that do not comply with requirements or that fail in materials or workmanship within 
specified warranty period.

1. Failures include, but are not limited to, the following:

a. Structural failures including, but not limited to, excessive deflection.
b. Noise or vibration created by wind and thermal and structural movements.
c. Deterioration of metals, metal finishes, and other materials beyond normal weathering.
d. Water penetration through fixed glazing and framing areas.
e. Failure of operating components.

2. Warranty Period: Two years from date of Substantial Completion.

B. Special Finish Warranty:  Standard form in which manufacturer agrees to repair finishes or replace 
aluminum that shows evidence of deterioration of factory-applied finishes within specified warranty 
period.

1. Deterioration includes, but is not limited to, the following:

a. Color fading more than 5 Hunter units when tested according to ASTM D 2244.
b. Chalking in excess of a No. 8 rating when tested according to ASTM D 4214.
c. Cracking, checking, peeling, or failure of paint to adhere to bare metal.

2. Warranty Period: 10 years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1 PERFORMANCE REQUIREMENTS

A. Delegated Design:  Engage a qualified professional engineer, as defined in Section 014000 "Quality 
Requirements," to design aluminum-framed entrances and storefronts.
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B. General Performance:  Comply with performance requirements specified, as determined by testing of 
aluminum-framed entrances and storefronts representing those indicated for this Project without failure 
due to defective manufacture, fabrication, installation, or other defects in construction.

1. Aluminum-framed entrances and storefronts shall withstand movements of supporting structure 
including, but not limited to, story drift, twist, column shortening, long-term creep, and deflection 
from uniformly distributed and concentrated live loads.

2. Failure also includes the following:

a. Thermal stresses transferring to building structure.
b. Glass breakage.
c. Noise or vibration created by wind and thermal and structural movements.
d. Loosening or weakening of fasteners, attachments, and other components.
e. Failure of operating units.

C. Structural Loads:

1. Wind Loads: Code required wind load based on 90 mph wind speed.

D. Deflection of Framing Members:  At design wind pressure, as follows:

1. Deflection Normal to Wall Plane:  Limited to edge of glass in a direction perpendicular to glass 
plane not exceeding 1/175 of the glass edge length for each individual glazing lite or an amount 
that restricts edge deflection of individual glazing lites to 3/4 inch (19.1 mm), whichever is less.

2. Deflection Parallel to Glazing Plane:  Limited to 1/360 of clear span or 1/8 inch (3.2 mm),
whichever is smaller.

a. Operable Units:  Provide a minimum 1/16-inch (1.6-mm) clearance between framing 
members and operable units.

3. Cantilever Deflection:  Where framing members overhang an anchor point, as follows:

a. Perpendicular to Plane of Wall:  No greater than 1/240 of clear span plus 1/4 inch (6.35
mm) for spans greater than 11 feet 8-1/4 inches (3.6 m) or 1/175 times span, for spans less 
than 11 feet 8-1/4 inches (3.6 m).

E. Structural:  Test according to ASTM E 330 as follows:

1. When tested at positive and negative wind-load design pressures, assemblies do not evidence 
deflection exceeding specified limits.

2. When tested at 150 percent of positive and negative wind-load design pressures, assemblies, 
including anchorage, do not evidence material failures, structural distress, or permanent 
deformation of main framing members exceeding 0.2 percent of span.

3. Test Durations:  As required by design wind velocity, but not less than 10 seconds.

F. Air Infiltration:  Test according to ASTM E 283 for infiltration as follows:

1. Fixed Framing and Glass Area:

a. Maximum air leakage of 0.06 cfm/sq. ft. (0.30 L/s per sq. m) at a static-air-pressure
differential of 1.57 lbf/sq. ft. (75 Pa).

2. Entrance Doors:
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a. Single Doors:  Maximum air leakage of 0.5 cfm/sq. ft. (2.54 L/s per sq. m) at a static-air-
pressure differential of 1.57 lbf/sq. ft. (75 Pa).

G. Water Penetration under Static Pressure:  Test according to ASTM E 331 as follows:

1. No evidence of water penetration through fixed glazing and framing areas when tested according
to a minimum static-air-pressure differential of 20 percent of positive wind-load design pressure, 
but not less than 6.24 lbf/sq. ft. (300 Pa).

H. Thermal Movements:  Allow for thermal movements resulting from ambient and surface temperature 
changes:

1. Temperature Change: 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material surfaces.
2. Thermal Cycling:  No buckling; stress on glass; sealant failure; excess stress on framing, anchors, 

and fasteners; or reduction of performance when tested according to AAMA 501.5.

a. High Exterior Ambient-Air Temperature:  That which produces an exterior metal-surface
temperature of 180 deg F (82 deg C).

b. Low Exterior Ambient-Air Temperature: 0 deg F (minus 18 deg C).
c. Interior Ambient-Air Temperature: 75 deg F (24 deg C).

2.2 MANUFACTURERS

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that 
may be incorporated into the Work include, but are not limited to, the following:

1. EFCO Corporation.
2. Kawneer North America.
3. Oldcastle BuildingEnvelope.
4. Tubelite.
5. YKK AP America Inc.

2.3 FRAMING

A. Framing Members:  Manufacturer's extruded- or formed-aluminum framing members of thickness 
required and reinforced as required to support imposed loads.

1. Construction: Thermally broken for exterior and Nonthermal for interior.
2. Glazing System: Retained mechanically with gaskets on four sides.
3. Glazing Plane: Front.
4. Finish: Clear anodic finish.
5. Fabrication Method:  Field-fabricated stick system.

B. Backer Plates:  Manufacturer's standard, continuous backer plates for framing members, if not integral, 
where framing abuts adjacent construction.

C. Brackets and Reinforcements:  Manufacturer's standard high-strength aluminum with nonstaining, 
nonferrous shims for aligning system components.

D. Materials:

1. Aluminum:  Alloy and temper recommended by manufacturer for type of use and finish indicated.
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a. Sheet and Plate: ASTM B 209 (ASTM B 209M).
b. Extruded Bars, Rods, Profiles, and Tubes: ASTM B 221 (ASTM B 221M).
c. Extruded Structural Pipe and Tubes:  ASTM B 429/B 429M.
d. Structural Profiles:  ASTM B 308/B 308M.

2.4 ENTRANCE DOOR SYSTEMS

A. Entrance Doors:  Manufacturer's standard glazed entrance doors for manual-swing operation.

1. Door Construction: 2-inch (50.8-mm) overall thickness, with minimum 0.188-inch- (4.8-mm-)
thick, extruded-aluminum tubular rail and stile members.  Mechanically fasten corners with 
reinforcing brackets that are deeply penetrated and fillet welded or that incorporate concealed tie 
rods.

2. Door Design: Wide stile; 5-inch (127-mm) nominal width.
3. Glazing Stops and Gaskets: Square, snap-on, extruded-aluminum stops and preformed gaskets.

2.5 ENTRANCE DOOR HARDWARE

A. Entrance Door Hardware:  Hardware not specified in this Section is specified in Section 087100 "Door
Hardware."

2.6 GLAZING

A. Glazing:  Comply with Section 088000 "Glazing."

B. Glazing Gaskets: Manufacturer's standard sealed-corner pressure-glazing system of black, resilient 
elastomeric glazing gaskets, setting blocks, and shims or spacers.

C. Glazing Sealants: As recommended by manufacturer.

2.7 ACCESSORIES

A. Fasteners and Accessories:  Manufacturer's standard corrosion-resistant, nonstaining, nonbleeding 
fasteners and accessories compatible with adjacent materials.

1. Use self-locking devices where fasteners are subject to loosening or turning out from thermal and 
structural movements, wind loads, or vibration.

2. Reinforce members as required to receive fastener threads.
3. Use exposed fasteners with countersunk Phillips screw heads, finished to match framing system.

B. Anchors:  Three-way adjustable anchors with minimum adjustment of 1 inch (25.4 mm) that
accommodate fabrication and installation tolerances in material and finish compatible with adjoining 
materials and recommended by manufacturer.

1. Concrete and Masonry Inserts:  Hot-dip galvanized cast-iron, malleable-iron, or steel inserts 
complying with ASTM A 123/A 123M or ASTM A 153/A 153M requirements.

C. Concealed Flashing: Manufacturer's standard corrosion-resistant, nonstaining, nonbleeding flashing 
compatible with adjacent materials.
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D. Bituminous Paint:  Cold-applied asphalt-mastic paint complying with SSPC-Paint 12 requirements except 
containing no asbestos, formulated for 30-mil (0.762-mm) thickness per coat.

2.8 FABRICATION

A. Form or extrude aluminum shapes before finishing.

B. Weld in concealed locations to greatest extent possible to minimize distortion or discoloration of finish. 
Remove weld spatter and welding oxides from exposed surfaces by descaling or grinding.

C. Fabricate components that, when assembled, have the following characteristics:

1. Profiles that are sharp, straight, and free of defects or deformations.
2. Accurately fitted joints with ends coped or mitered.
3. Physical and thermal isolation of glazing from framing members.
4. Accommodations for thermal and mechanical movements of glazing and framing to maintain 

required glazing edge clearances.
5. Provisions for field replacement of glazing from exterior.
6. Fasteners, anchors, and connection devices that are concealed from view to greatest extent 

possible.

D. Mechanically Glazed Framing Members:  Fabricate for flush glazing without projecting stops.

E. Structural-Sealant-Glazed Framing Members:  Include accommodations for using temporary support 
device to retain glazing in place while structural sealant cures.

F. Storefront Framing:  Fabricate components for assembly using shear-block system.

G. Entrance Door Frames:  Reinforce as required to support loads imposed by door operation and for 
installing entrance door hardware.

H. Entrance Doors:  Reinforce doors as required for installing entrance door hardware.

I. Entrance Door Hardware Installation:  Factory install entrance door hardware to the greatest extent 
possible.  Cut, drill, and tap for factory-installed entrance door hardware before applying finishes.

J. After fabrication, clearly mark components to identify their locations in Project according to Shop 
Drawings.

2.9 ALUMINUM FINISHES

A. Clear Anodic Finish:  AAMA 611, AA-M12C22A41, Class I, 0.018 mm or thicker.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine areas, with Installer present, for compliance with requirements for installation tolerances and 
other conditions affecting performance of the Work.
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B. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Prepare surfaces that are in contact with structural sealant according to sealant manufacturer's written 
instructions to ensure compatibility and adhesion.  Preparation includes, but is not limited to, cleaning 
and priming surfaces.

3.3 INSTALLATION

A. General:

1. Comply with manufacturer's written instructions.
2. Do not install damaged components.
3. Fit joints to produce hairline joints free of burrs and distortion.
4. Rigidly secure nonmovement joints.
5. Install anchors with separators and isolators to prevent metal corrosion and electrolytic 

deterioration and to prevent impeding movement of moving joints.
6. Seal perimeter and other joints watertight unless otherwise indicated.

B. Metal Protection:

1. Where aluminum is in contact with dissimilar metals, protect against galvanic action by painting 
contact surfaces with materials recommended by manufacturer for this purpose or by installing 
nonconductive spacers.

2. Where aluminum is in contact with concrete or masonry, protect against corrosion by painting 
contact surfaces with bituminous paint.

C. Set continuous sill members and flashing in full sealant bed as specified in Section 079200 "Joint 
Sealants" to produce weathertight installation.

D. Install components plumb and true in alignment with established lines and grades.

E. Install operable units level and plumb, securely anchored, and without distortion.  Adjust weather-
stripping contact and hardware movement to produce proper operation.

F. Install glazing as specified in Section 088000 "Glazing."

G. Entrance Doors:  Install doors to produce smooth operation and tight fit at contact points.

1. Exterior Doors:  Install to produce weathertight enclosure and tight fit at weather stripping.
2. Field-Installed Entrance Door Hardware:  Install surface-mounted entrance door hardware

according to entrance door hardware manufacturers' written instructions using concealed fasteners 
to greatest extent possible.

3.4 ERECTION TOLERANCES

A. Erection Tolerances:  Install aluminum-framed entrances and storefronts to comply with the following 
maximum tolerances:

1. Plumb: 1/8 inch in 10 feet (3.2 mm in 3 m); 1/4 inch in 40 feet (6.35 mm in 12.2 m).
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2. Level: 1/8 inch in 20 feet (3.2 mm in 6 m); 1/4 inch in 40 feet (6.35 mm in 12.2 m).
3. Alignment:

a. Where surfaces abut in line or are separated by reveal or protruding element up to 1/2 inch
(12.7 mm) wide, limit offset from true alignment to 1/16 inch (1.6 mm).

b. Where surfaces are separated by reveal or protruding element from 1/2 to 1 inch (12.7 to 
25.4 mm) wide, limit offset from true alignment to 1/8 inch (3.2 mm).

c. Where surfaces are separated by reveal or protruding element of 1 inch (25.4 mm) wide or 
more, limit offset from true alignment to 1/4 inch (6 mm).

4. Location:  Limit variation from plane to 1/8 inch in 12 feet (3.2 mm in 3.6 m); 1/2 inch (12.7 mm)
over total length.

END OF SECTION 084113
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SECTION 087100 - DOOR HARDWARE

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes:

1. Mechanical door hardware for the following:

a. Swinging doors.

2. Cylinders for door hardware specified in other Sections.
3. Electrified door hardware.

B. Related Sections:
1. Section 084113 "Aluminum-Framed Entrances and Storefronts" for installation of entrance door 

hardware, except cylinders.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product indicated.  Include construction and installation details, material 
descriptions, dimensions of individual components and profiles, and finishes.

B. Shop Drawings:  Details of electrified door hardware, indicating the following:

1. Wiring Diagrams:  For power, signal, and control wiring and including the following:

a. Details of interface of electrified door hardware and building safety and security systems.
b. Schematic diagram of systems that interface with electrified door hardware.
c. Point-to-point wiring.
d. Risers.
e. Elevations doors controlled by electrified door hardware.

2. Operation Narrative:  Describe the operation of doors controlled by electrified door hardware.

C. Other Action Submittals:

1. Door Hardware Schedule:  Prepared by or under the supervision of Installer, detailing fabrication 
and assembly of door hardware, as well as installation procedures and diagrams.  Coordinate final 
door hardware schedule with doors, frames, and related work to ensure proper size, thickness, 
hand, function, and finish of door hardware.
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a. Submittal Sequence:  Submit door hardware schedule concurrent with submissions of 
Product Data, Samples, and Shop Drawings.  Coordinate submission of door hardware
schedule with scheduling requirements of other work to facilitate the fabrication of other 
work that is critical in Project construction schedule.

b. Format:  Use same scheduling sequence and format and use same door numbers as in the 
Contract Documents.

c. Content:  Include the following information:

1) Identification number, location, hand, fire rating, size, and material of each door and 
frame.

2) Locations of each door hardware set, cross-referenced to Drawings on floor plans 
and to door and frame schedule.

3) Complete designations, including name and manufacturer, type, style, function, 
size, quantity, function, and finish of each door hardware product.

4) Description of electrified door hardware sequences of operation and interfaces with 
other building control systems.

5) Fastenings and other pertinent information.
6) Explanation of abbreviations, symbols, and codes contained in schedule.
7) Mounting locations for door hardware.
8) List of related door devices specified in other Sections for each door and frame.

1.4 INFORMATIONAL SUBMITTALS

A. Product Certificates:  For electrified door hardware, from the manufacturer.

1. Certify that door hardware approved for use on types and sizes of labeled fire-rated doors 
complies with listed fire-rated door assemblies.

B. Warranty:  Special warranty specified in this Section.

1.5 CLOSEOUT SUBMITTALS

A. Maintenance Data:  For each type of door hardware to include in maintenance manuals.  Include final 
hardware schedule.

1.6 QUALITY ASSURANCE

A. Installer Qualifications:  Supplier of products and an employer of workers trained and approved by 
product manufacturers and an Architectural Hardware Consultant who is available during the course of 
the Work to consult with Contractor, Architect, and Owner about door hardware and keying.

1. Warehousing Facilities:  In Project's vicinity.
2. Scheduling Responsibility:  Preparation of door hardware and keying schedules.
3. Engineering Responsibility:  Preparation of data for electrified door hardware, including Shop 

Drawings, based on testing and engineering analysis of manufacturer's standard units in 
assemblies similar to those indicated for this Project.

B. Source Limitations:  Obtain each type of door hardware from a single manufacturer.
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1. Provide electrified door hardware from same manufacturer as mechanical door hardware, unless 
otherwise indicated.  Manufacturers that perform electrical modifications and that are listed by a 
testing and inspecting agency acceptable to authorities having jurisdiction are acceptable.

C. Fire-Rated Door Assemblies:  Where fire-rated door assemblies are indicated, provide door hardware
rated for use in assemblies complying with NFPA 80 that are listed and labeled by a qualified testing 
agency, for fire-protection ratings indicated, based on testing at positive pressure according to NFPA 252
or UL 10C, unless otherwise indicated.

D. Smoke- and Draft-Control Door Assemblies:  Where smoke- and draft-control door assemblies are 
required, provide door hardware that meet requirements of assemblies tested according to UL 1784 and 
installed in compliance with NFPA 105.

1. Air Leakage Rate:  Maximum air leakage of 0.3 cfm/sq. ft. (3 cu. m per minute/sq. m) at the tested 
pressure differential of 0.3-inch wg (75 Pa) of water.

E. Electrified Door Hardware:  Listed and labeled as defined in NFPA 70, Article 100, by a testing agency 
acceptable to authorities having jurisdiction.

F. Means of Egress Doors:  Latches do not require more than 15 lbf (67 N) to release the latch.  Locks do 
not require use of a key, tool, or special knowledge for operation.

G. Accessibility Requirements:  For door hardware on doors in an accessible route, comply with 
ICC/ANSI A117.1.

1. Provide operating devices that do not require tight grasping, pinching, or twisting of the wrist and 
that operate with a force of not more than 5 lbf (22.2 N).

2. Comply with the following maximum opening-force requirements:

a. Interior, Non-Fire-Rated Hinged Doors: 5 lbf (22.2 N) applied perpendicular to door.
b. Fire Doors:  Minimum opening force allowable by authorities having jurisdiction.

3. Bevel raised thresholds with a slope of not more than 1:2.  Provide thresholds not more than 1/2
inch (13 mm) high.

4. Adjust door closer sweep periods so that, from an open position of 70 degrees, the door will take 
at least 3 seconds to move to a point 3 inches (75 mm) from the latch, measured to the leading 
edge of the door.

H. Keying Conference:  Conduct conference at Project site. In addition to Owner, Construction Manager,
Contractor, and Architect, conference participants shall also include Installer's Architectural Hardware 
Consultant and Owner's security consultant.  Incorporate keying conference decisions into final keying 
schedule after reviewing door hardware keying system including, but not limited to, the following:

1. Function of building, flow of traffic, purpose of each area, degree of security required, and plans 
for future expansion.

2. Preliminary key system schematic diagram.
3. Requirements for key control system.
4. Requirements for access control.
5. Address for delivery of keys.
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1.7 DELIVERY, STORAGE, AND HANDLING

A. Inventory door hardware on receipt and provide secure lock-up for door hardware delivered to Project 
site.

B. Tag each item or package separately with identification coordinated with the final door hardware
schedule, and include installation instructions, templates, and necessary fasteners with each item or 
package.

C. Deliver keys to manufacturer of key control system for subsequent delivery to Owner.

D. Deliver keys to Owner by registered mail or overnight package service.

1.8 COORDINATION

A. Coordinate layout and installation of floor-recessed door hardware with floor construction.  Cast 
anchoring inserts into concrete.

B. Installation Templates:  Distribute for doors, frames, and other work specified to be factory prepared. 
Check Shop Drawings of other work to confirm that adequate provisions are made for locating and 
installing door hardware to comply with indicated requirements.

C. Security:  Coordinate installation of door hardware, keying, and access control with Owner's security 
consultant.

D. Electrical System Roughing-In:  Coordinate layout and installation of electrified door hardware with 
connections to power supplies and building safety and security systems.

1.9 WARRANTY

A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or replace 
components of door hardware that fail in materials or workmanship within specified warranty period.

1. Failures include, but are not limited to, the following:

a. Structural failures including excessive deflection, cracking, or breakage.
b. Faulty operation of doors and door hardware.
c. Deterioration of metals, metal finishes, and other materials beyond normal weathering and 

use.

2. Warranty Period: Three years from date of Substantial Completion, unless otherwise indicated.

1.10 MAINTENANCE SERVICE

A. Maintenance Tools and Instructions:  Furnish a complete set of specialized tools and maintenance 
instructions for Owner's continued adjustment, maintenance, and removal and replacement of door 
hardware.
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B. Maintenance Service:  Beginning at Substantial Completion, provide six months' full maintenance by 
skilled employees of door hardware Installer.  Include quarterly preventive maintenance, repair or 
replacement of worn or defective components, lubrication, cleaning, and adjusting as required for proper 
door and door hardware operation.  Provide parts and supplies that are the same as those used in the 
manufacture and installation of original products.

PART 2 - PRODUCTS

2.1 SCHEDULED DOOR HARDWARE

A. Provide door hardware for each door as scheduled in Part 3 "Door Hardware Schedule" Article to comply
with requirements in this Section.

1. Door Hardware Sets:  Provide quantity, item, size, finish or color indicated, and named
manufacturers' products or products equivalent in function and comparable in quality to named 
products and approved by Architect.

2. Sequence of Operation:  Provide electrified door hardware function, sequence of operation, and 
interface with other building control systems indicated.

B. Designations:  Requirements for design, grade, function, finish, size, and other distinctive qualities of 
each type of door hardware are indicated in Part 3 "Door Hardware Schedule" Article.  Products are 
identified by using door hardware designations, as follows:

1. Named Manufacturers' Products:  Manufacturer and product designation are listed for each door 
hardware type required for the purpose of establishing minimum requirements.  Manufacturers'
names are abbreviated in Part 3 "Door Hardware Schedule" Article.

2.2 HINGES

A. Hinges:  BHMA A156.1. Provide template-produced hinges for hinges installed on hollow-metal doors 
and hollow-metal frames.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

a. Hager Companies.
b. McKinney Products Company; an ASSA ABLOY Group company.
c. Stanley Commercial Hardware; Div. of The Stanley Works.

2.3 MECHANICAL LOCKS AND LATCHES

A. Lock Functions:  As indicated in door hardware schedule.

B. Lock Throw:  Comply with testing requirements for length of bolts required for labeled fire doors, and as 
follows:

1. Mortise Locks:  Minimum 3/4-inch (19-mm) latch bolt throw.

C. Lock Backset: 2-3/4 inches (70 mm), unless otherwise indicated.
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D. Lock Trim:

1. Description: As indicated on Drawings.
2. Levers: Forged or Cast.
3. Escutcheons (Roses): Forged.
4. Dummy Trim:  Match lever lock trim and escutcheons.
5. Operating Device: Lever with escutcheons (roses).

E. Strikes:  Provide manufacturer's standard strike for each lock bolt or latch bolt complying with 
requirements indicated for applicable lock or latch and with strike box and curved lip extended to protect 
frame; finished to match lock or latch.

1. Flat-Lip Strikes:  For locks with three-piece antifriction latch bolts, as recommended by 
manufacturer.

2. Extra-Long-Lip Strikes:  For locks used on frames with applied wood casing trim.
3. Aluminum-Frame Strike Box:  Manufacturer's special strike box fabricated for aluminum framing.
4. Rabbet Front and Strike:  Provide on locksets for rabbeted meeting stiles.

F. Mortise Locks:  BHMA A156.13; Operational and Security Grade 1; stamped steel case with steel or 
brass parts; Series 1000.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

a. Best Access Systems; Div. of Stanley Security Solutions, Inc.
b. Corbin Russwin Architectural Hardware; an ASSA ABLOY Group company.
c. SARGENT Manufacturing Company; an ASSA ABLOY Group company.
d. Schlage Commercial Lock Division; an Ingersoll-Rand company.
e. Yale Security Inc.; an ASSA ABLOY Group company.

2.4 ELECTRIC STRIKES

A. Electric Strikes:  BHMA A156.31; Grade 1; with faceplate to suit lock and frame.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

a. Adams Rite Manufacturing Co.; an ASSA ABLOY Group company.
b. Folger Adam Electric Door Controls; an ASSA ABLOY Group company.
c. Von Duprin; an Ingersoll-Rand company.

2.5 LOCK CYLINDERS

A. Lock Cylinders:  Tumbler type, constructed from brass or bronze, stainless steel, or nickel silver.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

a. Best Access Systems; Div. of Stanley Security Solutions, Inc.
b. Corbin Russwin Architectural Hardware; an ASSA ABLOY Group company.
c. Medeco; an Assa Abloy Company.
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2.6 KEYING

A. Keying System:  Factory registered, complying with guidelines in BHMA A156.28, Appendix A.
Incorporate decisions made in keying conference.

1. Existing System:

a. Master key or grand master key locks to Owner's existing system.

2. Keyed Alike:  Key all cylinders to same change key.

B. Keys: Nickel silver.

1. Stamping:  Permanently inscribe each key with a visual key control number and include the 
following notation:

2.7 KEY CONTROL SYSTEM

A. Key Control Cabinet:  BHMA A156.5; metal cabinet with baked-enamel finish; containing key-holding
hooks, labels, 2 sets of key tags with self-locking key holders, key-gathering envelopes, and temporary 
and permanent markers; with key capacity of 150 percent of the number of locks.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

a. American Key Boxes and Cabinets.
b. GE Security, Inc.
c. HPC, Inc.
d. Lund Equipment Co., Inc.
e. MMF Industries.
f. Tri Palm International.

2. Wall-Mounted Cabinet:  Cabinet with hinged-panel door equipped with key-holding panels and 
pin-tumbler cylinder door lock.

B. Key Lock Boxes:  Designed for storage of two keys.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

a. Knox Company.

2.8 OPERATING TRIM

A. Operating Trim:  BHMA A156.6; brass or bronze, unless otherwise indicated.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

a. Burns Manufacturing Incorporated.
b. Hager Companies.
c. IVES Hardware; an Ingersoll-Rand company.
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d. Rockwood Manufacturing Company.

2.9 SURFACE CLOSERS

A. Surface Closers:  BHMA A156.4; rack-and-pinion hydraulic type with adjustable sweep and latch speeds 
controlled by key-operated valves and forged-steel main arm.  Comply with manufacturer's written 
recommendations for size of door closers depending on size of door, exposure to weather, and anticipated 
frequency of use.  Provide factory-sized closers, adjustable to meet field conditions and requirements for 
opening force.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

a. DORMA Architectural Hardware; Member of The DORMA Group North America.
b. LCN Closers; an Ingersoll-Rand company.
c. Norton Door Controls; an ASSA ABLOY Group company.
d. SARGENT Manufacturing Company; an ASSA ABLOY Group company.

2.10 MECHANICAL STOPS AND HOLDERS

A. Wall- and Floor-Mounted Stops:  BHMA A156.16; polished cast brass, bronze, or aluminum base metal.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

a. Hager Companies.
b. IVES Hardware; an Ingersoll-Rand company.
c. Rockwood Manufacturing Company.

2.11 OVERHEAD STOPS AND HOLDERS

A. Overhead Stops and Holders:  BHMA A156.8.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

a. Glynn-Johnson; an Ingersoll-Rand company.
b. Rockwood Manufacturing Company.
c. SARGENT Manufacturing Company; an ASSA ABLOY Group company.

2.12 DOOR GASKETING

A. Door Gasketing:  BHMA A156.22; air leakage not to exceed 0.50 cfm per foot (0.000774 cu. m/s per m)
of crack length for gasketing other than for smoke control, as tested according to ASTM E 283; with 
resilient or flexible seal strips that are easily replaceable and readily available from stocks maintained by 
manufacturer.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:
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a. National Guard Products.
b. Pemko Manufacturing Co.; an ASSA ABLOY Group company.
c. Zero International.

2.13 THRESHOLDS

A. Thresholds:  BHMA A156.21; fabricated to full width of opening indicated.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

a. National Guard Products.
b. Pemko Manufacturing Co.; an ASSA ABLOY Group company.
c. Zero International.

2.14 AUXILIARY DOOR HARDWARE

A. Auxiliary Hardware:  BHMA A156.16.

1. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

a. Hager Companies.
b. Rockwood Manufacturing Company.
c. Stanley Commercial Hardware; Div. of The Stanley Works.

2.15 FABRICATION

A. Manufacturer's Nameplate:  Do not provide products that have manufacturer's name or trade name 
displayed in a visible location except in conjunction with required fire-rated labels and as otherwise 
approved by Architect.

1. Manufacturer's identification is permitted on rim of lock cylinders only.

B. Base Metals:  Produce door hardware units of base metal indicated, fabricated by forming method 
indicated, using manufacturer's standard metal alloy, composition, temper, and hardness.  Furnish metals 
of a quality equal to or greater than that of specified door hardware units and BHMA A156.18.

C. Fasteners:  Provide door hardware manufactured to comply with published templates prepared for 
machine, wood, and sheet metal screws.  Provide screws that comply with commercially recognized 
industry standards for application intended, except aluminum fasteners are not permitted.  Provide 
Phillips flat-head screws with finished heads to match surface of door hardware, unless otherwise 
indicated.

1. Concealed Fasteners:  For door hardware units that are exposed when door is closed, except for 
units already specified with concealed fasteners.  Do not use through bolts for installation where 
bolt head or nut on opposite face is exposed unless it is the only means of securely attaching the 
door hardware.  Where through bolts are used on hollow door and frame construction, provide 
sleeves for each through bolt.

2. Fire-Rated Applications:
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a. Wood or Machine Screws:  For the following:

1) Hinges mortised to doors or frames.
2) Strike plates to frames.
3) Closers to doors and frames.

b. Steel Through Bolts:  For the following unless door blocking is provided:

1) Surface hinges to doors.
2) Closers to doors and frames.
3) Surface-mounted exit devices.

3. Spacers or Sex Bolts:  For through bolting of hollow-metal doors.
4. Gasketing Fasteners:  Provide noncorrosive fasteners for exterior applications and elsewhere as 

indicated.

2.16 FINISHES

A. Provide finishes complying with BHMA A156.18 as indicated in door hardware schedule.

B. Protect mechanical finishes on exposed surfaces from damage by applying a strippable, temporary 
protective covering before shipping.

C. Appearance of Finished Work:  Variations in appearance of abutting or adjacent pieces are acceptable if 
they are within one-half of the range of approved Samples.  Noticeable variations in the same piece are 
not acceptable.  Variations in appearance of other components are acceptable if they are within the range 
of approved Samples and are assembled or installed to minimize contrast.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine doors and frames, with Installer present, for compliance with requirements for installation 
tolerances, labeled fire-rated door assembly construction, wall and floor construction, and other 
conditions affecting performance.

B. Examine roughing-in for electrical power systems to verify actual locations of wiring connections before 
electrified door hardware installation.

C. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Steel Doors and Frames:  For surface applied door hardware, drill and tap doors and frames according to 
ANSI/SDI A250.6.
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3.3 INSTALLATION

A. Mounting Heights:  Mount door hardware units at heights to comply with the following unless otherwise 
indicated or required to comply with governing regulations.

1. Standard Steel Doors and Frames:  ANSI/SDI A250.8.
2. Custom Steel Doors and Frames:  HMMA 831.

B. Install each door hardware item to comply with manufacturer's written instructions.  Where cutting and 
fitting are required to install door hardware onto or into surfaces that are later to be painted or finished in 
another way, coordinate removal, storage, and reinstallation of surface protective trim units with 
finishing.  Do not install surface-mounted items until finishes have been completed on substrates 
involved.

1. Set units level, plumb, and true to line and location.  Adjust and reinforce attachment substrates as 
necessary for proper installation and operation.

2. Drill and countersink units that are not factory prepared for anchorage fasteners.  Space fasteners 
and anchors according to industry standards.

C. Hinges:  Install types and in quantities indicated in door hardware schedule but not fewer than the number 
recommended by manufacturer for application indicated or one hinge for every 30 inches (750 mm) of
door height, whichever is more stringent, unless other equivalent means of support for door, such as 
spring hinges or pivots, are provided.

D. Intermediate Offset Pivots:  Where offset pivots are indicated, provide intermediate offset pivots in 
quantities indicated in door hardware schedule but not fewer than one intermediate offset pivot per door 
and one additional intermediate offset pivot for every 30 inches (750 mm) of door height greater than 90
inches (2286 mm).

E. Key Control System:  Tag keys and place them on markers and hooks in key control system cabinet, as 
determined by final keying schedule.

F. Boxed Power Supplies:  Locate power supplies as indicated or, if not indicated, above accessible ceilings
in equipment room.  Verify location with Architect.

1. Configuration:  Provide least number of power supplies required to adequately serve doors with
electrified door hardware.

G. Thresholds:  Set thresholds for exterior doors and other doors indicated in full bed of sealant complying 
with requirements specified in Section 079200 "Joint Sealants."

H. Stops:  Provide floor stops for doors unless wall or other type stops are indicated in door hardware
schedule.  Do not mount floor stops where they will impede traffic.

I. Perimeter Gasketing:  Apply to head and jamb, forming seal between door and frame.

J. Door Bottoms:  Apply to bottom of door, forming seal with threshold when door is closed.
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3.4 ADJUSTING

A. Initial Adjustment:  Adjust and check each operating item of door hardware and each door to ensure 
proper operation or function of every unit.  Replace units that cannot be adjusted to operate as intended. 
Adjust door control devices to compensate for final operation of heating and ventilating equipment and to 
comply with referenced accessibility requirements.

1. Electric Strikes:  Adjust horizontal and vertical alignment of keeper to properly engage lock bolt.
2. Door Closers:  Adjust sweep period to comply with accessibility requirements and requirements of 

authorities having jurisdiction.

B. Occupancy Adjustment:  Approximately    months after date of Substantial Completion, Installer's 
Architectural Hardware Consultant shall examine and readjust each item of door hardware, including 
adjusting operating forces, as necessary to ensure function of doors, door hardware, and electrified door 
hardware.

3.5 CLEANING AND PROTECTION

A. Clean adjacent surfaces soiled by door hardware installation.

B. Clean operating items as necessary to restore proper function and finish.

C. Provide final protection and maintain conditions that ensure that door hardware is without damage or 
deterioration at time of Substantial Completion.

3.6 DEMONSTRATION

A. Engage a factory-authorized service representative to train Owner's maintenance personnel to adjust, 
operate, and maintain door hardware and door hardware finishes.

3.7 DOOR HARDWARE SCHEDULE

The following items are basis-of-design hardware manufacturers for the references in the hardware sets listed below.
The number of items listed are per door leaf.

Hinges: Hagar
Lockset: Schlage
Cylinder: Medeco
Closer: LCN
Door Operator: LCN
Stops: Ives
Seals: National Guard Products (NGP)
Silencers: Glynn Johnson
O.H. Stops: Glynn Johnson
Flush Bolts: Rockwood
Elec. Strikes: Von Duprin
Power Supply: Schlage
Kickplates: Rockwood
Push/Pulls: Rockwood
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Threshold: National Guard Products (NGP)

HARDWARE SET NO. 001
DOOR NUMBERS: 101A

4 ea Butts BB1199 5 x 4 ½xNRP - 26D
1 Lockset LV9050xLx03Lx626
1 Cylinder 10*0500x6-PINx626
1 Automatic Door Operator 9142 with Full Cover
1 Threshold 8425

Balance of door hardware and seals by door manufacturer.

HARDWARE SET NO. 002
DOOR NUMBERS: 101B, 101B

4 ea Butts BB1199 5 x 4 ½ - 26D
1 set Push/Pull Bars 11247 – 32D x Type 12 Attachments
1 Automatic Door Operator 9142 with Full Cover
1 Closer 4041xPA – Alum

Balance of door hardware and seals by door manufacturer.

HARDWARE SET NO. 003
DOOR NUMBERS: 109, 110

3 ea Butts BB1168 4 ½ x 4 ½ - 26D
1 Lockset L9050xLx03Lx626
1 Cylinder 10*0500x6-PINx626
1 Closer 1461xPA - Alum
1 Kickplate K1050 10 x 2” L.D.W. x B4E – 626
3 Silencers GJ64
1 Stop WS401CVX – US26D

HARDWARE SET NO. 004
DOOR NUMBERS: 115

3 ea Butts BB1168 4 ½ x 4 ½xNRP - 26D
1 Lockset L9050xLx03Lx626
1 Cylinder 10*0500x6-PINx626
1 Closer 4041xPAxHCUSH - Alum
1 Kickplate K1050 10 x 2” L.D.W. x B4E – 626
3 Silencers GJ64
1 Seals 152SA, set for door head and jambs
1 Sweep 200SA
1 Threshold 8425

Dated 1/22/2013



Lucas County Central Drug Testing Relocation
Lucas County Board of Commissioners

Toledo, Ohio

Construction Documents DOOR HARDWARE
The Collaborative Inc. #106086 087100
January 15, 2013 Page 14 of 14

HARDWARE SET NO. 005
DOOR NUMBERS: 112, 117, 118, 119, 120

3 ea Butts BB1168 4 ½ x 4 ½ - 26D
1 Lockset L9080xLx803Lx626
1 Cylinder 10*0500x6-PINx626
1 Closer 1461xPAxHCUSH - Alum
1 Kickplate K1050 10 x 2” L.D.W. x B4E – 626
3 Silencers GJ64

HARDWARE SET NO. 006
DOOR NUMBERS: 105, 106, 107

3 ea Butts BB1168 4 ½ x 4 ½ - 26D
1 Lockset L9044xLx03Lx626
1 Closer 1461xPA - Alum
1 Kickplate K1050 10 x 2” L.D.W. x B4E – 626
3 Silencers GJ64
1 Stop WS401CVX – US26D (Except doors 106 and 122B)

END OF SECTION 087100
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SECTION 087113 - AUTOMATIC DOOR OPERATORS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Low-energy door operators for swinging doors.

1.3 DEFINITIONS

A. AAADM:  American Association of Automatic Door Manufacturers.

B. Activation Device:  A control that, when actuated, sends an electrical signal to the door operator to open 
the door.

C. Double-Egress (Doors): A pair of doors that simultaneously swing with the two doors moving in 
opposite directions with no mullion between them.

D. Double-Swing (Doors):  A pair of doors that swing with the two doors moving in opposite directions with 
a mullion between them; each door functioning as a single-swing door.

E. Safety Device:  A control that, to avoid injury, prevents a door from opening or closing.

F. For automatic door terminology, see BHMA A156.10 and BHMA A156.19 for definitions of terms.

1.4 COORDINATION

A. Coordinate sizes and locations of recesses in concrete floors for recessed control mats that control 
automatic door operators.  Concrete, reinforcement, and formwork requirements are specified elsewhere.

B. Templates:  Distribute for doors, frames, and other work specified to be factory prepared and reinforced 
for installing automatic door operators.

C. Coordinate hardware for doors with operators to ensure proper size, thickness, hand, function, and finish.

D. Electrical System Roughing-in:  Coordinate layout and installation of automatic door operators with
connections to power supplies and access-control system.

1.5 ACTION SUBMITTALS
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A. Product Data:  For each type of product.

1. Include construction details, material descriptions, dimensions of individual components and 
profiles, and finishes for automatic door operators.

2. Include rated capacities, operating characteristics, electrical characteristics, and furnished 
specialties and accessories.

1.6 INFORMATIONAL SUBMITTALS

A. Sample Warranties:  For manufacturer's special warranties.

1.7 CLOSEOUT SUBMITTALS

A. Maintenance Data:  For automatic door operators, safety devices, and control systems, to include in 
maintenance manuals.

1.8 QUALITY ASSURANCE

A. Installer Qualifications:  An authorized representative who is trained and approved by manufacturer for 
installation and maintenance of units required for this Project.

1. Maintenance Proximity:  Not more than two hours' normal travel time from Installer's place of 
business to Project site.

B. Certified Inspector Qualifications:  Certified by AAADM.

1.9 WARRANTY

A. Special Warranty:  Manufacturer agrees to repair or replace components of automatic door operators that 
fail in materials or workmanship within specified warranty period.

1. Failures include, but are not limited to, the following:

a. Faulty or sporadic operation of automatic door operator, including controls.
b. Deterioration of metals, metal finishes, and other materials beyond normal weathering or 

use.

2. Warranty Period: Two years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that 
may be incorporated into the Work include, but are not limited to, the following:

1. Besam Entrance Solutions; Subsidiary of ASSA ABLOY Entrance Systems.
2. DORMA Architectural Hardware; Div. of DORMA Group North America.
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3. LCN Closers; an Ingersoll-Rand company.
4. SARGENT Manufacturing Company; an ASSA ABLOY Group company.
5. Stanley Access Technologies, LLC; Div. of Stanley Security Solutions.

B. Source Limitations:  Obtain automatic door operators, including activation and safety devices, from same
manufacturer as for hardware in Section 087100 "Door Hardware."

2.2 AUTOMATIC DOOR OPERATORS, GENERAL

A. General:  Provide operators of size recommended by manufacturer for door size, weight, and movement; 
for condition of exposure; and for long-term, maintenance-free operation under normal traffic load for 
occupancy type indicated; and according to UL 325.  Coordinate operator mechanisms with door 
operation, hinges, and activation and safety devices.

1. Wind Load:  Provide door operators on exterior doors that will open and close doors and maintain 
them in fully closed position when subjected to wind load of 20 lbs per square foot.

B. Electromechanical Operating System:  Self-contained unit powered by permanent-magnet dc motor; with
closing speed controlled mechanically by gear train and dynamically by braking action of electric motor, 
connections for power and activation- and safety-device wiring, and manual operation including spring 
closing when power is off.

C. Cover for Surface-Mounted Operators:  Fabricated from 0.125-inch- (3.2-mm-) thick, extruded or formed 
aluminum ; continuous over full width of door opening including door jambs; with enclosed end caps, 
provision for maintenance access, and fasteners concealed when door is in closed position.

D. Brackets and Reinforcements:  Fabricated from aluminum with nonstaining, nonferrous shims for 
aligning system components.

E. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, by a
qualified testing agency, and marked for intended location and application.

2.3 LOW-ENERGY DOOR OPERATORS

A. Standard:  BHMA A156.19.

B. Performance Requirements:

1. Opening Force if Power Fails:  Not more than 15 lbf (67 N) required to release latch if provided, 
not more than 30 lbf (133 N) required to manually set door in motion, and not more than 15 lbf
(67 N) required to fully open door.

2. Entrapment-Prevention Force:  Not more than 15 lbf (67 N) required to prevent stopped door from 
closing or opening.

C. Configuration:  Operator to control single swinging door.

1. Traffic Pattern: One way.
2. Operator Mounting: Surface.

D. Operation:  Power opening and spring closing.  Provide time delay for door to remain open before 
initiating closing cycle as required by BHMA A156.19.  When not in automatic mode, door operator shall 
function as manual door closer, with or without electrical power.
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E. Operating System: Electromechanical.

F. Microprocessor Control Unit:  Solid-state controller.

G. Features:

1. Adjustable opening and closing speed.
2. Adjustable opening and closing force.
3. Adjustable backcheck.
4. Adjustable hold-open time from zero to 30 seconds.
5. Adjustable time delay.
6. Adjustable acceleration.
7. Obstruction recycle.
8. On-off/hold-open switch to control electric power to operator.

H. Activation Device: Push-plate switch on each side of door to activate door operator.

I. Exposed Finish: Baked-enamel or powder-coat finish.

1. Color: As selected by Architect from full range of industry colors and color densities.

2.4 MATERIALS

A. Aluminum:  Alloy and temper recommended by manufacturer for type of use and finish indicated.

1. Extrusions: ASTM B 221 (ASTM B 221M).
2. Sheet: ASTM B 209 (ASTM B 209M).

B. Stainless-Steel Sheet:  ASTM A 240/A 240M or ASTM A 666, Type 304, stretcher-leveled standard of 
flatness, in manufacturer's standard thickness.

C. Fasteners and Accessories:  Corrosion-resistant, nonstaining, nonbleeding fasteners and accessories 
compatible with adjacent materials.

2.5 CONTROLS

A. General:  Provide controls, including activation and safety devices, according to BHMA standards; for 
condition of exposure; and for long-term, maintenance-free operation under normal traffic load for 
occupancy type indicated.  Coordinate activation and safety devices with door operation and door 
operator mechanisms.

B. Presence Sensors:  Self-contained, active-infrared scanner units; adjustable to provide detection field 
sizes and functions required by BHMA A156.10.  Sensors shall remain active at all times.

C. Photoelectric Beams:  Pulsed infrared, sender-receiver assembly for recessed mounting.  Beams shall not 
be active when doors are fully closed.

D. Push-Plate Switch:  Momentary-contact door control switch with flat push-plate actuator with
contrasting-colored, engraved message.

1. Configuration: Square push plate with 4-by-4-inch (100-by-100-mm) junction box.
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a. Mounting: Recess mounted, semiflush in wall.

2. Push-Plate Material: Stainless steel as selected by Architect from manufacturer's full range.
3. Message: International symbol of accessibility and "Push to Open."

2.6 FABRICATION

A. Factory fabricate automatic door operators to comply with indicated standards.

B. Form aluminum shapes before finishing.

C. Fabricate exterior components to drain condensation and water passing joints within operator enclosure to 
the exterior.

D. Use concealed fasteners to greatest extent possible.  Where exposed fasteners are required, use 
countersunk Phillips flat-head machine screws, finished to match operator.

2.7 ACCESSORIES

A. Signage:  As required by cited BHMA standard for type of door and its operation.

1. Application Process: Operator manufacturer's standard process.
2. Provide sign materials with instructions for field application when operators are installed.

2.8 GENERAL FINISH REQUIREMENTS

A. Protect mechanical finishes on exposed surfaces from damage by applying strippable, temporary 
protective covering before shipping.

B. Appearance of Finished Work:  Noticeable variations in same piece are not acceptable.  Variations in 
appearance of adjoining components are acceptable if they are within range of approved Samples and are 
assembled or installed to minimize contrast.

2.9 ALUMINUM FINISHES

A. Baked-Enamel or Powder-Coat Finish:  AAMA 2603 except with a minimum dry film thickness of 1.5
mils (0.04 mm).  Comply with coating manufacturer's written instructions for cleaning, conversion 
coating, and applying and baking finish.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine conditions, with Installer present, for compliance with requirements for installation tolerances, 
door and frame preparation and reinforcements, and other conditions affecting performance of automatic 
door operators.
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B. Examine roughing-in for electrical systems to verify actual locations of power connections before 
automatic door operator installation.

C. Verify that full-height finger guards are installed at each door with pivot hinges where door has a 
clearance at hinge side greater than 1/4 inch (6 mm) and less than 3/4 inch (19 mm) with door in any 
position.

D. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 INSTALLATION

A. General:  Install automatic door operators according to manufacturer's written instructions and cited 
BHMA standard for type of door operation and direction of pedestrian travel, including signage, controls, 
wiring, remote power units if any, and connection to building's power supply.

1. Do not install damaged components.  Fit joints to produce hairline joints free of burrs and 
distortion.

2. Install operators true in alignment with established lines and door geometry without warp or rack. 
Anchor securely in place.

B. Controls:  Install activation and safety devices according to manufacturer's written instructions and cited 
BHMA standard for operator type and direction of pedestrian travel.  Connect control wiring according to 
Section 260519 "Low-Voltage Electrical Power Conductors and Cables."

C. Access-Control System:  Connect operators to access-control system as specified in Section 281300
"Access Control."

D. Signage:  Apply on both sides of each door as required by cited BHMA standard for type of door operator 
and direction of pedestrian travel.

3.3 ADJUSTING

A. Adjust automatic door operators to function smoothly, and lubricate as recommended by manufacturer; 
comply with requirements of applicable BHMA standards.

1. Adjust operators on exterior doors for weathertight closure.

B. After completing installation of automatic door operators, inspect exposed finishes on doors and 
operators.  Repair damaged finish to match original finish.

C. Readjust automatic door operators and controls after repeated operation of completed installation 
equivalent to three days' use by normal traffic (100 to 300 cycles).

D. Occupancy Adjustment:  When requested within 12 months of date of Substantial Completion, provide 
on-site assistance in adjusting system to suit actual occupied conditions.  Provide up to two visits to 
Project during other-than-normal occupancy hours for this purpose.

3.4 MAINTENANCE SERVICE

A. Initial Maintenance Service:  Beginning at Substantial Completion, maintenance service shall include 12
months' full maintenance by skilled employees of automatic door operator Installer.  Include quarterly
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preventive maintenance, repair or replacement of worn or defective components, lubrication, cleaning, 
and adjusting as required for proper door operation.  Parts and supplies shall be manufacturer's authorized 
replacement parts and supplies.

1. Engage a Certified Inspector to perform safety inspection after each adjustment or repair and at 
end of maintenance period.  Furnish completed inspection reports to Owner.

2. Perform maintenance, including emergency callback service, during normal working hours.
3. Include 24-hour-per-day, 7-day-per-week, emergency callback service.

3.5 DEMONSTRATION

A. Engage a factory-authorized service representative to train Owner's maintenance personnel to adjust, 
operate, and maintain automatic door operators.

END OF SECTION 087113
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SECTION 088000 - GLAZING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes glazing for the following products and applications, including those specified in other 
Sections where glazing requirements are specified by reference to this Section:

1. Windows.
2. Doors.
3. Storefront framing.
4. Interior borrowed lites.

1.3 DEFINITIONS

A. Glass Manufacturers:  Firms that produce primary glass, fabricated glass, or both, as defined in 
referenced glazing publications.

B. Glass Thicknesses:  Indicated by thickness designations in millimeters according to ASTM C 1036.

C. Interspace:  Space between lites of an insulating-glass unit.

1.4 PERFORMANCE REQUIREMENTS

A. General:  Installed glazing systems shall withstand normal thermal movement and wind and impact loads 
(where applicable) without failure, including loss or glass breakage attributable to the following: 
defective manufacture, fabrication, or installation; failure of sealants or gaskets to remain watertight and 
airtight; deterioration of glazing materials; or other defects in construction.

B. Delegated Design:  Design glass, including comprehensive engineering analysis according to 2011 Ohio
Building Code by a qualified professional engineer, using the following design criteria:

1. Design Wind Pressures:  Determine design wind pressures applicable to Project according to 
ASCE/SEI 7, based on heights above grade indicated on Drawings.

a. Basic Wind Speed: 90 mph (40 m/s).
b. Importance Factor: 1.0.
c. Exposure Category: C.

2. Design Snow Loads: 20 lbs per square foot.
3. Vertical Glazing:  For glass surfaces sloped 15 degrees or less from vertical, design glass to resist 

design wind pressure based on glass type factors for short-duration load.
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4. Sloped Glazing:  For glass surfaces sloped more than 15 degrees from vertical, design glass to 
resist each of the following combinations of loads:

a. Outward design wind pressure minus the weight of the glass.  Base design on glass type 
factors for short-duration load.

b. Inward design wind pressure plus the weight of the glass plus half of the design snow load.
Base design on glass type factors for short-duration load.

c. Half of the inward design wind pressure plus the weight of the glass plus the design snow 
load.  Base design on glass type factors for long-duration load.

5. Glass Type Factors for Wired, Patterned, and Sandblasted Glass:

a. Short-Duration Glass Type Factor for Wired Glass:  0.5.
b. Long-Duration Glass Type Factor for Wired Glass:  0.3.
c. Short-Duration Glass Type Factor for Patterned Glass:  1.0.
d. Long-Duration Glass Type Factor for Patterned Glass:  0.6.
e. Short-Duration Glass Type Factor for Sandblasted Glass:  0.5.

6. Thickness of Patterned Glass:  Base design of patterned glass on thickness at thinnest part of the 
glass.

7. Probability of Breakage for Sloped Glazing:  For glass surfaces sloped more than 15 degrees from
vertical, design glass for a probability of breakage not greater than 0.001.

8. Maximum Lateral Deflection:  For glass supported on all four edges, limit center-of-glass
deflection at design wind pressure to not more than 1/50 times the short-side length or 1 inch (25
mm), whichever is less.

9. Differential Shading:  Design glass to resist thermal stresses induced by differential shading within 
individual glass lites.

C. Thermal Movements:  Allow for thermal movements from ambient and surface temperature changes 
acting on glass framing members and glazing components.

1. Temperature Change: 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material surfaces.

1.5 ACTION SUBMITTALS

A. Product Data:  For each glass product and glazing material indicated.

B. Glass Samples:  For each type of glass product other than clear monolithic vision glass; 12 inches (300
mm) square.

1. Tinted glass.
2. Laminated glass with colored interlayer.
3. Insulating glass.

1.6 INFORMATIONAL SUBMITTALS

A. Product Certificates:  For glass and glazing products, from manufacturer.

B. Preconstruction adhesion and compatibility test report.

C. Warranties:  Sample of special warranties.
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1.7 QUALITY ASSURANCE

A. Manufacturer Qualifications for Insulating-Glass Units with Sputter-Coated, Low-E Coatings:  A 
qualified insulating-glass manufacturer who is approved and certified by coated-glass manufacturer.

B. Installer Qualifications:  A qualified installer who employs glass installers for this Project who are 
certified under the National Glass Association's Certified Glass Installer Program.

C. Sealant Testing Agency Qualifications:  An independent testing agency qualified according to 
ASTM C 1021 to conduct the testing indicated.

D. Source Limitations for Glass:  Obtain ultraclear float glass, tinted float glass, coated float glass, laminated
glass and insulating glass from single source from single manufacturer for each glass type.

E. Source Limitations for Glazing Accessories:  Obtain from single source from single manufacturer for 
each product and installation method.

F. Glazing Publications:  Comply with published recommendations of glass product manufacturers and 
organizations below, unless more stringent requirements are indicated.  Refer to these publications for 
glazing terms not otherwise defined in this Section or in referenced standards.

1. GANA Publications: GANA's "Glazing Manual."
2. AAMA Publications:  AAMA GDSG-1, "Glass Design for Sloped Glazing," and AAMA TIR-A7,

"Sloped Glazing Guidelines."
3. IGMA Publication for Sloped Glazing:  IGMA TB-3001, "Guidelines for Sloped Glazing."
4. IGMA Publication for Insulating Glass:  SIGMA TM-3000, "North American Glazing Guidelines 

for Sealed Insulating Glass Units for Commercial and Residential Use."

G. Safety Glazing Labeling:  Where safety glazing labeling is indicated, permanently mark glazing with 
certification label of the SGCC or another certification agency acceptable to authorities having 
jurisdiction.  Label shall indicate manufacturer's name, type of glass, thickness, and safety glazing 
standard with which glass complies.

H. Insulating-Glass Certification Program:  Permanently marked either on spacers or on at least one 
component lite of units with appropriate certification label of IGCC.

1.8 DELIVERY, STORAGE, AND HANDLING

A. Protect glazing materials according to manufacturer's written instructions.  Prevent damage to glass and 
glazing materials from condensation, temperature changes, direct exposure to sun, or other causes.

B. Comply with insulating-glass manufacturer's written recommendations for venting and sealing units to 
avoid hermetic seal ruptures due to altitude change.

1.9 PROJECT CONDITIONS

A. Environmental Limitations:  Do not proceed with glazing when ambient and substrate temperature
conditions are outside limits permitted by glazing material manufacturers and when glazing channel 
substrates are wet from rain, frost, condensation, or other causes.

1. Do not install glazing sealants when ambient and substrate temperature conditions are outside 
limits permitted by sealant manufacturer or below 40 deg F (4.4 deg C).

C-001 Dated 1/22/2013



Lucas County Central Drug Testing Relocation
Lucas County Board of Commissioners

Toledo, Ohio

Construction Documents GLAZING
The Collaborative Inc. #106086 088000
January 15, 2013 Page 4 of 9

1.10 WARRANTY

A. Manufacturer's Special Warranty for Coated-Glass Products:  Manufacturer's standard form in which 
coated-glass manufacturer agrees to replace coated-glass units that deteriorate within specified warranty 
period.  Deterioration of coated glass is defined as defects developed from normal use that are not 
attributed to glass breakage or to maintaining and cleaning coated glass contrary to manufacturer's written 
instructions.  Defects include peeling, cracking, and other indications of deterioration in coating.

1. Warranty Period: 10 years from date of Substantial Completion.

B. Manufacturer's Special Warranty on Laminated Glass:  Manufacturer's standard form in which laminated-
glass manufacturer agrees to replace laminated-glass units that deteriorate within specified warranty
period.  Deterioration of laminated glass is defined as defects developed from normal use that are not 
attributed to glass breakage or to maintaining and cleaning laminated glass contrary to manufacturer's 
written instructions.  Defects include edge separation, delamination materially obstructing vision through 
glass, and blemishes exceeding those allowed by referenced laminated-glass standard.

1. Warranty Period: 10 years from date of Substantial Completion.

C. Manufacturer's Special Warranty on Insulating Glass:  Manufacturer's standard form in which insulating-
glass manufacturer agrees to replace insulating-glass units that deteriorate within specified warranty
period.  Deterioration of insulating glass is defined as failure of hermetic seal under normal use that is not 
attributed to glass breakage or to maintaining and cleaning insulating glass contrary to manufacturer's 
written instructions.  Evidence of failure is the obstruction of vision by dust, moisture, or film on interior 
surfaces of glass.

1. Warranty Period: 10 years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1 GLASS PRODUCTS, GENERAL

A. Thickness:  Where glass thickness is indicated, it is a minimum.  Provide glass lites in thicknesses as 
needed to comply with requirements indicated.

1. Minimum Glass Thickness for Exterior Lites:  Not less than 6.0 mm.
2. Thickness of Tinted Glass:  Provide same thickness for each tint color indicated throughout 

Project.

B. Strength:  Where float glass is indicated, provide annealed float glass, Kind HS heat-treated float glass, or 
Kind FT heat-treated float glass as needed to comply with "Performance Requirements" Article.  Where 
heat-strengthened glass is indicated, provide Kind HS heat-treated float glass or Kind FT heat-treated
float glass as needed to comply with "Performance Requirements" Article.  Where fully tempered glass is 
indicated, provide Kind FT heat-treated float glass.

C. Thermal and Optical Performance Properties:  Provide glass with performance properties specified, as 
indicated in manufacturer's published test data, based on procedures indicated below:

1. For monolithic-glass lites, properties are based on units with lites 6.0 mm thick.
2. For laminated-glass lites, properties are based on products of construction indicated.
3. For insulating-glass units, properties are based on units of thickness indicated for overall unit and 

for each lite.
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4. U-Factors:  Center-of-glazing values, according to NFRC 100 and based on LBL's WINDOW 5.2
computer program, expressed as Btu/sq. ft. x h x deg F (W/sq. m x K).

5. Solar Heat-Gain Coefficient and Visible Transmittance:  Center-of-glazing values, according to 
NFRC 200 and based on LBL's WINDOW 5.2 computer program.

6. Visible Reflectance: Center-of-glazing values, according to NFRC 300.

2.2 GLASS PRODUCTS

A. Float Glass:  ASTM C 1036, Type I, Quality-Q3, Class I (clear) unless otherwise indicated.

B. Heat-Treated Float Glass:  ASTM C 1048; Type I; Quality-Q3; Class I (clear) unless otherwise indicated;
of kind and condition indicated.

1. Fabrication Process:  By horizontal (roller-hearth) process with roll-wave distortion parallel to 
bottom edge of glass as installed unless otherwise indicated.

2. For uncoated glass, comply with requirements for Condition A.
3. For coated vision glass, comply with requirements for Condition C (other coated glass).

2.3 LAMINATED GLASS

A. Laminated Glass:  ASTM C 1172, and complying with testing requirements in 16 CFR 1201 for 
Category II materials, and with other requirements specified.  Use materials that have a proven record of 
no tendency to bubble, discolor, or lose physical and mechanical properties after fabrication and 
installation.

1. Construction:  Laminate glass with polyvinyl butyral interlayer to comply with interlayer 
manufacturer's written recommendations.

2. Interlayer Thickness:  Provide thickness not less than that indicated and as needed to comply with 
requirements.

3. Interlayer Color:  Clear unless otherwise indicated.

B. Glass:  Comply with applicable requirements in "Glass Products" Article as indicated by designations in 
"Laminated-Glass Types" Article.

2.4 INSULATING GLASS

A. Insulating-Glass Units:  Factory-assembled units consisting of sealed lites of glass separated by a 
dehydrated interspace, qualified according to ASTM E 2190, and complying with other requirements 
specified.

1. Sealing System:  Dual seal, with manufacturer's standard primary and secondary.
2. Spacer: Manufacturer's standard spacer material and construction.
3. Desiccant:  Molecular sieve or silica gel, or blend of both.

B. Glass:  Comply with applicable requirements in "Glass Products" Article and in "Laminated Glass" 
Article as indicated by designations in "Insulating-Glass Types" Article and in "Insulating-Laminated-
Glass Types" Article.

2.5 GLAZING GASKETS
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A. Dense Compression Gaskets:  Molded or extruded gaskets of profile and hardness required to maintain 
watertight seal, made from one of the following:

1. Neoprene complying with ASTM C 864.
2. EPDM complying with ASTM C 864.
3. Silicone complying with ASTM C 1115.
4. Thermoplastic polyolefin rubber complying with ASTM C 1115.

2.6 MISCELLANEOUS GLAZING MATERIALS

A. General:  Provide products of material, size, and shape complying with referenced glazing standard, 
requirements of manufacturers of glass and other glazing materials for application indicated, and with a 
proven record of compatibility with surfaces contacted in installation.

B. Cleaners, Primers, and Sealers:  Types recommended by sealant or gasket manufacturer.

C. Setting Blocks:  Elastomeric material with a Shore, Type A durometer hardness of 85, plus or minus 5.

D. Spacers:  Elastomeric blocks or continuous extrusions of hardness required by glass manufacturer to 
maintain glass lites in place for installation indicated.

E. Edge Blocks:  Elastomeric material of hardness needed to limit glass lateral movement (side walking).

F. Cylindrical Glazing Sealant Backing:  ASTM C 1330, Type O (open-cell material), of size and density to 
control glazing sealant depth and otherwise produce optimum glazing sealant performance.

G. Perimeter Insulation for Fire-Resistive Glazing:  Product that is approved by testing agency that listed and 
labeled fire-resistant glazing product with which it is used for application and fire-protection rating 
indicated.

2.7 FABRICATION OF GLAZING UNITS

A. Fabricate glazing units in sizes required to fit openings indicated for Project, with edge and face 
clearances, edge and surface conditions, and bite complying with written instructions of product 
manufacturer and referenced glazing publications, to comply with system performance requirements.

B. Clean-cut or flat-grind vertical edges of butt-glazed monolithic lites to produce square edges with slight 
chamfers at junctions of edges and faces.

C. Grind smooth and polish exposed glass edges and corners.

2.8 MONOLITHIC-GLASS TYPES

A. Glass Type :  Clear float glass.

1. Thickness: 6.0 mm.

2.9 INSULATING-GLASS TYPES

A. Glass Type :  Low-e-coated, tinted insulating glass.
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1. Overall Unit Thickness: 1 inch (25 mm).
2. Thickness of Each Glass Lite: 6.0 mm.
3. Outdoor Lite:  Tinted float glass or fully tempered float glass as required by code.
4. Interspace Content: Air.
5. Indoor Lite:  Clear float glass or fully tempered float glass as required by code.
6. Low-E Coating: Pyrolytic on second surface.
7. Visible Light Transmittance:  29 percent minimum.
8. Winter Nighttime U-Factor:  0.35 maximum.
9. Summer Daytime U-Factor:  0.35 maximum.
10. Solar Heat Gain Coefficient:  0.33 maximum.
11. Outdoor Lite Glass Basis-of-Design: “Pilkington Advantage Grey”

2.10 INSULATING-LAMINATED-GLASS TYPES

A. Glass Type :  Low-e-coated, clear insulating laminated glass.

1. Overall Unit Thickness: 1-1/4 inch (32 mm).
2. Thickness of Outdoor Lite: 6.0 mm.
3. Outdoor Lite: Fully tempered float glass.
4. Interspace Content: Air.
5. Indoor Lite:  Clear laminated glass with two plies of fully tempered float glass.

a. Thickness of Each Glass Ply: 6.0 mm.
b. Interlayer Thickness: 0.030 inch (1.52 mm).

6. Low-E Coating: Pyrolytic on second surface.
7. Visible Light Transmittance: 29 percent minimum.
8. Winter Nighttime U-Factor: 0.29 maximum.
9. Summer Daytime U-Factor: 0.26 maximum.
10. Solar Heat Gain Coefficient: 0.18 maximum.
11. Provide safety glazing labeling.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine framing, glazing channels, and stops, with Installer present, for compliance with the following:

1. Manufacturing and installation tolerances, including those for size, squareness, and offsets at 
corners.

2. Presence and functioning of weep systems.
3. Minimum required face and edge clearances.
4. Effective sealing between joints of glass-framing members.

B. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Clean glazing channels and other framing members receiving glass immediately before glazing.  Remove 
coatings not firmly bonded to substrates.
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B. Examine glazing units to locate exterior and interior surfaces.  Label or mark units as needed so that 
exterior and interior surfaces are readily identifiable.  Do not use materials that will leave visible marks in 
the completed work.

3.3 GLAZING, GENERAL

A. Comply with combined written instructions of manufacturers of glass, sealants, gaskets, and other glazing 
materials, unless more stringent requirements are indicated, including those in referenced glazing 
publications.

B. Adjust glazing channel dimensions as required by Project conditions during installation to provide 
necessary bite on glass, minimum edge and face clearances, and adequate sealant thicknesses, with
reasonable tolerances.

C. Protect glass edges from damage during handling and installation.  Remove damaged glass from Project 
site and legally dispose of off Project site.  Damaged glass is glass with edge damage or other 
imperfections that, when installed, could weaken glass and impair performance and appearance.

D. Apply primers to joint surfaces where required for adhesion of sealants, as determined by preconstruction 
testing.

E. Install setting blocks in sill rabbets, sized and located to comply with referenced glazing publications, 
unless otherwise required by glass manufacturer.  Set blocks in thin course of compatible sealant suitable 
for heel bead.

F. Do not exceed edge pressures stipulated by glass manufacturers for installing glass lites.

G. Provide spacers for glass lites where length plus width is larger than 50 inches (1270 mm).

1. Locate spacers directly opposite each other on both inside and outside faces of glass.  Install 
correct size and spacing to preserve required face clearances, unless gaskets and glazing tapes are 
used that have demonstrated ability to maintain required face clearances and to comply with 
system performance requirements.

2. Provide 1/8-inch (3-mm) minimum bite of spacers on glass and use thickness equal to sealant 
width.  With glazing tape, use thickness slightly less than final compressed thickness of tape.

H. Provide edge blocking where indicated or needed to prevent glass lites from moving sideways in glazing 
channel, as recommended in writing by glass manufacturer and according to requirements in referenced 
glazing publications.

I. Set glass lites in each series with uniform pattern, draw, bow, and similar characteristics.

J. Set glass lites with proper orientation so that coatings face exterior or interior as specified.

K. Where wedge-shaped gaskets are driven into one side of channel to pressurize sealant or gasket on 
opposite side, provide adequate anchorage so gasket cannot walk out when installation is subjected to 
movement.

L. Square cut wedge-shaped gaskets at corners and install gaskets in a manner recommended by gasket 
manufacturer to prevent corners from pulling away; seal corner joints and butt joints with sealant 
recommended by gasket manufacturer.
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3.4 GASKET GLAZING (DRY)

A. Cut compression gaskets to lengths recommended by gasket manufacturer to fit openings exactly, with 
allowance for stretch during installation.

B. Installation with Drive-in Wedge Gaskets:  Center glass lites in openings on setting blocks and press 
firmly against soft compression gasket by inserting dense compression gaskets formed and installed to 
lock in place against faces of removable stops.  Start gasket applications at corners and work toward 
centers of openings.  Compress gaskets to produce a weathertight seal without developing bending
stresses in glass.  Seal gasket joints with sealant recommended by gasket manufacturer.

C. Installation with Pressure-Glazing Stops:  Center glass lites in openings on setting blocks and press firmly 
against soft compression gasket.  Install dense compression gaskets and pressure-glazing stops, applying 
pressure uniformly to compression gaskets.  Compress gaskets to produce a weathertight seal without 
developing bending stresses in glass.  Seal gasket joints with sealant recommended by gasket 
manufacturer.

D. Install gaskets so they protrude past face of glazing stops.

3.5 CLEANING AND PROTECTION

A. Protect exterior glass from damage immediately after installation by attaching crossed streamers to 
framing held away from glass.  Do not apply markers to glass surface.  Remove nonpermanent labels and 
clean surfaces.

B. Protect glass from contact with contaminating substances resulting from construction operations.  If, 
despite such protection, contaminating substances do come into contact with glass, remove substances 
immediately as recommended in writing by glass manufacturer.

C. Examine glass surfaces adjacent to or below exterior concrete and other masonry surfaces at frequent 
intervals during construction, but not less than once a month, for buildup of dirt, scum, alkaline deposits, 
or stains; remove as recommended in writing by glass manufacturer.

D. Remove and replace glass that is broken, chipped, cracked, or abraded or that is damaged from natural 
causes, accidents, and vandalism, during construction period.

E. Wash glass on both exposed surfaces in each area of Project not more than four days before date 
scheduled for inspections that establish date of Substantial Completion.  Wash glass as recommended in 
writing by glass manufacturer.

END OF SECTION 088000
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SECTION 092216 - NON-STRUCTURAL METAL FRAMING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Non-load-bearing steel framing systems for interior gypsum board assemblies.

B. Related Requirements:

1. Section 054000 "Cold-Formed Metal Framing" for exterior and interior load-bearing and exterior 
non-load-bearing wall studs; floor joists; roof rafters and ceiling joists; and roof trusses.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product.

PART 2 - PRODUCTS

2.1 FRAMING SYSTEMS

A. Framing Members, General:  Comply with ASTM C 754 for conditions indicated.

1. Steel Sheet Components:  Comply with ASTM C 645 requirements for metal unless otherwise 
indicated.

2. Protective Coating: ASTM A 653/A 653M, G60 (Z180), hot-dip galvanized unless otherwise 
indicated.

B. Studs and Runners:  ASTM C 645.

1. Steel Studs and Runners:

a. Minimum Base-Metal Thickness: 0.018 inch (0.45 mm).
b. Depth: As indicated on Drawings.

C. Slip-Type Head Joints:  Where indicated, provide one of the following:

1. Single Long-Leg Runner System:  ASTM C 645 top runner with 2-inch- (51-mm-) deep flanges in 
thickness not less than indicated for studs, installed with studs friction fit into top runner and with 
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continuous bridging located within 12 inches (305 mm) of the top of studs to provide lateral 
bracing.

2.2 AUXILIARY MATERIALS

A. General:  Provide auxiliary materials that comply with referenced installation standards.

1. Fasteners for Metal Framing:  Of type, material, size, corrosion resistance, holding power, and 
other properties required to fasten steel members to substrates.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine areas and substrates, with Installer present, and including welded hollow-metal frames, cast-in
anchors, and structural framing, for compliance with requirements and other conditions affecting 
performance of the Work.

B. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 INSTALLATION, GENERAL

A. Installation Standard:  ASTM C 754.

1. Gypsum Board Assemblies:  Also comply with requirements in ASTM C 840 that apply to 
framing installation.

B. Install supplementary framing, and blocking to support fixtures, equipment services, heavy trim, grab 
bars, toilet accessories, furnishings, or similar construction.

C. Install bracing at terminations in assemblies.

D. Do not bridge building control and expansion joints with non-load-bearing steel framing members. 
Frame both sides of joints independently.

3.3 INSTALLING FRAMED ASSEMBLIES

A. Install framing system components according to spacings indicated, but not greater than spacings required 
by referenced installation standards for assembly types.

1. Single-Layer Application: 16 inches (406 mm) o.c. unless otherwise indicated.

B. Where studs are installed directly against exterior masonry walls or dissimilar metals at exterior walls,
install isolation strip between studs and exterior wall.

C. Install tracks (runners) at floors and overhead supports.  Extend framing full height to structural supports
or substrates above suspended ceilings except where partitions are indicated to terminate at suspended 
ceilings.  Continue framing around ducts penetrating partitions above ceiling.

C-001 Dated 1/22/2013



Lucas County Central Drug Testing Relocation
Lucas County Board of Commissioners

Toledo, Ohio

Construction Documents NON-STRUCTURAL METAL FRAMING
The Collaborative Inc. #106086 092216
January 15, 2013 Page 3 of 3

1. Slip-Type Head Joints:  Where framing extends to overhead structural supports, install to produce 
joints at tops of framing systems that prevent axial loading of finished assemblies.

2. Door Openings:  Screw vertical studs at jambs to jamb anchor clips on door frames; install runner 
track section (for cripple studs) at head and secure to jamb studs.

a. Install two studs at each jamb unless otherwise indicated.
b. Install cripple studs at head adjacent to each jamb stud, with a minimum 1/2-inch (13-mm)

clearance from jamb stud to allow for installation of control joint in finished assembly.
c. Extend jamb studs through suspended ceilings and attach to underside of overhead 

structure.

D. Direct Furring:

1. Screw to wood framing.
2. Attach to concrete or masonry with stub nails, screws designed for masonry attachment, or 

powder-driven fasteners spaced 24 inches (610 mm) o.c.

E. Installation Tolerance:  Install each framing member so fastening surfaces vary not more than 1/8 inch (3
mm) from the plane formed by faces of adjacent framing.

END OF SECTION 092216
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SECTION 092900 - GYPSUM BOARD

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Interior gypsum board.

B. Related Requirements:

1. Section 092216 "Non-Structural Metal Framing" for non-structural framing and suspension 
systems that support gypsum board panels.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product.

1.4 DELIVERY, STORAGE AND HANDLING

A. Store materials inside under cover and keep them dry and protected against weather, condensation, direct 
sunlight, construction traffic, and other potential causes of damage.  Stack panels flat and supported on 
risers on a flat platform to prevent sagging.

1.5 FIELD CONDITIONS

A. Environmental Limitations:  Comply with ASTM C 840 requirements or gypsum board manufacturer's 
written recommendations, whichever are more stringent.

B. Do not install paper-faced gypsum panels until installation areas are enclosed and conditioned.

C. Do not install panels that are wet, those that are moisture damaged, and those that are mold damaged.

1. Indications that panels are wet or moisture damaged include, but are not limited to, discoloration, 
sagging, or irregular shape.

2. Indications that panels are mold damaged include, but are not limited to, fuzzy or splotchy surface 
contamination and discoloration.

PART 2 - PRODUCTS
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2.1 PERFORMANCE REQUIREMENTS

A. Low Emitting Materials:  For ceiling and wall assemblies, provide materials and construction identical to 
those tested in assembly and complying with the testing and product requirements of the California 
Department of Health Services' "Standard Practice for the Testing of Volatile Organic Emissions from 
Various Sources Using Small-Scale Environmental Chambers."

2.2 GYPSUM BOARD, GENERAL

A. Size:  Provide maximum lengths and widths available that will minimize joints in each area and that 
correspond with support system indicated.

2.3 INTERIOR GYPSUM BOARD

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that 
may be incorporated into the Work include, but are not limited to, the following:

1. CertainTeed Corp.
2. Georgia-Pacific Gypsum LLC.
3. National Gypsum Company.
4. USG Corporation.

B. Gypsum Wallboard:  ASTM C 1396/C 1396M.

1. Thickness: 5/8 inch (15.9 mm).
2. Long Edges: Tapered.

C. Abuse-Resistant Gypsum Board:  ASTM C 1629/C 1629M, [Level 1] [Level 2] [Level 3].

1. Core:  [As indicated on Drawings] [1/2 inch (12.7 mm), regular type] [5/8 inch (15.9 mm),
Type X].

2. Long Edges:  Tapered.
3. Mold Resistance:  ASTM D 3273, score of 10 as rated according to ASTM D 3274.

2.4 TRIM ACCESSORIES

A. Interior Trim:  ASTM C 1047.

1. Material: Galvanized or aluminum-coated steel sheet, rolled zinc, plastic, or paper-faced
galvanized steel sheet.

2. Shapes:

a. Cornerbead.

2.5 JOINT TREATMENT MATERIALS

A. General:  Comply with ASTM C 475/C 475M.

B. Joint Tape:
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1. Interior Gypsum Board:  Paper.

C. Joint Compound for Interior Gypsum Board:  For each coat use formulation that is compatible with other 
compounds applied on previous or for successive coats.

1. Prefilling:  At open joints, rounded or beveled panel edges, and damaged surface areas, use 
setting-type taping compound.

2. Embedding and First Coat:  For embedding tape and first coat on joints, fasteners, and trim 
flanges, use drying-type, all-purpose compound.

a. Use setting-type compound for installing paper-faced metal trim accessories.

3. Fill Coat:  For second coat, use drying-type, all-purpose compound.
4. Finish Coat:  For third coat, use drying-type, all-purpose compound.
5. Skim Coat:  For final coat of Level 5 finish, use high-build interior coating product designed for 

application by airless sprayer and to be used instead of skim coat to produce Level 5 finish.

2.6 AUXILIARY MATERIALS

A. General:  Provide auxiliary materials that comply with referenced installation standards and 
manufacturer's written recommendations.

B. Steel Drill Screws:  ASTM C 1002, unless otherwise indicated.

1. Use screws complying with ASTM C 954 for fastening panels to steel members from 0.033 to 
0.112 inch (0.84 to 2.84 mm) thick.

2. For fastening cementitious backer units, use screws of type and size recommended by panel 
manufacturer.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine areas and substrates including welded hollow-metal frames and framing, with Installer present, 
for compliance with requirements and other conditions affecting performance.

B. Examine panels before installation.  Reject panels that are wet, moisture damaged, and mold damaged.

C. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 APPLYING AND FINISHING PANELS, GENERAL

A. Comply with ASTM C 840.

B. Install ceiling panels across framing to minimize the number of abutting end joints and to avoid abutting 
end joints in central area of each ceiling.  Stagger abutting end joints of adjacent panels not less than one 
framing member.

C. Install panels with face side out.  Butt panels together for a light contact at edges and ends with not more 
than 1/16 inch (1.5 mm) of open space between panels.  Do not force into place.
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D. Locate edge and end joints over supports, except in ceiling applications where intermediate supports or 
gypsum board back-blocking is provided behind end joints.  Do not place tapered edges against cut edges 
or ends.  Stagger vertical joints on opposite sides of partitions.  Do not make joints other than control 
joints at corners of framed openings.

E. Form control and expansion joints with space between edges of adjoining gypsum panels.

F. Cover both faces of support framing with gypsum panels in concealed spaces (above ceilings, etc.), 
except in chases braced internally.

1. Unless concealed application is indicated or required for sound, fire, air, or smoke ratings, 
coverage may be accomplished with scraps of not less than 8 sq. ft. (0.7 sq. m) in area.

2. Fit gypsum panels around ducts, pipes, and conduits.
3. Where partitions intersect structural members projecting below underside of floor/roof slabs and 

decks, cut gypsum panels to fit profile formed by structural members; allow 1/4- to 3/8-inch- (6.4-
to 9.5-mm-) wide joints to install sealant.

G. Isolate perimeter of gypsum board applied to non-load-bearing partitions at structural abutments, except 
floors.  Provide 1/4- to 1/2-inch- (6.4- to 12.7-mm-) wide spaces at these locations and trim edges with 
edge trim where edges of panels are exposed.  Seal joints between edges and abutting structural surfaces 
with acoustical sealant.

H. Attachment to Steel Framing:  Attach panels so leading edge or end of each panel is attached to open 
(unsupported) edges of stud flanges first.

I. Wood Framing:  Install gypsum panels over wood framing, with floating internal corner construction.  Do 
not attach gypsum panels across the flat grain of wide-dimension lumber, including floor joists and 
headers.  Float gypsum panels over these members or provide control joints to counteract wood 
shrinkage.

3.3 APPLYING INTERIOR GYPSUM BOARD

A. Install interior gypsum board in the following locations:

1. Wallboard Type: As indicated on Drawings.
2. Abuse-Resistant Type:  [As indicated on Drawings] <Insert requirements>.

B. Single-Layer Application:

1. On ceilings, apply gypsum panels before wall/partition board application to greatest extent 
possible and at right angles to framing unless otherwise indicated.

2. On partitions/walls, apply gypsum panels vertically (parallel to framing) unless otherwise 
indicated or required by fire-resistance-rated assembly, and minimize end joints.

a. Stagger abutting end joints not less than one framing member in alternate courses of 
panels.

b. At stairwells and other high walls, install panels horizontally unless otherwise indicated or 
required by fire-resistance-rated assembly.

3. On Z-furring members, apply gypsum panels vertically (parallel to framing) with no end joints. 
Locate edge joints over furring members.

4. Fastening Methods:  Apply gypsum panels to supports with steel drill screws.
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3.4 INSTALLING TRIM ACCESSORIES

A. General:  For trim with back flanges intended for fasteners, attach to framing with same fasteners used for 
panels.  Otherwise, attach trim according to manufacturer's written instructions.

B. Interior Trim:  Install in the following locations:

1. Cornerbead: Use at outside corners unless otherwise indicated.

3.5 FINISHING GYPSUM BOARD

A. General:  Treat gypsum board joints, interior angles, edge trim, control joints, penetrations, fastener 
heads, surface defects, and elsewhere as required to prepare gypsum board surfaces for decoration. 
Promptly remove residual joint compound from adjacent surfaces.

B. Prefill open joints, rounded or beveled edges, and damaged surface areas.

C. Apply joint tape over gypsum board joints, except for trim products specifically indicated as not intended 
to receive tape.

D. Gypsum Board Finish Levels:  Finish panels to levels indicated below and according to ASTM C 840:

1. Level 1:  Ceiling plenum areas, concealed areas, and where indicated.
2. Level 4: At panel surfaces that will be exposed to view unless otherwise indicated.

a. Primer and its application to surfaces are specified in Section 099123 "Interior Painting."

3. Level 5:  [Where indicated on Drawings] <Insert locations>.

a. Primer and its application to surfaces are specified in Section 099123 "Interior Painting."

3.6 PROTECTION

A. Protect adjacent surfaces from drywall compound and promptly remove from floors and other non-
drywall surfaces.  Repair surfaces stained, marred, or otherwise damaged during drywall application.

B. Protect installed products from damage from weather, condensation, direct sunlight, construction, and 
other causes during remainder of the construction period.

C. Remove and replace panels that are wet, moisture damaged, and mold damaged.

1. Indications that panels are wet or moisture damaged include, but are not limited to, discoloration, 
sagging, or irregular shape.

2. Indications that panels are mold damaged include, but are not limited to, fuzzy or splotchy surface 
contamination and discoloration.

END OF SECTION 092900
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SECTION 09 5113 - ACOUSTICAL PANEL CEILINGS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. This Section includes acoustical panels and exposed suspension systems for ceilings.

1.3 DEFINITIONS

A. AC:  Articulation Class.

B. CAC:  Ceiling Attenuation Class.

C. LR:  Light Reflectance coefficient.

D. NRC:  Noise Reduction Coefficient.

1.4 SUBMITTALS

A. Product Data:  For each type of product indicated.

B. Samples for Verification:  For each component indicated and for each exposed finish required, 
prepared on Samples of size indicated below.

1. Acoustical Panel:  Set of Samples of each type, color, pattern, and texture.
2. Exposed Suspension System Members, Moldings, and Trim:  Set of 12-inch-long

Samples of each type, finish, and color.

C. Maintenance Data:  For finishes to include in maintenance manuals.

1.5 QUALITY ASSURANCE

A. Acoustical Testing Agency Qualifications:  An independent testing laboratory, or an NVLAP-
accredited laboratory, with the experience and capability to conduct the testing indicated. 
NVLAP-accredited laboratories must document accreditation, based on a "Certificate of 
Accreditation" and a "Scope of Accreditation" listing the test methods specified.

B. Source Limitations:
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1. Acoustical Ceiling Panel:  Obtain each type through one source from a single 
manufacturer.

2. Suspension System:  Obtain each type through one source from a single manufacturer.

C. Fire-Test-Response Characteristics:  Provide acoustical panel ceilings that comply with the 
following requirements:

1. Surface-Burning Characteristics:  Provide acoustical panels with the following surface-
burning characteristics complying with ASTM E 1264 for Class materials as determined 
by testing identical products per ASTM E 84:

a. Smoke-Developed Index:  450 or less.

1.6 DELIVERY, STORAGE, AND HANDLING

A. Deliver acoustical panels, suspension system components, and accessories to Project site in 
original, unopened packages and store them in a fully enclosed, conditioned space where they 
will be protected against damage from moisture, humidity, temperature extremes, direct 
sunlight, surface contamination, and other causes.

B. Before installing acoustical panels, permit them to reach room temperature and a stabilized 
moisture content.

C. Handle acoustical panels carefully to avoid chipping edges or damaging units in any way.

1.7 PROJECT CONDITIONS

A. Environmental Limitations:  Do not install acoustical panel ceilings until spaces are enclosed 
and weatherproof, wet work in spaces is complete and dry, work above ceilings is complete, and 
ambient temperature and humidity conditions are maintained at the levels indicated for Project 
when occupied for its intended use.

1. Pressurized Plenums:  Operate ventilation system for not less than 48 hours before 
beginning acoustical panel ceiling installation.

1.8 COORDINATION

A. Coordinate layout and installation of acoustical panels and suspension system with other 
construction that penetrates ceilings or is supported by them, including light fixtures, HVAC 
equipment, fire-suppression system, and partition assemblies.

1.9 EXTRA MATERIALS

A. Furnish extra materials described below that match products installed and that are packaged 
with protective covering for storage and identified with labels describing contents.

1. Acoustical Ceiling Panels:  Full-size panels equal to percent of quantity installed.
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2. Suspension System Components:  Quantity of each exposed component equal to percent
of quantity installed.

3. Hold-Down Clips:  Equal to percent of quantity installed.

PART 2 - PRODUCTS

2.1 ACOUSTICAL PANELS, GENERAL

A. Acoustical Panel Standard:  Provide manufacturer's standard panels of configuration indicated 
that comply with ASTM E 1264 classifications as designated by types, patterns, acoustical 
ratings, and light reflectances, unless otherwise indicated.

1. Mounting Method for Measuring NRC:  Type E-400; plenum mounting in which face of 
test specimen is 15-3/4 inches away from test surface per ASTM E 795.

B. Acoustical Panel Colors and Patterns:  Match appearance characteristics indicated for each 
product type.

1. Where appearance characteristics of acoustical panels are indicated by referencing pattern 
designations in ASTM E 1264 and not manufacturers' proprietary product designations, 
provide products selected by Architect from each manufacturer's full range that comply 
with requirements indicated for type, pattern, color, light reflectance, acoustical 
performance, edge detail, and size.

2.2 ACOUSTICAL PANELS FOR ACOUSTICAL PANEL CEILING (APC 1)

A. Basis-of-Design Product:  Subject to compliance with requirements, provide or a comparable 
product by one of the following:

1. Armstrong World Industries, Inc. (Basis of Design: Clean Room VL Non-Perforated)
2. CertainTeed (BPB USA); Celotex Brand.
3. USG Interiors, Inc.
4. Characteristics:

a. Size: 24” x 24”
b. Thickness: 5/8 inch
c. NRC: N/A
d. Fire Rating: Fire Resistive
e. Light Reflectance:  0.80 minimum
f. Color:  White
g. Suspension System: Prelude 15/16” white

2.3 ACOUSTICAL PANELS FOR ACOUSTICAL PANEL CEILING (APC 2)

A. Basis-of-Design Product:  Subject to compliance with requirements, provide or a comparable 
product by one of the following:

1. Armstrong World Industries, Inc. (Basis of Design: Dune #1774)
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2. CertainTeed (BPB USA); Celotex Brand.
3. USG Interiors, Inc.
4. Characteristics:

a. Size:  24” x 24”
b. Thickness:  5/8 inch
c. NRC:  0.50 minimum
d. Fire Rating:  Class A
e. Light Reflectance:  0.80 minimum
f. VOC:  Low
g. Color:  White
h. Suspension System: Prelude 15/16” white

2.4 METAL SUSPENSION SYSTEMS, GENERAL

A. Metal Suspension System Standard:  Provide manufacturer's standard direct-hung metal
suspension systems of types, structural classifications, and finishes indicated that comply with 
applicable requirements in ASTM C 635.

B. Finishes and Colors, General:  Comply with NAAMM's "Metal Finishes Manual for 
Architectural and Metal Products" for recommendations for applying and designating finishes. 
Provide manufacturer's standard factory-applied finish for type of system indicated.

C. Attachment Devices:  Size for five times the design load indicated in ASTM C 635, Table 1,
"Direct Hung," unless otherwise indicated.  Comply with seismic design requirements.

D. Wire Hangers, Braces, and Ties:  Provide wires complying with the following requirements:

1. Zinc-Coated, Carbon-Steel Wire:  ASTM A 641/A 641M, Class 1 zinc coating, soft 
temper, unless otherwise indicated..

2. Size:  Select wire diameter so its stress at 3 times hanger design load (ASTM C 635,
Table 1, "Direct Hung") will be less than yield stress of wire, but provide not less than 
diameter wire.

E. Hold-Down Clips:  Where indicated, provide manufacturer's standard hold-down clips spaced
24 inches o.c. on all cross tees.

2.5 METAL EDGE MOLDINGS AND TRIM

A. Available Manufacturers:  Subject to compliance with requirements, products that may be 
incorporated into the Work include, but are not limited to, the following:

1. Armstrong World Industries, Inc.
2. CertainTeed Corp.
3. Chicago Metallic Corporation
4. USG Interiors, Inc.:  Subsidiary of USG Corporation

B. Roll-Formed, Sheet-Metal Edge Moldings and Trim:  Type and profile indicated or, if not 
indicated, manufacturer's standard moldings for edges and penetrations that comply with 
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seismic design requirements; formed from sheet metal of same material, finish, and color as that 
used for exposed flanges of suspension system runners.

1. Provide manufacturer's standard edge moldings that fit acoustical panel edge details and 
suspension systems indicated and that match width and configuration of exposed runners, 
unless otherwise indicated.

2. For lay-in panels with reveal edge details, provide .
3. For circular penetrations of ceiling, provide edge moldings fabricated to diameter 

required to fit penetration exactly.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, areas, and conditions, including structural framing to which acoustical 
panel ceilings attach or abut, with Installer present, for compliance with requirements specified 
in this and other Sections that affect ceiling installation and anchorage and with requirements 
for installation tolerances and other conditions affecting performance of acoustical panel 
ceilings.

1. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Measure each ceiling area and establish layout of acoustical panels to balance border widths at 
opposite edges of each ceiling.  Avoid using less-than-half-width panels at borders, and comply 
with layout shown on reflected ceiling plans.

3.3 INSTALLATION

A. General:  Install acoustical panel ceilings to comply with and seismic design requirements 
indicated, per manufacturer's written instructions and CISCA's "Ceiling Systems Handbook."

B. Suspend ceiling hangers from building's structural members and as follows:

1. Install hangers plumb and free from contact with insulation or other objects within ceiling 
plenum that are not part of supporting structure or of ceiling suspension system.

2. Splay hangers only where required to miss obstructions; offset resulting horizontal forces 
by bracing, countersplaying, or other equally effective means.

3. Where width of ducts and other construction within ceiling plenum produces hanger 
spacings that interfere with location of hangers at spacings required to support standard 
suspension system members, install supplemental suspension members and hangers in 
form of trapezes or equivalent devices.

4. Secure wire hangers to ceiling suspension members and to supports above with a 
minimum of three tight turns.  Connect hangers directly either to structures or to inserts, 
eye screws, or other devices that are secure and appropriate for substrate and that will not 
deteriorate or otherwise fail due to age, corrosion, or elevated temperatures.
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5. When steel framing does not permit installation of hanger wires at spacing required, 
install carrying channels or other supplemental support for attachment of hanger wires.

6. Do not attach hangers to steel deck tabs.
7. Do not attach hangers to steel roof deck.  Attach hangers to structural members.
8. Space hangers not more than 48 inches o.c. along each member supported directly from 

hangers, unless otherwise indicated; provide hangers not more than 8 inches from ends of 
each member.

9. Size supplemental suspension members and hangers to support ceiling loads within 
performance limits established by referenced standards and publications.

C. Install suspension system runners so they are square and securely interlocked with one another. 
Remove and replace dented, bent, or kinked members.

D. Install acoustical panels with undamaged edges and fit accurately into suspension system 
runners and edge moldings.  Scribe and cut panels at borders and penetrations to provide a neat, 
precise fit.

1. Arrange directionally patterned acoustical panels as follows:

a. As indicated on reflected ceiling plans.

2. For square-edged panels, install panels with edges fully hidden from view by flanges of 
suspension system runners and moldings.

3. For reveal-edged panels on suspension system runners, install panels with bottom of 
reveal in firm contact with top surface of runner flanges.

4. Paint cut edges of panel remaining exposed after installation; match color of exposed 
panel surfaces using coating recommended in writing for this purpose by acoustical panel 
manufacturer.

5. Install hold-down clips in areas indicated, in areas required by authorities having 
jurisdiction, and for fire-resistance ratings; space as recommended by panel 
manufacturer's written instructions, unless otherwise indicated.

3.4 CLEANING

A. Clean exposed surfaces of acoustical panel ceilings, including trim, edge moldings, and 
suspension system members.  Comply with manufacturer's written instructions for cleaning and 
touchup of minor finish damage.  Remove and replace ceiling components that cannot be 
successfully cleaned and repaired to permanently eliminate evidence of damage.

END OF SECTION 09 5113
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SECTION 09 6513 - RESILIENT BASE AND ACCESSORIES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Resilient base.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product.

B. Samples: For each exposed product and for each color and texture specified, not less than 12
inches (300 mm) long.

C. Samples for Initial Selection:  For each type of product indicated.

D. Samples for Verification:  For each type of product indicated and for each color, texture, and 
pattern required in manufacturer's standard-size Samples, but not less than 12 inches (300 mm)
long.

1.4 MAINTENANCE MATERIAL SUBMITTALS

A. Furnish extra materials that match products installed and that are packaged with protective 
covering for storage and identified with labels describing contents.

1. Furnish not less than 10 linear feet (3 linear m) for every 500 linear feet (150 linear m) or
fraction thereof, of each type, color, pattern, and size of resilient product installed.

1.5 DELIVERY, STORAGE, AND HANDLING

A. Store resilient products and installation materials in dry spaces protected from the weather, with 
ambient temperatures maintained within range recommended by manufacturer, but not less than 
50 deg F (10 deg C) or more than 90 deg F (32 deg C).
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1.6 FIELD CONDITIONS

A. Maintain ambient temperatures within range recommended by manufacturer, but not less than 
70 deg F (21 deg C) or more than 95 deg F (35 deg C), in spaces to receive resilient products 
during the following time periods:

1. 48 hours before installation.
2. During installation.
3. 48 hours after installation.

B. After installation and until Substantial Completion, maintain ambient temperatures within range 
recommended by manufacturer, but not less than 55 deg F (13 deg C) or more than 95 deg F (35
deg C).

C. Install resilient products after other finishing operations, including painting, have been 
completed.

PART 2 - PRODUCTS

2.1 THERMOPLASTIC-RUBBER BASE (RWB-1)

A. Manufacturers:  Subject to compliance with requirements, provide products by one of the 
following:

1. Armstrong World Industries, Inc.
2. Johnsonite; A Tarkett Company. (Basis-of-Design)
3. Roppe Corporation, USA.

B. Product Standard:  ASTM F 1861, Type TP (rubber, thermoplastic).

1. Group: I (solid, homogeneous).
2. Style and Location:

a. Style A, Straight:  Provide in areas with carpet.
b. Style B, Cove: Provide in areas with resilient flooring.

C. Thickness: 0.125 inch (3.2 mm).

D. Height: 4 inches (102 mm) or as indicated on Drawings.

E. Lengths:  Coils in manufacturer's standard length.

F. Outside Corners:  Job formed.

G. Inside Corners: Job formed.

H. Colors: Basis-of-Design: Roppe #191 Camel.
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2.2 INSTALLATION MATERIALS

A. Adhesives:  Water-resistant type recommended by resilient-product manufacturer for resilient 
products and substrate conditions indicated.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, with Installer present, for compliance with requirements for maximum 
moisture content and other conditions affecting performance of the Work.

1. Verify that finishes of substrates comply with tolerances and other requirements specified 
in other Sections and that substrates are free of cracks, ridges, depressions, scale, and 
foreign deposits that might interfere with adhesion of resilient products.

B. Proceed with installation only after unsatisfactory conditions have been corrected.

1. Installation of resilient products indicates acceptance of surfaces and conditions.

3.2 PREPARATION

A. Prepare substrates according to manufacturer's written instructions to ensure adhesion of 
resilient products.

B. Do not install resilient products until they are the same temperature as the space where they are 
to be installed.

1. At least 48 hours in advance of installation, move resilient products and installation 
materials into spaces where they will be installed.

3.3 RESILIENT BASE INSTALLATION

A. Comply with manufacturer's written instructions for installing resilient base.

B. Apply resilient base to walls, columns, pilasters, casework and cabinets in toe spaces, and other 
permanent fixtures in rooms and areas where base is required.

C. Install resilient base in lengths as long as practical without gaps at seams and with tops of 
adjacent pieces aligned.

D. Tightly adhere resilient base to substrate throughout length of each piece, with base in 
continuous contact with horizontal and vertical substrates.

E. Do not stretch resilient base during installation.
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F. On masonry surfaces or other similar irregular substrates, fill voids along top edge of resilient 
base with manufacturer's recommended adhesive filler material.

G. Job-Formed Corners:

1. Outside Corners:  Use straight pieces of maximum lengths possible and form with returns 
not less than 3 inches (76 mm) in length.

a. Form without producing discoloration (whitening) at bends.

2. Inside Corners:  Use straight pieces of maximum lengths possible and form with returns 
not less than 3 inches (76 mm) in length.

a. Miter or cope corners to minimize open joints.

3.4 CLEANING AND PROTECTION

A. Comply with manufacturer's written instructions for cleaning and protecting resilient products.

B. Perform the following operations immediately after completing resilient-product installation:

1. Remove adhesive and other blemishes from exposed surfaces.

C. Protect resilient products from mars, marks, indentations, and other damage from construction 
operations and placement of equipment and fixtures during remainder of construction period.

END OF SECTION 09 6513
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SECTION 09 6519 - RESILIENT TILE FLOORING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Vinyl composition floor tile. (VCT-1 & 2)

B. Related Requirements:

1. Section 096513 “Resilient Base and Accessories”

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product.

B. Shop Drawings:  For each type of floor tile.  Include floor tile layouts, edges, columns,
doorways, enclosing partitions, built-in furniture, cabinets, and cutouts.

1. Show details of special patterns.

C. Samples:  Full-size units of each color and pattern of floor tile required.

D. Samples for Initial Selection:  For each type of floor tile indicated.

E. Samples for Verification:  Full-size units of each color and pattern of floor tile required.

F. Product Schedule:  For floor tile. Use same designations indicated on Drawings.

1.4 INFORMATIONAL SUBMITTALS

A. Qualification Data:  For Installer.

1.5 CLOSEOUT SUBMITTALS

A. Maintenance Data:  For each type of floor tile to include in maintenance manuals.
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1.6 MAINTENANCE MATERIAL SUBMITTALS

A. Furnish extra materials that match products installed and that are packaged with protective 
covering for storage and identified with labels describing contents.

1. Floor Tile:  Furnish one box for every 50 boxes or fraction thereof, of each type, color, 
and pattern of floor tile installed.

1.7 QUALITY ASSURANCE

A. Installer Qualifications:  A qualified installer who employs workers for this Project who are
competent in techniques required by manufacturer for floor tile installation and seaming method 
indicated.

1. Engage an installer who employs workers for this Project who are trained or certified by 
floor tile manufacturer for installation techniques required.

1.8 DELIVERY, STORAGE, AND HANDLING

A. Store floor tile and installation materials in dry spaces protected from the weather, with ambient 
temperatures maintained within range recommended by manufacturer, but not less than 50
deg F (10 deg C) or more than 90 deg F (32 deg C).  Store floor tiles on flat surfaces.

1.9 FIELD CONDITIONS

A. Maintain ambient temperatures within range recommended by manufacturer, but not less than 
70 deg F (21 deg C) or more than 95 deg F (35 deg C, in spaces to receive floor tile during the
following time periods:

1. 48 hours before installation.
2. During installation.
3. 48 hours after installation.

B. After installation and until Substantial Completion, maintain ambient temperatures within range 
recommended by manufacturer, but not less than 55 deg F (13 deg C) or more than 95 deg F (35
deg C).

C. Close spaces to traffic during floor tile installation.

D. Close spaces to traffic for 48 hours after floor tile installation.
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PART 2 - PRODUCTS

2.1 PERFORMANCE REQUIREMENTS

A. Fire-Test-Response Characteristics:  For resilient tile flooring, as determined by testing identical 
products according to ASTM E 648 or NFPA 253 by a qualified testing agency.

1. Critical Radiant Flux Classification:  Class I, not less than 0.45 W/sq. cm.

B. FloorScore Compliance:  Resilient tile flooring shall comply with requirements of FloorScore 
certification.

2.2 VINYL COMPOSITION FLOOR TILE (VCT-1 & 2)

A. Products:  Subject to compliance with requirements, provide one of the following:

1. Armstrong World Industries, Inc (Basis-of-Design)
2. Mannington Mills, Inc
3. Tarkett, Inc.

B. Tile Standard:  ASTM F 1066, Class 2, through-pattern tile.

C. Wearing Surface:  Smooth.

D. Thickness: 0.125 inch (3.2 mm).

E. Size: 12 by 12 inches (305 by 305 mm).

F. Colors and Patterns:  As indicated on the Drawings.

2.3 INSTALLATION MATERIALS

A. Trowelable Leveling and Patching Compounds:  Latex-modified, portland cement based or 
blended hydraulic-cement-based formulation provided or approved by floor tile manufacturer 
for applications indicated.

B. Adhesives:  Water-resistant type recommended by floor tile and sheet floor adhesive
manufacturers to suit floor tile and substrate conditions indicated.

C. Floor Polish:  Provide protective, liquid floor-polish products recommended by floor tile 
manufacturer.
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PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, with Installer present, for compliance with requirements for maximum 
moisture content and other conditions affecting performance of the Work.

1. Verify that finishes of substrates comply with tolerances and other requirements specified 
in other Sections and that substrates are free of cracks, ridges, depressions, scale, and 
foreign deposits that might interfere with adhesion of floor tile.

B. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Prepare substrates according to floor tile manufacturer's written instructions to ensure adhesion 
of resilient products.

B. Concrete Substrates:  Prepare according to ASTM F 710.

1. Verify that substrates are dry and free of curing compounds, sealers, and hardeners.
2. Remove substrate coatings and other substances that are incompatible with adhesives and 

that contain soap, wax, oil, or silicone, using mechanical methods recommended by floor 
tile manufacturer.  Do not use solvents.

3. Alkalinity and Adhesion Testing:  Perform tests recommended by floor tile manufacturer.
Proceed with installation only after substrate alkalinity falls within range on pH scale 
recommended by manufacturer in writing, but not less than 5 or more than 9 pH.

4. Moisture Testing:  Proceed with installation only after substrates pass testing according to 
floor tile manufacturer's written recommendations, but not less stringent than the 
following:

a. Perform anhydrous calcium chloride test according to ASTM F 1869.  Proceed 
with installation only after substrates have maximum moisture-vapor-emission rate
of 3 lb of water/1000 sq. ft. (1.36 kg of water/92.9 sq. m) in 24 hours.

b. Perform relative humidity test using in situ probes according to ASTM F 2170.
Proceed with installation only after substrates have a maximum 75 percent relative 
humidity level.

C. Fill cracks, holes, and depressions in substrates with trowelable leveling and patching 
compound; remove bumps and ridges to produce a uniform and smooth substrate.

D. Do not install floor tiles until they are the same temperature as the space where they are to be
installed.

1. At least 48 hours in advance of installation, move resilient floor tile and installation 
materials into spaces where they will be installed.
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E. Immediately before installation, sweep and vacuum clean substrates to be covered by resilient 
floor tile.

3.3 FLOOR TILE INSTALLATION

A. Comply with manufacturer's written instructions for installing floor tile.

B. Lay out floor tiles from center marks established with principal walls, discounting minor 
offsets, so tiles at opposite edges of room are of equal width.  Adjust as necessary to avoid using 
cut widths that equal less than one-half tile at perimeter.

1. Lay tiles in pattern indicated.

C. Match floor tiles for color and pattern by selecting tiles from cartons in the same sequence as 
manufactured and packaged, if so numbered.  Discard broken, cracked, chipped, or deformed 
tiles.

1. Lay tiles in pattern of colors and sizes indicated.

D. Scribe, cut, and fit floor tiles to butt neatly and tightly to vertical surfaces and permanent 
fixtures including built-in furniture, cabinets, pipes, outlets, and door frames.

E. Extend floor tiles into toe spaces, door reveals, closets, and similar openings.  Extend floor tiles 
to center of door openings.

F. Maintain reference markers, holes, and openings that are in place or marked for future cutting
by repeating on floor tiles as marked on substrates.  Use chalk or other nonpermanent marking 
device.

G. Install floor tiles on covers for telephone and electrical ducts, building expansion-joint covers, 
and similar items in finished floor areas.  Maintain overall continuity of color and pattern 
between pieces of tile installed on covers and adjoining tiles.  Tightly adhere tile edges to 
substrates that abut covers and to cover perimeters.

H. Adhere floor tiles to flooring substrates using a full spread of adhesive applied to substrate to 
produce a completed installation without open cracks, voids, raising and puckering at joints, 
telegraphing of adhesive spreader marks, and other surface imperfections.

3.4 CLEANING AND PROTECTION

A. Comply with manufacturer's written instructions for cleaning and protecting floor tile.

B. Perform the following operations immediately after completing floor tile installation:

1. Remove adhesive and other blemishes from exposed surfaces.
2. Sweep and vacuum surfaces thoroughly.
3. Damp-mop surfaces to remove marks and soil.
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C. Protect floor tile from mars, marks, indentations, and other damage from construction 
operations and placement of equipment and fixtures during remainder of construction period.

D. Floor Polish:  Remove soil, adhesive, and blemishes from floor tile surfaces before applying 
liquid floor polish.

1. Apply one coat(s).

END OF SECTION 09 6519

C-001 Dated 1/22/2013



Lucas County Central Drug Testing Relocation
Lucas County Board of Commissioners

Toledo, Ohio

Construction Documents RESINOUS FLOORING
The Collaborative Inc. #106086 096723
January 15, 2013 Page 1 of 4

SECTION 096723 - RESINOUS FLOORING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Decorative resinous flooring systems.

B. Related Sections:

1. Section 079200 "Joint Sealants" for sealants installed at joints in resinous flooring systems.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product indicated.  Include manufacturer's technical data, application
instructions, and recommendations for each resinous flooring component required.

B. Samples for Initial Selection:  For each type of exposed finish required.

1.4 CLOSEOUT SUBMITTALS

A. Maintenance Data:  For resinous flooring to include in maintenance manuals.

1.5 QUALITY ASSURANCE

A. Installer Qualifications:  Manufacturer's authorized representative who is trained and approved for 
installation of flooring systems required for this Project.

1. Engage an installer who is certified in writing by resinous flooring manufacturer as qualified to 
apply resinous flooring systems indicated.

B. Source Limitations:  Obtain primary resinous flooring materials, including primers, resins, hardening 
agents, grouting coats, and topcoats, from single source from single manufacturer.  Provide secondary 
materials, including patching and fill material, joint sealant, and repair materials, of type and from source 
recommended by manufacturer of primary materials.

1.6 DELIVERY, STORAGE, AND HANDLING
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A. Deliver materials in original packages and containers, with seals unbroken, bearing manufacturer's labels 
indicating brand name and directions for storage and mixing with other components.

1.7 PROJECT CONDITIONS

A. Environmental Limitations:  Comply with resinous flooring manufacturer's written instructions for 
substrate temperature, ambient temperature, moisture, ventilation, and other conditions affecting resinous 
flooring application.

B. Lighting:  Provide permanent lighting or, if permanent lighting is not in place, simulate permanent 
lighting conditions during resinous flooring application.

C. Close spaces to traffic during resinous flooring application and for not less than 24 hours after application 
unless manufacturer recommends a longer period.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that 
may be incorporated into the Work include, but are not limited to, the following:

1. BASF Construction Chemicals, Inc.; BASF Building Systems.
2. PPG Industries, Inc.
3. ROCK-TRED Corporation.
4. Sherwin-Williams Company; General Polymers.
5. Tamms Industries, Inc.; a division of The Euclid Chemical Company.
6. Tnemec Company, Inc.

B. Basis-of-Design: Series 222 Deco-Tread ® as manufactured by Tnemec Company, Inc.

2.2 DECORATIVE RESINOUS FLOORING

A. Resinous Flooring:  Abrasion-, impact- and chemical-resistant, decorative-aggregate-filled, epoxy-resin-
based, monolithic floor surfacing designed to produce a seamless floor and integral cove base.

B. System Characteristics:

1. Color and Pattern: Tnemec Series 222 Deco-Tread® number 0212.
2. Wearing Surface: Manufacturer's standard wearing surface.
3. Overall System Thickness: 1/8 inch (3.2 mm), minimum.

C. Body Coats:

1. Resin: Epoxy.
2. Formulation Description: 100 percent solids.
3. Application Method: Self-leveling slurry with broadcast aggregates.

a. Thickness of Coats: 1/16 inch (1.6 mm).
b. Number of Coats: Two.
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4. Aggregates: Manufacturer's standard quartz.

D. Topcoat:  Sealing or finish coats.

1. Resin: Epoxy.
2. Formulation Description: High solids.
3. Type: Clear.
4. Finish: Matte.
5. Number of Coats: One.

2.3 ACCESSORIES

A. Primer:  Type recommended by manufacturer for substrate and body coats indicated.

B. Patching and Fill Material:  Resinous product of or approved by resinous flooring manufacturer and 
recommended by manufacturer for application indicated.

PART 3 - EXECUTION

3.1 PREPARATION

A. General:  Prepare and clean substrates according to resinous flooring manufacturer's written instructions 
for substrate indicated.  Provide clean, dry substrate for resinous flooring application.

B. Concrete Substrates:  Provide sound concrete surfaces free of laitance, glaze, efflorescence, curing 
compounds, form-release agents, dust, dirt, grease, oil, and other contaminants incompatible with 
resinous flooring.

1. Roughen concrete substrates as follows:

a. Comply with ASTM C 811 requirements unless manufacturer's written instructions are 
more stringent.

2. Repair damaged and deteriorated concrete according to resinous flooring manufacturer's written
instructions.

3. Verify that concrete substrates are dry and moisture-vapor emissions are within acceptable levels
according to manufacturer's written instructions.

4. Alkalinity and Adhesion Testing:  Verify that concrete substrates have pH within acceptable 
range.  Perform tests recommended by manufacturer.  Proceed with application only after 
substrates pass testing.

C. Resinous Materials:  Mix components and prepare materials according to resinous flooring 
manufacturer's written instructions.

D. Use patching and fill material to fill holes and depressions in substrates according to manufacturer's 
written instructions.

E. Treat control joints and other nonmoving substrate cracks to prevent cracks from reflecting through 
resinous flooring according to manufacturer's written instructions.
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3.2 APPLICATION

A. General:  Apply components of resinous flooring system according to manufacturer's written instructions 
to produce a uniform, monolithic wearing surface of thickness indicated.

1. Coordinate application of components to provide optimum adhesion of resinous flooring system to 
substrate, and optimum intercoat adhesion.

2. Cure resinous flooring components according to manufacturer's written instructions.  Prevent 
contamination during application and curing processes.

3. At substrate expansion and isolation joints, comply with resinous flooring manufacturer's written
instructions.

B. Apply primer over prepared substrate at manufacturer's recommended spreading rate.

C. Integral Cove Base:  Apply cove base mix to wall surfaces before applying flooring.  Apply according to 
manufacturer's written instructions and details including those for taping, mixing, priming, troweling, 
sanding, and topcoating of cove base.  Round internal and external corners.

1. Integral Cove Base: 4 inches (100 mm) high except in toilet rooms utilize 6 inches (152 mm) high
.

D. Apply self-leveling slurry body coats in thickness indicated for flooring system.

1. Broadcast aggregates at rate recommended by manufacturer and, after resin is cured, remove 
excess aggregates to provide surface texture indicated.

E. Apply troweled or screeded body coats in thickness indicated for flooring system.  Hand or power trowel 
and grout to fill voids.  When cured, remove trowel marks and roughness using method recommended by 
manufacturer.

F. Apply grout coat, of type recommended by resinous flooring manufacturer, to fill voids in surface of final 
body coat and to produce wearing surface indicated.

G. Apply topcoats in number indicated for flooring system and at spreading rates recommended in writing 
by manufacturer.

3.3 PROTECTION

A. Protect resinous flooring from damage and wear during the remainder of construction period. Use
protective methods and materials, including temporary covering, recommended in writing by resinous 
flooring manufacturer.

END OF SECTION 096723
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SECTION 099653 - ELASTOMERIC COATINGS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section includes surface preparation and application of elastomeric coatings to the following exterior 
substrates:

1. Concrete unit masonry.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product indicated.

B. Samples for Initial Selection:  For each type of elastomeric coating indicated.

1.4 MATERIALS MAINTENANCE SUBMITTALS

A. Furnish extra materials that are from same production run (batch mix) as materials applied and that are 
packaged for storage in unopened, factory-sealed containers and identified with labels describing 
contents.

1. Quantity:  Furnish an additional 5 percent but not less than 1 gal. (3.8 L) of each material, color, 
and texture applied.

1.5 QUALITY ASSURANCE

A. MPI Standards:  Comply with MPI standards indicated and provide elastomeric coatings listed in the 
"MPI Approved Products List."

1. Preparation and Workmanship:  Comply with requirements in the "MPI Architectural Painting 
Specification Manual" for products and coating systems indicated.

B. Mockups:  Prepare two mockups of each coating system indicated and each color and finish selected to 
verify preliminary selections made under sample submittals and to demonstrate aesthetic effects and set 
quality standards for materials and execution.

1. Architect will select two wall surfaces of at least 100 sq. ft. (9.3 sq. m) to represent surfaces and 
conditions for application of each type and texture of elastomeric coating.

2. Final approval of color and texture selections will be based on mockups.
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a. If preliminary color selections are not approved, prepare additional mockups of additional 
color and textures selected by Architect at no added cost to Owner.

1.6 DELIVERY, STORAGE, AND HANDLING

A. Store materials not in use in tightly covered containers in well-ventilated areas with ambient temperatures 
continuously maintained at not less than 45 deg F (7 deg C).

1. Maintain containers in clean condition, free of foreign materials and residue.
2. Remove rags and waste from storage areas daily.

1.7 PROJECT CONDITIONS

A. Apply coatings only when temperature of surfaces to be coated and ambient air temperatures are between
50 and 90 deg F (10 and 32 deg C) unless otherwise permitted by manufacturer's written instructions.

B. Do not apply coatings in snow, rain, fog, or mist; when relative humidity exceeds 85 percent; at 
temperatures less than 5 deg F (3 deg C) above the dew point; or to damp or wet surfaces.

C. Allow wet surfaces to dry thoroughly and attain temperature and conditions specified before starting or 
continuing coating operation.

1.8 WARRANTY

A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or replace 
elastomeric coatings that fail within specified warranty period.

1. Failures include, but are not limited to, the following:

a. Water penetration through the coating.
b. Deterioration of coating beyond normal weathering.

2. Warranty Period: Five years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1 MATERIALS, GENERAL

A. Material Compatibility:

1. Provide elastomeric finish coatings and crack fillers, primers, and block fillers as applicable for 
use within elastomeric finish coatings that are compatible with one another and substrates 
indicated, under conditions of service and application as demonstrated by manufacturer, based on 
testing and field experience.

2. For each material or coat, provide products and spreading rates recommended in writing by
elastomeric coating manufacturer for use on substrate indicated.

2.2 ELASTOMERIC FINISH COATINGS
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A. Exterior Flat Waterborne, Pigmented Elastomeric Coating.

1. Products:  Subject to compliance with requirements, available products that may be incorporated 
into the Work include, but are not limited to, the following:

a. BASF Building Systems; Sonneborn Colorflex.
b. ICI Paints; Decra-Flex Elastomeric Coating.
c. PPG Industries; Pitt-Flex Elastomeric Coating.
d. Sherwin-Williams Company (The); Sherlastic Elastomeric Coating.
e. Sto Corp.; Stolastic.
f. Tnemec Company, Inc.; Enviro-Crete Series.

2. Surface Profile: Fine texture.
3. VOC Content: 100 g/L or less.
4. Moisture-Vapor Transmission:  Minimum 22.3, based on testing according to ASTM D 1653.

2.3 OTHER MATERIALS

A. Crack Fillers:  Elastomeric coating manufacturer's recommended, factory-formulated crack fillers or 
sealants, including crack filler primers, compatible with substrate and other materials indicated; VOC 
content complying with limits of authorities having jurisdiction.

B. Primer:  Elastomeric coating manufacturer's recommended, factory-formulated, alkali-resistant primer 
compatible with substrate and other materials indicated.

1. VOC Content: 100 g/L or less.

C. Concrete Unit Masonry Block Filler:  Elastomeric coating manufacturer's recommended, factory-
formulated, high-performance latex block filler compatible with substrate and other materials indicated.

1. VOC Content: 100 g/L or less.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates and conditions, with Applicator present, for compliance with manufacturer's 
requirements for maximum moisture content, alkalinity, and other conditions affecting performance of 
work.

B. Begin coating only when moisture content of substrate is 12 percent or less when measured with an 
electronic moisture meter.

C. Begin coating no sooner than 28 days after substrate is constructed and is visually dry on both sides.

D. Verify that substrate is within the range of alkalinity recommended by manufacturer.

E. Verify suitability of substrates including surface conditions and compatibility with existing finishes and
primers.

F. Begin coating application only after unsatisfactory conditions have been corrected and surfaces are dry.
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3.2 PREPARATION

A. Comply with manufacturer's written instructions applicable to substrates and coating systems indicated.

B. Remove hardware and hardware accessories, plates, machined surfaces, light fixtures, and similar items 
already installed that are not to be coated.  If removal is impractical or impossible because of size or 
weight of item, provide surface-applied protection before surface preparation and coating.

1. After completing coating operations, use workers skilled in the trades involved to reinstall items 
that were removed.  Remove surface-applied protection if any.

C. Clean substrates of substances that could impair bond of coatings, including dirt, oil, grease, and 
incompatible paints and encapsulants.  Do not coat surfaces if moisture content or alkalinity of surfaces to 
be coated exceeds that permitted in manufacturer's written instructions.

1. Remove incompatible primers and reprime substrate with compatible primers as required to 
produce coating systems indicated.

2. Perform cleaning and coating application so dust and other contaminants from cleaning process 
will not fall on wet, newly coated surfaces.

D. Crack Repair:  Fill cracks according to manufacturer's written instructions before coating surfaces.

3.3 APPLICATION

A. Apply elastomeric coatings according to manufacturer's written instructions.

1. Use equipment and techniques best suited for substrate and type of material being applied.
2. Coat surfaces behind movable items the same as similar exposed surfaces.
3. Apply each coat separately according to manufacturer's written instructions.

B. Primers:  Apply at a rate to ensure complete coverage.

C. Block Fillers:  Apply at a rate to ensure complete coverage with pores filled.

D. Tint each undercoat a lighter shade to facilitate identification of each coat if multiple coats of same 
material are to be applied.  Tint undercoats similar to color of topcoat, but provide sufficient difference in 
shade of undercoats to distinguish each separate coat.

E. If undercoats or other conditions show through topcoat, apply additional coats until cured film has a 
uniform finish, color, and appearance.

F. Apply coatings to produce surface films without cloudiness, spotting, holidays, laps, brush marks, roller 
tracking, runs, sags, ropiness, or other surface imperfections.  Cut in sharp lines and color breaks.

G. Apply coatings to prepared surfaces as soon as practicable after preparation and before subsequent 
surface soiling or deterioration.

H. Spray Application:  Use spray equipment for application only when permitted by authorities having 
jurisdiction.  Wherever spray application is used, do not double back with spray equipment to build up 
film thickness of two coats in one pass.

3.4 CLEANING AND PROTECTION
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A. At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from Project 
site.

B. After completing coating application, clean spattered surfaces.  Remove spattered coatings by washing, 
scraping, or other methods.  Do not scratch or damage adjacent finished surfaces.

C. Protect work of other trades against damage from coating application.  Correct damage to work of other 
trades by cleaning, repairing, replacing, and refinishing, as approved by Architect, and leave in an 
undamaged condition.

D. At completion of construction activities, touch up and restore damaged or defaced coated surfaces.

3.5 COATING SCHEDULE

A. Concrete Unit Masonry Substrates:

1. Primer:  Concrete unit masonry primer if required by manufacturer.
2. Block Filler:  Concrete unit masonry block filler if required by manufacturer.
3. Elastomeric Finish Coat(s): Minimum two coats with a total dry film thickness of 16 to 18 mils

(0.41 to 0.45 mm).
4. Finish-Coat Color: As selected by Architect from manufacturer's full range (entire exterior

surface to be coated will be a single color).

END OF SECTION 099653

Dated 1/22/2013
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SECTION 10 2800 - TOILET, BATH, AND LAUNDRY ACCESSORIES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Public-use washroom accessories.
2. Public-use shower room accessories.
3. Warm-air dryers.
4. Underlavatory guards.
5. Custodial accessories.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of product indicated.  Include the following:

1. Construction details and dimensions.
2. Anchoring and mounting requirements, including requirements for cutouts in other work 

and substrate preparation.
3. Material and finish descriptions.
4. Manufacturer's warranty.

B. Samples:  Full size, for each accessory item to verify design, operation, and finish requirements.

1. Approved full-size Samples will be returned and may be used in the Work.

C. Product Schedule:  Indicating types, quantities, sizes, and installation locations by room of each 
accessory required.

1. Identify products using designations indicated.

1.4 INFORMATIONAL SUBMITTALS

A. Warranty:  Sample of special warranty.
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1.5 CLOSEOUT SUBMITTALS

A. Maintenance Data:  For toilet and bath accessories to include in maintenance manuals.

1.6 QUALITY ASSURANCE

A. Source Limitations:  For products listed together in the same Part 2 articles, obtain products 
from single source from single manufacturer.

1.7 COORDINATION

A. Coordinate accessory locations with other work to prevent interference with clearances required 
for access by people with disabilities, and for proper installation, adjustment, operation, 
cleaning, and servicing of accessories.

B. Deliver inserts and anchoring devices set into concrete or masonry as required to prevent 
delaying the Work.

1.8 WARRANTY

A. Special Mirror Warranty:  Manufacturer's standard form in which manufacturer agrees to 
replace mirrors that develop visible silver spoilage defects and that fail in materials or 
workmanship within specified warranty period.

1. Warranty Period: 15 years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1 MATERIALS

A. Stainless Steel:  ASTM A 666, Type 304, 0.031-inch (0.8-mm) minimum nominal thickness 
unless otherwise indicated.

B. Galvanized-Steel Mounting Devices:  ASTM A 153/A 153M, hot-dip galvanized after 
fabrication.

C. Fasteners:  Screws, bolts, and other devices of same material as accessory unit and tamper-and-
theft resistant where exposed, and of galvanized steel where concealed.

D. Mirrors:  ASTM C 1503, Mirror Glazing Quality, clear-glass mirrors, nominal 6.0 mm thick.

2.2 PUBLIC-USE WASHROOM ACCESSORIES

A. Basis-of-Design Product:  Subject to compliance with requirements, provide product indicated 
on Drawings or comparable product by one of the following:
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1. A & J Washroom Accessories, Inc.
2. Bobrick Washroom Equipment, Inc.
3. Bradley Corporation.

B. Toilet Tissue (Roll) Dispenser:

1. Basis-of-Design Product: Bobrick – Model No. B2888
2. Description:  Double-roll dispenser.
3. Mounting:  Surface mounted.
4. Operation:  Noncontrol delivery with theft-resistant spindle.
5. Capacity:  Designed for 4-1/2- or 5-inch- (114- or 127-mm-) diameter tissue rolls.
6. Material and Finish:  Stainless steel, No. 4 finish (satin).

C. Paper Towel (Roll) Dispenser:  Furnished by Owner

D. Waste Receptacle:

1. Basis-of-Design Product: Bradley – Model No. 3251-11
2. Mounting:  Surface mounted.
3. Minimum Capacity:
4. Material and Finish:  Stainless steel, No. 4 finish (satin).

E. Liquid-Soap Dispenser:

1. Basis-of-Design Product: Bobrick – Model No. B2111
2. Description:  Designed for dispensing soap in liquid or lotion form.
3. Mounting:  Vertically oriented, surface mounted.
4. Capacity: 40 fl. oz.
5. Lockset:  Tumbler type.
6. Refill Indicator:  Window type.

F. Grab Bar:

1. Basis-of-Design Product: Bradley – Model No 812
2. Mounting:  Flanges with concealed fasteners.
3. Material:  Stainless steel, 0.05 inch (1.3 mm) thick.

a. Finish:  Smooth, No. 4 finish (satin) on ends and slip-resistant texture in grip area.

4. Outside Diameter: 1-1/2 inches (38 mm).
5. Configuration and Length:  As indicated on Drawings.

G. Sanitary-Napkin Disposal Unit:

1. Basis-of-Design Product: Bobrick – Model B270
2. Mounting:  Surface mounted.
3. Door or Cover:  Self-closing, disposal-opening cover.
4. Receptacle:  Removable.
5. Material and Finish:  Stainless steel, No. 4 finish (satin.)
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H. Mirror Unit:

1. Basis-of-Design Product: Bradley – Model No. 780
2. Frame:  Stainless-steel angle, 0.05 inch (1.3 mm) thick.

a. Corners:  Welded and ground smooth.

3. Hangers:  Produce rigid, tamper- and theft-resistant installation, using method indicated 
below.

a. One-piece, galvanized-steel, wall-hanger device with spring-action locking 
mechanism to hold mirror unit in position with no exposed screws or bolts.

4. Size:  As indicated on Drawings.

2.3 PUBLIC-USE SHOWER ROOM ACCESSORIES

A. Basis-of-Design Product:  Subject to compliance with requirements, provide product indicated 
on Drawings or comparable product by one of the following:

1. A & J Washroom Accessories, Inc.
2. Bobrick Washroom Equipment, Inc.
3. Bradley Corporation.

B. Folding Shower Seat:

1. Basis-of-Design Product: Bradley – Model No. 9569
2. Configuration:  L-shaped seat, designed for wheelchair access.
3. Seat:  Phenolic slat-type or one-piece construction in color as selected by Architect.
4. Mounting Mechanism: Stainless steel, No. 4 finish (satin).

C. Folding Drying Area Bench:
1. Basis of Design:  Bradley – Model No. 9559
2. Configuration:  Rectangular seat
3. Seat:  African teak slats
4. Mounting Mechanism:  Stainless steel, #4 finish satin.
5. Dimensions:  17”W x 16”H x 1-1/2” Thck

2.4 UNDERLAVATORY GUARDS

A. Basis-of-Design Product:  Subject to compliance with requirements, provide product indicated 
on Drawings or comparable product by one of the following:

1. Plumberex Specialty Products, Inc.
2. Truebro by IPS Corporation.

B. Underlavatory Guard:
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1. Description:  Insulating pipe covering for supply and drain piping assemblies that prevent 
direct contact with and burns from piping; allow service access without removing 
coverings.

2. Material and Finish:  Antimicrobial, molded plastic, white.

2.5 CUSTODIAL ACCESSORIES

A. Basis-of-Design Product:  Subject to compliance with requirements, provide product indicated 
on Drawings or comparable product by one of the following:

1. A & J Washroom Accessories, Inc.
2. Bobrick Washroom Equipment, Inc.
3. Bradley Corporation.

B. Mop and Broom Holder:

1. Basis-of-Design Product: Bobrick – Model No. B-223
2. Length: 36 inches (914 mm).
3. Mop/Broom Holders: Four, spring-loaded, rubber hat, cam type.
4. Material and Finish:  Stainless steel, No. 4 finish (satin).

2.6 FABRICATION

A. General:  Fabricate units with tight seams and joints, and exposed edges rolled.  Hang doors and 
access panels with full-length, continuous hinges.  Equip units for concealed anchorage and 
with corrosion-resistant backing plates.

PART 3 - EXECUTION

3.1 INSTALLATION

A. Install accessories according to manufacturers' written instructions, using fasteners appropriate 
to substrate indicated and recommended by unit manufacturer.  Install units level, plumb, and 
firmly anchored in locations and at heights indicated.

B. Grab Bars:  Install to withstand a downward load of at least 250 lbf (1112 N), when tested 
according to ASTM F 446.

3.2 ADJUSTING AND CLEANING

A. Adjust accessories for unencumbered, smooth operation.  Replace damaged or defective items.

B. Remove temporary labels and protective coatings.

C. Clean and polish exposed surfaces according to manufacturer's written recommendations.
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END OF SECTION 102800
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SECTION 105113 - METAL LOCKERS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Welded performance lockers.

1.3 ACTION SUBMITTALS

A. Product Data:  For each type of metal locker.

1. Include construction details, material descriptions, dimensions of individual components and 
profiles, and finishes for each type of metal locker.

B. Shop Drawings:  For metal lockers.

1. Include plans, elevations, sections, details, and attachments to other work.
2. Show locker trim and accessories.
3. Include locker identification system and numbering sequence.

C. Samples for Initial Selection:  Manufacturer's color charts showing the full range of colors available.

1.4 INFORMATIONAL SUBMITTALS

A. Sample Warranty:  For special warranty.

1.5 CLOSEOUT SUBMITTALS

A. Maintenance Data:  For adjusting, repairing, and replacing locker doors and latching mechanisms to 
include in maintenance manuals.

1.6 DELIVERY, STORAGE, AND HANDLING

A. Do not deliver metal lockers until spaces to receive them are clean, dry, and ready for their installation.

B. Deliver master and control keys to Owner by registered mail or overnight package service. addressed as 
follows:
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1. Lucas County Board of Commissioners, One Government Center, Suite 800, Toledo, Ohio 43604, 
Attn.: Tom Dodds, Project Manager.

1.7 FIELD CONDITIONS

A. Field Measurements:  Verify actual dimensions of recessed openings by field measurements before 
fabrication.

1.8 COORDINATION

A. Coordinate sizes and locations of framing, blocking, furring, reinforcements, and other related units of 
work specified in other Sections to ensure that metal lockers can be supported and installed as indicated.

1.9 WARRANTY

A. Special Warranty:  Manufacturer agrees to repair or replace components of metal lockers that fail in 
materials or workmanship, excluding finish, within specified warranty period.

1. Failures include, but are not limited to, the following:

a. Structural failures.
b. Faulty operation of latches and other door hardware.

2. Damage from deliberate destruction and vandalism is excluded.
3. Warranty Period for Welded Metal Lockers: Lifetime from date of Substantial Completion.

PART 2 - PRODUCTS

2.1 MANUFACTURERS

A. Source Limitations:  Obtain metal lockers and accessories from single source from single locker 
manufacturer.

1. Obtain locks from single lock manufacturer.

2.2 PERFORMANCE REQUIREMENTS

A. Accessibility Requirements:  For lockers indicated to be accessible, comply with applicable provisions in 
the U.S. Architectural & Transportation Barriers Compliance Board's ADA-ABA Accessibility 
Guidelines and ICC A117.1.

2.3 WELDED CORRIDOR LOCKERS

A. Products:  Subject to compliance with requirements, available products that may be incorporated into the 
Work include, but are not limited to, the following:

1. List Industries Inc. Task Force XP.
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2. Lyon Workspace Products, LLC. Valor Law Enforcement.
3. Olympus Lockers & Storage Products, Inc. Hercules
4. Republic Storage Systems Company. Ultra-Frame.

B. Doors:  One piece; fabricated from 0.075-inch (1.90-mm) nominal-thickness steel sheet; formed into 
channel shape with double bend at vertical edges and with right-angle single bend at horizontal edges.

1. Reinforcement:  Manufacturer's standard reinforcing angles, channels, or stiffeners for doors more 
than 15 inches (381 mm) wide; welded to inner face of doors.

2. Door Style: Unperforated panel.

C. Body:  Assembled by welding body components together.  Fabricate from unperforated steel sheet with 
thicknesses as follows:

1. Tops, Bottoms, and Sides: 0.060-inch (1.52-mm) nominal thickness.
2. Backs: 0.048-inch (1.21-mm) nominal thickness.
3. Shelves: 0.060-inch (1.52-mm) nominal thickness, with double bend at front and single bend at 

sides and back.

D. Frames:  Channel formed; fabricated from 0.060-inch (1.52-mm) nominal-thickness steel sheet; lapped
and factory welded at corners; with top and bottom main frames factory welded into vertical main frames.
Form continuous, integral, full-height door strikes on vertical main frames.

1. Cross Frames between Tiers:  Channel formed and fabricated from same material as main frames; 
welded to vertical main frames.

E. Hinges:  Welded to door and attached to door frame with no fewer than two factory-installed rivets per 
hinge that are completely concealed and tamper resistant when door is closed; fabricated to swing 180 
degrees.

1. Continuous Hinges:  Manufacturer's standard, steel, full height.

F. Recessed Door Handle and Latch:  Stainless-steel cup with integral door pull, recessed so locking device 
does not protrude beyond door face; pry and vandal resistant.

1. Multipoint Latching:  Finger-lift latch control designed for use with built-in combination locks or 
padlocks; positive automatic latching and prelocking.

a. Latch Hooks:  Equip doors 48 inches (1219 mm) and higher with three latch hooks and 
doors less than 48 inches (1219 mm) high with two latch hooks; fabricated from 0.120-inch
(3.04-mm) nominal-thickness steel sheet; welded to full-height door strikes; with resilient 
silencer on each latch hook.

b. Latching Mechanism:  Manufacturer's standard, rattle-free latching mechanism and moving 
components isolated to prevent metal-to-metal contact, and incorporating a prelocking 
device that allows locker door to be locked while door is open and then closed without 
unlocking or damaging lock or latching mechanism.

G. Hooks:  Manufacturer's standard ball-pointed type, aluminum or steel; zinc plated.

H. Coat Rods:  Manufacturer's standard.

I. Continuous Zee Base:  Fabricated from, 0.060-inch (1.52-mm) nominal-thickness steel sheet.

1. Height: 4 inches (102 mm).
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J. Continuous Sloping Tops:  Fabricated from 0.048-inch (1.21-mm) nominal-thickness steel sheet, with a 
pitch of approximately 20 degrees.

1. Closures: Vertical-end type.

K. Filler Panels:  Fabricated from 0.048-inch (1.21-mm) nominal-thickness steel sheet.

L. Boxed End Panels:  Fabricated from 0.048-inch (1.21-mm) nominal-thickness steel sheet.

M. Materials:

1. Cold-Rolled Steel Sheet:  ASTM A 1008/A 1008M, Commercial Steel (CS), Type B, suitable for 
exposed applications.

2. Metallic-Coated Steel Sheet:  ASTM A 653/A 653M, Commercial Steel (CS), Type B; with A60
(ZF180) zinc-iron, alloy (galvannealed) coating designation.

N. Finish:  Baked enamel or powder coat.

1. Color: As selected by Architect from manufacturer's full range.

2.4 FABRICATION

A. Fabricate metal lockers square, rigid, without warp, and with metal faces flat and free of dents or 
distortion.  Make exposed metal edges safe to touch and free of sharp edges and burrs.

1. Form body panels, doors, shelves, and accessories from one-piece steel sheet unless otherwise 
indicated.

2. Provide fasteners, filler plates, supports, clips, and closures as required for complete installation.

B. Fabricate each metal locker with an individual door and frame; individual top, bottom, and back; and 
common intermediate uprights separating compartments.  Factory weld frame members of each metal
locker together to form a rigid, one-piece assembly.

C. Equipment:  Provide each locker with an identification plate and the following equipment:

1. Single-Tier Units:  Shelf, one double-prong ceiling hook, and two single-prong wall hooks.
2. Coat Rods: For each compartment of each locker.

D. Welded Construction:  Factory preassemble metal lockers by welding all joints, seams, and connections; 
with no bolts, nuts, screws, or rivets used in assembly of main locker groups.  Factory weld main locker 
groups into one-piece structures.  Grind exposed welds flush.

E. Accessible Lockers:  Fabricate as follows:

1. Locate bottom shelf no lower than 15 inches (381 mm) above the floor.
2. Where hooks, coat rods, or additional shelves are provided, locate no higher than 48 inches (1219

mm) above the floor.

F. Continuous Base:  Formed into channel or zee profile for stiffness, and fabricated in lengths as long as 
practical to enclose base and base ends of metal lockers; finished to match lockers.

G. Continuous Sloping Tops:  Fabricated in lengths as long as practical, without visible fasteners at splice 
locations; finished to match lockers.
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1. Sloping-top corner fillers, mitered.

H. Filler Panels:  Fabricated in an unequal leg angle shape; finished to match lockers.  Provide slip-joint
filler angle formed to receive filler panel.

2.5 ACCESSORIES

A. Fasteners:  Zinc- or nickel-plated steel, slotless-type, exposed bolt heads; with self-locking nuts or lock 
washers for nuts on moving parts.

B. Anchors:  Material, type, and size required for secure anchorage to each substrate.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine walls, floors, and support bases, with Installer present, for compliance with requirements for 
installation tolerances and other conditions affecting performance of the Work.

B. Prepare written report, endorsed by Installer, listing conditions detrimental to performance of the Work.

C. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 INSTALLATION

A. General:  Install lockers level, plumb, and true; shim as required, using concealed shims.

1. Anchor locker runs at ends and at intervals recommended by manufacturer, but not more than 36
inches (910 mm) o.c.  Using concealed fasteners, install anchors through backup reinforcing 
plates, channels, or blocking as required to prevent metal distortion.

2. Anchor single rows of metal lockers to walls near top and bottom of lockers.
3. Anchor back-to-back metal lockers to floor.

B. Welded Lockers:  Connect groups together with standard fasteners, with no exposed fasteners on face 
frames.

C. Equipment:

1. Attach hooks with at least two fasteners.
2. Attach door locks on doors using security-type fasteners.

D. Trim:  Fit exposed connections of trim, fillers, and closures accurately together to form tight, hairline 
joints, with concealed fasteners and splice plates.

1. Attach recess trim to recessed metal lockers with concealed clips.
2. Attach filler panels with concealed fasteners.  Locate filler panels where indicated on Drawings.
3. Attach sloping-top units to metal lockers, with closures at exposed ends.
4. Attach boxed end panels using concealed fasteners to conceal exposed ends of nonrecessed metal 

lockers.
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5. Attach finished end panels using fasteners only at perimeter to conceal exposed ends of 
nonrecessed metal lockers.

E. Freestanding Locker Benches:  Place benches in locations indicated on Drawings.

3.3 ADJUSTING

A. Clean, lubricate, and adjust hardware.  Adjust doors and latches to operate easily without binding. Verify
that integral locking devices operate properly.

3.4 PROTECTION

A. Protect metal lockers from damage, abuse, dust, dirt, stain, or paint.  Do not permit use during 
construction.

B. Touch up marred finishes, or replace metal lockers that cannot be restored to factory-finished appearance.
Use only materials and procedures recommended or furnished by locker manufacturer.

END OF SECTION 105113

Dated 1/22/2013
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SECTION 123661 - SIMULATED STONE COUNTERTOPS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and 
Division 01 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. Solid-surface-material countertops and backsplashes.

1.3 ACTION SUBMITTALS

A. Product Data:  For countertop materials.

B. Shop Drawings:  For countertops.  Show materials, finishes, edge and backsplash profiles, methods of 
joining, and cutouts for plumbing fixtures.

C. Samples for Initial Selection:  For each type of material exposed to view.

1.4 PROJECT CONDITIONS

A. Field Measurements:  Verify dimensions of countertops by field measurements after base cabinets are 
installed but before countertop fabrication is complete.

1.5 COORDINATION

A. Coordinate locations of utilities that will penetrate countertops or backsplashes.

PART 2 - PRODUCTS

2.1 SOLID-SURFACE-MATERIAL COUNTERTOPS

A. Configuration:  Provide countertops with the following front and backsplash style:

1. Front: Straight, slightly eased at top.
2. Backsplash: Straight, slightly eased at corner.
3. Endsplash: Matching backsplash.

B. Countertops: 1/2-inch- (12.8-mm-) thick, solid surface material laminated to 3/4-inch- (19-mm-) thick
particleboard with exposed edges built up with 1/2-inch- (12.8-mm-) thick, solid surface material.

C-001 Dated 1/22/2013
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C. Backsplashes: 1/2-inch- (12.7-mm-) thick, solid surface material.

D. Fabrication:  Fabricate tops in one piece with shop-applied edges and backsplashes unless otherwise 
indicated.  Comply with solid-surface-material manufacturer's written instructions for adhesives, sealers, 
fabrication, and finishing.

2.2 COUNTERTOP MATERIALS

A. Particleboard:  ANSI A208.1, Grade M-2-Exterior Glue.

B. Plywood:  Exterior softwood plywood complying with DOC PS 1, Grade C-C Plugged, touch sanded.

C. Solid Surface Material:  Homogeneous solid sheets of filled plastic resin complying with ANSI SS1.

1. Manufacturers:  Subject to compliance with requirements, available manufacturers offering 
products that may be incorporated into the Work include, but are not limited to, the following:

a. E. I. du Pont de Nemours and Company (Basis-of-Design).
b. Formica Corporation.
c. Swan Corporation (The).
d. Wilsonart International.

2. Type:  Provide Standard Type unless Special Purpose Type is indicated.
3. Colors and Patterns: As indicated by manufacturer's designations.

PART 3 - EXECUTION

3.1 INSTALLATION

A. Install countertops level to a tolerance of 1/8 inch in 8 feet (3 mm in 2.4 m).

B. Fasten countertops by screwing through corner blocks of base units into underside of countertop.  Pre-
drill holes for screws as recommended by manufacturer.  Align adjacent surfaces and, using adhesive in 
color to match countertop, form seams to comply with manufacturer's written instructions.  Carefully 
dress joints smooth, remove surface scratches, and clean entire surface.

1. Install backsplashes and endsplashes to comply with manufacturer's written instructions for 
adhesives, sealers, fabrication, and finishing.

2. Seal edges of cutouts in particleboard subtops by saturating with varnish.

END OF SECTION 123661

C-001 Dated 1/22/2013


